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	Reason for change:
	Corrections to informtion flow table in 10.19.2.3.

This information flow defines the message IEs in the AHGC request message between the primary MCPTT server of the AHGC originator and the the group host MCPTT server. There is no procedure defined in the TS on how this message is used. But the definition of “Group host MCPTT server” in clause 3.1 and mentioned in the TS for non AHGC procedures may give clues. In clause 3.1 the following definition is defined:

Group host MCPTT server: The MCPTT server within an MCPTT system that provides centralised support for MCPTT services of an MCPTT group defined in a group home MCPTT system.

The following information flow tables mention “group host MCPTT server” saying it is from MCPTT server to the group host MCPTT server:
1. 10.6.2.2.1	MCPTT emergency group call request
2. 10.6.2.2.5	MCPTT imminent peril group call request
3. 10.6.2.2.8	Group call request (MCPTT server – group host MCPTT server)
4. 10.6.2.2.20	Group join request
5. 10.6.2.2.21	Group join response
6. 10.19.2.3	Ad hoc group call request (MCPTT server – group host MCPTT server)

The following procedures mention “group host MCPTT server”:
1. Clause 10.6.2.3.1.1.2, The group host MCPTT server is the “primary” MCPTT server in step 5.
2. Clause 10.6.2.4.1.2 , The group host MCPTT server is the “primary” MCPTT server in step 1.
3. Clause 10.12, the group host MCPTT server is the Partner MCPTT system floor control server.

In summary, there is NO procedure figure shows “group host MCPTT server” and from the mentions in existing procedures we understand that the group host MCPTT server in single MC MCPTT system it is the primary MCPTT server. Based on the above analysis, the information flow in 10.19.2.3 need to be corrected.
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[bookmark: _Toc517082226]* * * * First change * * * *

[bookmark: _Toc209825879]10.19.2.3	Ad hoc group call request (MCPTT server – group host MCPTT server)
Table 10.19.2.3-1 describes the information flow ad hoc group call request between the MCPTT server and the group host MCPTT server.
Table 10.19.2.3-1: Ad hoc group call request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCPTT ad hoc group ID
	M
	The MCPTT group ID to be associated with the ad hoc group call

	MCPTT ID list
(see NOTE 1, NOTE 3)  
	MO
	MCPTT IDs of the participants being invited for the ad hoc group call

	SDP offer
	M
	Offered Media parameters of MCPTT server

	Implicit floor request (see NOTE 24)
	O
	Indicates that the originating client requests the floor

	Broadcast indicator
(see NOTE 12)
	O
	Indicates that the ad hoc group call request is for a broadcast ad hoc group call

	Imminent peril indicator (see NOTE 12)
	O
	Indicates that the ad hoc group call request is an MCPTT imminent peril ad hoc group call

	Emergency Indicator (see NOTE 12)
	O
	Indicates that the ad hoc group call request is an MCPTT emergency ad hoc group call

	Preconfigured MCPTT group ID
	O 
	Group identity whose configuration is to be applied for this ad hoc group call.

	Criteria for determining the participants (see NOTE 3)
	O
	Carries the details of criteria or meaningful label identifying the criteria or the combination of both which will be used by the MCPTT server for determining the participants e.g., it can be a location based criteria to invite participants in a particular area

	Requested priority
	O
	Application priority level requested for this group call

	NOTE 1:	This element is included only when the originating client sends the list of participants.
NOTE 12:	If used, only one of these information elements is present.
NOTE 3:	Only one of these information elements is present.
NOTE 24:	This information element shall be included only when the originating client requests the floor.



Editor's Note: It is FFS if the server to server message is needed in a call request or response message.

