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[bookmark: _Toc114825061]* * * First Change * * * 
[bookmark: _Toc162277814][bookmark: _Toc162277816]8.27	Dynamically routing service API invocation
[bookmark: _Toc162277815]8.27.1	General
The procedure in this subclause corresponds to the architectural requirements for dynamic routing of service API invocation. The CAPIF enables dynamically routing the service API invocation request based on the detailed information of the invocation.
8.27.2	Information flows
[bookmark: _Toc162277817]8.27.2.1	Obtain routing information request
Table 8.27.2.1-1 describes the information flow dynamic routing information request from the API exposing function to the CAPIF core function.
Table 8.27.2.1-1: Obtain routing information request
	Information element
	Status
	Description

	Service API identification information
	M
	The identification information of the service API for which invocation is requested. The service API identification is part of the specific service API invocation request.

	AEF identity information
	M
	Identity information of the entity requesting the routing information



* * * Next Change * * * 
[bookmark: _Toc162277818]8.27.2.2	Obtain routing information response
Table 8.27.2.2-1 describes the information flow dynamic routing information response from the CAPIF core function to the API exposing function.
Table 8.27.2.2-1: Obtain routing information response
	Information element
	Status
	Description

	Service API identification information
	M
	The identification information of the service API for which invocation is requested. 

	Routing rule(s) information for service API invocation
	M 
	Indicates the routing rule(s) for service API invocation, e.g., mapping of IP address range and AEF identity, or mapping of area serving the service API and AEF information.



