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* * * First Change * * * *
[bookmark: _Toc163052203]8.14.3.14	EEC services notification
Table 8.14.3.14-1 describes information elements for the EEC services notification sent by the EEC to the AC.
Table 8.14.3.14-1: EEC services notification
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the notification.

	Notification details
	M
	Information related to the notification

	> EAS discovery
	O
	Indicates that the notification relates to EAS discovery

	>> List of EAS profiles
	M
	EAS profiles associated with the notification. Each element is described in clause 8.2.4

	>>> Lifetime
	O
	Time interval or duration during which the information in the EAS profile is valid and supposed to be cached in the AC (e.g. time-to-live value for an EAS Endpoint)

	> EAS dynamic information
	O
	Indicates that the notification relates to EAS dynamic information subscription

	>> List of EAS profile
	M
	EAS profiles associated with the notification. Each element is described in clause 8.2.4

	>>> Lifetime
	O
	Time interval or duration during which the information in the EAS profile is valid and supposed to be cached in the AC (e.g. time-to-live value for an EAS Endpoint)

	> ACR
	O
	Indicates that the notification relates to ACR

	>> List of S-EAS information
	M
	ACR operation information and information of the EAS to which the notification relates.

	>>> EASID
	M
	Identifier of the S-EAS to which the subscription relates.

	>>> EAS endpoint
	M
	Endpoint of the S-EAS to which the subscription relates.

	>>> ACR detection
	O
	Indicates that the EEC detected a need for ACR

	>>> ACR decision
	O
	EEC’s decision information related to an ACR detection 

	>>> ACR execution status
	O
	Indicates the status of ACR execution

	>>>> Status
	M
	ACR status such as initiated, in-progress, complete, failed

	>>>> T-EAS information
	O (NOTE)
	Information of the T-EAS corresponding to the S-EAS

	>>>> Failure cause
	O (NOTE)
	ACR failure reason e.g. due to unavailability of suitable T-EES or T-EAS

	NOTE: 	T-EAS information IE is included only if the Status is not failed. And when Status is failed Failure cause IE is included.


	
* * * Next Change * * * *
[bookmark: _Toc108431773][bookmark: _Toc163052185]8.14.2.5.3	EEC services notification
Pre-conditions:
1.	The AC has subscribed to the EEC.


Figure 8.14.2.5.3-1: EEC services notification procedure
1.	An event occurs at the EEC that satisfies the trigger conditions for notifying a AC e.g., EEC detects a need for Application Context Relocation, unavailability of suitable T-EES and/or unavailability of suitable T-EAS.
NOTE:	Upon receiving a EEC services notification indicating no suitable T-EES/T-EAS was available, the AC may decide to initiate DNS query to obtain CAS information to prepare and move the application context to the CAS.
2.	The EEC sends an EEC services notification to the AC with relevant information related to the event triggered in step 1.

* * * End of Changes * * *
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