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* * * * First Change * * * *
4.4.48.2	Procedures for IMS Parameters Provisioning
This procedure is used by the AF to request the creation/update/deletion of an IMS parameters provisioning.
In order to request the creation of an IMS Parameters Provisioning:
-	the AF shall trigger the ImsParamProvisioning API by sending an HTTP POST request to the NEF targeting the "IMS Parameters Provisionings" collection resource, with the request body including the ImsPpData data structure;
-	the NEF shall then check whether the AF is authorized to perform this operation or not;
-	if the AF is authorized:
-	the NEF shall then determine the target IMS AS instance either based on local configuration or through discovery from the NRF via the Nnrf_NFDiscovery service API, as defined in 3GPP TS 29.510 [57], and provision the received IMS parameters provisioning data to the determined IMS AS instance using the Nimsas_ImsPP_Create service operation as specified in 3GPP TS 29.175 [78];
and
-	upon reception of a successful response from the IMS AS as defined in 3GPP TS 29.175 [78] and successful processing of the request, the NEF shall respond to the AF with an HTTP "201 Created" status code including an HTTP "Location" header field containing the URI of the created resource, and the response body including a representation of the created "Individual IMS Parameters Provisioning" resource within the ImsPpData data structure.
In order to request the update of an existing "Individual IMS Parameters Provisioning" resource:
-	the AF shall trigger the ImsParamProvisioning API by sending an HTTP PUT/PATCH request to the NEF targeting the corresponding "Individual IMS Parameters Provisioning" resource with the request body including either:
-	the ImsPpData data structure, in case the HTTP PUT method is used; or
-	the requested modifications to the resource, in case the HTTP PATCH method is used.
-	after authorizing the request, the NEF shall interact with the IMS AS to request the provisioning of the received updated IMS parameters provisioning data using the Nimsas_ImsPP_Update service operation as defined in 3GPP TS 29.175 [78]; and
-	upon reception of a successful response from the IMS AS as defined in 3GPP TS 29.175 [78] and successful processing of the request, the NEF shall respond to the AF with either:
-	an HTTP "200 OK" status code with the response body containing a representation of the updated "Individual IMS Parameters Provisioning" resource within the ImsPpData data structure; or
-	an HTTP "204 No Content" status code.
In order to request the deletion of an existing "Individual IMS Parameters Provisioning" resource:
-	the AF shall trigger the ImsParamProvisioning API by sending an HTTP DELETE request targeting the corresponding "Individual IMS Parameters Provisioning" resource to the NEF;
-	after authorizing the request, the NEF shall interact with the IMS AS using the Nims_ImsPP_Delete service operation to request the deletion of the correponding IMS parameters provisioning data as defined in 3GPP TS 29.175 [78]; and
-	upon reception of a successful response from the IMS AS as defined in 3GPP TS 29.175 [78] and successful processing of the request, the NEF shall respond to the AF with an HTTP "204 No Content" status code.
On failure or if the NEF receives an error code from the IMS AS, the NEF shall take proper error handling actions, as specified in clause 5.44.7, and respond to the AF with an appropriate error status code. If the NEF received within an error response a "ProblemDetails" data structure with the "cause" attribute indicating an application error, the NEF shall relay this error response to the AF with a corresponding application error, when applicable.
* * * *2nd change * * * *
5.44.2.1	Overview
This clause describes the structure for the Resource URIs as shown in figure 5.44.2.1-1 and the resources and HTTP methods used for the ImsParamProvision API.


Figure 5.44.2.1-1: Resource URI structure of the ImsParamProvision API
Table 5.44.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.44.2.1-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	IMS Parameters Provisionings
	/pp
	GET
	Retrieve all the active IMS Parameters Provisioning(s) managed by the NEF.

	
	
	POST
	Request the creation of a new IMS Parameters Provisioning at the NEF.

	Individual IMS Parameters Provisioning
	/pp/{ppId}
	GET
	Retrieve an existing "Individual IMS Parameters Provisioning" resource.

	
	
	PUT
	Update an existing "Individual IMS Parameters Provisioning" resource.

	
	
	PATCH
	Modify an existing "Individual IMS Parameters Provisioning" resource.

	
	
	DELETE
	Delete an existing "Individual IMS Parameters Provisioning" resource.



*** End of Changes ***
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