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Additional discussion(if needed):
Proposed changes:
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***  First Change ***

[bookmark: _Toc28011152][bookmark: _Toc34138015][bookmark: _Toc36037610][bookmark: _Toc39051712][bookmark: _Toc43363304][bookmark: _Toc45132911][bookmark: _Toc49871642][bookmark: _Toc50023532][bookmark: _Toc51761212][bookmark: _Toc67492696][bookmark: _Toc74838430][bookmark: _Toc104311254][bookmark: _Toc104385934][bookmark: _Toc104407129][bookmark: _Toc104408422][bookmark: _Toc104546016][bookmark: _Toc191391834][bookmark: _Toc200748659]5.8	Feature negotiation
The optional features in table 5.8-1 are defined for the Npcf_AMPolicyControl API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [5].
Table 5.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	SliceSupport
	Indicates the support of AM policies differentiation based on the awareness of the allowed NSSAI.

	2
	PendingTransaction
	This feature indicates support for the race condition handling as defined in 3GPP TS 29.513 [7].

	3
	UE-AMBR_Authorization
	Indicates the support of UE-AMBR control by the PCF in the serving network.

	4
	DNNReplacementControl
	Indicates the support of DNN replacement control.

	5
	MultipleAccessTypes
	Indicates the support of AM policies for the multiple (i.e. 3GPP and non-3GPP) access and RAT types where the served UE is camping.

	6
	WirelineWirelessConvergence
	Indicates the support of Wireline and Wireless access convergence.

	7
	ImmediateReport
	Indicates the support of the current applicable values report corresponding to the policy control request triggers for policy update notification.

	8
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in clauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [5] and according to HTTP redirection principles for indirect communication, as specified in clause 6.10.9 of 3GPP TS 29.500 [5]. 

	9
	UE-Slice-MBR_Authorization
	Indicates the support of UE-Slice-MBR control by the PCF in the serving network.

	10
	AMInfluence
	Indicates the support of the alternative mechanism to support informing the PCF for the UE of PDU session(s) established/terminated events via the delivery of the PCF for the UE information necessary for the PCF for the PDU session to send notifications on PDU session(s) established/terminated events through the AMF and the SMF.

	11
	EneNA
	This feature indicates the support of NWDAF data reporting.

	12
	TargetNSSAI
	[bookmark: _Hlk72842131]Indicates the support for RFSP Index associated with the Target NSSAI.

	13
	5GAccessStratumTime
	This feature indicates the support of 5G acess stratum time distribution parameters provisioning.

	14
	FeatureRenegotiation
	This feature indicates the support of feature renegotiation during the update of a policy association triggered by UE mobility with AMF change.

	15
	NetSliceRepl
	This feature indicates that both UE and AMFe support of the network slice replacement functionality as part of the enhancements of the network slicing functionality.

The following functionalities are supported:
-	Support the network slice replacement information management.

	16
	RFSPValidityTime
	This feature indicates the support of the provisioning of a validity time for the RFSP Index value that indicates the EPC/E-UTRAN access is prioritized over 5GS access.

	17
	NetTimeSyncStatus
	This feature indicates the support of network timing synchronization status and reporting. This feature requires the support of the 5GAccessStratumTime feature as well.

	18
	NetSliceUsageCtrl
	This feature indicates the support of the network slice usage control functionality as part of the enhancements of the network slicing functionality.

The following functionalities are supported:
-	Support the provisioning by the PCF of the network slice usage control information (e.g., slice deregistration inactivity timer value).

This feature requires the support of the "SliceSupport" and/or "DNNReplacementControl" features.

	19
	PartNetSliceSupport
	This feature indicates the partial network slice support in a Registration Area functionality as part of the enhancements of the network slicing functionality.

The following functionalities are supported:
-	Support the reporting of the changes in the Partially Allowed NSSAI, S-NSSAI(s) rejected partially in the RA, Rejected S-NSSAI(s) in the RA and/or the Pending NSSAI to the PCF.

	20
	SLAMUP
	This feature indicates the support of the provisioning to the AMF of the CHF information of the CHF selected by the PCF.

	21
	RatTypeChange
	This feature indicates the support of provisioning the AM policies to the UE for the change in the RAT type within the same Access type.

	22
	AfNetSliceRepl
	This feature indicates the support of the enhancements to support AF requested Network Slice Replacement services.

The following functionalities are supported:
-	Support the provisioning and management of the AF requested Network Slice Replacement requirements.

	23
	Energy
	Indicates the support of reporting the subscribed Energy Saving Indicator value changes.

	24
	CHFGroup
	This feature indicates the support of the CHF Group ID handling for the discovery of the CHF.



***  End of Changes ***
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