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9.14 Others

For discussions on UE features for Rel-19 TEI and other relevant issues.
Agreement:
Introduce new FG 67-X as follows
	67-X
	PDCCH repetition for Type0 PDCCH CSS in TN
[Common_PDCCH_rep_TN]
	1. Support reception of PDCCH repetition for Type0 PDCCH CSS of searchSpaceZero configured within MIB pdcch-ConfigSIB1 in TN
FFS: whether to merge this FG with FG(s) for PDCCH repetition for other than Type0 PDCCH CSS


	FFS
	FFS
	N/A
	PDCCH repetition for Type0 PDCCH CSS in TN is not supported
	Per band
	N/A
	N/A
	N/A
	Note: This UE feature group is applicable only for FR1 TN  

	Optional [with/without] capability signaling


Agreement:
	67-Y
	PDCCH repetition for Type [0A/0B/1/1A/2/2A] PDCCH CSS for TN
	1. Support reception of PDCCH repetition for Type [0A/0B/1/1A/2/2A] PDCCH CSS for TN

2. Required number of BDs for the two PDCCH candidates in RRC CONNECTED mode
	FFS
	Yes
	N/A
	FFS
	Per band
	N/A
	N/A
	N/A
	Note: This UE feature group is applicable only for FR1 TN 
Candidate values for component 2: {1, 2} 


	Optional with capability signaling


Agreement:
Confirm no prerequisite FG for FG 67-X
R1-2505626
UE feature for Rel-19 TEI
Samsung

R1-2506007
Discussion on UE feature for common PDCCH repetiton (Rel-19 NTN) for TN
 Spreadtrum, UNISOC

R1-2506028
TEI19 UE features
MediaTek Inc.

R1-2506231
Summary of UE features for Rel-19 TEI and other relevant issues
Moderator (AT&T)

R1-2506260
UE feature for Rel-19 TEI
ZTE Corporation, Sanechips

R1-2506388
UE features for common PDCCH repetiton (Rel-19 NTN) for TN
Huawei, HiSilicon

