3GPP TSG RAN WG1 #122






R1-2506411
Bengaluru, India, Aug 25th – 29th, 2025

Source:

Ad-Hoc Chair (NTT DOCOMO)

Title:


Session Notes of AI 9.5
Agenda Item:

9.5
Document for: 
Endorsement
9.5 UE features for LP-WUS/WUR for NR

Agreement:
No prerequisite FG is defined for FG 62-1 and 62-1a
Agreement:
· Remove “[2. FFS: The support of LP-SS based RRM measurement. Support of all M values {1, 2, 4} for LP-SS]” in FG 62-1a
· Regarding support of LP-SS based RRM measurement in IDLE/INACTIVE mode, adopt Alt-2: 

· Alt-1: Capture a note that “It is up to UE implementation whether to support LP-SS based RRM measurement, for UE supporting FG 62-1a”

· Alt-2: Define separate FG for support of LP-SS based RRM measurement in IDLE/INACTIVE mode
· Define FG 62-1a as prerequisite FG
· Add a note: “If LP-SS is configured, and if both SSB based and LP-SS based thresholds are configured for RRM measurement, it is up to UE implementation which threshold to use”
· Alt-3: No explicit action
Agreement:
Remove “FFS: Other components and/or further FG separation” from FG 62-1/1a
· Note: It is not precluded for RAN1 to discuss any other FG(s) and/or component(s) as essential corrections
Agreement:
No RAN1 FG is defined as prerequisite FG for FG 62-2/2a
· Note: Whether to add RAN2 FG 3-3 as prerequisite FG for 62-2/2a is up to RAN2

Agreement:
Add a new component “Maximum number of codepoints to be checked by UE per MO” in FG 62-2/2a: 

· Candidate values: {2, 4, 6, 8}
Agreement:
Remove “FFS: Other components and/or further FG separation” from FG 62-2/2a
· Note: It is not precluded for RAN1 to discuss any other FG(s) and/or component(s) as essential corrections

Proposal 2-4:
Regarding Type for FG 62-2/2a, adopt Alt-x
· Alt-1: Adopt “Per band” for FG 62-2 and 62-2a for both single-band and multi-band operation
· Alt-2: 
· Adopt “Per band” for FG 62-2 and 62-2a, and clarify 62-2/2a is defined for single-band operation, and define the following two new FGs
· LP-WUS operation in CONNECTED mode based on OOK signal
· LP-WUS operation in CONNECTED mode based on OFDM overlaid sequence(s)
· Alt-2a: Adopt “Per FS” for FG 62-2 and 62-2a
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