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<Start of Change 1>

[bookmark: _Toc535476820]B.1.x	Conditions for measurements on NR serving cells by LP-WUR
This clause defines the following conditions for NR serving cell measurement performed based on SSBs or LP-SS by LR: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in table B.1.x-1 for FR1 NR cells.
The conditions are defined in table B.1.x-2 for FR2 NR cells.
Table B.1.x-1: Conditions for serving cell measurement by LR in FR1
	Parameter
	NR operating bandNote1
	Minimum SSB_RP or LS-SS_RP
	SSB or LP-SS Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR operating bands in Table 5.2-1 in [18]
	-117
	-120
	 -3

	

	NOTE 1:	For NR operating band n41, n77, n78, n79 and n104, allowance ΔRLP-WUS with value specified in Table 7.3M.2-2 in [18] applies


[bookmark: _GoBack]
Table B.1.x-2: Conditions for servint cell measurement by LR in FR2
	Parameter
	Angle of arrival
	NR operating band
	Minimum SSB_RP or LS-SS_RP
	SSB or LP-SS Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 60 kHz
	SCSSSB = 120 kHz
	

	Conditions
	Rx Beam Peak
	NR operating bands in Table 5.2-1 in [19]
	--77.3 + xNote 1
	-.80.5 + xNote 1
	 -3

	
	

	
	Note 1: X is specified for UE power class 3 and 7 in Table 7.3M.2-1 in [19] 




<End of Change 2>

