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7.7	WUS demodulation requirements

7.7.1	1Rx requirements
7.7.1.1	FDD
(Void)
7.7.2.1	TDD
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The purpose of the requirements is to verify the LP-WUS performance for FR2-1 under 1 receive antenna conditions For the parameters specified in Table 7.7.2.2.1-1 and using the downlink physical channels specified in Annex C.5.1, the minimum requirements are specified in Table 7.7.2.2.1-2.
Table 7.7.2.2.1-1: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Subcarrier spacing
	kHz
	120

	Bandwidth
	MHz
	100

	[Number of information bits ()
	Bits
	Test 1-1 and 2-1: 2
Test 1-2 and 2-2: 5

	Number of bits after rate matching ()
	Bits
	Test 1-1 and 2-1: 12
Test 1-2 and 2-2: 32



Table 7.7.2.2.1-2: Minimum performance requirements for OOK-based envelope detection
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Propagation condition
	Antenna configuration 
	Reference value

	
	
	
	
	
	Pm-wus (%)
	SNR (dB)

	1-1
	R.WUS.2-1.1
	100 / 120
	TDLA30-75
	1x1
	1
	2.5

	1-2
	R.WUS.2-1.2
	100 / 120
	TDLA30-75
	1x1
	1
	3.5


   

