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--- Start of change 1 ---

A.20.2.1.X1	Intra-frequency SAN Handover from FR1 to FR1 for 1Rx RedCap UE
A.20.2.1.X1.1	Test Purpose and Environment
This test is to verify the requirement for Intra-frequency SAN Handover from FR1 to FR1 specified in clause 6.1F.1 for 1Rx RedCap UE.
A.20.2.1.X1.2	Test Parameters
[bookmark: _Hlk220421624]Test parameters in clause A.14.2.1.1.2 shall apply except that the supported test configurations are defined in table A.20.2.1.X1.2-1, and NR Cell specific test parameters in Table A.20.2.1.X1.2-2 replace the corresponding parameters in Table A.14.2.1.1.2-3. Other parameters in Table A.14.2.1.1.2-2 and Table A.14.2.1.1.2-3 shall apply to test configuration 1, 2, 3 and 4.
In the test, the target cell is known by the UE and carries only CD-SSB.
Table A.20.2.1.X1.2-1: Supported test configurations	Comment by Nokia: RAN4#116bis agreement for issue 1-1-3
	Configuration
	Description

	1
	GSO, NR FDD, 15 kHz SSB SCS, 10 MHz BW

	2
	NGSO, NR FDD, 15 kHz SSB SCS, 10 MHz BW

	3
	GSO, NR HD-FDD, 15 kHz SSB SCS, 10 MHz BW

	4
	NGSO, NR HD-FDD, 15 kHz SSB SCS, 10 MHz BW

	NOTE1:	If (e)RedCap UE supports both NGSO and GSO, the GSO-based test cases can be skipped if the UE passes NGSO-based test cases.
NOTE2: 	If (e)RedCap UE supports both FDD and HD-FDD operation, the UE is only required to be tested in one of both.



Table A.20.2.1.X1.2-2: Cell specific test parameters for Intra frequency SAN handover test case
	Parameter
	Test configuration
	Unit
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Satellite information
	Config 1,3
	
	SSC.1
	NSC.1

	
	Config 2,4
	
	SSC.2
	NSC.2

	Koffset
	Config 1,3
	ms
	239
	239

	
	Config 2,4
	
	4
	4

	Antenna Configuration
	1Rx
	
	1x1



[bookmark: _Toc383691088]A.20.2.1.X1.3	Test Requirements
Test requirements in clause A.14.2.1.1.3 shall apply for 1Rx RedCap UEs.
A.20.2.1.X2	Intra-frequency SAN Handover from FR1 to FR1 for 2Rx RedCap UE
A.20.2.1.X2.1	Test Purpose and Environment
This test is to verify the requirement for Intra-frequency SAN Handover from FR1 to FR1 specified in clause 6.1F.1 for 2Rx RedCap UE.
A.20.2.1.X2.2	Test Parameters
Test parameters in clause A.20.2.1.X1.2 shall apply. The antenna configuration for 2Rx RedCap UE is 1x2.
A.20.2.1.X2.3	Test Requirements
Test requirements in clause A.14.2.1.1.3 shall apply for 2Rx RedCap UEs.
A.20.2.1.X3	Inter-frequency SAN Handover from FR1 to FR1 for 1Rx RedCap UE
A.20.2.1.X3.1	Test Purpose and Environment
This test is to verify the requirement for Inter-frequency SAN Handover from FR1 to FR1 specified in clause 6.1F.1 for 1Rx RedCap UE.
A.20.2.1.X3.2	Test Parameters
Test parameters in clause A.14.2.1.2.2 shall apply except that the supported test configurations are defined in table A.20.2.1.X1.2-1, and NR Cell specific test parameters in Table A.20.2.1.X1.2-2 replace the corresponding parameters in Table A.14.2.1.2.2-3. Other parameters in Table A.14.2.1.2.2-2 and Table A.14.2.1.2.2-3 shall apply to test configuration 1, 2, 3 and 4.
In the test, the target cell is known by the UE and carries only CD-SSB. The antenna configuration for 1Rx RedCap UE is 1x1.
A.20.2.1.X3.3	Test Requirements
Test requirements in clause A.14.2.1.2.3 shall apply for 1Rx RedCap UEs. 
A.20.2.1.X4	Inter-frequency SAN Handover from FR1 to FR1 for 2Rx RedCap UE
A.20.2.1.X4.1	Test Purpose and Environment
This test is to verify the requirement for Inter-frequency SAN Handover from FR1 to FR1 specified in clause 6.1F.1 for 2Rx RedCap UE.
A.20.2.1.X4.2	Test Parameters
Test parameters in clause A.20.2.1.X3.2 shall apply. The antenna configuration for 2Rx RedCap UE is 1x2.
A.20.2.1.X4.3	Test Requirements
Test requirements in clause A.14.2.1.2.3 shall apply for 2Rx RedCap UEs. 
A.20.2.1.X5	Intra-frequency SAN RACH-less Handover from FR1 to FR1 for 1Rx RedCap UE
A.20.2.1.X5.1	Test Purpose and Environment
This test is to verify the requirement for Intra-frequency SAN RACH-less Handover from FR1 to FR1 specified in clause 6.1F.1 for 1Rx RedCap UE.
A.20.2.1.X5.2	Test Parameters
Test parameters in clause A.14.2.1.8.2 shall apply except that the supported test configurations are defined in table A.20.2.1.X1.2-1, and NR Cell specific test parameters in Table A.20.2.1.X1.2-2 replace the corresponding parameters in Table A.14.2.1.8.2-3. Other parameters in Table A.14.2.1.8.2-2 and Table A.14.2.1.8.2-3 shall apply to test configuration 1, 2, 3 and 4.
In the test, the target cell is known by the UE and carries only CD-SSB. The antenna configuration for 1Rx RedCap UE is 1x1.
A.20.2.1.X5.3	Test Requirements
[bookmark: _Hlk213367774]Test requirements in clause A.14.2.1.8.3 shall apply for 1Rx RedCap UE. 
A.20.2.1.X6	Intra-frequency SAN RACH-less Handover from FR1 to FR1 for 2Rx RedCap UE
A.20.2.1.X6.1	Test Purpose and Environment
This test is to verify the requirement for Intra-frequency SAN RACH-less Handover from FR1 to FR1 specified in clause 6.1F.1 for 2Rx RedCap UE.
A.20.2.1.X6.2	Test Parameters
Test parameters in clause A.20.2.1.X5.2 shall apply. The antenna configuration for 2Rx RedCap UE is 1x2.
A.20.2.1.X6.3	Test Requirements
Test requirements in clause A.14.2.1.8.3 shall apply for 2Rx RedCap UE. 

--- End of change 1 ---

