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	Reason for change:
	Since the billing side needs to regularly conduct data consistency checks with the network side to avoid CDR loss during transmission, and the data provided by the network side during these checks includes the UPF ID.However,the CDRs transmitted to the billing side do not carry the UPF ID in some cases.  


	
	

	Summary of change:
	The UPF ID field will be made mandatory.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]This will lead to mismatch between the two sides' data and make it difficult to locate the root cause of the inconsistency.

	
	

	Clauses affected:
	6.1.6.2.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	X
	
	 O&M Specifications
	TS 32.255 CR 0600

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Revision of S5-253319



Page 1


	First Change


[bookmark: _Toc193452961][bookmark: _Toc51918987][bookmark: _Toc28709460][bookmark: _Toc44671079][bookmark: _Toc27749533][bookmark: _Toc20227301]6.1.6.2.2.4	Type MultipleUnitInformation
This clause is additional attributes of the type MultipleUnitInformationdefined in clause 6.1.6.2.1.8 for 5G data connectivity charging described in 3GPP TS 32.255[30].
[bookmark: _CRTable6_1_6_2_2_41]Table 6.1.6.2.2.4-1: 5G Data Connectivity Specified attribute of type MultipleUnitInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	uPFID
	NfInstanceId
	OMOc
	0..1
	UPF id
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