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Introduction



This document contains the necessary information to develop a MS for support of GPRS. It is up to the manufacturer how to implement the various functions but this specification and existing GSM  07.01, 07.02, and 07.03 shall be followed where applicable.

It is the intention that this document shall remain as the specification to develop a MS for support of GPRS and its text includes references to GSM standards.

Scope

The GSM PLMN supports a wide range of voice and non-voice services in the same network. In order to enable non-voice traffic in the GSM PLMN there is a need to connect various kinds of terminal equipments to the Mobile Station (MS). This Specification describes the functionality of a MS supporting GPRS, including the protocols and signalling needed to support the first phase of GPRS, as defined in GSM 02.60 and 03.60 (packet based services). 

Normative references

This specification incorporates, by dated or undated reference, provisions from other publications. These normative references are cited at the appropriate places in the text and the publications are listed hereafter. For dated references, subsequent amendments to, or revisions of, any of these publications apply to this specification only when incorporated in it by amendment or revision. For undated references the latest edition of the publication referred to applies.

[1]	GSM 01.04: “Digital cellular telecommunication system; ”.

[1]	GSM 02.02: “Digital cellular telecommunication system; ”.

[2]	GSM 02.60: “Digital cellular telecommunication system; Stage 1 Service  Description of the General Packet Radio Service (GPRS)”.

[3]	GSM 03.02: “Digital cellular telecommunication system; ”.

[4]	GSM 03.10: “Digital cellular telecommunication system; ”.

[5]	GSM 04.02: “Digital cellular telecommunication system; ”.





Definitions abbreviations and symbols

Definitions

Refer to: GSM 02.60 [2].

In GSM 02.02 the bearer services are described. The general network configuration is described in GSM 03.02 and the GSM PLMN access reference configuration is defined in GSM 04.02. The various connection types used in the GSM PLMN are presented in GSM 03.10. Terminology used in this Specification is presented in GSM 01.04. For support of data services between GSM PLMN and other networks see GSM 09-series of Specifications.

Abbreviations

For the purposes of this specification the following abbreviations apply:

GGSN	Gateway GPRS Support Node

GPRS	General Packet Radio Service

GR	GPRS Register

LA	Location Area

MT	Mobile Termination

PDN	Packet Data Network

PDP	Packet Data Protocol , e.g., IP or X.25

PDU	Protocol Data Unit

PSPDN	Packet Switched Public Data Network

RA	Routing Area

SGSN	Serving GPRS Support Node

TE	Terminal Equipment



Symbols

For the purposes of this specification the following Symbols apply:



R	The reference point between a non-ISDN compatible TE and MT. Typically this reference point supports a standard serial interface.

Gb	Interface between an SGSN and a BSC.

Gi	Reference point between GPRS and an external packet data network.

Gn	Interface between two GSNs within the same PLMN.

Gp	Interface between two GSNs in different PLMNs. The Gp interface allows support of GPRS network services across areas served by the co-operating GPRS PLMNs.

Gs	Interface between an SGSN and MSC.

Um	The interface between the MS and the GPRS fixed network part. The Um interface is the GPRS network interface for providing packet data services over the radio to the MS. The MT part of the MS is used to access the GPRS services through this interface.



Access reference configuration

Figure 1 shows the relationship between the  MS, its terminal equipment and the GSM network in the overall GPRS environment.
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Figure � SEQ Figure \* ARABIC �1�:GPRS Access Interfaces and Reference Points



Functions to support data services

The main functions of the MT to support data services are:

-	physical connection at the reference point R;

-	flow control between TE and MT;

-	mapping of user signalling to/from the GPRS bearer;

-	support of data integrity between the terminal equipment and the GPRS bearer;

-	functions to support character based data;

-	functions to support packet based data;

-	terminal compatibility checking.

Interface to GPRS Bearer Services

The following figure 2: Transmission Plane shows the relationship of the GPRS Bearer terminating at the SNDCP layer to the rest of the GPRS environment. It is shown for reference purposes only and detailed information can be found in GSM 03.60, 04.64, and 04.65.
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Note: In the SGSN and GGSN UDP is mandatory. TCP is optional but recommended for X.25 services.



Figure � SEQ Figure \* ARABIC �2�:GPRS Transmission Plane

Functions common to all configurations of the R Reference Point.

Mobile Classes

Three GPRS MS classes are identified: Class A, B, and C. These classes are described in GSM 02.60.

Physical Interface

The physical interface between the TE and the MT may conform to CCITT/ITU-T V.24/V.28, or to IrDA IrPHY physical standard specification, or to PCMCIA PC-Card electrical specification. All signal levels and their operation shall be as specified in GSM 07.01, 07.02, and 07.03. This shall not preclude any new developments such as USB (Universal Serial Bus).

Terminal context procedures

This subclause describes the relationships for GPRS Attach and Detach, and PDP Context Activation and Deactivation. The procedures for these functions are described in GSM 03.60.

GPRS Attach

The GPRS Attach shall be performed prior to activating a PDP context. The GPRS Attach may be performed automatically or manually depending on the manufacturer’s implementation and configuration.

GPRS Detach

The GPRS Detach may be performed automatically or manually depending on the manufacturer’s implementation and configuration. The following cases are valid:

	-	if the connection between the TE and MT is broken then the MT may perform the GPRS	 Detach procedure;

	-	if the network originates a GPRS Detach the MT may inform the TE;

	-	if the radio connection is broken then the MT may inform the TE;

	-	if the TE deactivates the last PDP context then the MT may perform the GPRS Detach procedure.

Mobile Originated PDP Context Activation

The PDP Context Activation may be performed automatically or manually depending on the manufacturer’s implementation and configuration. Depending on the manufacturer’s implementation and configuration, 0, 1, or more PDP contexts can be active simultaneously.

Network Determined PDP Context Activation.

The network can request a GPRS attached MS to activate a specific PDP context.

The PDP Context Activation is described in subclause 7.4.3.

PDP Context Deactivation

The PDP Deactivation may be performed automatically or manually depending on the manufacturer’s implementation and configuration. The following cases are valid:

-	if the connection between the MT and theTE is broken then the MT may perform the PDP Context Deactivation procedure.

-	if the radio connection is broken then the MT may inform the TE.

-	if the TE deactivates the last PDP context then the MT may perform the GPRS Detach procedure.

PDP context related parameters

It shall be possible to enquire and/or set the following parameters:

-	Requested Quality of Service.

	(this may include the peak bit rate, the mean bit rate, and the priority level)  

-	Maximum packet size (i.e the IP datagram size, or X.25 packet size).

-	Compression on / off and configuration. 

	(This includes TCP/IP header compression and the V42.bis data compression)

-	PDP address

-	PDP type

Refer to later clause on AT commands for enquiring and setting these values.

General Parameters

It shall be possible to enquire the following parameters

-	Ciphering active / non-active

Refer to later clause on AT commands for enquiring and setting these values.

Examples of mapping of functions between the R Reference Point and the GPRS Bearer

The following examples show the automatic mapping of the functions between the R reference point and the GPRS bearer.

X.25 Based Services

The following example illustrates the case when the PAD functionality is used in the MT. In PAD mode only one PDP context can be activated per R reference point.
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NOTE:	The 2 ended arrows indicate an exchange of 0 or more messages.

Figure � SEQ Figure \* ARABIC �3�: PAD Service



1)	The TE issues an AT command to activate PAD mode.

2)	If the MS is not yet GPRS attached, the MT performs the GPRS Attach procedure as described in GSM 03.60.

3)	The MT performs the PDP Context Activation as described in GSM 03.60.

4)	The MT sends an AT response to the TE. On positive AT response the PAD prompt is issued.



IP Based Services

The following example illustrates the case when the IP over PPP functionality is used in the MT. In PPP mode only one PDP context can be activated per R reference point. However, it is possible for a PCMCIA card to support multiple virtual R reference points.
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Figure � SEQ Figure \* ARABIC �4�: IP Over PPP Based Service



1)	The TE issues an AT command to enter PPP mode.

2)	The MT sends an AT response to the TE.

3)	The PPP protocol in the TE sends a PPP level command, LCP Configure-Request. This command is  to establish a PPP link between the TE and the MT.

4)	The MT returns LCP Configure-Ack to the TE to confirm that the PPP link has been established..

5)	The PPP protocol in the TE sends to the MT the PPP level command, NCP Configure-Request. This command activates the IP protocol.

6)	If the MS is not yet GPRS attached, the MT performs the GPRS Attach procedure as described in GSM 03.60.

7)	The MT performs a PDP Context Activation as described in GSM 03.60.

8)	The MT acknowledges to the PPP protocol in the TE that the IP protocol is now activated. In this message also IP protocol related parameters such as dynamic IP address [name server, default gateway, netmask etc FFS] can be delivered to the TE.

NOTE 2:	Any other protocol that is defined in the PPP protocol set can be used simultaneously with or instead of IP, provided TE and MT support these other protocols.

X.25 Based Services

This clause describes the use of X.25 based services over the GPRS bearer. There is currently only 1 defined service, namely triple X PAD.

PAD Mode

This mode is an asynchronous character based service allowing the application to set up a single connection using the CCITT/ITU-T X.28 / X.29 procedures.  This supports both mobile originate and mobile terminate calls.
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Note: X.25 in the above diagram refers to X.25 packet layer.



Figure � SEQ Figure \* ARABIC �5�: Async Triple X PAD

PAD Parameters

The following table is the minimum set of X.3 parameters to be implemented. A full range is specified in the 1CCITT/ITU-T X series documents and those parameters not implemented shall be fixed to their defined defaults.

Table � SEQ Figure \* ARABIC �6�: Table of Minimum X.3 Parameters



Parameter 

Number�Description�Default 

Value�Valid Values�Value/Function��1�PAD Recall Character�1�0

1

32-36�(None)

DLE

Binary representation of decimal value��2�Echo�0�0

1�Off

On��3�Data Forwarding Character�2�0

1

2

4

8

16

32

64�(on 128th data byte)

A-Z, a-z, 0-9

CR

ESC, BEL, ENQ, ACK

DEL, CAN, DC2

ETX, EOT

HT, LF, VT, FF

All characters between NUL & US not listed above��4�Delay Timer�0�0

1-255�Disabled

Period of TXD cct inactivity before data forwarded (1/20 of a second).  The minimum time-out is 0.5s.  Any value of parameter 4 between 1 & 10 will default to 0.5s.��5�Flow Control from Pad (to DTE)�0�0

1�None

XON/XOFF��6�Service Signals�5�0

1

5�Disabled

Enabled, excluding prompt

Enabled, including prompt��7�Action on Break�8�8�PAD escapes from data transfer state��11�Data Rate�13�2

3

4

6

12

13

14�300 bps

1200 bps

600 bps

150 bps

2400 bps

4800 bps

9600 bps

Other values can be implemented as long as they conform to the CCITT/ITU-T specifications.��12�Flow Control to Pad (from DTE)�0�0

1�None

XON/OFF��13�Line Feed insertion�0�0

1�None

LF inserted after CR to DTE��15�Character Deletion�0�0

1�Disabled

Enabled��

Although not CCITT/ITU-T defined, to be able to specify either X.28 or X.29 modes a Parameter 0 can be used as follows.

For X.28 mode parameter 0 shall be set to 0.

For the four X.29 variants available, each with a corresponding protocol identifier, the paramater value is set as listed below.  The identifier octet is supplied with the call request packet when setting up a call.

	Value	Description	Protocol Identifier Octet

	2	CCITT use	00000001

	3	National use	01xxxxxx

	4	International User Bodies	10xxxxxx

	5	DTE - DTE use	11xxxxxx



x - this digit may be represented by either a 1 or 0 (to be specified in Recommendation X.244).

IP Based Services

All protocols that are supported by the underlying IP protocol are applicable in the GPRS environment. However there may be some limitations due to the RF environment.

The IP protocol can be run over various underlying protocols as shown in the following figure.
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Figure � SEQ Figure \* ARABIC �7�: IP Based Services

PPP is a widely supported protocol in numerous operating systems and this alleviates the need for any GPRS specific protocol at the TE. PPP at the MT shall comply with the following specifications IETF STD 51 (RFC 1661), RFC 1570, RFC 1333, and RFC 1332.

As an alternative to PPP, an L2 protocol can be used which is defined as a manufacturer’s operating system dependent protocol capable of carrying IP frames over the R reference point.

AT Commands

The format of the command to set and query the parameters for transmission modes is of the form AT+Cxxx {options}

[a reference is required in 07.07 in Scope to highlight the GPRS AT commands]

where

xxx = PAD		; PAD mode

		PPP		; IP over PPP

Options:

	QoS, Packet Size, Bandwidth, Compression, [protocol dependents]

Example:

	AT+CPPP = 2,,,1,0021		

This sets up PPP mode with a QoS of 2 with a protocol dependent of 0021. In this case the first protocol dependent for PPP mode is the protocol identifier (PDP type) where the 0021 defines IP protocol.

Empty field defaults to last used parameter value. If never defined parameter value defaults to manufacturer’s setting.

The format of the command to enable transmission modes is of the form AT+CAGP.

Example:

	AT+CAGP = PAD		This activates PAD mode.

The format of the command to disable transmission modes is of the form AT+CDGP

Example:

	AT+CDGP 				This deactivates the current operating transmission mode.
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