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Introduction

This document describes the network interworking  for the GSM service General Packet Radio Service (GPRS). Interworking to various external networks is defined together with the interworking for data forwarding while subscribers roam.

Scope

This Specification defines the requirements for General Packet Radio Service (GPRS) interworking between a:-

a)	PLMN and PSDN

b)	PLMN and IP Networks

c)	PLMN and PLMN

Normative References

This Specification incorporates, by dated or undated reference, provisions from other publications. These normative references are cited at the appropriate places in the text and the publications are listed hereafter. For dated references, subsequent amendments to, or revisions of, any of these publications apply to this Specificationonly when incorporated in it by amendment or revision. For undated references the latest edition of the publication referred to applies.

[1]	GSM 01.04 (ETR 100): “European digital cellular telecommunication system (Phase 2); Abbreviations and acronyms”.

[2]	GSM 02.60: “Digital cellular telecommunication system; Stage 1 Service  Description of the General Packet Radio Service (GPRS)”.

[3]	GSM 03.60: “Digital cellular telecommunication system; Stage 2 Service Description of the General Packet Radio Service (GPRS)”.

Definitions and abbreviations

Definitions

See GSM 02.60 and GSM 07.61 (reference point definitions ?)

Abbreviations

For the purposes of this specification the following abbreviations apply:

BG	Border Gateway

DHCP	Dynamic Host Configuration Protocol

GGSN	Gateway GPRS Support Node

SGSN	Serving GPRS Support Node

ISP	Internet Service Providers

IP	Internet Protocol

DNS	Domain Name Server

DNIC	Data Network Identification Code

PNIC	Pseudo Network Iddentification Code

PSDN	Packet Switched Data Network



Network characteristics

Key characteristics of PLMN

The GSM PLMN is fully defined in the GSM technical specifications. The GPRS related key characteristics  are found in GSM  02.60 and 03.60.

Key characteristics of PSDN

Packet Switched Data Networks (PSDNs) are defined in the relevant CCITT/ITU-T X series.

Key characteristics of IP Networks

The Internet  is a conglomeration of networks utilising a common set of protocols. IP protocols are defined in the relevant IETF STD specifications and RFC’s.  The networks  topologies may be based on LAN’s (e.g. ethernet), Point to Point leased lines, PSTN, ISDN, X.25 or WAN’s using switched technology (e.g. SMDS, ATM). 

Interworking Classifications

Service Interworking

Service interworking is required when the Teleservice at the calling and called terminals are different. For GPRS, service interworking is not applicable at the Gi reference point.

Network Interworking

Network interworking is required whenever a PLMN is involved in communications with another network to provide end-to-end communications. The PLMN shall interconnect in a manner consistent with that of a normal Packet Data Network (type defined by the requirements e.g. IP, PSDN X.75). Interworking  appears exactly like that of Packet Data Networks.

Numbering and Addressing

See GSM 03.03 and the relevant sections for X.25 and IP addressing below.

Subscription checking

Subscription is checked during the GPRS Attach procedure and also during the PDP Context Activation procedure as described in GSM  03.60. The GGSN implicitly checks its internal context related to the destination address for each mobile terminated packet. If there is a context associated with the PDP address the packet shall be forwarded to the MS, otherwise the packet shall be discarded or rejected depending on the implemented protocol.

Screening

Screening function’s reside within the GPRS network and has three levels as described in GSM 02.60 and 03.60. Screening may be applicable for only certain protocols. Screening is outside the scope of GPRS standardisation, however, the following types of screening shall be supported. 

Network controlled screening

The PLMN administration and/or the GPRS service provider shall set basic screening functionality, if applicable,  (e.g. firewall) to reduce the risk of fraud and misuse. This is to ensure the integrity of the network and to protect subscribers.

Subscription controlled screening

Through the subscription the subscriber shall be able to specify message screening requirements within the limitations of the network (HPLMN or VPLMN). The subscriber may be able to limit the amount of chargeable data, the source, the destination and the types of messages sent or received. The subscription controlled screening shall be applicable also when roaming if the GGSN of the HPLMN is used.

Each PDP context may have its own subscription controlled screening.

User controlled screening

This will not be in GPRS phase 1.

Interworking with PSDN (X.75/X.25)

General

GPRS shall support interworking with PSDN networks. The interworking may be either direct or through a transit network (e.g. ISDN).. 

GPRS shall support both CCITT/ITU-T X.121 and CCITT/ITU-T E.164 addressing.

GPRS shall provide support for CCITT/ITU-T X.25 and CCITT/ITU-T X.75.

The GPRS TE’s shall have addresses provided , and controlled, by their GPRS operator. The PSDN TE sends data to the GPRS TE by use of that TE’s GPRS DNIC (Data Network Identification Code) or equivalent which uniquely identifies that GPRS network worldwide.

The GGSN for interworking with PSDNs is the access point of the GSM GPRS data network. 

There are two models for PSDN interworking. 

-	X.75 over the Gi reference point.

-	X.25 over the Gi reference point with the DCE located within the PSDN and the DTE located within  the TE of the GPRS PLMN.

Both X.75 and X.25 access methods are supported when mobile users are resident on HPLMN or VPLMN. A roaming user may be allocated a dynamic address from the VPLMN.

PSDN  Interworking Models

The two models shown below  represent the different scenarios for PSDN interworking with the GPRS network.

The model differences lie in the interconnection protocol over the Gi reference point. 

X.75 Interworking at the Gi Reference Point

Figure 1 represents the case where X.75 is used as the interworking protocol, as used between interconnect X.25 PSDNs currently. The GPRS network will look like any other PSDN in all respects and uses X.75 addressing. Figure 2 shows the interconnecting protocol stacks to the GPRS bearer. The GPRS bearer is described in GSM  07.60, which uses the protocols described in GSM  03.60.
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Figure � SEQ Figure \* ARABIC �1�: PSPDN Interworking with X.75 at Gi Reference Point
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Figure � SEQ Figure \* ARABIC �2�: The Protocol Stack for the X.75 Gi Reference Point



Numbering and Addressing

A PLMN GPRS network requires a DNIC or PNIC.

 X.121 addresses allocated to subscribers belong to the PLMN operator. 

Charging   

Charging of X.25 packets is done at the GGSN.

X.25 Interworking at the Gi Reference Point

Figure 3 represents the case where X.25 is used as the interconnect protocol between a DCE and a DTE.

The DTE resides within the GPRS network. The DCE resides within the PSDN.

The GPRS Network is seen as part of  the PSDN, as the Gi reference point is the interconnect point between the DCE and the DTE.

The protocol stack for this model is shown in Figure 4.





�embed PowerPoint.Slide.4 ���



Note: The PSDN can interwork at X.75 to other PSDN’s



Figure � SEQ Figure \* ARABIC �3�: PSDN Interworking with X.25 over Gi Interface
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Figure � SEQ Figure \* ARABIC �4�: The Protocol Stack for the X.25 / Gi Reference point

Figure 4 shows the transmission plane only. In this case the GGSN shall resolve the association between the MS GPRS bearer and the X.25 DCE. L1 is left to operators to determine connection to other networks.

 The X.25 Relay performs the following:

mapping of logical channel numbers

Numbering and Addressing

A fixed X.121 address for the MS maybe allocated by the PSDN operator, and is integral to the PSDN numbering plan. A dynamic X.121 address can also be used which is assigned by the GPRS network at PDP context activation.

Charging   

The charging information may be collected in the X.25 network, depending upon the agreement between the GPRS operator and the PSDN operator. The charging may also be collected in the GPRS network. If the VPLMN assigns the dynamic address, the charging of the GPRS and the external network shall be gathered and sent to the HPLMN.

User Facilities

The set of user facilities as defined in CCITT/ITU-T X.25 may be supported.

As a minimum the following shall be supported:

reverse charging

reverse charging acceptance

fast select restricted

fast select unrestricted

fast select acceptance

The GPRS Interworking to PSDN Characteristics

The following table describes the differences in addressing, and user profile for each interconnect type. The static X.121 address in the following table indicates an address which is permanently allocated to the GPRS subscriber by the network operator. The dynamic X.121 address is assigned automatically on the PDP Context Activation procedure. The dynamic address is allocated from a free pool held in the GGSN. This is described in GSM 03.60.

Table � SEQ Table \* ARABIC �1�: PSPDN GPRS Interconnection Characteristics

Metric�X.75 - Stand Alone PSPDN�X.25 - PSPDN Sub Network���Static X.121 address�Dynamic X.121 address��X.25 profile�User determined in X.25 DCE�Only Default Profiles allowed in X.25 DCE- Selected upon PDP context activation��X.28/X.29�PAD�Address in GGSN�Address in GGSN after PDP Context Activation��

Interworking with PDN (IP)

General

GPRS shall support interworking with networks based on the Internet Protocol (IP). These interworked networks may be either intranets or the Internet. 

In a similar way to the PSPDN X.25 case, the GSM PLMN GPRS service is an IP domain. The mobile terminals of a GPRS operator are globally addressable through that operator’s IP addressing scheme.

PDN Interworking Model

When interworking with the IP networks, the GPRS network may support all the basic functionality as an Internet Service Provider (ISP) as shown in Figure 7 and can operate IPv4 or Ipv6. The interworking point with IP networks is at the Gi reference point as shown in Figure 6.
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Figure � SEQ Figure \* ARABIC �5�: IP network interworking

The GGSN for interworking with the IP network is the access point of the GSM GPRS data network (see Figure 6). In this case the GPRS network will look like any other IP network or subnetwork. 
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Figure � SEQ Figure \* ARABIC �6�: The protocol stacks for the GiIP reference point

Typically in the IP networks, the interworking with subnetworks is done via IP routers. The Gi reference point is between the GGSN and the external IP network. From the external IP network’s point of view, the GGSN is seen as a normal IP router. The L2 and L1 layers are operator specific. 

It is out of the scope of this specification to standardise the router functions and the used protocols in the Gi reference point. 

Interworking with user defined ISP’s and private/public IP networks is subject to interconnect agreements between the network operators.

No user data compression is done in the GGSN. Header compression of the TCP/IP header may be provided by the GPRS network between the MS and the SGSN.

Example of the PDN Interworking Model

In Figure 7, an example of the interworking model is illustrated. The following working assumptions are valid in this example: 

-	A firewall is configured by the GPRS operator. In general, all applications that are using IP as the underlying protocol are supported, but the GPRS operator may restrict their usage.

-	A Domain Name Server is managed by the GPRS operator. Alternatively, the Domain Name Server can be managed by the external IP network operator. 

-	From the GPRS network’s point of view, the allocation of a dynamic IP address is done by the GGSN as described in GSM TS 03.60. The GGSN may allocate these addresses by itself or use an external device such as an DHCP server as illustrated in Figure 7. 
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Figure � SEQ Figure \* ARABIC �7�: Example of the PDN Interworking Model 

Numbering and Addressing

In the case of interworking with the public IP networks (such as the Internet), the GPRS operator shall use public network addresses. Thess public addresses can be reserved from the responsible IP numbering body, or from an ISP with which the GPRS opearator has an agreement. In the case of interworking with the private IP networks, the GPRS operator manages internally the subnetwork addresses. 

The GPRS operator allocates the IP addresses for the subscribers in either of the following ways. 

-	The GPRS operator allocates a static IP address when the subscription record is built. The IP address is reserved from a pool of free IP addresses. 

-	The GPRS operator allocates (either on its own or inconjunction with an ISP) a dynamic IP address when the MS performs the PDP Context Activation procedure with a dynamic addressing as described in GSM  03.60. The dynamic IP addresses are allocated from a pool of addresses held by the GPRS operator. Temporary allocation may be suitable for many IP applications e.g. World Wide Web browsing. 

Charging

The GPRS operator may define the accuracy of the charging mechanism using one of the following categories: 

-	Every source/destination pair is logged separately

-	Source/destination pairs are logged to an accuracy of subnetworks

-	Source/destination pairs are logged to an accuracy of connection types (e.g., external data network, corporate network, another mobile)

Domain Name Server (DNS)

Provision of Domain Name Servers may be provided by the GPRS operators as part of normal ISP (Internet Service Providers) provision.  Domain name registration is handled by  RIPE (Réseaux IP Européens) in Europe  (DNS documentation is provided in RFC 1034 and RFC 1035).

Screening

The way the GPRS operator is performing the operator controlled screening and the subscription controlled screening is out of the scope of this specification. These functions may be done, for example, in a firewall. 

Interworking between GPRS networks

The primary reason for the interworking between the GPRS networks is to support roaming GPRS subscribers as described in GSM 03.60. The general model for GPRS network interworking is shown in Figure 8. 
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Figure � SEQ Figure \* ARABIC �8�: General interworking between GPRS networks to support roaming subscribers

For roaming subscribers that have a PDP address allocated from the HPLMN a forwarding route between the HPLMN and the VPLMN is created. This route is used for both mobile terminated and mobile originated data traffic. The communication is done via the BGs (Border Gateways) as described in GSM 03.60.

The procedures to set the link between the SGSN in the VPLMN and the GGSN in the HPLMN is described in GSM 03.60.  

The inter-PLMN link may be any packet data network or dedicated link as described in GSM TS 03.60. The GPRS operators may have a dedicated inter-PLMN link to fulfil the QoS requirements of a certain protocol.

Security Agreements

Each GPRS operator may support IPsec (RFC 1825) and accompanying specifications for authentication (RFC 1826) and encryption (RFC 1827) as a basic set of security functionality in its border gateways. The GPRS operators may decide to use other security protocols based on bilateral agreements.

Routing protocol agreements

Each GPRS operator may support BGP (RFC 1771) as a basic set of routing functionality in its border gateways. The GPRS operators may decide to ues other routing protocols based on bilateral agreements.

Charging agreements

Sharing the cost of the inter-PLMN link is subject to the agreement between the GPRS operators.

There may be a requirement to collect charging information in the Border Gateway (see Figure 8) and this is down to the normal interconnect agreement between PLMN and PDN operators.
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