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Foreword
[bookmark: spectype3]This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In the present document, modal verbs have the following meanings:
shall		indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should		indicates a recommendation to do something
should not	indicates a recommendation not to do something
may		indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can		indicates that something is possible
cannot		indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will		indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not		indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.
[bookmark: introduction][bookmark: scope][bookmark: _Toc21967088]
1	Scope
Editor's note: This clause will provide the scope of the specification. The present document specifies the protocol aspects for the group management capability of SEAL to support vertical applications (e.g. V2X) over the 3GPP system.
The present document is applicable to the User Equipment (UE) supporting the group management client functionality as described in 3GPP TS 23.434 [2], to the application server supporting the group management server functionality as described in 3GPP TS 23.434 [2] and to the application server supporting the vertical application server (VAL server) functionality as defined in specific vertical application service (VAL service) specification.
NOTE:	The specification of the VAL server for a specific VAL service is out of scope for present document.
[bookmark: references][bookmark: _Toc21967089]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.434: "Service Enabler Architecture Layer for Verticals (SEAL); Functional architecture and information flows;".
[3]	IETF RFC 4825: "The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)".
[4]	OMA OMA-TS-XDM_Group-V1_1_1-20170124-A: "Group XDM Specification".
[bookmark: definitions][bookmark: _Toc21967090]3	Definitions of terms and abbreviations
[bookmark: _Toc21967091]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
SEAL group management client: An entity that provides the client side functionalities corresponding to the SEAL group management service.
SEAL group management server: An entity that provides the server side functionalities corresponding to the SEAL group management service.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.434 [2] apply:
SEAL client
SEAL server
SEAL service
VAL group
VAL group member
VAL server 
VAL service
VAL user
Vertical
Vertical application
[bookmark: _Toc21967092]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
MIME	Multipurpose Internet Mail Extensions
SEAL	Service Enabler Architecture Layer for verticals
SGM-C	SEAL Group Management Client
SGM-S	SEAL Group Management Server
[bookmark: _Toc21967093]4	General description
Editor's note: This clause will provide description of GM-SEAL service from stage 3 perspective.Group management is a SEAL service that provides the group management related capabilities to one or more vertical applications. The present document enables a SEAL group management client (SGM-C) and a VAL server to manage group documents in a SEAL group management server (SGM-S). 
[bookmark: _Toc21967094]5	Functional entities
Editor's note: This clause will provide description of functional entities from stage 3 perspective.
[bookmark: _Toc21967095]5.1	SEAL group management client (SGM-C)
The SGM-C is a functional entity that acts as the application client for management of groups. To be compliant with the procedures in the present document, a SGM-C:
-	shall support the role of XCAP client as specified in IETF RFC 4825 [3];
-	shall support the role of XDMC as specified in OMA OMA-TS-XDM_Group-V1_1_1 [4];
-	shall support the procedure in clause 6.2.2;
-	shall support the procedure in clause 6.2.3;
-	shall support the procedure in clause 6.2.4;
-	shall support the procedure in clause 6.2.5;
-	shall support the procedure in clause 6.2.6;
-	shall support the procedure in clause 6.2.7; and
-	shall support the procedure in clause 6.2.8.
[bookmark: _Toc21967096]5.2	SEAL group management server (SGM-S)
The SGM-S functional entity provides for management of groups supported within the vertical application layer. To be compliant with the procedures in the present document, a SGM-S:
-	shall support the role of XCAP server as specified in IETF RFC 4825 [3];
-	shall support the role of Group XDMS as specified in OMA OMA-TS-XDM_Group-V1_1_1 [4];
-	shall support the procedure in clause 6.2.2;
-	shall support the procedure in clause 6.2.3;
-	shall support the procedure in clause 6.2.4;
-	shall support the procedure in clause 6.2.5;
-	shall support the procedure in clause 6.2.6;
-	shall support the procedure in clause 6.2.7; and
-	shall support the procedure in clause 6.2.8.
[bookmark: _Toc21967097]6	Group management procedures
[bookmark: _Toc21967098]6.1	General
[bookmark: _Toc21967099]6.2	On-network procedures
[bookmark: _Toc21967100]6.2.1	General
[bookmark: _Toc21967101]6.2.2	Group creation procedure
Editor’s note: This clause will describe the procedure for group creation based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967102]6.2.3	Group information query procedure
Editor’s note: This clause will describe the procedure for group information query based on 3GPP TS 23.434 [r234342].
[bookmark: _Toc21967103]6.2.4	Group membership procedure
Editor’s note: This clause will describe the procedure for group membership based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967104]6.2.5	Group configuration management procedure
Editor’s note: This clause will describe the procedure for group configuration management based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967105]6.2.6	Location-based group creation procedure
Editor’s note: This clause will describe the procedure for location-based group creation based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967106]6.2.7	Group announcement and join procedure
Editor’s note: This clause will describe the procedure for group announcement and join based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967107]6.2.8	Group subscription and notification procedure
Editor’s note: This clause will describe the procedure for group subscription and notification based on 3GPP TS 23.434 [2].
[bookmark: _Toc21967108]6.2.9	Group security parameter distribution payload
Editor’s note: This clause will describe the structure for group security parameter distribution payload.
[bookmark: _Toc21967109]6.3	Off-network procedures
Editor’s note: The group management procedures for off-network is out of scope for present document in this release.
[bookmark: clause4][bookmark: _Toc21967110][bookmark: historyclause]
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