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Decision
The attached TR 25.903 v0.1.1 is based on v0.1.0 (R1-051293) including all agreed text proposals of RAN1 #43:

R1-051320
"Text proposal for TR 25.903 on simulation of SIR target reduction concept", 


Siemens
R1-051322
"Text proposals for TR 25.903 on analysis of CQI off concept", Siemens
R1-051461
"TP on Uplink DPCCH Gating Concept Description", Nokia
R1-051462
"TP on Uplink DPCCH Gating Concept Analysis", Nokia

R1-051565
"Text proposals for TR 25.903 on analysis of SIR target reduction concept", Siemens
R1-051566
"Text proposal for 25.903 on Transitions between periods of activity and inactivity 

without signalling", Ericsson
R1-051603
"Text proposal to TR 25.903 to clarify terminology for Continuous Connectivity", 

Siemens, only the first paragraph about "common base for all concepts" was agreed to 

be included in TR 25.903 so far, the rest of the text proposal is for further email 


discussion with the intention to conclude 2 weeks before RAN1 #44
R1-051606
"New UL DPCCH Slot Formats for Inactive Periods", Philips
R1-051609
"Further Considerations for New UL DPCCH Slot Format for Inactive Periods", 


Philips
R1-051611
"Further simulation results for new UL DPCCH slot format for inactive periods", 

Philips
R1-051612
"TP for 25.903", Qualcomm

In order to have a RAN1 agreed version v0.2.0 to be referenced in the WI status report for RAN #30 it is intended to agree the contents of v0.1.1 by Friday 18.11.2005.
Note:

· In R1-051462 the section numbers were wrong and corrected before including them in the TR.

· In order to have a common figure and table numbering scheme that does not need frequent complete renumberings the section number is now included.
