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A clean version and a version with revision marks of TS 29.212 v1.1.0 is provided.
After review by MCC (resulting in version 2.0.0), the TS will be submitted to the CT plenary for approval.

A proposed submission form for the CT plenary, which is identical to the exemption sheet in C3-070247, is provided below.

Release 7 Submission form

	Feature / Item:
	Policy and Charging Control, Gx interface

	Affects:
	UE/MS: no
	CN: yes
	UTRAN: no
	GERAN: no

	Expected Completion Date:
	May 2007

	Service(s) impacted:
	PCC, IMS

	Specification(s) affected:
	29.212

	Task(s) within work which are not complete:
	Emergency support at Gx interface
Procedures for network-initiated bearer setup

Handling of mixed-mode bearer control

Handling of Authorized QoS per PCC rule

Decision on possible support of Auth token for backward compatibility.

Possible Impacts due to work on  realtime enhancements for IMS in SA2

	Consequences if not included in Release 7:
	Functionality related to emergency support, mixed mode bearer control, network initiated bearer setup, and authorized QoS per PCC Rule is not fully specified.


Abstract of document:

TS 29.212 provides the stage 3 specification of the Gx reference point. The functional requirements and the stage 2 specifications of the Gx refernce point are contained in 3GPP TS 23.203 [7]. The Gx reference point lies between the Policy and Charging Rule Function and the Policy and Charging Enforcement Function.

Contentious Issues:

none






