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Foreword
[bookmark: spectype3]This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In the present document, modal verbs have the following meanings:
shall	indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should	indicates a recommendation to do something
should not	indicates a recommendation not to do something
may	indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can	indicates that something is possible
cannot	indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will	indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not	indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.
[bookmark: introduction][bookmark: _Toc510696578][bookmark: _Toc35971370][bookmark: _Toc67903494][bookmark: _Toc75174135][bookmark: _Toc81558519][bookmark: _Toc85876970][bookmark: _Toc88681422][bookmark: _Toc89678109][bookmark: _Toc97302719][bookmark: _Toc510696579][bookmark: _Toc35971371][bookmark: _Toc67903495]
1	Scope
The present document specifies the stage 3 protocol and data model for the Nmbsmf Service Based Interface. It provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the MB-SMF with the exception of the MB-SMF Event Exposure service.
The 5G System stage 2 architecture and procedures are specified in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3]. The 5G Multicast-Broadcast Session Management Services for 5G System is specified in 3GPP TS 23.247 [14].
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 [4] and 3GPP TS 29.501 [5].
[bookmark: _Toc81558520][bookmark: _Toc85876971][bookmark: _Toc88681423][bookmark: _Toc89678110][bookmark: _Toc97302720][bookmark: _Toc510696580][bookmark: _Toc35971372][bookmark: _Toc67903496][bookmark: _Toc81558521]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[bookmark: _PERM_MCCTEMPBM_CRPT81600000___5][6]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[7]	3GPP TR 21.900: "Technical Specification Group working methods".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[9]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[10]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[11]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[12]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[13]	IETF RFC 7807: "Problem Details for HTTP APIs".
[14]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services; Stage 2".
[16]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[17]	3GPP TS 29.281: "General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)".
[18]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[19]	3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".
[20]	3GPP TS 38.413: "NG Radio Access Network (NG-RAN); NG Application Protocol (NGAP)".
[21]	IETF RFC 2387: "The MIME Multipart/Related Content-type".
[22]	IETF RFC 2045: "Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies".
[bookmark: _Toc85876972][bookmark: _Toc88681424][bookmark: _Toc89678111][bookmark: _Toc97302721]3	Definitions, symbols and abbreviations
[bookmark: _Toc510696581][bookmark: _Toc35971373][bookmark: _Toc67903497][bookmark: _Toc81558522][bookmark: _Toc85876973][bookmark: _Toc88681425][bookmark: _Toc89678112][bookmark: _Toc97302722]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
For the definitions of the basic SBI notions (e.g. apiRoot, API URI, Callback URI, etc.), SBI specific abbreviations (e.g. CRUD, YAML, etc.), special characters, operators and delimiters that are used by SBI specifications, see clause 3 in 3GPP TS 29.501 [5].
[bookmark: _Toc81558524][bookmark: _Toc85876975][bookmark: _Toc88681427][bookmark: _Toc89678114][bookmark: _Toc97302723]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5MBS	5G Multicast-Broadcast Services
AF/AS	Application Function / Application server
AMF	Access and Mobility Management Function
C-TEID	Common Tunnel Endpoint IDentifier
DNN	Data Network Name
F-TEID	Fully Qualified TEID (i.e. IP address and TEID)
GTP-U	GTP User plane
MBS	Multicast/Broadcast Service
MBSF	Multicast/Broadcast Service Function
MBSTF	Multicast/Broadcast Service Transport Function
MB-SMF	Multicast/Broadcast Session Management Function
MB-UPF	Multicast/Broadcast User Plane Function
NEF	Network Exposure Function
NF	Network Function
NG-RAN	Next Generation (5G) RAN
SMF	Session Management Function
S-NSSAI	Single Network Slice Selection Assistance Information
TEID	Tunnel Endpoint IDentifier
TMGI	Temporary Mobile Group Identity 
UPF	User Plane Function
URI	Uniform Resource Identifier

[bookmark: _Toc510696584][bookmark: _Toc35971376][bookmark: _Toc67903500][bookmark: _Toc75192259][bookmark: _Toc81558525][bookmark: _Toc85876976][bookmark: _Toc88681428][bookmark: _Toc89678115][bookmark: _Toc97302724]4	Overview
[bookmark: _Toc25073751][bookmark: _Toc34062916][bookmark: _Toc43119884][bookmark: _Toc49767936][bookmark: _Toc56434109][bookmark: _Toc67687683][bookmark: _Toc81558526][bookmark: _Toc85876977][bookmark: _Toc88681429][bookmark: _Toc89678116][bookmark: _Toc97302725]4.1	Introduction
Within the 5GC, the MB-SMF offers services to the SMF, AMF, AF/AS, MBSF and NEF via the Nmbsmf service based interface (see 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.247 [14]).
Figure 4.1-1 provides the reference model (in service based interface representation and in reference point representation), with focus on the MB-SMF and the scope of the present specification.


Figure 4.1-1: Reference model – MB-SMF
N11mb is the reference point between MB-SMF and AMF.
N16mb is the reference point between MB-SMF and SMF.
N29mb is the reference point between MB-SMF and NEF.
Nmb1 is the reference point between MB-SMF and MBSF.
Nmb13 is the reference point between MB-SMF and AF/AS.
The functionalities supported by the MB-SMF are listed in clause 5.3.2.2 of 3GPP TS 23.247 [14].
[bookmark: _Toc81558527][bookmark: _Toc85876978][bookmark: _Toc88681430][bookmark: _Toc89678117][bookmark: _Toc97302726]5	Services offered by the MB-SMF
[bookmark: _Toc510696586][bookmark: _Toc35971378][bookmark: _Toc67903502][bookmark: _Toc75192261][bookmark: _Toc81558528][bookmark: _Toc85876979][bookmark: _Toc88681431][bookmark: _Toc89678118][bookmark: _Toc97302727]5.1	Introduction
Table 5.1-1 summarizes the SBI services produced by an MB-SMF.
Table 5.1-1: NF Services provided by MB-SMF
	Service Name
	Description
	Example Consumers

	Nmbsmf_TMGI
	This service enables to request the allocation or release of TMGI(s). Applicable to both Broadcast and Multicast services. 
	NEF, MBSF, AF


	Nmbsmf_MBSSession
	This service enables:
[bookmark: _PERM_MCCTEMPBM_CRPT81600002___7]-	to create, modify, activate, deactivate and release a multicast MBS session
-	create, modify and release a broadcast MBS session
-	request the start or termination of MBS data reception for a multicast MBS session
[bookmark: _PERM_MCCTEMPBM_CRPT81600003___7]-	query information (e.g. QoS information) about a multicast MBS session and subscribe and unsubscribe to notifications of events about the multicast MBS session context and notify corresponding events to the subscribed NFs
-	subscribe and unsubscribe to notifications of events about status change of a broadcast or multicast MBS session and notify corresponding events to the subscribed NFs
	
NEF, MBSF, AF


NEF, MBSF, AF

SMF, AMF


SMF





NEF, MBSF, AF



Table 5.1-2 summarizes the corresponding MB-SMF APIs defined in this specification (see Annex A).
Table 5.1-2: MB-SMF API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Nmbsmf_TMGI 
	5.2 
	MB-SMF TMGI Service
	TS29532_ Nmbsmf_TMGI.yaml
	nmbsmf_tmgi  
	A.2

	Nmbsmf_MBSSession 
	5.3
	MB-SMF MBSSession Service
	TS29532_ Nmbsmf_MBSSession.yaml 
	nmbsmf_mbssession 
	A.3



[bookmark: _Toc510696587][bookmark: _Toc35971379][bookmark: _Toc67903503][bookmark: _Toc75426338][bookmark: _Toc81558529][bookmark: _Toc85876980][bookmark: _Toc88681432][bookmark: _Toc89678119][bookmark: _Toc97302728][bookmark: _Toc510696589][bookmark: _Toc35971381][bookmark: _Toc67903505][bookmark: _Toc510696592][bookmark: _Toc35971384][bookmark: _Toc67903508][bookmark: _Toc75426343][bookmark: _Toc81558534][bookmark: _Toc81558537]5.2	Nmbsmf_TMGI Service
[bookmark: _Toc510696588][bookmark: _Toc35971380][bookmark: _Toc67903504][bookmark: _Toc75426339][bookmark: _Toc81558530][bookmark: _Toc85876981][bookmark: _Toc88681433][bookmark: _Toc89678120][bookmark: _Toc97302729]5.2.1	Service Description
The Nmbsmf_TMGI service operates on TMGI resources. It is applicable to both Broadcast and Multicast services. The service operations exposed by this service allow other NFs to request the allocation and release of TMGIs. The following are the key functionalities of this NF service:
-	Requesting the allocation of one or more TMGI values;
-	Requesting the deallocation of one or more TMGI values.
Table 5.2.1-1 lists the service operations that are supported by the Nmbsmf_TMGI service.
Table 5.2.1-1: Service operations supported by the Nmbsmf_TMGI service
	Service Operations
	Description
	Operation
Semantics
	Example Consumers

	Allocate 
	Request the allocation of one or more TMGI values.
	Request / Response
	NEF, MBSF, AF

	Deallocate
	To request the deallocate of one or more TMGI values.
	Request / Response
	NEF, MBSF, AF



[bookmark: _Toc81558531][bookmark: _Toc85876982][bookmark: _Toc88681434][bookmark: _Toc89678121][bookmark: _Toc97302730]5.2.2	Service Operations
[bookmark: _Toc510696590][bookmark: _Toc35971382][bookmark: _Toc67903506][bookmark: _Toc75426341][bookmark: _Toc81558532][bookmark: _Toc85876983][bookmark: _Toc88681435][bookmark: _Toc89678122][bookmark: _Toc97302731]5.2.2.1	Introduction
See Table 5.2.1-1 for an overview of the service operations supported by the Nmbsmf_TMGI service.
[bookmark: _Toc510696591][bookmark: _Toc35971383][bookmark: _Toc67903507][bookmark: _Toc75426342][bookmark: _Toc81558533][bookmark: _Toc85876984][bookmark: _Toc88681436][bookmark: _Toc89678123][bookmark: _Toc97302732]5.2.2.2	TMGI Allocate service operation
[bookmark: _Toc85876985][bookmark: _Toc88681437][bookmark: _Toc89678124][bookmark: _Toc97302733]5.2.2.2.1	General
The TMGI Allocate service operation (Nmbsmf_TMGI_Allocate) shall be used by NF Service Consumers to request the allocation of TMGI(s). The TMGI Allocate service operation shall also be used to refresh the expiration time of the previously allocated TMGI(s).
It is used in the following procedures:
-	MBS Session Creation with and without PCC (see clauses 7.1.1.2 and 7.1.1.3 in 3GPP TS 23.247 [14]).
The NF Service Consumer (e.g. NEF, MBSF and AF) shall trigger the allocation of one or more TMGIs by using the HTTP POST method on the TMGI collection resource (/tmgi), as shown in Figure 5.2.2.2.1-1.



Figure 5.2.2.2.1-1: TMGI allocation and TMGI refresh operations
1.	The NF Service Consumer shall send a POST request to the resource representing the TMGI collection resource (/tmgi) of the MB-SMF. The payload body (TmgiAllocate data structure) of the POST request shall contain:
-	the number of TMGIs to be allocated, if TMGI allocation is requested;
-	one or more TMGIs, if the expiration time of the previously allocated TMGI(s) needs to be refreshed.
2a.	On success, the MB-SMF shall return a 200 OK response with a payload body (TmgiAllocated data structure), which contains the allocated TMGI(s) and their expiration time, i.e. one expiration time for all TMGIs.
2b.	On failure, or redirection, one of the HTTP status codes listed in Table 6.1.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails data structure, including:
-	a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.2.3.1-3xx-x;
-	FFS.
[bookmark: _Toc510696595][bookmark: _Toc35971387][bookmark: _Toc67903511][bookmark: _Toc75426346][bookmark: _Toc81558535][bookmark: _Toc85876986][bookmark: _Toc88681438][bookmark: _Toc89678125][bookmark: _Toc97302734]5.2.2.3	TMGI Deallocate service operation
[bookmark: _Toc81558536][bookmark: _Toc85876987][bookmark: _Toc88681439][bookmark: _Toc89678126][bookmark: _Toc97302735]5.2.2.3.1	General
The TMGI Deallocate service operation (Nmbsmf_TMGI_Deallocate) shall be used by NF Service Consumers to request the deallocation of one or more TMGI(s).
It is used in the following procedures:
-	Removal of the MBS session configuration with and without PCC (see clauses 7.1.1.4 and 7.1.1.5 in 3GPP TS 23.247 [14]);
-	MBS Session Release for Broadcast (see clause 7.3.2 in 3GPP TS 23.247 [14]).
The NF Service Consumer (e.g. NEF, MBSF and AF) shall trigger the deallocation of one or more TMGIs by using the HTTP DELETE method on the TMGI collection resource (/tmgi), as shown in Figure 5.2.2.3.1-1.



Figure 5.2.2.3.1-1: TMGI deallocation
1.	The NF Service Consumer shall send a DELETE request to the resource representing the TMGIs collection. Query parameters shall be used to indicate the TMGI(s) to be deallocated. The NF Service Consumer may request to deallocate all previously allocated TMGIs, or one or more specific TMGIs previously allocated.
2.	On success, "204 No Content" shall be returned with empty message body.
[bookmark: _Toc85876988][bookmark: _Toc88681440][bookmark: _Toc89678127][bookmark: _Toc97302736]5.3	Nmbsmf_MBSSession Service
[bookmark: _Toc81558538][bookmark: _Toc85876989][bookmark: _Toc88681441][bookmark: _Toc89678128][bookmark: _Toc97302737]5.3.1	Service Description
The Nmbsmf_MBSSession service operates on MBS Sessions. It is applicable to both Broadcast and Multicast services. The service operations exposed by this service allow other NFs to create, update and release MBS sessions. The following are the key functionalities of this NF service:
-	Creation, modification and release of MBS contexts for MBS Sessions.
Table 5.3.1-1 lists the service operations that are supported by Nmbsmf_MBSSession service.
Table 5.3.1-1: Service operations supported by the Nmbsmf_MBSSession service
	Service Operations
	Description
	Operation
Semantics
	Example Consumers

	Create
	Create a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	Update
	Update a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	Delete
	Delete a multicast or broadcast MBS session
	Request / Response
	NEF, MBSF, AF

	ContextUpdate
	Request the start or termination of MBS data reception for a multicast MBS session
	Request / Response
	AMF, SMF

	ContextStatusSubscribe
	Request information (e.g. QoS information) about a multicast MBS session and subscribe to notification of events about the multicast MBS session context
	Subscribe/
Notify
	SMF

	ContextStatusUnsubscribe
	Unsubscribe to notification of events about the multicast MBS session context
	
	SMF

	ContextStatusNotify
	Notify events about the multicast MBS session context
	
	SMF

	StatusSubscribe
	Subscribe to notifications of status change of a broadcast or multicast MBS session
	Subscribe/
Notify
	NEF, MBSF, AF

	StatusUnsubscribe
	Unsubscribe to notifications of status change of a broadcast or multicast MBS session
	
	NEF, MBSF, AF

	StatusNotify
	Notify status changes of a multicast or broadcast or multicast MBS session
	
	NEF, MBSF, AF



[bookmark: _Toc81558539][bookmark: _Toc85876990][bookmark: _Toc88681442][bookmark: _Toc89678129][bookmark: _Toc97302738][bookmark: _Toc76042707]5.3.2	Service Operations
[bookmark: _Toc81558540][bookmark: _Toc85876991][bookmark: _Toc88681443][bookmark: _Toc89678130][bookmark: _Toc97302739]5.3.2.1	Introduction
See Table 5.3.1-1 for an overview of the service operations supported by the Nmbsmf_MBSSession service.
[bookmark: _Toc81558541][bookmark: _Toc85876992][bookmark: _Toc88681444][bookmark: _Toc89678131][bookmark: _Toc97302740][bookmark: _Toc81558543]5.3.2.2	Create
[bookmark: _Toc81558542][bookmark: _Toc85876993][bookmark: _Toc88681445][bookmark: _Toc89678132][bookmark: _Toc97302741]5.3.2.2.1	General
The Create service operation shall be used to create a multicast or a broadcast MBS session, or for a location dependent MBS session, the part of an MBS Session within an MBS service area.
NOTE:	For a location dependent MBS service, one Create service operation is performed per MBS service area of the MBS session.
It is used in the following procedures:
-	MBS Session Creation with or without PCC (see clauses 7.1.1.2 and 7.1.1.3 of 3GPP TS 23.247 [14]); and
-	MBS Session Start for Broadcast (see clause 7.3.1 of 3GPP TS 23.247 [14]).
For a location dependent MBS service, TMGI shall be used to identify the MBS Session within 5GS. Different MBS Service Areas shall use different SSM (source specific IP multicast) addresses if multicast transport is used over N6mb or Nmb9.
The NF Service Consumer (e.g. NEF, MBSF or AF) shall create an MBS session, or for a location dependent MBS session, the part of an MBS Session within an MBS service area, by using the HTTP POST method as shown in Figure 5.3.2.2.1-1.



Figure 5.3.2.2.1-1: MBS session creation
1.	The NF Service Consumer shall send a POST request (CreateReqData structure) targeting the MBS Sessions collection resource of the MB-SMF. The payload body of the POST request shall contain the following information:
-	MBS Session ID (source specific IP multicast address or TMGI) or TMGI allocation request indication; and
-	service type (either multicast or broadcast service);
-	the locationDependent IE set to true, for a location dependent MBS service;
-	MBS Service Area, for a location dependent MBS service or for a Local MBS service.
The payload body of the POST request may further contain the following parameters:
-	for a multicast or a broadcast MBS session:
-	ingress transport address request indication, if the allocation of an ingress transport address is requested;
-	DNN;
-	S-NSSAI;
-	MBS activation time;
-	MBS termination time;
-	service description;
-	QoS information;
-	an MBS session status subscription request, including the list of MBS session events requested to be subscribed,  a Notify Correlation ID, the Notification URI where to receive MBS session status notifications and the NF instance ID of the subscribing NF, for subscribing to notifications of events about the MBS session;
-	indication that a policy authorization is provided for the MBS session to the PCF;
-	for a multicast MBS session:
-	session activity status (active/inactive);
-	indication that any UE may join the MBS session, for a multicast MBS session.
2a.	On success, the MB-SMF shall reserve ingress resources for the MBS session and shall return a "201 Created" response. The "Location" header shall be present and shall contain the URI of the created resource. The payload body of the POST response (CreateRspData structure) shall contain a representation of the created MBS session, including the following parameters:
-	the TMGI allocated to the MBS session and its expiration time, if the request included a TMGI allocation request;
-	the Area Session ID allocated by the MB-SMF for the MBS session and MBS service area, for a location-dependent MBS session; 
-	MB-UPF tunnel information, if unicast transport is used over N6mb/Nmb9; and
-	a representation of the created MBS session status subscription, including the list of MBS session events successfully subscribed, the URI of the created subscription,and the expiry time after which the subscription becomes invalid, if the Create request includes the subscription to events about the MBS session and the subscription was created successfully.
[bookmark: _PERM_MCCTEMPBM_CRPT81600006___3]For a location dependent MBS service, the MB-SMF shall allocate a unique Area Session ID within the MBS session for the MBS Service Area.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.2.3.1-3.	
[bookmark: _Toc85876994][bookmark: _Toc88681446][bookmark: _Toc89678133][bookmark: _Toc97302742][bookmark: _Toc81558545]5.3.2.3	Update
[bookmark: _Toc81558544][bookmark: _Toc85876995][bookmark: _Toc88681447][bookmark: _Toc89678134][bookmark: _Toc97302743]5.3.2.3.1	General
The Update service operation shall be used to update a multicast or a broadcast MBS session.
It is used in the following procedures:
-	MBS Session Update with or without PCC (see clauses 7.1.1.6 and 7.1.1.7 of 3GPP TS 23.247 [14]); and
-	MBS Session Update for Broadcast (see clause 7.3.3 of 3GPP TS 23.247 [14]).
The NF Service Consumer (e.g. NEF, MBSF or AF) shall update an MBS session by using the HTTP PATCH method with the URI of the individual MBS session as shown in Figure 5.3.2.3.1-1.


Figure 5.3.2.3.1-1: MBS session update
1.	The NF Service Consumer shall send a PATCH request (PatchData) to update the MBS session. The following parameters may be modified:
-	for a multicast or a broadcast MBS session:
-	MBS Service Area;
-	QoS information;
-	for a multicast MBS session:
-	session activity status (active/inactive) to activate or deactivate an MBS session.
2a.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.3.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.3.3.1-3.
[bookmark: _Toc85876996][bookmark: _Toc88681448][bookmark: _Toc89678135][bookmark: _Toc97302744][bookmark: _Toc81558547][bookmark: _Toc77761041][bookmark: _Toc81558554]5.3.2.4	Release
[bookmark: _Toc81558546][bookmark: _Toc85876997][bookmark: _Toc88681449][bookmark: _Toc89678136][bookmark: _Toc97302745]5.3.2.4.1	General
The Release service operation shall be used to delete a multicast or a broadcast session.
It is used in the following procedures:
-	MBS Session Deletion without PCC (see clause 7.1.1.4 of 3GPP TS 23.247 [14]); and
-	MBS Session Release for Broadcast (see clause 7.3.2 of 3GPP TS 23.247 [14]).
The NF Service Consumer (e.g. NEF, MBSF or AF) shall release an MBS session by using the HTTP DELETE method with the URI of the individual MBS session as shown in Figure 5.3.2.4.1-1.


Figure 5.3.2.4.1-1: MBS session release
1.	The NF Service Consumer shall send a DELETE request (mbsSessionRef) to release the MBS session.
2a.	On success, the MB-SMF shall release ingress resource for the MBS session and return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.3.3.2-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.3.3.2-3.
[bookmark: _Toc85876998][bookmark: _Toc88681450][bookmark: _Toc89678137][bookmark: _Toc97302746]5.3.2.5	ContextUpdate
[bookmark: _Toc85876999][bookmark: _Toc88681451][bookmark: _Toc89678138][bookmark: _Toc97302747]5.3.2.5.1	General
The ContextUpdate service operation shall be used to start or terminate MBS data reception for a multicast MBS session.
It is used in the following procedures:
-	to start MBS data reception:
-	Multicast session join and session establishment procedure (see clause 7.2.1.3 of 3GPP TS 23.247 [14])
-	Establishment of shared delivery toward RAN node (see clause 7.2.1.4 of 3GPP TS 23.247 [14])
-	Xn based handover from MBS supporting NG-RAN node (see clause 7.2.3.2 of 3GPP TS 23.247 [14])
-	N2 based handover from MBS supporting NG-RAN node (see clause 7.2.3.3 of 3GPP TS 23.247 [14])
-	MBS session activation procedure (see clause 7.2.5.2 of 3GPP TS 23.247 [14])
-	to terminate MBS data reception:
-	MBS session Leave (see clause 7.2.2.2 of 3GPP TS 23.247 [14]);
-	SMF removing joined UEs from MBS session (see clause 7.2.2.3 of 3GPP TS 23.247 [14]);
-	Release of shared delivery toward RAN node (see clause 7.2.2.4 of 3GPP TS 23.247 [14]);
The NF Service Consumer (e.g. AMF or SMF) shall update the MBS session context to start or terminate the MBS data reception of an MBS session by using the HTTP POST method as shown in Figure 5.3.2.5.1-1.


Figure 5.3.2.5.1-1: Multicast MBS session Context Update
1.	The NF Service Consumer shall send a POST request targeting the /mbs-sessions/contexts/update resource. The payload body of the POST request (ContextUpdateReqData structure) shall contain the following information:
-	NF Instance ID of the NF Service Consumer;
-	MBS Session ID;
-	Area Session ID, for a location dependent MBS session; 
-	if the NF Service Consumer is the SMF:
-	requested action (i.e. Start or terminate MBS data reception);
-	the (UPF) DL GTP-U F-TEID, to be used for starting or terminating MBS data reception, if unicast transport is used over N19mb.
-	if the NF Service Consumer is the AMF:
-	RAN Node ID;
-	N2 MBS Session Management Container (see MBS Distribution Setup Request Transfer IE and MBS Distribution Release Request Transfer IE specified in clauses 9.3.A.a1 and 9.3.A.b1 of 3GPP TS 38.413 [20]), if an N2 MBS Session Management Container has been received from the NG-RAN;
-	a Leave Indication, if it is the last NG-RAN controlled by the AMF serving the multicast MBS session.
2a.	On success, a "200 OK" response shall be returned, if additional information needs to be returned in the response. The payload body of the POST response (ContextUpdateRspData structure) may contain the following parameters:
-	if the NF Service Consumer is the SMF and it was requested to start MBS data reception:
-	the GTP-U Common TEID (C-TEID, see 3GPP TS 29.281 [17]) and the related IP multicast source address of the MB-UPF, for data reception over N19mb using multicast transport, if no DL GTP-U F-TEID was received in the request for unicast transport;
-	if the NF Service Consumer is the AMF:
-	N2 MBS Session Management Container (see MBS Distribution Setup Response Transfer IE or MBS Distribution Setup Unsuccessful Transfer IE specified in clauses 9.3.A.a2 and 9.3.A.a3 of 3GPP TS 38.413 [20], if an N2 MBS Session Management Container needs to be sent to the NG-RAN.
[bookmark: _PERM_MCCTEMPBM_CRPT81600007___3]If the Leave indication was received in the request, the MB-SMF shall remove the information of the AMF from the context of the multicast MBS session.
NOTE:	The user plane from the MB-UPF to NG-RAN (for 5GC Shared MBS traffic delivery) and the user plane from MB-UPF to UPFs (5GC Individual MBS traffic delivery) may use multicast transport via a common GTP-U tunnel per MBS session, or use unicast transport via separate GTP-U tunnels at NG-RAN or at UPF per MBS session.
2b. Otherwise, the MB-SMF shall return a "204 No Content" response if no additional information needs to be returned in the response
2c.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.2.4.2.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.2.4.2.2-2.
[bookmark: _Toc85877000][bookmark: _Toc88681452][bookmark: _Toc89678139][bookmark: _Toc97302748]5.3.2.6	StatusSubscribe service operation
[bookmark: _Toc85877001][bookmark: _Toc88681453][bookmark: _Toc89678140][bookmark: _Toc97302749]5.3.2.6.1	General
The StatusSubscribe service operation shall be used by an NF Service Consumer (e.g. NEF, MBSF or AF) to create or to update a subscription to the MB-SMF notifications related to the status of an MBS session or, for a location dependent MBS session, the part of an MBS session within an MBS service area.
NOTE:	For a location dependent MBS service, one StatusSubscribe service operation is performed per MBS Service Area of the MBS session.
[bookmark: _Toc85877002][bookmark: _Toc88681454][bookmark: _Toc89678141][bookmark: _Toc97302750]5.3.2.6.2	Subscription creation
When the StatusSubscribe service operation is used for creating a subscription, the NF Service Consumer (e.g. NEF, MBSF or AF) shall subscribe to MB-SMF service notifications by using the HTTP POST method as shown in Figure 5.3.2.6.2-1.



Figure 5.3.2.6.2-1: Subscribing to MB-SMF notifications
1.	The NF Service Consumer shall send a POST request to the resource URI representing the "/subscriptions" collection resource in the MB-SMF (/mbs-sessions/subscriptions). The request body shall include the data indicating the type of notifications that the NF Service Consumer is interested in receiving.  The payload body of the POST request (StatusSubscribeReqData data structure, see clause 6.2.6.2.7) shall contain:
-	the MBS Session ID (source specific IP multicast address or TMGI);
-	Area Session ID, for a location dependent MBS session; 
-	the list of MBS session events requested to be subscribed.
-	the Notification URI , indicating the address where the MB-SMF shall send the MBS session status notifications;
-	the NF instance ID of the subscribing NF.
The request body may also contain: 
-	an expiry time suggested by the NF Service Consumer, representing the time span during which the subscription is desired to be kept active; and
-	Notification Correlation ID;
2a.	On success, the MB-SMF shall return a "201 Created" response. The "Location" header shall be present and shall contain the URI of the created resource. The payload body of the POST response shall include a representation of the created subscription (StatusSubscribeRspData data structure, see clause 6.2.6.2.8), with the following parameters:
-	MBS Session ID (source specific IP multicast address or TMGI);
-	Area Session ID, for a location dependent MBS session;
-	the list of MBS session events successfully subscribed;
-	the expiry time after which the subscription becomes invalid.
2b.	On failure or redirection, one of the HTTP status code listed in the data structures supported by the POST Response Body (see Table 6.2.3.4.3.1-3) shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.3.4.3.1-3).
[bookmark: _Toc85877003][bookmark: _Toc88681455][bookmark: _Toc89678142][bookmark: _Toc97302751]5.3.2.6.3	Subscription update
When the StatusSubscribe service operation is used for updating a subscription, the NF Service Consumer (e.g. NEF, MBSF or AF) shall update its subscription to MB-SMF notifications by using the HTTP PATCH method as shown in Figure 5.3.2.6.3-1.


Figure 5.3.2.6.2-1: Updating a subscription to MB-SMF notifications
1.	The NF Service Consumer shall send a PATCH request to update the individual subscription resource at the MB-SMF (/mbs-sessions/subscriptions/{subscriptionId}). The message body contains an array(PatchItem), where each PatchItem type indicates a requested change to the MbsSessionSubscriptiondata (see clause 5.2.4.3 in 3GPP TS 29.571 [18]). The following information may be requested to be modified with array(PatchItem) structure (see Table 6.2.3.5.3.1-2):
-	Notification URI (callback URI), indicating the address where the MB-SMF shall send the notifications;
-	New expiration time;
-	List of MBS Session events.
2a.	On success, the MB-SMF shall return a "200 Ok" response with a representation of the modified subscription (MbsSessionSubscription data structure, see clause 5.2.4.3 in 3GPP TS 29.571 [18]).
2b.	On failure or redirection, one of the HTTP status code listed in the data structures supported by the PATCH Response Body (see Table 6.2.3.5.3.1-3) shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.3.5.3.1-3.
[bookmark: _Toc85877004][bookmark: _Toc88681456][bookmark: _Toc89678143][bookmark: _Toc97302752]5.3.2.7	StatusUnsubscribe
[bookmark: _Toc85877005][bookmark: _Toc88681457][bookmark: _Toc89678144][bookmark: _Toc97302753]5.3.2.7.1	General
The StatusUnsubscribe service operation shall be used by an NF Service Consumer (e.g. NEF, MBSF or AF) to unsubscribe from the MB-SMF notifications related to the status of the MBS session.
The NF Service Consumer (e.g. NEF, MBSF or AF) shall unsubscribe from MB-SMF service notifications by using the HTTP DELETE method as shown in Figure 5.3.2.7.1-1.



Figure 5.3.2.7.1-1: Unsubscribing from MB-SMF notifications
1.	The NF Service Consumer shall send a DELETE request to the resource URI representing the individual subscription document resource in the MB-SMF (/subscriptions/{subscriptionID}).
2.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in the data structures supported by the DELETE Response Body (see Table 6.2.3.5.3.2-3) shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.3.5.3.2-3.
[bookmark: _Toc85877006][bookmark: _Toc88681458][bookmark: _Toc89678145][bookmark: _Toc97302754]5.3.2.8	StatusNotify
[bookmark: _Toc85877007][bookmark: _Toc88681459][bookmark: _Toc89678146][bookmark: _Toc97302755]5.3.2.8.1	General
The StatusNotify service operation shall be used by the MB-SMF to notify a subscribed NF Service Consumer (e.g. NEF, MBSF or AF) about the change in the status of the MBS session.
The MB-SMF shall notify the NF Service Consumer (e.g. NEF, MBSF or AF) by using the HTTP POST method to the callback URI received earlier in the subscription as shown in Figure 5.3.2.8.1-1.



Figure 5.3.2.8.1-1: MB-SMF notifications
1.	The MB-SMF shall send a POST request to the callback URI ({notifUri}) of the subscribed NF Service Consumer. The payload body of the POST request (StatusNotifyReqData data structure) shall contain:
-	Notification Correlation ID, if this information is available in the MBS session status subscription;
-	the list of MBS session events to be reported.
2a.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in the data structures supported by the POST Response Body (see Table 6.2.5.2.3.1-2) shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.5.2.3.1-2).
[bookmark: _Toc85877008][bookmark: _Toc88681460][bookmark: _Toc89678147][bookmark: _Toc97302756]5.3.2.9	ContextStatusSubscribe
[bookmark: _Toc85877009][bookmark: _Toc88681461][bookmark: _Toc89678148][bookmark: _Toc97302757]5.3.2.9.1	General
The ContextStatusSubscribe service operation enables to create and modify a subscription to notifications of events about a multicast MBS session context.
NOTE:	For a location dependent MBS service, one ContextStatusSubscribe service operation is performed per MBS session. 
[bookmark: _Toc85877010][bookmark: _Toc88681462][bookmark: _Toc89678149][bookmark: _Toc97302758]5.3.2.9.2	Creation of a subscription
The ContextStatusSubscribe service operation shall be used to request information (e.g. QoS information) about a multicast MBS session and subscribe to notifications of events about the multicast MBS session context.
It is used in the following procedures:
-	Multicast session join and session establishment procedure (see clause 7.2.1.3 of 3GPP TS 23.247 [14]).
The NF Service Consumer may subscribe to multiple events in a subscription. A subscription shall be specific to a multicast MBS session context.
The NF Service Consumer (e.g. SMF) shall request information (e.g. QoS information) about a multicast MBS session and create a subscription to notification of events about the multicast MBS session context by using the HTTP POST method with the URI of the Subscriptions collection for MBS contexts resource as shown in Figure 5.3.2.9.2-1.


Figure 5.3.2.9.2-1: Creation of a subscription for a multicast MBS session context
1.	The NF Service Consumer shall send a POST request. The payload body of the POST request (ContextStatusSubscribeReqData structure) shall contain the description of the subscription requested to be created:
-	NF Instance ID of the NF Service Consumer creating the subscription;
-	MBS Session ID (i.e. TMGI or source specific multicast address) being the target of the subscription;
-	Event ID(s) of the events to which the NF service consumer requests to subscribe;
-	Notification URI, indicating the address where to send the events notifications generated by the subscription;
The payload body of the POST request may further contain the following parameters:
-	Notification Correlation ID, indicating the correlation identitity to be carried in event notifications generated by the subscription.
-	For each subscribed event:
-	Immediate Report Indication, to request to receive an immediate report in the response with the current event status;
-	Reporting Mode, to indicate how event shall be reported (One-time Reporting or Continuous);
-	Expiry time, indicating the time up to which the subscription is desired to be kept active and after which the subscribed events shall stop generating notifications.
[bookmark: _PERM_MCCTEMPBM_CRPT81600008___3]In this release of the specification, the SMF shall subscribe to the "QOS_INFO", "STATUS_INFO", "SERVICE_AREA_INFO" and "SESSION_RELEASE" events, with the Reporting Mode set to "Continuous event reporting".
2a.	On success, the MB-SMF shall return a "201 Created" response, with an HTTP Location header providing the URI of the newly created resource. 

The payload body of the POST response (ContextStatusSubscribeRspData structure) shall include a representation of the created subscription. If the NF Service Consumer has included more than one event in the subscription creation request and some of the events cannot be subscribed, the MB-SMF shall accept the request and indicate the successfully subscribed event(s) in the response.
[bookmark: _PERM_MCCTEMPBM_CRPT81600009___3]If the NF Service Consumer has requested an Immediate Report, the MB-SMF shall include the current status of the events subscribed in the response, if available:
-	QoS information for the multicast MBS session;
-	multicast MBS session's status (activated/deactivated);
-	multicast MBS session service area for local multicast service.	
[bookmark: _PERM_MCCTEMPBM_CRPT81600010___3]If the NF Service Consumer has requested One-time Reporting and if the MB-SMF has included the current status of the events subscribed in the response, then the MB-SMF shall not do any subsequent event notification for the subscribed events.
The payload body of the POST response shall also contain the following parameters:
-	the MBS Service Areas and their respective Area Session IDs, for a location dependent MBS session; 
-	the MBS Service Area, for a local MBS session. 
The payload body of the POST response may also contain the following parameters:
-	start time of the multicast MBS session;
-	the GTP-U Common TEID (C-TEID, see 3GPP TS 29.281 [17]) and the related IP multicast source address of the MB-UPF, for data reception over N19mb using multicast transport, if IP multicast transport may apply over N19mb;
-	MBS session authorization information (i.e. indication that the multicast MBS session allows any UE to join);
-	Expiry time after which the subscription becomes invalid, determined based on operator policies and taking into account the expiry time included in the request if any. If an expiry time was included in the request, then the expiry time returned in the response should be less than or equal to that value. The NF Service Consumer may update the subscription before the Expiry time to extend the subscription lifetime. Once the subscription expires, if the NF Service Consumer wants to keep receiving notifications, it shall create a new subscription in the MB-SMF. If the expiry time is not included in the response, the NF Service Consumer shall consider the subscription to be valid without an expiry time.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.6.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.6.3.1-3.
[bookmark: _Toc85877011][bookmark: _Toc88681463][bookmark: _Toc89678150][bookmark: _Toc97302759]5.3.2.9.3	Modification of a Subscription
The ContextStatusSubscribe service operation shall be used to modify an existing subscription or extends the lifetime of an existing subscription to notifications of events about a multicast MBS session context.
The NF Service Consumer shall modify the subscription by using HTTP method PATCH with the URI of the individual subscription resource to be modified as shown in Figure 5.3.2.9.3-1.


Figure 5.3.2.9.3-1: Modification of a subscription for a multicast MBS session context
1.	The NF Service Consumer shall send a PATCH request (PatchData) targeting the URI of the individual subscription resource to be modified. The payload body of the PATCH request shall contain the description of the modifications to apply to the subscription. The following information may be requested to be modified:
-	NF Instance ID of the NF Service Consumer;
-	Notification URI, indicating the address where to send the events notifications generated by the subscription;
-	Event ID(s) of the events to which the NF service consumer requests to subscribe;
-	Notification Correlation ID, indicating the correlation identity to be carried in event notifications generated by the subscription.
-	Expiry time, indicating the time up to which the subscription is desired to be kept active and after which the subscribed events shall stop generating notifications.
NOTE:	A subscription can be modified e.g. when it is taken over by another SMF in the same SMF set, or before the Expiry time expires.

2a.	On success, the MB-SMF shall return a "200 OK" response, with the payload body (ContextStatusSubscription) containing a representation of the modified subscription.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.7.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.7.3.1-3.
[bookmark: _Toc85877012][bookmark: _Toc88681464][bookmark: _Toc89678151][bookmark: _Toc97302760]5.3.2.10	ContextStatusUnSubscribe
[bookmark: _Toc85877013][bookmark: _Toc88681465][bookmark: _Toc89678152][bookmark: _Toc97302761]5.3.2.10.1	General
The ContextStatusUnSubscribe service operation shall be used to unsubscribe to notifications of events about a multicast MBS session context.
The NF Service Consumer (e.g. SMF) shall unsubscribe to notification of events about a multicast MBS session context by using the HTTP DELETE method as shown in Figure 5.3.2.10.1-1.


Figure 5.3.2.10.1-1: Deletion of a subscription for a multicast MBS session context
1.	The NF Service Consumer shall send a DELETE request (subscriptionId) targeting the subscription resource to be deleted.
2a.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.7.3.2-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.7.3.2-3.
[bookmark: _Toc85877014][bookmark: _Toc88681466][bookmark: _Toc89678153][bookmark: _Toc97302762]5.3.2.11	ContextStatusNotify
[bookmark: _Toc85877015][bookmark: _Toc88681467][bookmark: _Toc89678154][bookmark: _Toc97302763]5.3.2.11.1	General
The ContextStatusNotify service operation shall be invoked by the MB-SMF to send a notification about event(s), when events about the multicast MBS session context included in the subscription occur.
It is used in the following procedures:
-	MBS session activation procedure (see clause 7.2.5.2 of 3GPP TS 23.247 [14]);
-	MBS session deactivation procedure (see clause 7.2.5.3 of 3GPP TS 23.247 [14]); and
-	Multicast session update procedure (see clause 7.2.6 of 3GPP TS 23.247 [14]).
The MB-SMF shall notify event(s) about the multicast MBS session context by using the HTTP POST method targeting the notification URI received in the subscription as shown in Figure 5.3.2.11.1-1.


Figure 5.3.2.11.1-1: Notification of a multicast MBS session context event
1.	The MB-SMF shall send a POST request targeting the notification URI. The notification, i.e. the payload body of the POST request (ContextStatusNotifyReqData structure) shall contain the following information:
-	Notification Correlation ID, if available in the subscription;
-	List of event(s) which occurred.
2a.	On success, a "204 No Content" response shall be returned.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.5.3.3.1-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.5.3.3.1-2.


[bookmark: _Toc510696597][bookmark: _Toc35971389][bookmark: _Toc67903513][bookmark: _Toc81558563][bookmark: _Toc85877016][bookmark: _Toc88681468][bookmark: _Toc89678155][bookmark: _Toc97302764]6	API Definitions
[bookmark: _Toc85877017][bookmark: _Toc88681469][bookmark: _Toc89678156][bookmark: _Toc97302765][bookmark: _Toc76042728][bookmark: _Toc81558566][bookmark: _Toc63666278][bookmark: _Toc66105112][bookmark: _Toc66106985][bookmark: _Toc66462642][bookmark: _Toc70328280][bookmark: _Toc73782058][bookmark: _Toc510696607][bookmark: _Toc35971398][bookmark: _Toc67903522]6.1	Nmbsmf_TMGI Service API
[bookmark: _Toc510696599][bookmark: _Toc35971391][bookmark: _Toc67903515][bookmark: _Toc76042727][bookmark: _Toc81558565][bookmark: _Toc85877018][bookmark: _Toc88681470][bookmark: _Toc89678157][bookmark: _Toc97302766]6.1.1	Introduction
The Nmbsmf_TMGI service shall use the Nmbsmf_TMGI API.
The API URI of the Nmbsmf_TMGI API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nmbsmf-tmgi".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.
[bookmark: _Toc85877019][bookmark: _Toc88681471][bookmark: _Toc89678158][bookmark: _Toc97302767]6.1.2	Usage of HTTP
[bookmark: _Toc510696601][bookmark: _Toc35971393][bookmark: _Toc67903517][bookmark: _Toc76042729][bookmark: _Toc81558567][bookmark: _Toc85877020][bookmark: _Toc88681472][bookmark: _Toc89678159][bookmark: _Toc97302768]6.1.2.1	General
[bookmark: _Toc510696602]HTTP/2, IETF RFC 7540 [11], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the Nmbsmf_TMGI API is contained in Annex A.
[bookmark: _Toc35971394][bookmark: _Toc67903518][bookmark: _Toc76042730][bookmark: _Toc81558568][bookmark: _Toc85877021][bookmark: _Toc88681473][bookmark: _Toc89678160][bookmark: _Toc97302769]6.1.2.2	HTTP standard headers
[bookmark: _Toc510696603][bookmark: _Toc35971395][bookmark: _Toc67903519][bookmark: _Toc76042731][bookmark: _Toc81558569][bookmark: _Toc85877022][bookmark: _Toc88681474][bookmark: _Toc89678161][bookmark: _Toc97302770]6.1.2.2.1	General
[bookmark: _Toc510696604]See clause 5.2.2 of 3GPP TS 29.500 [4] for the usage of HTTP standard headers.
[bookmark: _Toc35971396][bookmark: _Toc67903520][bookmark: _Toc76042732][bookmark: _Toc81558570][bookmark: _Toc85877023][bookmark: _Toc88681475][bookmark: _Toc89678162][bookmark: _Toc97302771]6.1.2.2.2	Content type
[bookmark: _Toc510696605]JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 7807 [13].
[bookmark: _Toc35971397][bookmark: _Toc67903521][bookmark: _Toc76042733][bookmark: _Toc81558571][bookmark: _Toc85877024][bookmark: _Toc88681476][bookmark: _Toc89678163][bookmark: _Toc97302772]6.1.2.3	HTTP custom headers
[bookmark: _Toc489605322][bookmark: _Toc492899753][bookmark: _Toc492900032][bookmark: _Toc492967834][bookmark: _Toc492972922][bookmark: _Toc492973142][bookmark: _Toc492974840][bookmark: _Toc510696606]The mandatory HTTP custom header fields specified in clause 5.2.3.2 of 3GPP TS 29.500 [4] shall be supported, and the optional HTTP custom header fields specified in clause 5.2.3.3 of 3GPP TS 29.500 [4] may be supported.
[bookmark: _Toc85877025][bookmark: _Toc88681477][bookmark: _Toc89678164][bookmark: _Toc97302773][bookmark: _Toc510696622][bookmark: _Toc35971413][bookmark: _Toc67903530][bookmark: _Toc76042742][bookmark: _Toc81558579][bookmark: _Toc510696628][bookmark: _Toc35971419][bookmark: _Toc67903536]6.1.3	Resources
[bookmark: _Toc510696608][bookmark: _Toc35971399][bookmark: _Toc67903523][bookmark: _Toc76042735][bookmark: _Toc81558573][bookmark: _Toc85877026][bookmark: _Toc88681478][bookmark: _Toc89678165][bookmark: _Toc97302774]6.1.3.1	Overview
Figure 6.1.3.1-1 describes the resource URI structure of the Nmbsmf_TMGI API.


Figure 6.1.3.1-1: Resource URI structure of the Nmbsmf_TMGI API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource purpose/name
	Resource URI (relative path after API URI)
	HTTP method or custom operation
	Description
(service operation)
	[bookmark: _PERM_MCCTEMPBM_CRPT81600012___7]

	TMGI collection
	/tmgi
	POST
	Allocate
	

	
	
	DELETE
	Deallocate
	


	
[bookmark: _Toc510696609][bookmark: _Toc35971400][bookmark: _Toc67903524][bookmark: _Toc76042736][bookmark: _Toc81558574][bookmark: _Toc85877027][bookmark: _Toc88681479][bookmark: _Toc89678166][bookmark: _Toc97302775]6.1.3.2	Resource: TMGI collection
[bookmark: _Toc510696610][bookmark: _Toc35971401][bookmark: _Toc67903525][bookmark: _Toc76042737][bookmark: _Toc81558575][bookmark: _Toc85877028][bookmark: _Toc88681480][bookmark: _Toc89678167][bookmark: _Toc97302776]6.1.3.2.1	Description
This resource represents the collection of the individual TMGI values that can be assigned by the MB-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc35971402][bookmark: _Toc67903526][bookmark: _Toc76042738][bookmark: _Toc81558576][bookmark: _Toc85877029][bookmark: _Toc88681481][bookmark: _Toc89678168][bookmark: _Toc97302777][bookmark: _Toc510696612]6.1.3.2.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-tmgi/<apiVersion>/tmgi
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1

	
	
	



[bookmark: _Toc35971403][bookmark: _Toc67903527][bookmark: _Toc76042739][bookmark: _Toc81558577][bookmark: _Toc85877030][bookmark: _Toc88681482][bookmark: _Toc89678169][bookmark: _Toc97302778]6.1.3.2.3	Resource Standard Methods
[bookmark: _Toc510696613][bookmark: _Toc35971404]6.1.3.2.3.1	POST
This method requests the MB-SMF to allocate one or more TMGIs with Nmbsmf_TMGI_Allocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	<name> or n/a
	<type> or <leave empty>
	<M, C or O>
	0..1 or 1 or 0..N or 1..N or <leave empty>
	<only if applicable>
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TmgiAllocate 
	M"
	1
	Representation of one or more TMGIs to be allocated by the MB-SMF. The Request Body shall contain:
- the requested number of TMGIs (one or more), if TMGIs are requested to be allocated; or.
-  a list of TMGIs, if the expiration time of previously allocated TMGI(s) needs to be refreshed.



Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TmgiAllocated 
	C
	1
	200 OK
	Successful allocation of one or more TMGI(s) and their expiration time. Alternatively, if the expiration time of the previously allocated TMGI(s) needs to be refreshed, the Response Body shall contain the list of the TMGI(s) and their new expiration time.
 

	ProblemDetails
	O
	0..1
	4xx/5xx
	TMGI(s) are not allocated

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the <method 1> method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	<header name> 
	<data type>
e.g. string
	"M", "C" or "O"
	"0..1", "1", "1..N",  "1..N", or <leave empty>
	<description>



Table 6.1.3.2.3.1-5: Headers supported by the  200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	<header name> 
	<data type>
e.g. string
	"M", "C" or "O"
	"0..1", "1", "1..N",  "1..N", or <leave empty>
	<description>



Table 6.1.3.2.3.1-6: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Link parameter(s)
	Description

	<link name>
e.g. search
	<resource 1>
e.g. Stored Search (Document)
	<method 1>
e.g. GET
	<parameter>
e.g. searchId
	<description of the link>



Table 6.1.3.2.3.1-7: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.1-8: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc510696614][bookmark: _Toc35971405]6.1.3.2.3.2	DELETE
This method deallocates one or more of the previously allocated individual TMGIs in the MB-SMF with Nmbsmf_TMGI_Deallocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.2-1.
Table 6.1.3.2.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	tmgi-list
	array(Tmgi)
	M
	1..N
	The list of the TMGIs, which shall be deallocated by MB-SMF. 
	


[bookmark: _Toc510696615][bookmark: _Toc35971406][bookmark: _Toc67903528][bookmark: _Toc76042740][bookmark: _Toc81558578][bookmark: _Toc85877031]
[bookmark: _Toc88681483][bookmark: _Toc89678170][bookmark: _Toc97302779]6.1.3.2.4	Resource Custom Operations
None.
[bookmark: _Toc85877032][bookmark: _Toc88681484][bookmark: _Toc89678171][bookmark: _Toc97302780]6.1.4	Custom Operations without associated resources
None.
[bookmark: _Toc76042748][bookmark: _Toc81558580][bookmark: _Toc85877033][bookmark: _Toc88681485][bookmark: _Toc89678172][bookmark: _Toc97302781][bookmark: _Toc510696632][bookmark: _Toc35971427][bookmark: _Toc67903543]6.1.5	Notifications
None.
[bookmark: _Toc81558581][bookmark: _Toc85877034][bookmark: _Toc88681486][bookmark: _Toc89678173][bookmark: _Toc97302782][bookmark: _Toc510696647][bookmark: _Toc35971443][bookmark: _Toc67903560][bookmark: _Toc76042772][bookmark: _Toc81558594][bookmark: _Toc492899751][bookmark: _Toc492900030][bookmark: _Toc492967832][bookmark: _Toc492972920][bookmark: _Toc492973140][bookmark: _Toc493774060][bookmark: _Toc508285804][bookmark: _Toc508287269][bookmark: _Toc510696648][bookmark: _Toc35971447]6.1.6	Data Model
[bookmark: _Toc510696633][bookmark: _Toc35971428][bookmark: _Toc67903544][bookmark: _Toc76042756][bookmark: _Toc81558582][bookmark: _Toc85877035][bookmark: _Toc88681487][bookmark: _Toc89678174][bookmark: _Toc97302783]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nmbsmf service based interface protocol.
Table 6.1.6.1-1: Nmbsmf specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	TmgiAllocate
	6.1.6.2.2
	TMGI Allocation Request Payload.
	

	TmgiAllocated
	6.1.6.2.3
	TMGI Allocation Response Payload. 
	



Table 6.1.6.1-2 specifies data types re-used by the Nmbsmf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nmbsmf service based interface.
Table 6.1.6.1-2: Nmbsmf re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Tmgi
	3GPP TS 29.571 [18]
	TMGI
	

	DateTime
	3GPP TS 29.571 [18]
	Date and time
	



[bookmark: _Toc510696634][bookmark: _Toc35971429][bookmark: _Toc67903545][bookmark: _Toc76042757][bookmark: _Toc81558583][bookmark: _Toc85877036][bookmark: _Toc88681488][bookmark: _Toc89678175][bookmark: _Toc97302784]6.1.6.2	Structured data types
[bookmark: _Toc510696635][bookmark: _Toc35971430][bookmark: _Toc67903546][bookmark: _Toc76042758][bookmark: _Toc81558584][bookmark: _Toc85877037][bookmark: _Toc88681489][bookmark: _Toc89678176][bookmark: _Toc97302785]6.1.6.2.1	Introduction
This clause defines the structures to be used in resource representations.
[bookmark: _Toc510696636][bookmark: _Toc35971431][bookmark: _Toc67903547][bookmark: _Toc76042759][bookmark: _Toc81558585][bookmark: _Toc85877038][bookmark: _Toc88681490][bookmark: _Toc89678177][bookmark: _Toc97302786]6.1.6.2.2	Type: TmgiAllocate
Table 6.1.6.2.2-1: Definition of type TmgiAllocate
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tmgiNumber 
	integer 
	C 
	0..1
	This IE shall be present if TMGI allocation is requested.
When present, this IE shall indicate the number of TMGIs requested to be allocated.
Minimum: 1. Maximum: 255.
	

	tmgiList
	array(Tmgi)
	C
	1..N
	This IE shall be present if the expiration time of previously allocated TMGIs needs to be refreshed.
When present, this IE shall contain the list of TMGI(s) to be refreshed.

	



[bookmark: _Toc510696637][bookmark: _Toc35971432][bookmark: _Toc67903548][bookmark: _Toc76042760][bookmark: _Toc81558586][bookmark: _Toc85877039][bookmark: _Toc88681491][bookmark: _Toc89678178][bookmark: _Toc97302787]6.1.6.2.3	Type: TmgiAllocated
Table 6.1.6.2.3-1: Definition of type TmgiAllocated
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tmgiList
	array(Tmgi)
	M
	1..N
	One or more TMGIs allocated by MB-SMF.
(NOTE)
	

	expirationTime
	DateTime
	M
	1
	Expiration time for the allocated TMGI(s).
(NOTE)
	

	NOTE:	This attribute is necessary if the MB-SMF allocates TMGI(s) and also if the MB-SMF refreshes the expiration time of earlier allocated TMGIs.



[bookmark: _Toc510696638][bookmark: _Toc35971433][bookmark: _Toc67903549][bookmark: _Toc76042761][bookmark: _Toc81558587][bookmark: _Toc85877040][bookmark: _Toc88681492][bookmark: _Toc89678179][bookmark: _Toc97302788]6.1.6.3	Simple data types and enumerations
[bookmark: _Toc510696639][bookmark: _Toc35971434][bookmark: _Toc67903550][bookmark: _Toc76042762][bookmark: _Toc81558588][bookmark: _Toc85877041][bookmark: _Toc88681493][bookmark: _Toc89678180][bookmark: _Toc97302789]6.1.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc510696640][bookmark: _Toc35971435][bookmark: _Toc67903551][bookmark: _Toc76042763][bookmark: _Toc81558589][bookmark: _Toc85877042][bookmark: _Toc88681494][bookmark: _Toc89678181][bookmark: _Toc97302790]6.1.6.3.2	Simple data types
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	<one simple data type, i.e. boolean, integer, number, or string>
	
	



[bookmark: _Toc510696641][bookmark: _Toc35971436][bookmark: _Toc67903552][bookmark: _Toc76042764][bookmark: _Toc81558590][bookmark: _Toc85877043][bookmark: _Toc88681495][bookmark: _Toc89678182][bookmark: _Toc97302791]6.1.6.3.3	Enumeration: <EnumType1>
The enumeration <EnumType1> represents <something>. It shall comply with the provisions defined in table 6.1.5.3.3-1.
Table 6.1.6.3.3-1: Enumeration < EnumType1>
	Enumeration value
	Description
	Applicability

	
	
	



[bookmark: _Toc510696642][bookmark: _Toc35971437][bookmark: _Toc67903553][bookmark: _Toc76042765][bookmark: _Toc81558591][bookmark: _Toc85877044][bookmark: _Toc88681496][bookmark: _Toc89678183][bookmark: _Toc97302792]6.1.6.3.4	Enumeration: <EnumType2>
[bookmark: _Toc510696643][bookmark: _Toc35971438][bookmark: _Toc67903554][bookmark: _Toc76042766][bookmark: _Toc81558592][bookmark: _Toc85877045][bookmark: _Toc88681497][bookmark: _Toc89678184][bookmark: _Toc97302793]6.1.6.4	Data types describing alternative data types or combinations of data types
None.
[bookmark: _Toc510696646][bookmark: _Toc35971441][bookmark: _Toc67903557][bookmark: _Toc76042769][bookmark: _Toc81558593][bookmark: _Toc85877046][bookmark: _Toc88681498][bookmark: _Toc89678185][bookmark: _Toc97302794]6.1.6.5	Binary data
None.
[bookmark: _Toc85877047][bookmark: _Toc88681499][bookmark: _Toc89678186][bookmark: _Toc97302795]6.1.7	Error Handling
[bookmark: _Toc35971444][bookmark: _Toc67903561][bookmark: _Toc76042773][bookmark: _Toc81558595][bookmark: _Toc85877048][bookmark: _Toc88681500][bookmark: _Toc89678187][bookmark: _Toc97302796]6.1.7.1	General
For the Nmbsmf_TMGI API, HTTP error responses shall be supported as specified in clause 4.8 of 3GPP TS 29.501 [5]. Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [4] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [4].
In addition, the requirements in the following clauses are applicable for the Nmbsmf_TMGI API.
[bookmark: _Toc35971445][bookmark: _Toc67903562][bookmark: _Toc76042774][bookmark: _Toc81558596][bookmark: _Toc85877049][bookmark: _Toc88681501][bookmark: _Toc89678188][bookmark: _Toc97302797]6.1.7.2	Protocol Errors
No specific procedures for the Nmbsmf_TMGI service are specified.
[bookmark: _Toc35971446][bookmark: _Toc67903563][bookmark: _Toc76042775][bookmark: _Toc81558597][bookmark: _Toc85877050][bookmark: _Toc88681502][bookmark: _Toc89678189][bookmark: _Toc97302798]6.1.7.3	Application Errors
The application errors defined for the Nmbsmf_TMGI  service are listed in Table 6.1.7.3-1.
Table 6.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



[bookmark: _Toc67903564][bookmark: _Toc76042776][bookmark: _Toc81558598][bookmark: _Toc85877051][bookmark: _Toc88681503][bookmark: _Toc89678190][bookmark: _Toc97302799][bookmark: _Toc532994477][bookmark: _Toc35971448][bookmark: _Toc67903565][bookmark: _Toc510696649]6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the Nmbsmf_TMGI API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	


[bookmark: _Toc76042777][bookmark: _Toc81558599][bookmark: _Toc85877052][bookmark: _Toc88681504][bookmark: _Toc89678191][bookmark: _Toc97302800][bookmark: _Toc56434418][bookmark: _Toc67687998]
6.1.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the Nmbsmf_TMGI API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Service Consumer, prior to consuming services offered by the Nmbsmf_TMGI API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the Nmbsmf_TMGI service.
The Nmbsmf_TMGI API defines a single scope "nmbsmf-tmgi" for the entire service, and it does not define any additional scopes at resource or operation level.
[bookmark: _Toc81558600][bookmark: _Toc85877053][bookmark: _Toc88681505][bookmark: _Toc89678192][bookmark: _Toc97302801]6.1.10	HTTP redirection
[bookmark: _Toc35971449][bookmark: _Toc67903566][bookmark: _Toc81558601][bookmark: _Toc85877054][bookmark: _Toc88681506][bookmark: _Toc89678193][bookmark: _Toc97302802]6.2	Nmbsmf_MBSSession Service API
[bookmark: _Toc81558602][bookmark: _Toc85877055][bookmark: _Toc88681507][bookmark: _Toc89678194][bookmark: _Toc97302803]6.2.1	Introduction
The <Service 1> shall use the <Service 1> API.
The API URI of the <Service 1> API shall be:
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "<service 1 API name>".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 5.3.
[bookmark: _Toc81558603][bookmark: _Toc85877056][bookmark: _Toc88681508][bookmark: _Toc89678195][bookmark: _Toc97302804]6.2.2	Usage of HTTP
[bookmark: _Toc81558604][bookmark: _Toc85877057][bookmark: _Toc88681509][bookmark: _Toc89678196][bookmark: _Toc97302805]6.2.2.1	General
HTTP/2, IETF RFC 7540 [11], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the <API Name> API is contained in Annex A.
[bookmark: _Toc81558605][bookmark: _Toc85877058][bookmark: _Toc88681510][bookmark: _Toc89678197][bookmark: _Toc97302806]6.2.2.2	HTTP standard headers
[bookmark: _Toc81558606][bookmark: _Toc85877059][bookmark: _Toc88681511][bookmark: _Toc89678198][bookmark: _Toc97302807]6.2.2.2.1	General
See clause 5.2.2 of 3GPP TS 29.500 [4] for the usage of HTTP standard headers.
[bookmark: _Toc81558607][bookmark: _Toc85877060][bookmark: _Toc88681512][bookmark: _Toc89678199][bookmark: _Toc97302808]6.2.2.2.2	Content type
The following content types shall be supported:
-	JSON, as defined in IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
-	The "Problem Details" JSON object, as defined in IETF RFC 7807 [13], shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json".
Multipart messages shall also be supported (see clause 6.2.2.4) using the content type "multipart/related", comprising:
-	one JSON body part with the "application/json" content type; and
-	one binary body part with 3gpp vendor specific content subtypes.
The 3gpp vendor specific content subtypes defined in Table 6.5.2.2.2-1 shall be supported.
Table 6.2.2.2.2-1: 3GPP vendor specific content subtypes
	content subtype
	Description

	vnd.3gpp.ngap
	Binary encoded payload, encoding NG Application Protocol (NGAP) IEs, as specified in clause 9.3 of 3GPP TS 38.413 [20] (ASN.1 encoded).

	NOTE:	Using 3GPP vendor content subtypes allows to describe the nature of the opaque payload (i.e. NGAP information) without having to rely on metadata in the JSON payload.



See clause 6.2.2.4 for the binary payloads supported in the binary body part of multipart messages.
[bookmark: _Toc81558608][bookmark: _Toc85877061][bookmark: _Toc88681513][bookmark: _Toc89678200][bookmark: _Toc97302809]6.2.2.3	HTTP custom headers
The mandatory HTTP custom header fields specified in clause 5.2.3.2 of 3GPP TS 29.500 [4] shall be supported, and the optional HTTP custom header fields specified in clause 5.2.3.3 of 3GPP TS 29.500 [4] may be supported.
[bookmark: _Toc89035437][bookmark: _Toc89065235][bookmark: _Toc89180534][bookmark: _Toc90641742][bookmark: _Toc97302810]6.2.2.4	HTTP multipart messages
HTTP multipart messages shall be supported, to transfer opaque N2 Information in the following service operations (and HTTP messages):
-	ContextUpdate Request and Response (POST).
HTTP multipart messages shall include one JSON body part and one binary body parts comprising:
-	N2 MBS Session Management information (see clause 6.2.6.5).
The JSON body part shall be the "root" body part of the multipart message. It shall be encoded as the first body part of the multipart message. The "Start" parameter does not need to be included.
The multipart message shall include a "type" parameter (see IETF RFC 2387 [21]) specifying the media type of the root body part, i.e. "application/json".
NOTE:	The "root" body part (or "root" object) is the first body part the application processes when receiving a multipart/related message, see IETF RFC 2387 [21]. The default root is the first body within the multipart/related message. The "Start" parameter indicates the root body part, e.g. when this is not the first body part in the message.
For each binary body part in a HTTP multipart message, the binary body part shall include a Content-ID header (see IETF RFC 2045 [22]), and the JSON body part shall include an attribute, defined with the RefToBinaryData type, that contains the value of the Content-ID header field of the referenced binary body part.
[bookmark: _Toc81558609][bookmark: _Toc85877062][bookmark: _Toc88681514][bookmark: _Toc89678201][bookmark: _Toc97302811]6.2.3	Resources
[bookmark: _Toc81558610][bookmark: _Toc85877063][bookmark: _Toc88681515][bookmark: _Toc89678202][bookmark: _Toc97302812]6.2.3.1	Overview
Figure 6.2.3.1-1 describes the resource URI structure of the Nmbsmf_MBSSession API.



Figure 6.2.3.1-1: Resource URI structure of the Nmbsmf_MBSSession API
Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.2.3.1-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	MBS sessions collection
	/mbs-sessions
	POST
	Create

	
	/mbs-sessions/contexts/update
	update
(POST)
	ContextUpdate

	Individual MBS session
	/mbs-sessions/{mbsSessionRef}
	PATCH
	Update

	
	
	DELETE
	Delete

	Subscriptions collection for MBS sessions
	/mbs-sessions/subscriptions
	POST
	StatusSubscribe
(to create a subscription)
(NOTE 1, NOTE 2)

	Individual subscription for an MBS session
	/mbs-sessions/subscriptions/{subscriptionId}
	PATCH
	StatusSubscribe
(to update or renew a subscription)

	
	
	DELETE
	StatusUnsubscribe

	Subscriptions collection for MBS contexts
	/mbs-sessions/contexts/subscriptions
	POST
	ContextStatusSubscribe
(to create a subscription)
(NOTE 2)

	Individual subscription for an MBS context
	/mbs-sessions/contexts/subscriptions/{subscriptionId}
	PATCH
	ContextStatusSubscribe
(to update or renew a subscription)

	
	
	DELETE
	ContextStatusUnsubscribe

	NOTE 1:	A subscription to an MBS session may be performed after the MBS session is created using the POST method on this resource, or alternatively during the creation of the MBS session.
NOTE 2:	The StatusNotify and ContextStatusNotify service operations are defined in clause 6.2.6.1.



[bookmark: _Toc81558611][bookmark: _Toc85877064][bookmark: _Toc88681516][bookmark: _Toc89678203][bookmark: _Toc97302813]6.2.3.2	Resource: MBS sessions collection (Collection)
[bookmark: _Toc81558612][bookmark: _Toc85877065][bookmark: _Toc88681517][bookmark: _Toc89678204][bookmark: _Toc97302814]6.2.3.2.1	Description
This resource represents the collection of the individual MBS sessions created in the MB-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc81558613][bookmark: _Toc85877066][bookmark: _Toc88681518][bookmark: _Toc89678205][bookmark: _Toc97302815]6.2.3.2.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions
This resource shall support the resource URI variables defined in table 6.2.3.2.2-1.
Table 6.2.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1



[bookmark: _Toc81558614][bookmark: _Toc85877067][bookmark: _Toc88681519][bookmark: _Toc89678206][bookmark: _Toc97302816]6.2.3.2.3	Resource Standard Methods
6.2.3.2.3.1	POST
This method creates an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	CreateReqData
	M
	1
	Representation of the MBS session to be created in the MB-SMF



Table 6.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CreateRspData
	M
	1
	201 Created
	Successful creation of an MBS session

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.2.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/{mbsSessionRef}



Table 6.2.3.2.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.2.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877068][bookmark: _Toc88681520][bookmark: _Toc89678207][bookmark: _Toc97302817][bookmark: _Toc81558616]6.2.3.2.4	Resource Custom Operations
6.2.3.2.4.1	Overview
Table 6.2.3.2.4.1-1: Custom operations
	Operation name
	Custom operaration URI
	Mapped HTTP method
	Description

	update
	/mbs-sessions/contexts/update
	POST
	ContextUpdate service operation



6.2.3.2.4.2	Operation: update
6.2.3.2.4.2.1	Description
See clause 5.3.2.x.1.
6.2.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.2.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.2.3.2.4.2.2-2.
Table 6.2.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ContextUpdateReqData
	M
	1
	Data within the ContextUpdate Request 



Table 6.2.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextUpdateRspData
	M
	1
	200 OK
	Data in the ContextUpdate Response

	n/a
	
	
	204 No Content
	

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.2.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.2.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877069][bookmark: _Toc88681521][bookmark: _Toc89678208][bookmark: _Toc97302818]6.2.3.3	Resource: Individual MBS session (Document)
[bookmark: _Toc81558617][bookmark: _Toc85877070][bookmark: _Toc88681522][bookmark: _Toc89678209][bookmark: _Toc97302819]6.2.3.3.1	Description
This resource represents an individual MBS session created in the MB-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc81558618][bookmark: _Toc85877071][bookmark: _Toc88681523][bookmark: _Toc89678210][bookmark: _Toc97302820]6.2.3.3.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/{mbsSessionRef}
This resource shall support the resource URI variables defined in table 6.2.3.3.2-1.
Table 6.2.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1

	mbsSessionRef
	string
	MBS session reference assigned by the MB-SMF during the Create service operation



[bookmark: _Toc81558619][bookmark: _Toc85877072][bookmark: _Toc88681524][bookmark: _Toc89678211][bookmark: _Toc97302821]6.2.3.3.3	Resource Standard Methods
6.2.3.3.3.1	PATCH
This method updates an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.3.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.3.1-3.
Table 6.2.3.3.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	List of changes to be made to the MBS session resource, according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.3.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.3.3.2	DELETE
This method deletes an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.2-1.
Table 6.2.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.2-2 and the response data structures and response codes specified in table 6.2.3.3.3.2-3.
Table 6.2.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc81558620][bookmark: _Toc85877073][bookmark: _Toc88681525][bookmark: _Toc89678212][bookmark: _Toc97302822]6.2.3.3.4	Resource Custom Operations
None.
[bookmark: _Toc85877074][bookmark: _Toc88681526][bookmark: _Toc89678213][bookmark: _Toc97302823]6.2.3.4	Resource: Subscriptions collection for MBS sessions (Collection)
[bookmark: _Toc85877075][bookmark: _Toc88681527][bookmark: _Toc89678214][bookmark: _Toc97302824]6.2.3.4.1	Description
This resource represents the collection of the individual subscriptions for MBS sessions that are created in the MB-SMF with StatusSubscribe service operation.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc85877076][bookmark: _Toc88681528][bookmark: _Toc89678215][bookmark: _Toc97302825]6.2.3.4.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.4.2-1.
Table 6.2.3.4.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1



[bookmark: _Toc85877077][bookmark: _Toc88681529][bookmark: _Toc89678216][bookmark: _Toc97302826]6.2.3.4.3	Resource Standard Methods
6.2.3.4.3.1	POST
This method creates an individual subscription resource for an MBS session in the MB-SMF with StatusSubscribe service operation.
This method shall support the URI query parameters specified in table 6.2.3.4.3.1-1.
Table 6.2.3.4.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.4.3.1-2 and the response data structures and response codes specified in table 6.2.3.4.3.1-3.
Table 6.2.3.4.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	StatusSubscribeReqData
	M
	1
	Data within the StatusSubscribe Request



Table 6.2.3.4.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	StatusSubscribeRspData
	M
	1
	201 Created
	Data within the StatusSubscribe Response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.4.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.4.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions/{subscriptionId}



Table 6.2.3.4.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.4.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc81558615][bookmark: _Toc85877078][bookmark: _Toc88681530][bookmark: _Toc89678217][bookmark: _Toc97302827]6.2.3.4.4	Resource Custom Operations
None.
[bookmark: _Toc85877079][bookmark: _Toc88681531][bookmark: _Toc89678218][bookmark: _Toc97302828]6.2.3.5	Resource: Individual subscription for an MBS session (Document)
[bookmark: _Toc85877080][bookmark: _Toc88681532][bookmark: _Toc89678219][bookmark: _Toc97302829]6.2.3.5.1	Description
This resource represents an individual subscription for an MBS session in the MB-SMF, which are updated with StatusSubscribe service operation, or are deleted with StatusUnsubscribe service operation.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc85877081][bookmark: _Toc88681533][bookmark: _Toc89678220][bookmark: _Toc97302830]6.2.3.5.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.5.2-1.
Table 6.2.3.5.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1

	subscriptionId
	string
	Subscription identifier assigned by the MB-SMF during the creation of the subscription



[bookmark: _Toc85877082][bookmark: _Toc88681534][bookmark: _Toc89678221][bookmark: _Toc97302831]6.2.3.5.3	Resource Standard Methods
6.2.3.5.3.1	PATCH
This method updates an individual subscription resource for an MBS session in the MB-SMF with StatusSubscribe service operation for the subscription update (see clause 5.3.2.6.3).
This method shall support the URI query parameters specified in table 6.2.3.5.3.1-1.
Table 6.2.3.5.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.5.3.1-2 and the response data structures and response codes specified in table 6.2.3.5.3.1-3.
Table 6.2.3.5.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1
	It shall contain the list of changes to be made to the Status Subscription (i.e. MbsSessionSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.5.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsSessionSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.5.3.1-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.5.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.5.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.5.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.5.3.2	DELETE
This method deletes an individual subscription resource for an MBS session in the MB-SMF with StatusUnsubscribe service operation.
This method shall support the URI query parameters specified in table 6.2.3.5.3.2-1.
Table 6.2.3.5.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.5.3.2-2 and the response data structures and response codes specified in table 6.2.3.5.3.2-3.
Table 6.2.3.5.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.5.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful deletion

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.5.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.5.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877083][bookmark: _Toc88681535][bookmark: _Toc89678222][bookmark: _Toc97302832]6.2.3.5.4	Resource Custom Operations
None.
[bookmark: _Toc85877084][bookmark: _Toc88681536][bookmark: _Toc89678223][bookmark: _Toc97302833]6.2.3.6	Resource: Subscriptions collection for MBS contexts (Collection)
[bookmark: _Toc85877085][bookmark: _Toc88681537][bookmark: _Toc89678224][bookmark: _Toc97302834]6.2.3.6.1	Description
This resource represents the collection of the individual subscriptions for MBS contexts created in the MB-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc85877086][bookmark: _Toc88681538][bookmark: _Toc89678225][bookmark: _Toc97302835]6.2.3.6.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.6.2-1.
Table 6.2.3.6.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1



[bookmark: _Toc85877087][bookmark: _Toc88681539][bookmark: _Toc89678226][bookmark: _Toc97302836]6.2.3.6.3	Resource Standard Methods
6.2.3.6.3.1	POST
This method creates an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.6.3.1-1.
Table 6.2.3.6.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.6.3.1-2 and the response data structures and response codes specified in table 6.2.3.6.3.1-3.
Table 6.2.3.6.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ContextStatusSubscribeReqData
	M
	1
	Data within the ContextStatusSubscribe Request



Table 6.2.3.6.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextStatusSubscribeRspData
	M
	1
	201 Created
	Data within the ContextStatusSubscribe Response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.6.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.6.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions/{subscriptionId}



Table 6.2.3.6.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.6.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877088][bookmark: _Toc88681540][bookmark: _Toc89678227][bookmark: _Toc97302837]6.2.3.6.4	Resource Custom Operations
None.
[bookmark: _Toc85877089][bookmark: _Toc88681541][bookmark: _Toc89678228][bookmark: _Toc97302838]6.2.3.7	Resource: Individual subscription for an MBS context (Document)
[bookmark: _Toc85877090][bookmark: _Toc88681542][bookmark: _Toc89678229][bookmark: _Toc97302839]6.2.3.7.1	Description
This resource represents an individual subscription for an MBS context created in the MB-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc85877091][bookmark: _Toc88681543][bookmark: _Toc89678230][bookmark: _Toc97302840]6.2.3.7.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.7.2-1.
Table 6.2.3.7.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	apiVersion
	string
	See clause 6.2.1

	subscriptionId
	string
	Subscription identifier assigned by the MB-SMF during the creation of the subscription



[bookmark: _Toc85877092][bookmark: _Toc88681544][bookmark: _Toc89678231][bookmark: _Toc97302841]6.2.3.7.3	Resource Standard Methods
6.2.3.7.3.1	PATCH
This method modifies an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1
	It shall contain the list of changes to be made to the Context Status Subscription (i.e. ContextStatusSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.7.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextStatusSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Context Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.7.3.1-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.7.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.7.3.2	DELETE
This method deletes an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.7.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful deletion

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.7.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.7.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected




[bookmark: _Toc85877093][bookmark: _Toc88681545][bookmark: _Toc89678232][bookmark: _Toc97302842]6.2.3.7.4	Resource Custom Operations
None.

[bookmark: _Toc81558621][bookmark: _Toc85877094][bookmark: _Toc88681546][bookmark: _Toc89678233][bookmark: _Toc97302843]6.2.4	Custom Operations without associated resources
None
[bookmark: _Toc81558622][bookmark: _Toc85877095][bookmark: _Toc88681547][bookmark: _Toc89678234][bookmark: _Toc97302844][bookmark: _Toc81558624][bookmark: _Toc81558629]6.2.5	Notifications
[bookmark: _Toc81558623][bookmark: _Toc85877096][bookmark: _Toc88681548][bookmark: _Toc89678235][bookmark: _Toc97302845]6.2.5.1	General
Notifications shall comply to clause 6.2 of 3GPP TS 29.500 [4] and clause 4.6.2.3 of 3GPP TS 29.501 [5].
Table 6.2.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Status Notification
	{notifURI}
	POST
	StatusNotify

	Context Status Notification
	{notificationURI}
	POST
	ContextStatusNotify



[bookmark: _Toc85877097][bookmark: _Toc88681549][bookmark: _Toc89678236][bookmark: _Toc97302846]6.2.5.2	StatusNotify
[bookmark: _Toc81558625][bookmark: _Toc85877098][bookmark: _Toc88681550][bookmark: _Toc89678237][bookmark: _Toc97302847]6.2.5.2.1	Description
The Event Notification is used by the MB-SMF to report one or several observed Events to a NF service consumer that has subscribed to such Notifications.
[bookmark: _Toc81558626][bookmark: _Toc85877099][bookmark: _Toc88681551][bookmark: _Toc89678238][bookmark: _Toc97302848]6.2.5.2.2	Target URI
The Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 6.2.5.2.2-1.
Table 6.2.5.2.2-1: Callback URI variables
	Name
	Definition

	notifUri
	String formatted as URI with the Callback Uri



[bookmark: _Toc81558627][bookmark: _Toc85877100][bookmark: _Toc88681552][bookmark: _Toc89678239][bookmark: _Toc97302849]6.2.5.2.3	Standard Methods
6.2.5.2.3.1	POST
This method shall support the request data structures specified in table 6.2.5.2.3.1-1 and the response data structures and response codes specified in table 6.2.5.2.3.1-2.
Table 6.2.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	StatusNotifyReqData
	M
	1
	Data within the StatusNotify Request



Table 6.2.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.2.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



[bookmark: _Toc81558628][bookmark: _Toc85877101][bookmark: _Toc88681553][bookmark: _Toc89678240][bookmark: _Toc97302850]6.2.5.3	ContextStatusNotify
[bookmark: _Toc532994455][bookmark: _Toc35971422][bookmark: _Toc67903539][bookmark: _Toc85877102][bookmark: _Toc88681554][bookmark: _Toc89678241][bookmark: _Toc97302851]6.2.5.3.1	Description
The Event Notification is used by the MB-SMF to report one or several observed Events to a NF Service Consumer that has subscribed to such notifications.
[bookmark: _Toc532994456][bookmark: _Toc35971423][bookmark: _Toc67903540][bookmark: _Toc85877103][bookmark: _Toc88681555][bookmark: _Toc89678242][bookmark: _Toc97302852]6.2.5.3.2	Target URI
The Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 6.2.5.3.2-1.
Table 6.2.5.3.2-1: Callback URI variables
	Name
	Definition

	notifUri
	String formatted as URI with the Callback URI



[bookmark: _Toc532994457][bookmark: _Toc35971424][bookmark: _Toc67903541][bookmark: _Toc85877104][bookmark: _Toc88681556][bookmark: _Toc89678243][bookmark: _Toc97302853]6.2.5.3.3	Standard Methods
[bookmark: _Toc532994458][bookmark: _Toc35971425]6.2.5.3.3.1	POST
This method shall support the request data structures specified in table 6.2.5.3.3.1-1 and the response data structures and response codes specified in table 6.2.5.3.3.1-2.
Table 6.2.5.3.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	ContextStatusNotifyReqData
	M
	1
	Data within the ContextStatusNotify Request



Table 6.2.5.3.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.2.5.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877105][bookmark: _Toc88681557][bookmark: _Toc89678244][bookmark: _Toc97302854]6.2.6	Data Model
[bookmark: _Toc81558630][bookmark: _Toc85877106][bookmark: _Toc88681558][bookmark: _Toc89678245][bookmark: _Toc97302855]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the NMB-SMF service based interface protocol.
Table 6.2.6.1-1: NMB-SMF specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	CreateReqData
	6.2.6.2.2
	Data within the Create Request
	

	CreateRspData
	6.2.6.2.3
	Data within the Create Response
	

	MbsSessionExtension
	6.2.6.2.4
	MB-SMF API specific MbsSession data type extensions 
	

	ExtMbsSession
	6.2.6.4.5
	MbsSession common data type extended with MB-SMF API specific extensions
	

	ContextUpdateReqData
	6.2.6.2.5
	Data within the ContexUpdate Request
	

	ContextUpdateRspData
	6.2.6.2.6
	Data within the ContextUpdate Response
	

	StatusSubscribeReqData
	6.2.6.2.7
	Data within the Create Subscription Request for the collection of MBS Session subscriptions (StatusSubscribe service operation).
	

	StatusSubscribeRspData
	6.2.6.2.8
	Data within the Create Subscription Response (StatusSubscribe service operation).
	

	N2MbsSmInfo
	6.2.6.2.9
	N2 MBS Session Management Information
	

	ContextStatusNotifyReqData
	6.2.6.2.10
	Data within ContextStatusNotify Request
	

	StatusNotifyReqData
	6.2.6.2.11
	Data within StatusNotify Request
	

	ContextStatusSubscribeReqData
	6.2.6.2.12
	Data within ContextStatusSubscribe Request 
	

	ContextStatusSubscription
	6.2.6.2.13
	Context Status Subscription
	

	ContextStatusEvent
	6.2.6.2.14
	Context Status Event
	

	ContextStatusSubscribeRspData
	6.2.6.2.15
	Data within ContextStatusSubscribe Response
	

	MbsContextInfo
	6.2.6.2.16
	MBS Context Information
	

	ContextStatusEventReport
	6.2.6.2.17
	Context Status Event Report
	

	ContextUpdateAction
	6.2.6.3.3
	The requested action for the MBS session context
	

	ContextStatusEventType
	6.2.6.3.4
	Context Status Event Type
	

	ReportingMode
	6.2.6.3.5
	Reporting Mode
	

	NgapIeType
	6.2.6.3.6
	NGAP Information Element Type
	



Table 6.2.6.1-2 specifies data types re-used by the NMB-SMF service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the NMB-SMF service based interface.
Table 6.2.6.1-2: NMB-SMF re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	MbsSession
	3GPP TS 29.571 [18]
	MBS session
	

	Tmgi
	3GPP TS 29.571 [18]
	TMGI
	

	TunnelAddress
	3GPP TS 29.571 [18]
	Tunnel Address (UDP/IP)
	

	MbsSessionId
	3GPP TS 29.571 [18]
	MBS Session Identifier
	

	AreaSessionId
	3GPP TS 29.571 [18]
	Area Session Identifier used for MBS session with location dependent content
	

	Ssm
	3GPP TS 29.571 [18]
	Source specific IP multicast address
	

	Uint32
	3GPP TS 29.571 [18]
	Unsigned 32-bit integer
	

	NfInstanceId
	3GPP TS 29.571 [18]
	NF Instance Identifier
	

	Bytes
	3GPP TS 29.571 [18]
	Base64-encoded characters
	

	RefToBinaryData
	3GPP TS 29.571 [18]
	Cross-Reference to binary data encoded within a binary body part in an HTTP multipart message
	

	GlobalRanNodeId
	3GPP TS 29.571 [18]
	Global RAN Node Identity
	

	DateTime
	3GPP TS 29.571 [18]
	Date and time
	

	Uri
	3GPP TS 29.571 [18]
	URI
	

	DateTime
	3GPP TS 29.571 [18]
	Date and Time
	

	MbsSessionActivityStatus
	3GPP TS 29.571 [18]
	MBS Session Activity Status 
	

	MbsServiceArea
	3GPP TS 29.571 [18]
	MBS Service Area
	

	MbsAreaSession
	3GPP TS 29.510 [10]
	MBS Session in a specific MBS Service Area
	

	MbsSessionSubscription
	3GPP TS 29.571 [18]
	MBS Session Subscription
	

	MbsSessionEventReportList
	3GPP TS 29.571 [18]
	MBS Session Event Report List
	



[bookmark: _Toc81558631][bookmark: _Toc85877107][bookmark: _Toc88681559][bookmark: _Toc89678246][bookmark: _Toc97302856][bookmark: _Toc81558635]6.2.6.2	Structured data types
[bookmark: _Toc81558632][bookmark: _Toc85877108][bookmark: _Toc88681560][bookmark: _Toc89678247][bookmark: _Toc97302857]6.2.6.2.1	Introduction
This clause defines the structures to be used in resource representations.
[bookmark: _Toc85877109][bookmark: _Toc88681561][bookmark: _Toc89678248][bookmark: _Toc97302858]6.2.6.2.2	Type: CreateReqData
Table 6.2.6.2.2-1: Definition of type CreateReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsSession
	ExtMbsSession
	M
	1
	MBS session to be created
	



[bookmark: _Toc85877110][bookmark: _Toc88681562][bookmark: _Toc89678249][bookmark: _Toc97302859]6.2.6.2.3	Type: CreateRspData
Table 6.2.6.2.3-1: Definition of type CreateRspData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsSession
	MbsSession
	M
	1
	Representation of the created MBS session
	



[bookmark: _Toc85877111]Editor's Note: It is FFS whether immediate event reports may be included in the response.
[bookmark: _Toc88681563][bookmark: _Toc89678250][bookmark: _Toc97302860]6.2.6.2.4	Type: MbsSessionExtension
Table 6.2.6.2.4-1: Definition of type MbsSessionExtension
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	[bookmark: _PERM_MCCTEMPBM_CRPT81600031___2]policyAuthInd
	boolean
	O
	0..1
	Policy Authorization Indication
When present, it shall be set as follows:
- true: policy authorization is provided for the MBS session to the PCF;
- false (default): no policy authorization provided
	



[bookmark: _Toc85877112][bookmark: _Toc88681564][bookmark: _Toc89678251][bookmark: _Toc97302861]6.2.6.2.5	Type: ContextUpdateReqData
Table 6.2.6.2.5-1: Definition of type ContextUpdateReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	nfcInstanceId
	NfInstanceId
	M
	1
	NF Instance ID of the NF Service Consumer (e.g. AMF or SMF)
	

	mbsSessionId
	MbsSessionId
	M
	1
	MBS session identifier (TMGI and/or SSM, and NID for an SNPN)
	

	areaSessionId
	AreaSessionId
	C
	0..1
	This IE shall be present if this is a location dependent multicast MBS session.  
	

	requestedAction
	ContextUpdateAction
	C
	0..1
	This IE shall be set by an SMF. When present, this IE shall indicate whether to start or terminate MBS data reception.

	

	dlTunnelInfo
	Bytes
	C
	0..1
	This IE shall be included by the SMF if the mbsSessionId IE is present and unicast transport is used over N19mb.
When present, it shall contain Base64-encoded characters, encoding the DL F-TEID of the UPF as specified in Figure 8.22-1 of 3GPP TS 29.274 [19] (starting from octet 1).
	

	n2MbsSmInfo
	N2MbsSmInfo
	C
	0..1
	This IE shall be included by the AMF if N2 MBS Session Management Information (container) needs to be sent to the MB-SMF.

	

	ranNodeId
	GlobalRanNodeId
	C
	0..1
	This IE may be included by the AMF. When present, it shall indicate the RAN Node ID of the RAN having sent the N2 information.
(NOTE)
	

	leaveInd
	boolean
	C
	0..1
	Leave Indication
This IE shall be included by the AMF and set to true during a Release of shared delivery toward RAN node procedure, if it is the last NG-RAN controlled by the AMF serving the multicast MBS session. 

- true: the AMF does not control any more NG-RAN node for the multicast MBS session.

	



[bookmark: _Toc85877113][bookmark: _Toc88681565][bookmark: _Toc89678252][bookmark: _Toc97302862]6.2.6.2.6	Type: ContextUpdateRspData
Table 6.2.6.2.6-1: Definition of type ContextUpdateRspData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	llSsm
	Ssm
	C
	0..1
	This IE shall be present if the n2Info IE is absent and multicast transport is used over N19mb.
When present, it shall contain the Low Layer Source Specific Multicast Address allocated by the MB-UPF.
	

	cTeid
	Uint32
	C
	0..1
	This IE shall be present if the n2Info IE is absent and multicast transport is used over N19mb.
When present, it shall contain the Common TEID allocated by the MB-UPF.
	

	n2MbsSmInfo
	N2MbsSmInfo
	C
	0..1
	This IE shall be present if N2 MBS Session Management Information (container) needs to be sent to the NF Service Consumer.
	



[bookmark: _Toc85877114][bookmark: _Toc88681566][bookmark: _Toc89678253][bookmark: _Toc97302863]6.2.6.2.7	Type: StatusSubscribeReqData
Table 6.2.6.2.7-1: Definition of type StatusSubscribeReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscription
	MbsSessionSubscription
	M
	1
	MbsSession Status subscription to be created
	



[bookmark: _Toc85877115][bookmark: _Toc88681568][bookmark: _Toc89678254][bookmark: _Toc97302864]6.2.6.2.8	Type: StatusSubscribeRspData
Table 6.2.6.2.8-1: Definition of type StatusSubscribeRspData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscription
	MbsSessionSubscription
	M
	1
	MBS Session Status subscription created
	

	eventList
	MbsSessionEventReportList
	C
	0..1
	Immediate event reports, if requested in the request and if corresponding information is available.
	



[bookmark: _Toc97302865]6.2.6.2.9	Type: N2MbsSmInfo
Table 6.2.6.2.9-1: Definition of type N2MbsSmInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ngapIeType
	NgapIeType
	M
	1
	This IE shall indicate the NGAP IE type of the ngapData as specified in clause 6.2.6.3.6.

	

	ngapData
	RefToBinaryData
	M
	1
	This IE shall contain the reference to the binary data part carrying the NGAP data.
	


[bookmark: _Toc85877116][bookmark: _Toc88681569]

[bookmark: _Toc97302866]6.2.6.2.10	Type: ContextStatusNotifyReqData
Table 6.2.6.2.10-1: Definition of type ContextStatusNotifyReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	reportList
	array(ContextStatusEventReport)
	M
	1..N
	Events to be reported
	

	notifyCorrelationId
	string
	C
	0..1
	Notification Correlation ID.
This IE shall be present if a Notification Correlation ID is available in the subscription.
	



[bookmark: _Toc97302867]6.2.6.2.11	Type: StatusNotifyReqData
Table 6.2.6.2.11-1: Definition of type StatusNotifyReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventList
	MbsSessionEventReportList
	M
	1
	Reported MBS session events
	



[bookmark: _Toc85877117][bookmark: _Toc88681571][bookmark: _Toc89678258][bookmark: _Toc97302868]6.2.6.2.12	Type: ContextStatusSubscribeReqData
Table 6.2.6.2.12-1: Definition of type ContextStatusSubscribeReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscription
	ContextStatusSubscription
	M
	1
	Context Status subscription to be created
	



[bookmark: _Toc85877118][bookmark: _Toc88681572][bookmark: _Toc89678259][bookmark: _Toc97302869]6.2.6.2.13	Type: ContextStatusSubscription
Table 6.2.6.2.13-1: Definition of type ContextStatusSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	nfcInstanceId
	NfInstanceId
	M
	1
	NF Instance ID of the NF Service Consumer 
	

	mbsSessionId
	MbsSessionId
	M
	1
	MBS Session Identifier (i.e. TMGI or source specific IP multicast address)
	

	eventList
	array(ContextStatusEvent)
	M
	1..N
	Events subscribed 
	

	notifyUri
	Uri
	M
	1
	URI where to send event notifications
	

	notifyCorrelationId
	string
	O
	0..1
	Notification Correlation ID
	

	expiryTime
	DateTime
	O
	0..1
	When present in a subscription creation or modification request, it shall indicate the time up to which the subscription is desired to be kept active and after which the subscribed events shall stop generating notifications.

When present in a subscription or modification response, it shall indicate the expiry time after which the subscription becomes invalid.

	



[bookmark: _Toc85877119][bookmark: _Toc88681573][bookmark: _Toc89678260][bookmark: _Toc97302870]6.2.6.2.14	Type: ContextStatusEvent
Table 6.2.6.2.14-1: Definition of type ContextStatusEvent
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	EventType
	ContextStatusEventType
	M
	1
	MBS session context status event type
(NOTE)
	

	[bookmark: _PERM_MCCTEMPBM_CRPT81600042___7]immediateReportInd
	boolean
	O
	0..1
	Immediate Report Indication
When present, it shall be set as follows:
- true: an immediate report is requested
- false (default): no immediate report is requested
	

	reportingMode
	ReportingMode
	O
	0..1
	When present, it shall indicate whether the events shall be reported continuously or one time only.
(NOTE)
	

	NOTE:	In this release of the specification, the SMF shall subscribe to the "QOS_INFO", "STATUS_INFO", "SERVICE_AREA_INFO" and "SESSION_RELEASE" events, with the Reporting Mode set to "Continuous event reporting".



[bookmark: _Toc85877120][bookmark: _Toc88681574][bookmark: _Toc89678261][bookmark: _Toc97302871]6.2.6.2.15	Type: ContextStatusSubscribeRspData
Table 6.2.6.2.15-1: Definition of type ContextStatusSubscribeRspData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscription
	ContextStatusSubscription
	M
	1
	Representation of the Context Status Subscription resource that has been created.
	

	reportList
	Array(ContextStatusEventReport)
	C
	1..N
	Immediate event reports, if requested in the request and if corresponding information is available.
	

	mbsContextInfo
	MbsContextInfo
	O
	0..1
	MBS context information
	



[bookmark: _Toc85877121][bookmark: _Toc88681575][bookmark: _Toc89678262][bookmark: _Toc97302872]6.2.6.2.16	Type: MbsContextInfo
Table 6.2.6.2.16-1: Definition of type MbsContextInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	startTime
	DateTime
	O
	0..1
	Start time of the multicast MBS session
	

	[bookmark: _PERM_MCCTEMPBM_CRPT81600045___7]anyUeInd
	boolean
	O
	0..1
	Indication that the multicast MBS session allows any UE to join.
When present, it shall be set as follows:
- true: any UE may join
- false (default): the MBS session is not open to any UE
	

	llSsm
	Ssm
	O
	0..1
	This IE may be present if multicast transport may be used over N19mb.
When present, it shall contain the Low Layer Source Specific Multicast Address allocated by the MB-UPF.
	

	cTeid
	Uint32
	O
	0..1
	This IE may be present if multicast transport may be used over N19mb.
When present, it shall contain the Common TEID allocated by the MB-UPF.
	

	mbsServiceArea
	MbsServiceArea
	C
	0..1
	This IE shall be present for a Local MBS session.
	

	mbsAreaSessions
	map(MbsAreaSession)
	C
	1..N
	This IE shall be present for a location dependent MBS service. 
When present, one map entry shall be provided for each MBS Service Area served by the MBS session.
The key of the map shall be the areaSessionId.
	



Editor's Note: It is FFS whether and how to notify a change of MBS session authorization (anyUEInd), i.e. whether this should be defined as an event type
[bookmark: _Toc85877122][bookmark: _Toc88681576][bookmark: _Toc89678263][bookmark: _Toc97302873]6.2.6.2.17	Type: ContextStatusEventReport
Table 6.2.6.2.17-1: Definition of type ContextStatusEventReport
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventType
	ContextStatusEventType
	M
	1
	MBS session context status event type
	

	timeStamp
	DateTime
	M
	1
	This IE shall contain the time at which the event is generated.
	

	qosInfo
	FFS
	C
	0..1
	This IE shall be present if the eventType IE indicates "QOS_INFO". 
	

	statusInfo
	MbsSessionActivityStatus
	C
	0..1
	This IE shall be present if the eventType IE indicates "STATUS_INFO".
	

	mbsServiceArea
	MbsServiceArea
	C
	0..1
	This IE shall be present for a Local MBS session if the eventType IE indicates "SERVICE_AREA_INFO".
The receiver of this IE shall overwrite any previously stored value with the value received in this IE.
	

	mbsAreaSessions
	map(MbsAreaSession)
	C
	1..N
	This IE shall be present for a location dependent MBS service if the eventType IE indicates "SERVICE_AREA_INFO". 
When present, one map entry shall be provided for each MBS Service Area served by the MBS session.
The key of the map shall be the areaSessionId.
The receiver of this IE shall overwrite any previously stored value with the value received in this IE.
	



Editor's Note: the encoding of the qosInfo IE is FFS.

[bookmark: _Toc85877125][bookmark: _Toc88681579][bookmark: _Toc89678266][bookmark: _Toc97302874]6.2.6.3	Simple data types and enumerations
[bookmark: _Toc81558636][bookmark: _Toc85877126][bookmark: _Toc88681580][bookmark: _Toc89678267][bookmark: _Toc97302875]6.2.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc81558637][bookmark: _Toc85877127][bookmark: _Toc88681581][bookmark: _Toc89678268][bookmark: _Toc97302876]6.2.6.3.2	Simple data types
The simple data types defined in table 6.2.6.3.2-1 shall be supported.
Table 6.2.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	<one simple data type, i.e. boolean, integer, number, or string>
	
	



[bookmark: _Toc85877128][bookmark: _Toc88681582][bookmark: _Toc89678269][bookmark: _Toc97302877][bookmark: _Toc81558643]6.2.6.3.3	Enumeration: ContextUpdateAction
The enumeration ContextUpdateAction indicates the requested action for the MBS session context. It shall comply with the provisions defined in table 6.2.6.3.3-1.
Table 6.2.6.3.3-1: Enumeration ContextUpdateAction
	Enumeration value
	Description
	Applicability

	"START"
	Start MBS data reception
	

	"TERMINATE"
	Terminate MBS data recepton
	



[bookmark: _Toc85877129][bookmark: _Toc88681583][bookmark: _Toc89678270][bookmark: _Toc97302878]6.2.6.3.4	Enumeration: ContextStatusEventType
Table 6.2.6.3.4-1: Enumeration ContextStatusEventType
	Enumeration value
	Description
	Applicability

	"QOS_INFO"
	Subcription to be notified about the current MBS Session's QoS information and/or change of this information (e.g. addition, modification or removal of QoS flows)
	

	"STATUS_INFO "
	Subcription to be notified about the current MBS Session's status (activated or deactivated) and/or change of this information.
	

	"SERVICE_AREA_INFO"
	Subcription to be notified about the current MBS Service Area and/or change of this information.
	

	"SESSION_RELEASE"
	Subcription to be notified when the MBS session is released.
	




[bookmark: _Toc85877130][bookmark: _Toc88681584][bookmark: _Toc89678271][bookmark: _Toc97302879]6.2.6.3.5	Enumeration: ReportingMode
Table 6.2.6.3.5-1: Enumeration ReportingMode
	Enumeration value
	Description
	Applicability

	"CONTINUOUS"
	Continuous event reporting
	

	"ONE_TIME"
	One-time event reporting
	



[bookmark: _Toc89035476][bookmark: _Toc89065274][bookmark: _Toc89180573][bookmark: _Toc90641781][bookmark: _Toc97302880]6.2.6.3.6	Enumeration: NgapIeType
Table 6.5.6.3.6-1: Enumeration NgapIeType
	Enumeration value
	Description

	"MBS_DIS_SETUP_REQ"
	MBS Distribution Setup Request Transfer

	"MBS_DIS_SETUP_RSP"
	MBS Distribution Setup Response Transfer

	"MBS_DIS_SETUP_FAIL"
	MBS Distribution Setup Unsuccessful Transfer

	"MBS_DIS_REL_REQ"
	MBS Distribution Release Request Transfer



Editor's Note: The contents of the above table will be aligned with the final contents of TS 38.413.

[bookmark: _Toc85877131][bookmark: _Toc88681586][bookmark: _Toc89678273][bookmark: _Toc97302881]6.2.6.4	Data types describing alternative data types or combinations of data types
[bookmark: _Toc85877132][bookmark: _Toc88681587][bookmark: _Toc89678274][bookmark: _Toc97302882]6.2.6.4.5	Type: ExtMbsSession
6.2.6.4.5-1: Definition of type ExtMbsSession as a list of to be combined data types
	Data type
	Cardinality
	Description

	MbsSession
	1
	MbsSession common data type

	MbsSessionExtension
	1
	Extensions to the MbsSession common data type 



[bookmark: _Toc85877133][bookmark: _Toc88681588][bookmark: _Toc89678275][bookmark: _Toc97302883][bookmark: _Toc81558646]6.2.6.5	Binary data
[bookmark: _Toc89035478][bookmark: _Toc89065276][bookmark: _Toc89180575][bookmark: _Toc90641783][bookmark: _Toc97302884]6.2.6.5.1	Introduction
This clause defines the binary data that shall be supported in a binary body part in an HTTP multipart message (see clauses 6.2.2.2.2 and 6.2.2.4).
Table 6.2.6.5.1-1: Binary Data Types
	Name
	Clause defined
	Content type

	N2 MBS Session Management Information
	6.2.6.5.3
	vnd.3gpp.ngap



[bookmark: _Toc89035480][bookmark: _Toc89065278][bookmark: _Toc89180577][bookmark: _Toc90641785]6.2.6.5.2	Introduction
N2 Information shall encode NG Application Protocol (NGAP) IEs, as specified in clause 9.3.A of 3GPP TS 38.413 [20] (ASN.1 encoded), using the vnd.3gpp.ngap content-type.
[bookmark: _Toc89035481][bookmark: _Toc89065279][bookmark: _Toc89180578][bookmark: _Toc90641786]6.2.6.5.3	NGAP IEs
N2 Information may encode following NGAP MB-SMF related IE specified in in clause 9.3.A of 3GPP TS 38.413 [20], as summarized in Table 6.5.6.4.3-1.
Table 6.5.6.4.3-1: N2 Information content for class MBS-SM
	NGAP IE
	Reference
(3GPP TS 38.413 [20])
	Related NGAP message

	MBS Distribution Setup Request Transfer
	9.3.A.a1
	DISTRIBUTION SETUP REQUEST

	MBS Distribution Setup Response Transfer
	9.3.A.a2
	DISTRIBUTION SETUP RESPONSE

	MBS Distribution Setup Unsuccessful Transfer
	9.3.A.a3
	DISTRIBUTION SETUP FAILURE

	MBS Distribution Release Request Transfer
	9.3.A.b1
	DISTRIBUTION RELEASE REQUEST


Editor's Note: The contents of the above table (IE names, message names, clause numbers) will be aligned with the final contents of TS 38.413.
[bookmark: _Toc85877134][bookmark: _Toc88681589][bookmark: _Toc89678276][bookmark: _Toc97302885]6.2.7	Error Handling
[bookmark: _Toc81558647][bookmark: _Toc85877135][bookmark: _Toc88681590][bookmark: _Toc89678277][bookmark: _Toc97302886]6.2.7.1	General
For the <API Name> API, HTTP error responses shall be supported as specified in clause 4.8 of 3GPP TS 29.501 [5]. Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [4] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [4].
In addition, the requirements in the following clauses are applicable for the <API Name> API.
[bookmark: _Toc81558648][bookmark: _Toc85877136][bookmark: _Toc88681591][bookmark: _Toc89678278][bookmark: _Toc97302887]6.2.7.2	Protocol Errors
No specific procedures for the <API name> service are specified.
[bookmark: _Toc81558649][bookmark: _Toc85877137][bookmark: _Toc88681592][bookmark: _Toc89678279][bookmark: _Toc97302888]6.2.7.3	Application Errors
The application errors defined for the <API name>  service are listed in Table 6.2.7.3-1.
Table 6.2.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



[bookmark: _Toc81558650][bookmark: _Toc85877138][bookmark: _Toc88681593][bookmark: _Toc89678280][bookmark: _Toc97302889]6.2.8	Feature negotiation
The optional features in table 6.2.8-1 are defined for the <API name> API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.2.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	


[bookmark: _Toc81558651][bookmark: _Toc85877139][bookmark: _Toc88681594][bookmark: _Toc89678281][bookmark: _Toc97302890]
6.2.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the <API Name> API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Service Consumer, prior to consuming services offered by the <API Name> API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the <API Name> service.
The <API Name> API defines a single scope "<API name in lower letters with underscores>" for the entire service, and it does not define any additional scopes at resource or operation level.
[bookmark: _Toc81558652][bookmark: _Toc85877140][bookmark: _Toc88681595][bookmark: _Toc89678282][bookmark: _Toc97302891]6.2.10	HTTP redirection
[bookmark: _Toc510696650][bookmark: _Toc35971450][bookmark: _Toc67903567][bookmark: _Toc76042780][bookmark: _Toc81558761][bookmark: _Toc85877141][bookmark: _Toc88681596][bookmark: _Toc89678283][bookmark: _Toc97302892][bookmark: _Toc510696652][bookmark: _Toc35971452]Annex A (normative):
OpenAPI specification
[bookmark: _Toc510696651][bookmark: _Toc35971451][bookmark: _Toc67903568][bookmark: _Toc76042781][bookmark: _Toc81558762][bookmark: _Toc85877142][bookmark: _Toc88681597][bookmark: _Toc89678284][bookmark: _Toc97302893][bookmark: _Toc67903569][bookmark: _Toc76042782][bookmark: _Toc81558763][bookmark: _Toc510696653]A.1	General
This Annex specifies the formal definition of the MB-SMF Service APIs defined in the present specification - Nmbsmf_TMGI and Nmbsmf_MBSSession APIs.  This Annex consists of OpenAPI specifications in YAML format.
This Annex takes precedence when being discrepant to other parts of the specification with respect to the encoding of information elements and methods within the API(s).
NOTE:	The semantics and procedures, as well as conditions, e.g. for the applicability and allowed combinations of attributes or values, not expressed in the OpenAPI definitions but defined in other parts of the specification also apply.
Informative copies of the OpenAPI specification files contained in this 3GPP Technical Specification are available on a Git-based repository that uses the GitLab software version control system (see 3GPP TS 29.501 [5] clause 5.3.1 and 3GPP TR 21.900 [7] clause 5B).
[bookmark: _Toc85877143][bookmark: _Toc88681598][bookmark: _Toc89678285][bookmark: _Toc97302894]A.2	Nmbsmf_TMGI API
openapi: 3.0.0

info:
  title: 'Nmbsmf_TMGI'
  version: 1.0.0-alpha.4
  description: |
    MB-SMF TMGI Service.
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.532 V1.2.0; 5G System; 5G Multicast-Broadcast Session Management Services;
    Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.532/

servers:
  - url: '{apiRoot}/nmbsmf-tmgi/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - nmbsmf-tmgi

paths:
  /tmgi:
    post:
      summary:  Allocate TMGIs
      tags:
        - TMGI collection
      operationId: AllocateTmgi
      requestBody:
        description: representation of the TMGIs to be created in the MB-SMF
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/TmgiAllocate'
      responses:
        '200':
          description: successful allocation of TMGIs
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/TmgiAllocated'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      summary: Deallocate one or more TMGIs
      operationId: TMGIDeallocate
      tags:
        - TMGI collection
      parameters:
        - name: tmgi-list
          in: query
          description: One of more TMGIs to be deallocated
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
                minItems: 1
      responses:
        '204':
          description: successful deallocation of TMGIs


components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nmbsmf-tmgi: Access to the nmbsmf-tmgi API

  schemas:
    # API specific definitions
#
# STRUCTURED DATA TYPES
#
    TmgiAllocate:
      description: Data within TMGI Allocate Request
      type: object
      properties:
        tmgiNumber:
          description: The number of requested TMGIs
          type: integer
        tmgiList:
          description: The list of TMGIs to be refreshed
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
          minItems: 1
    TmgiAllocated:
      description: Data within TMGI Allocate Response
      type: object
      properties:
        tmgiList:
          description: One or more TMGI values
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
          minItems: 1
        expirationTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      required:
        - tmgiList
        - expirationTime

#
# SIMPLE DATA TYPES
#

#
# ENUMERATIONS
#
[bookmark: _Toc35971453][bookmark: _Toc67903570][bookmark: _Toc77761110][bookmark: _Toc81558764][bookmark: _Toc85877144][bookmark: _Toc88681599][bookmark: _Toc89678286][bookmark: _Toc97302895]A.3	Nmbsmf_MBSSession API
openapi: 3.0.0

info:
  title: Nmbsmf-MBSSession
  version: 1.0.0-alpha.5
  description: |
    <API Name> Service.
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.532 V1.2.0; 5G System; 5G Multicast-Broadcast Session Management Services; Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.532/

servers:
  - url: '{apiRoot}/nmbsmf-mbssession/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - nmbsmf-mbssession

paths:
  /mbs-sessions:
    post:
      summary:  Create
      tags:
        - MBS sessions collection
      operationId: Create
      requestBody:
        description: >
          Representation of the MBS session to be created in the MB-SMF
          Creates an individual MBS session resource in the MB-SMF.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/CreateReqData'
      responses:
        '201':
          description: >
            Successful creation of an MBS session
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/CreateRspData'
          headers:
            Location:
              description: >
                'Contains the URI of the newly created resource, according to the structure:
                {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbssessions/{mbsSessionRef}'
              required: true
              schema:
                type: string
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/{mbsSessionRef}:
    patch:
      summary:  Updates an individual MBS session resource in the MB-SMF.
      tags:
        - Individual MBS session
      operationId: Update
      parameters:
        - name: mbsSessionRef
          in: path
          required: true
          description: Unique ID of the MBS session to be modified
          schema:
            type: string
      requestBody:
        description: Data within the Update Request
        required: true
        content:
          application/json-patch+json:
            schema:
              type: array
              items:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PatchItem'
              minItems: 1
      responses:
        '204':
          description: >
            Successful modification of the MBS session without content in the response.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

    delete:
      summary:  Deletes an individual MBS session resource in the MB-SMF. 
      tags:
        - Individual MBS session
      operationId: Release
      parameters:
        - name: mbsSessionRef
          in: path
          required: true
          description: Unique ID of the MBS session to be released
          schema:
            type: string
      responses:
        '204':
          description: >
            Successful release of the MBS session without content in the response.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/contexts/update:
    post:
      summary:  ContextUpdate
      tags:
        - MBS sessions collection
      operationId: ContextUpdate
      requestBody:
        description: Data within the ContextUpdate Request
        required: true
        content:
          application/json:   # message without binary body part
            schema:
              $ref: '#/components/schemas/ContextUpdateReqData'
          multipart/related:  # message with binary body part
            schema:
              type: object
              properties: # Request parts
                jsonData:
                  $ref: '#/components/schemas/ContextUpdateReqData'
                binaryDataN2Information:
                  type: string
                  format: binary
            encoding:
              jsonData:
                contentType:  application/json
              binaryDataN2Information:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
      responses:
        '200':
          description: Successful response with content in the response
          content:
            application/json:   # message without binary body part
              schema:
                $ref: '#/components/schemas/ContextUpdateRspData'
            multipart/related:   # message with binary body part
              schema:
                type: object
                properties:
                  jsonData:
                    $ref: '#/components/schemas/ContextUpdateRspData'
                  binaryDataN2Information:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN2Information:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
        '204':
          description: Successful response without content in the response
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/subscriptions:
    post:
      summary:  StatusSubscribe creating a subscription
      tags:
        - Subscriptions collection for MBS sessions
      operationId: StatusSubscribe
      requestBody:
        description: Data within the StatusSubscribe Request
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/StatusSubscribeReqData'
      responses:
        '201':
          description: Data within a successful StatusSubscribe Response
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/StatusSubscribeRspData'
        '204':
          description: Successful response without content in the response
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

      callbacks:
        statusNotification:
          '{$request.body#/notifUri}':
            post:
              parameters:
                - name: Content-Encoding
                  in: header
                  description: Content-Encoding, described in IETF RFC 7231
                  schema:
                    type: string
              requestBody:
                description: Notification Payload
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/StatusNotifyReqData'
              responses:
                '204':
                  description: Expected response to a successful callback processing
                  headers:
                    Accept-Encoding:
                      description: Accept-Encoding, described in IETF RFC 7694
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '501':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/501'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/subscriptions/{subscriptionId}:
    patch:
      summary:  StatusSubscribe to modify (update or renew) an individual subscription
      tags:
        - Individual Subscription for an MBS session
      operationId: StatusSubscribeMod
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the individual subscription to be modified
          schema:
            type: string
      requestBody:
        description: Data to be modified in the MBSSessionSubscription
        required: true
        content:
          application/json-patch+json:
            schema:
              type: array
              items:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PatchItem'
              minItems: 1
      responses:
        '200':
          description: Successful modification of the individual Status Subscription
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionSubscription'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

    delete:
      summary:  StatusUnSubscribe to unsubscribe from the Status Subscription 
      tags:
        - Individual Subscription for an MBS session
      operationId: StatusUnSubscribe
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the subscription to be deleted
          schema:
            type: string
      responses:
        '204':
          description: Successful deletion of the subscription
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/contexts/subscriptions:
    post:
      summary:  ContextStatusSubscribe creating a subscription
      tags:
        - Subscriptions collection for MBS contexts
      operationId: ContextStatusSubscribe
      requestBody:
        description: Data within the ContextStatusSubscribe Request
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ContextStatusSubscribeReqData'
      responses:
        '201':
          description: successful creation of a Context Status Subscription
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ContextStatusSubscribeRspData'
        '204':
          description: Successful response without content in the response
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

      callbacks:
        contextStatusNotification:
          '{$request.body#/subscription/notifUri}':
            post:
              parameters:
                - name: Content-Encoding
                  in: header
                  description: Content-Encoding, described in IETF RFC 7231
                  schema:
                    type: string
              requestBody:
                description: Notification Payload
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/ContextStatusNotifyReqData'
              responses:
                '204':
                  description: Expected response to a successful callback processing
                  headers:
                    Accept-Encoding:
                      description: Accept-Encoding, described in IETF RFC 7694
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '501':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/501'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /mbs-sessions/contexts/subscriptions/{subscriptionId}:
    patch:
      summary:  ContextStatusSubscribe modifying an individual subscription
      tags:
        - Individual Subscription for an MBS context
      operationId: ContextStatusSubscribeMod
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the subscription to be modified
          schema:
            type: string
      requestBody:
        description: Data within the ContextStatusSubscribe Request
        required: true
        content:
          application/json-patch+json:
            schema:
              type: array
              items:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PatchItem'
              minItems: 1
      responses:
        '200':
          description: Successful modification of a Context Status Subscription
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ContextStatusSubscription'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

    delete:
      summary:  ContextStatusUnSubscribe
      tags:
        - Individual Subscription for an MBS context
      operationId: ContextStatusUnSubscribe
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the subscription to be deleted
          schema:
            type: string
      responses:
        '204':
          description: Successful deletion
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nmbsmf-mbssession: Access to the Nmbsmf-MBSSession API

  schemas:
#
# STRUCTURED DATA TYPES
#
    CreateReqData:
      description: Data within Create Request
      type: object
      properties:
        mbsSession:
          $ref: '#/components/schemas/ExtMbsSession'
      required:
        - mbsSession

    CreateRspData:
      description: Data within Create Response
      type: object
      properties:
        mbsSession:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSession'

    ExtMbsSession:
      description: MbsSession common data type with MB-SMF API specific extensions
      allOf:
        - $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSession'
        - $ref: '#/components/schemas/MbsSessionExtension'

    MbsSessionExtension:
      description: MB-SMF API specific extensions to the MbsSession common data type
      type: object
      properties:
        policyAuthInd:
          type: boolean
          default: false

    ContextUpdateReqData:
      description: Data within ContextUpdate Request
      type: object
      properties:
        nfcInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        mbsSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
        areaSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AreaSessionId'
        requestedAction:
          $ref: '#/components/schemas/ContextUpdateAction'
        dlTunnelInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        n2MbsSmInfo:
          $ref: '#/components/schemas/N2MbsSmInfo'
        ranNodeId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GlobalRanNodeId'
        leaveInd:
          type: boolean
          enum:
           - true
      required:
        - nfcInstanceId
        - mbsSessionId

    ContextUpdateRspData:
      description: Data within ContextUpdate Response
      type: object
      properties:
        llSsm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ssm'
        cTeid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint32'
        n2MbsSmInfo:
          $ref: '#/components/schemas/N2MbsSmInfo'


    ContextStatusSubscribeReqData:
      description: Data within ContextStatusSubscribe Request
      type: object
      properties:
        subscription:
          $ref: '#/components/schemas/ContextStatusSubscription'
      required:
        - subscription

    ContextStatusSubscription:
      description: Context Status Subscription
      type: object
      properties:
        nfcInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        mbsSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionId'
        eventList:
          type: array
          items:
            $ref: '#/components/schemas/ContextStatusEvent'
          minItems: 1
        notifyUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        notifyCorrelationId:
          type: string
        expiryTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
      required:
        - nfcInstanceId
        - mbsSessionId
        - eventList
        - notifyUri

    ContextStatusEvent:
      description: Context Status Event
      type: object
      properties:
        eventType:
          $ref: '#/components/schemas/ContextStatusEventType'
        immediateReportInd:
          type: boolean
          default: false
        reportingMode:
          $ref: '#/components/schemas/ReportingMode'
      required:
        - eventType

    ContextStatusSubscribeRspData:
      description: Data within ContextStatusSubscribe Response
      type: object
      properties:
        subscription:
          $ref: '#/components/schemas/ContextStatusSubscription'
        reportList:
          type: array
          items:
            $ref: '#/components/schemas/ContextStatusEventReport'
          minItems: 1
        mbsContextInfo:
          $ref: '#/components/schemas/MbsContextInfo'
      required:
        - subscription

    MbsContextInfo:
      description: MBS context information
      type: object
      properties:
        startTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        anyUeInd:
          type: boolean
          default: false
        llSsm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ssm'
        cTeid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uint32'
        mbsServiceArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsServiceArea'
        mbsAreaSessions:
          description: >
            A map (list of key-value pairs) where the key identifies an areaSessionId
          additionalProperties:
            $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/MbsAreaSession'
          minProperties: 1


    ContextStatusEventReport:
      description: Context Status Event Report
      type: object
      properties:
        eventType:
          $ref: '#/components/schemas/ContextStatusEventType'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        statusInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionActivityStatus'
        mbsServiceArea:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsServiceArea'
        mbsAreaSessions:
          description: >
            A map (list of key-value pairs) where the key identifies an areaSessionId
          additionalProperties:
            $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/MbsAreaSession'
          minProperties: 1
      required:
        - eventType
        - timeStamp
# Editor's Note: the encoding of the qosInfo IE is FFS

    ContextStatusNotifyReqData:
      description: Context Status Notification
      type: object
      properties:
        reportList:
          type: array
          items:
            $ref: '#/components/schemas/ContextStatusEventReport'
          minItems: 1
        notifyCorrelationId:
          type: string
      required:
        - reportList

    StatusSubscribeReqData:
      description: Data within the StatusSubscribe Request
      type: object
      properties:
        subscription:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionSubscription'
      required:
        - subscription


    StatusSubscribeRspData:
      description: Data within StatusSubscribe Response
      type: object
      properties:
        subscription:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionSubscription'
        eventList:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionEventReportList'
      required:
        - subscription


    StatusNotifyReqData:
      description: Status Notification
      type: object
      properties:
        eventList:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSessionEventReportList'
      required:
        - eventList


    N2MbsSmInfo:
      description: N2 MBS Session Management information
      type: object
      properties:
        ngapIeType:
          $ref: '#/components/schemas/NgapIeType'
        ngapData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'


#
# SIMPLE DATA TYPES
#

#
# ENUMERATIONS
#

    ContextUpdateAction:
      description: Start or Terminate MBS data reception
      anyOf:
      - type: string
        enum:
          - START
          - TERMINATE
      - type: string

    ContextStatusEventType:
      description: Context Status Event Type
      anyOf:
      - type: string
        enum:
          - QOS_INFO
          - STATUS_INFO
          - SERVICE_AREA_INFO
          - SESSION_RELEASE
      - type: string

    ReportingMode:
      description: Reporting Mode
      anyOf:
      - type: string
        enum:
          - CONTINUOUS
          - ONE_TIME
      - type: string
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    NgapIeType:
      description: NGAP Information Element Type
      anyOf:
      - type: string
        enum:
          - MBS_DIS_SETUP_REQ
          - MBS_DIS_SETUP_RSP
          - MBS_DIS_SETUP_FAIL
          - MBS_DIS_REL_REQ
      - type: string
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