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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the security aspects of the Proximity Services (ProSe) features in EPS. 
The ProSe features covered are:

•
Configuration of ProSe-enabled UEs;
•
Open ProSe Direct Discovery (in network coverage);
•
One-to-many communication for ProSe-enabled Public Safety UEs;
•
EPC-level ProSe Discovery;
•
EPC support for WLAN Direct Communication.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".

[3]
3GPP TS 33.210: "3G security; Network Domain Security (NDS); IP network layer security".

[4]
3GPP TS 33.310: "Network Domain Security (NDS); Authentication Framework (AF)".

[5]
3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".

[6]
ETSI TS 102 225: "Smart Cards; Secured packet structure for UICC based applications".
[7]
ETSI TS 102 226: "Smart cards; Remote APDU structure for UICC based applications".
[8]
3GPP TS 31.115: "Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications".

[9]
3GPP TS 31.116: "Remote APDU Structure for (U)SIM Toolkit applications ".

[10]
IETF RFC 3550: "RTP: A Transport Protocol for Real-Time Applications".

[11]
IETF RFC 3711: "The Secure Real-time Transport Protocol (SRTP)".

[12]
IETF RFC 6509: "MIKEY-SAKKE: Sakai-Kasahara Key Encryption in Multimedia Internet KEYing (MIKEY)".

[13]
IETF RFC 3830: "MIKEY: Multimedia Internet KEYing".

[14]
IETF RFC 6507: "Elliptic Curve-Based Certificateless Signatures for Identity-Based Encryption (ECCSI)".

[15]
NIST FIPS 186-4: "Digital Signature Standard (DSS)".
[16]
BSI TR-03111: "Technical Guideline TR-03111; Elliptic Curve Cryptography".
[17]
IETF RFC 5639: "Elliptic Curve Cryptography (ECC) Brainpool Standard; Curves and Curve Generation".
[18]
IETF RFC 3339: "Date and Time on the Internet: Timestamps".
[19]
IETF RFC 5280: "Internet X.509 Public Key Infrastructure Certificate and Certificate Revocation List (CRL) Profile".
[20]
NIST FIPS 180-4: "Secure Hash Standard (SHS)".
[21]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

ProSe Application ID: See 3GPP TS 23.303 [2] 

ProSe Application Code: See [2]

ProSe Direct Communication: See [2]

ProSe Direct Discovery: See [2]

ProSe-enabled non-Public Safety UE: See [2]

ProSe-enabled Public Safety UE: See [2]

ProSe-enabled UE: See [2]

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ProSe
Proximity-based Services

4
Overview of ProSe security
4.1
General

The overall architecture for ProSe is given in TS 23.303 [2]. ProSe includes several features that may be deployed independently of each other. For this reason, no overall security architecture is provided and each feature describes its own architecture.

Although made of several different features, those features share many procedures, for example, both ProSe Direct Discovery and ProSe Direct Communication utilize the same procedure for service authorization (see TS 23.303 [2]). Security for this common procedures are described in clause 5 of the present document, while the overall security of the ProSe features is described in clause 6 of the present document (which refers back to clause 5 as necessary).

5
Common security procedures
5.1
General

This clause contains a description of the security procedures that are used by more than one ProSe feature.

5.2
Network domain security

5.2.1
General

ProSe uses several interfaces between network entities, e.g. PC4a between the ProSe Function and the HSS 
(see TS 23.303 [2]). This subclause describes the security for those interfaces.
5.2.2
Security requirements

The ProSe network entities shall be able to authenticate the source of the received data communications.

The transmission of data between ProSe network entities shall be integrity protected. 

The transmission of data between ProSe network entities shall be confidentiality protected. 

The transmission of data between ProSe network entities shall be protected from replays.

5.2.3
Security procedures

For all interfaces between network elements, 

TS 33.210 [3] shall be applied to secure signalling messages on the reference points unless specified otherwise, and 

TS 33.310 [4] may be applied regarding the use of certificates with the security mechanisms of TS 33.210 [3] unless specified otherwise in the present document.

NOTE:
For the case of an interface between two entities in the same security domain, TS 33.210 [3] does not mandate the protection of the interface by means of IPsec.

5.3
Security of UE to ProSe Function interface

5.3.1
General

The ProSe-enabled UEs have many interactions with the ProSe Function over the PC3 in the ProSe features described in TS 33.203 [2].

5.3.2
Security requirements

Only the ProSe Function may provide configuration data impacting the ProSe-related network operations to the ProSe-enabled UE. 3rd parties shall not be allowed to provide such parameters.

The ProSe-enabled UE and the ProSe Function shall mutually authenticate each other.

The transmission of configuration data between the ProSe Function and the ProSe-enabled UE shall be integrity protected. 

The transmission of configuration data between the ProSe Function and the ProSe-enabled UE shall be confidentiality protected. 

The transmission of configuration data between the ProSe Function and the ProSe-enabled UE shall be protected from replays. 

The configuration data shall be stored in the UE in a protected way to prevent modification.

Some configuration data may require to be stored in the UE in a protected way to prevent eavesdropping.

5.3.3
Security procedures

Editor's note: The security procedures for PC3 interface are FFS.

5.3.3.1
Security configuration for data transfer

After deployment of the ProSe-enabled UE the configuration parameters stored in the UICC may need to be updated to reflect the changes in the configuration applied. 

In case that configuration data of ProSe-enabled UE are stored in the UICC, the UICC OTA mechanism (as specified in ETSI TS 102 225 [6] / TS 102 226 [7] and 3GPP TS 31.115 [8] / TS 31.116 [9]) shall be used to secure the transfer of the configuration data to be updated in the UICC.
6
Security for ProSe features
6.1
ProSe direct discovery

6.1.1
Overview of ProSe direct discovery in network coverage

The Direct Discovery in network coverage feature in clause 5.3 of TS 23.303 [2] describes several procedures. 
These are the following:

1.
The Service Authorization procedure: The UE contacts the ProSe Function(s) in the network in order to obtain authorization to use direct discovery in the various PLMNs. This step also includes the ability of the network to revoke authorization via a push message. 

2.
The Discovery Request procedure: This allows an announcing or a monitoring UE to obtain the necessary configuration information to be able to announce a code or monitor for codes in a particular PLMN. Among other things, the configuration information includes the ProSe Application Codes to be announced or Discovery Filters to be monitored for.

3.
The Discovery procedure: The code is announced by the announcing UE and received by the monitoring UE.
4.
The Match Report procedure: This allows a code received by the monitoring UE to be checked and confirmed by the network. As part of this procedure the network provides the UE with the ProSe Application Id Name of that code and possibly the meta-data corresponding to that ProSe Application ID Name.
6.1.2
Security requirements

Procedures 1, 2, and 4 include traffic between the UE and ProSe Function and between other network entities, therefore the requirements in clause 5.3.2 and 5.2.2 apply to this case. 

In addition, for the overall discovery procedure, the following security requirement applies: The system shall support a method to mitigate the replay and impersonation attacks for ProSe open discovery.

6.1.3
Security procedures

6.1.3.1
Interface between the UE and ProSe Function

Editor's note: The security procedures for PC3 interface are FFS.

6.1.3.2
Interfaces between network elements

This uses the procedures described in clause 5.2.3 of the present document.

6.1.3.3
Integrity protection and validation of the transmitted code for open discovery

6.1.3.3.1
Open discovery security flows

The announced code is integrity protected as shown in the following flow which includes only the additional security parameters. The system ensures that there is a UTC based time parameter associated with each discovery slot that is known to both the announcing and monitoring UEs. The message flows apply when both the UEs are roaming or when one or both are in their HPLMN.

Note that integrity protection via this Message Integrity Check (MIC) furthermore enables the ProSe Function to verify that the announcing UE was indeed authorized to announce this ProSe App Code at that time instance.
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Figure: 6.1.3.3.1-1: Integrity protection of the transmitted code

1.
The Announcing UE sends a Discovery Request message containing the ProSe Application ID name to the ProSe Function in its HPLMN in order to be allowed to announce a code on its serving PLMN (either VPLMN or HPLMN).

2./3.
The ProSe Functions in the HPLMN and VPLMN of the announcing UEs exchange Announce Auth. messages. There are no changes to these messages for the purpose of protecting the transmitted code for open discovery.  If the Announcing UE is not roaming, these steps do not take place.

4.
The ProSe Function in HPLMN of the announcing UE returns the ProSe App Code that the announcing UE can announce and a 128-bit Discovery Key associated with it. The ProSe Function stores the Discovery Key with the ProSe App Code. In addition, the ProSe Function provides the UE with a CURRENT_TIME parameter, which contains the current UTC-based time at the ProSe Function and a MAX_OFFSET parameter. The UE sets a clock it uses for ProSe authentication (i.e. ProSe clock) to the value of CURRENT_TIME and stores the MAX_OFFSET parameter, overwriting any previous values. The MAX_OFFSET parameter indicates the maximum time difference between the time on the announcing UE's ProSe clock and the time parameter associated with the discovery slot.
NOTE:
The MAX_OFFSET defines the size of the window during which the announced code could be replayed

Editor's note: Time synchronization procedures may be need to be re-visited based on RAN1/2 response.
5.
The UE starts announcing, if the time parameter provided by the system for the discovery slot is within the MAX_OFFSET of the announcing UE's ProSe clock. For each discovery slot it uses to announce, the announcing UE calculates a 32-bit Message Integrity Check (MIC) to include with the ProSe App Code in the discovery message. The MIC is calculated as described in sub clause A.2 using the Discovery Key and the time parameter associated with the discovery slot.
6.
The Monitoring UE sends a Discovery Request message containing the ProSe Application ID name to the ProSe Function in its HPLMN in order to get the Discovery Filters that it wants to listen for.

7/8. The ProSe Functions in the HPLMN of the monitoring UE and VPLMN of the announcing UEs exchange Monitor Req./Resp. messages. There are no changes to these messages for the purpose of protecting the transmitted code for open discovery.

9.
The ProSe Function returns the ProSe App Code(s) along with the CURRENT_TIME and the MAX_OFFSET parameters. The UE sets its ProSe clock to CURRENT_TIME and stores the MAX_OFFSET parameter, overwriting any previous values.

10.
The Monitoring UE listens for a discovery message that satisfies its Discovery Filter, if the time parameter provided by the system for that discovery slot is within the MAX_OFFSET of the monitoring UE's ProSe clock.

11.
On hearing such a discovery message the Monitoring UE sends a Match Report message to the ProSe Function containing the time parameter related to the slot where it heard the announcement, and the discovery message including the ProSe App Code and MIC.

12. The ProSe Function in the HPLMN of the monitoring UE passes the discovery and associated time parameter to the ProSe Function in the VPLM of the announcing UE in the Match Report message.

13.
The ProSe Function in the HPLMN of the announcing UE checks the MIC is valid. The relevant Discovery Key is found using the ProSe App Code.

14. The ProSe Function in the HPLMN of the announcing UE acknowledges a successful check of the MIC to the ProSe Function in the HPLMN of the monitoring UE in the Match Report Ack message.

15.
The ProSe Function in the HPLMN of the monitoring UE returns an acknowledgement that the integrity checked passed to the Monitoring UE. The ProSe Function returns the parameter ProSe Application ID name to the UE. 
It also provides the CURRENT_TIME parameter, by which the UE (re)sets its ProSe clock.

6.2
Security for One-to-many ProSe direct communication 

6.2.1
Overview of One-to-many ProSe direct communication 

The One-to-many ProSe direct communication consists of the following procedures based on TS 23.303 [2]: 
1. One-to-many ProSe Direct communication transmission;
2. One-to-many ProSe Direct communication reception. 

The functionality in this clause may only be supported by ProSe-enabled Public Safety UEs.
Security for one-to-many ProSe direct communication consists of bearer level security mechanism (specified in subclause 6.2.3) and media plane security mechanism (specified in subclause 6.2.4).
6.2.2
Security requirements
The requirements in clause 5.3.2 apply for the signalling between the UE and ProSe Function.

For the distribution of the keys, the following requirements apply:

· The shared keys and session keys shall be protected in integrity and confidentiality during their distribution.
Editor's Note: The type of keys to be protected is FFS. 

· Only authorized ProSe-enabled UEs shall receive the shared keys. 

· It should be possible for the UE to authenticate the network entity distributing the shared keys or the group member distributing the session keys.

Editor's Note: Expired keys may need to be kept.

· It should be possible for the UE to store shared keys for past and future cryptoperiods.

· The mechanism for distributing session keys should support late entry to group communications.

· Authorized Prose-enabled UEs shall securely store the shared keys.

For the protection of the data transmission between the UEs, the following requirements apply

· The system shall support providing the Public Safety ProSe-enabled UEs with the all the necessary keying material and chosen algorithms that are used to protect the data sent between the Public Safety ProSe-enabled UE(s). This material shall be provided without requiring signalling between the Public Safety ProSe-enabled UEs.

· Confidentiality of one-to-many communications should be supported. Its use would be a configuration option related to network operations and should hence be under control of the network operator.

· Integrity protection of one-to-many communications shall be supported for media plane security mechanism. 

· Security mechanisms shall scale effectively to large groups, and be compatible with rapid setup of group communications.

6.2.3
Bearer layer security mechanism

6.2.3.1
Security keys and their lifetimes

A UE needs to have an algorithm identity and a PGK (ProSe Group Key) provisioned for each group that they belong to. From this key, a UE that wishes to broadcast some encrypted data shall first generate a PTK (ProSe Traffic Key). The parameters used in this generation ensure that PTKs are unique for each UE and need to be transferred in the header of the user data packet (see below for more information). 

From the PTK, a UE derives the needed ProSe Encryption Key (PEK) to be able to encrypt the data. The UE can protect the data to be sent with the relevant keys and algorithms at the bearer level (see clause 6.2.3.3 for more details). 
A receiving UE would need to derive the PTK using the information in the bearer header and then the PEK used to decrypt the data. 

When the PGKs are provided to the UE, they shall be provided with an Expiry Time. The Expiry Time of the PGK needs to be set such that the keys for later periods have a longer Expiry Time.

When protecting data that is to be sent, the UE uses the first of the PGKs that has not expired to derive the PTK etc. When receiving protected data the UE shall only use a PGK that has not expired or the PGK that has most recently expired. All other expired PGK should be deleted.

When a PGK key is deleted in the sending UE and receiving UE, all related keys as PTK and PEK derived from the expired PGK shall be deleted.

6.2.3.2
Identities

The PGKs are specific to a particular group and hence have a Group Identity associated with them. In addition each PGK associated with a group has 8-bit PGK Identity to identify it. This allows several PGKs for a group to be held simultaneously as each can be uniquely identified. This means that the combination of Group Identity and PGK Identity uniquely identifies a PGK. The Group Identity is the Layer 2 destination identity of the group.

Each member of a group has a unique Group Members Identity. This is used a part of the PTK derivation to ensure each user generates unique PTKs for protecting the data that they send. The Group Members Identity is the Layer 2 source address when the UE sends data.

The PTK identity shall be set to a unique value in the sending UE that has not been previously used together with the same PGK and PGK identity in the UE. 

Editor note: It's FFS how the PTK Identity is updated.

A PTK is uniquely identified by the combination of Group Identity, PGK Identity, Group Member Identity of the sending UE and a 16-bit PTK identity. The PTK Identity is used as part of the derivation of PTK to ensure that all PTKs are unique.  

A 16-bit Counter is used under a particular PTK to ensure keystream freshness and in the same way that the PDCP Counter or NAS Counters are used in regular LTE, i.e. each Counter value shall be used only once with a particular PTK.

Editor's note: The difference between PDCP sequence number in legacy PDCP protocol and Counter needs to be explained.
If the Counter is about to wrap around in the sending UE then a new PTK Identity shall be selected (which has not been previously used together with the same PGK and PGK identity in the UE), and a new PTK key shall be derived from the PGK key taking the new PTK Identity into use. A new PEK shall be derived from the new PTK key as well. The old PTK key shall be deleted together with the corresponding old PEK derived from the old PTK key.

If the receiving UE receives a PDCP packet with a new PTK Identity that has not been previously used with the same PGK and PGK identity in the receiving UE, then the receiving UE shall delete any old PTK key kept for the same PGK and PGK identity and also delete the corresponding old PEK derived from the old PTK key.

Editor's note: Its FFS whether the sending UE at UE power off needs to store the PTK Identities that has been used with a specific PGK and PGK Identity in order to avoid key-stream reuse at UE power on.

6.2.3.3
Security flows

The protection of one-to-many communication proceeds as shown in the figure below.
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Figure 6.2.3.3-1: One-to-many security flows

0a or 0b: If needed the UE is configured with any private keys, associated certificates or root certificate that they may need for contacting the ProSe Key Management Function to allow the keys to be kept secret from the operator. If none are provided, then the USIM credentials are used to protect that interface. The UE may also be pre-configured with the address of the ProSe Key Management Function.

0c and 0d: The ProSe Function needs to be configured with which subscriptions (either mobile subscriptions or identities in certificates) are member of which groups.

1a or 1b: The UE fetches the one-to-many communication parameters from the ProSe Function. As part of this procedure the UE gets its Group Identity (see TS 23.303 [2]). In addition the UE may be provided with the address of the ProSe Key Management Function that it uses for obtaining keys for this group.

2a.i or 2b.i: The UE sends the Key Request message to the ProSe Key Management Function including the Group Identity of the group for which it wants to fetch keys and UE security capabilities (including the set of security algorithms the UE supports). 

2a.ii or 2b.ii: The ProSe Key Management Function checks whether the group security algorithms are supported by the UE according to the UE security capabilities, i.e. whether the group security algorithms are included by the set of security algorithms the UE supports.

2a.iii or 2b.iii: The ProSe Key Management Function responds with the Key Response message. If the check of step 2a.ii or 2b.ii is successful, this message contains an ordered set of key information made of ProSe Group Key Identity, ProSe Group Key, Expiry Time, the UE's Group Member Identity and the encryption algorithm that the UE should use when sending or receiving protected data. Otherwise, this message contains an indicator of algorithms support failure as the UE does not support the required algorithms.

3a or 3b: The UE calculates the PTK and PEK to protect the traffic it sends to the group. It does this by selecting the PGK as described in subclause 6.2.3.1 and uses the next unused combination of PTK Identity and Counter. It then protects the data using the algorithm given in step 2x.ii.

4a or 4b: A receiving UE gets the Group Identity and Group Member Identity from the layer 2 header. It then uses the PGK Identity provided to first check that the PGK is valid (see subclause 6.2.3.1) and if so calculates the PTK and PEK to process the received message.

6.2.3.4
Protection of traffic between UE and ProSe Function

Editor's note: The security procedures for PC3 interface are FFS.

6.2.3.5
Protection of traffic between UE and ProSe Key Management Function

Editor's note: The security procedures for this interface are FFS.

6.2.3.6
Protection of traffic between UEs

6.2.3.6.1
Protection of data

ProSe enabled Public Safety UEs shall implement EEA0, 128-EEA1 and 128-EEA2 and may implement 128-EEA3 for ciphering one-to-many traffic.
The LTE ciphering algorithms (see TS 33.401 [21]) are used with the following modifications;

· Direction is always set to 0;

· Bearer[0] to Bearer[4] are set to zero;
· COUNTER is pre-pended with 0s to make it 32 bits long and it is input into COUNT[0] to COUNT[31].
6.2.3.6.2
Key derivation data in PDCP header

In terms of signalling between the UEs to transfer the relevant security information, e.g. to indicate the correct PTK to use to calculate PEK, the  header of the PDCP packet for user plane data shall contain the PGK Identity, PTK Identity and Counter. This is illustrated in figure 6.2.3.6.2-1.
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Figure 6.2.3.6.2-1: Security aspects of the PDCP packet for user plane data

Note that the Group Identity and Group Member Identity are parameters present in the MAC header.

6.2.4
Solution description for media security of one-to-many communications

6.2.4.1
Media stream protection

The following mechanism shall be used to protect one-to-many communications which use the Real-Time Transport Protocol (RTP) or the RTP Control Protocol (RTCP), cf. RFC 3550 [10].

The integrity and confidentiality protection for one-to-many communications using RTP shall be achieved by using the Secure Real-Time Transport Protocol (SRTP), RFC 3711 [11]. The integrity and confidentiality protection for one-to-many communications using RTCP shall be achieved by using the Secure RTCP protocol (SRTCP), RFC 3711 [11].

The key management mechanism for SRTP and SRTCP is described in the rest of clause 6.2.4. As a result of this mechanism, the group members share a GSK as part of the session setup procedure. The GSK shall be the SRTP master key. The session may only last for a single transmission, or may be maintained for a period to allow many members of the group to efficiently communicate. If late-entry to the media session is required, the transmitted SDP offer, described in clause 6.2.4.5, may be periodically resent (e.g. every 5 seconds within a SIP REFER).

6.2.4.2
Overview of key management solution

The architecture for providing media security for one-to-many communications within groups is shown in figure 6.2.4.2-1.
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Figure 6.2.4.2-1: Security architecture for media security of one-to-many group communications

Figure 6.2.4.2-1 describes the security architecture to distribute keying material for one-to-many group communications. The architecture provides a media-plane solution to distribute group keys and secure group communications. 

At the top of the diagram, a Public Safety UE is provisioned by a KMS with key material associated with its identity. 
If required, GBA is used to bootstrap the security of the connection between the UE and the KMS. 
The KMS also provisions the Group Manager with keying material for the identity of groups which it manages. 
This process is described in clause 6.2.4.3.

The Group Manager distributes Group Master Keys (GMKs) to UEs within the group. The GMK is encrypted to the identity associated with the receiving UE and signed with the identity of the group. This process is described in clause 6.2.4.4. 

Once a Group Master Key has been distributed within the group, UEs are able to setup group communications. 
The initiating UE generates, encrypts and transmits a Group Session Key (GSK) to group members. 
This transmission is encrypted using the GMK and may be authenticated, allowing the origin of the transmission to be verified. The distribution process may also be performed over a direct transmission. This process is described in clause 6.2.4.5.

The Group Session Key is used as the SRTP master key to provide media security of the one-to-many communication, as described in clause 6.2.4.1. 

6.2.4.3
UE provisioning by KMS

6.2.4.3.1
General

Prior to group security configuration, each Public Safety UE shall be provisioned with keys corresponding to identity associated with the Public Safety UE, along with domain specific information such as KMS's public certificate. 

To complete this procedure, the UE shall request to be provisioned by the KMS, and as part of this process, the KMS shall securely verify the identity of the UE. The KMS shall respond with domain information and key material appropriate to the request and according to local policies.

6.2.4.3.2
Pre-provisioning

Prior to provisioning, the Public Safety UE shall be provided with the address (e.g. URL) of the KMS. 

Public-safety UEs may also be pre-provisioned with additional security parameters where required. For some user groups the UE may be entirely pre-provisioned prior to deployment.

6.2.4.3.3
UE to KMS connection security

To be provisioned, the Public Safety UE shall establish a secure connection to the KMS. The GBA bootstrapping procedure shall be used to establish a TLS-PSK connection between the UE and KMS unless a suitable security association already exists. A security association may already exist due to a previous GBA connection, a secure IMS tunnel or due to pre-provisioned keys or certificates. 

Where GBA is used, the KMS acts as a NAF and directs the UE to perform a GBA bootstrapping procedure as described in TS 33.220 [5] and depicted in figure 6.2.4.3.3-1. To achieve this, a BSF and the UE's HSS are used. 
As a result of this procedure, the KMS knows the identity of the UE and a shared key, Ks, is established between the KMS and UE. This is used to establish a TLS-PSK connection.
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Figure 6.2.4.3.3-1: Bootstrap architecture for KMS provisioning

Should the KMS require keys to be updated outside of the normal schedule, a GBA push procedure may be started by the KMS to establish a connection between the KMS and the UE for key transfer.

6.2.4.3.4
Provisioning request

This procedure registers a Public Safety UE within a specific domain. The Public Safety UE shall send a provisioning request to the KMS. Upon successful request, the KMS shall return indication of success and provisioning material. 

It is assumed that this request is made and responded to over an established secure connection as described in clause 6.2.4.3.3. Figure 6.2.4.3.4-1 describes the procedure.


[image: image8]
Figure 6.2.4.3.4-1: KMS provisioning process

The provisioning shown in Figure 6.2.4.3.4-1 is as follows:

1. The Public Safety UE shall send a provisioning request to the KMS. 

2. The KMS shall check that the request is valid and shall ensure the Public Safety UE's identity is verified and apply the domain policy on assigning user identities to the UE. 

3. After successful processing, the KMS returns a provisioning response to the Public Safety UE. The KMS populates the response with all information required to provision the UE. The contents of response may be signed by the KMS. The response includes key material corresponding to the user identity associated with UE. It may also include information relating to KMS domains, cross-domain communications and groups.

6.2.4.4
Provisioning of the group master key

6.2.4.4.1
General

To create the group's security association, a Group Master Key (GMK) is distributed to Public Safety UEs in a group notification message. The Group Manager generates and distributes the group notification message via a Local Group Server and a Serving Signalling Server. 

The role of the Group Manager is to manage the security context for a (set of) specific group(s). The Local Group Server manages group communications with local group Public Safety UEs. The Serving Signalling server manages the routing of messages to Public Safety UEs. For one-to-many group communications, the Serving Signalling Server, Local Group Server and Group Manager should be viewed as functions provided by the ProSe Function. 

Security associations are setup using group notification messages generated by the Group Manager. Group notification messages notify Public Safety UEs of the existence of the group and also provide the GMK encrypted for the Public Safety UE.
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Figure 6.2.4.4.1-1: Overview of Group security configuration

The security processes are summarized in Figure 6.2.4.4.1-1. The GMK is encrypted to the user identity associated to the Public Safety UE and signed using the (key associated with the) identity of the group, an identity which the group manager is authorized to use by the KMS. Key distribution is confidentiality protected, authenticated and integrity protected via this mechanism.

6.2.4.4.2
Security procedures for GMK provisioning

This procedure distributes a Group Master Key (GMK) from the group manager to the Public Safety UEs within the group. 

Figure 6.2.4.4.2-1 shows the security procedures for creating a security association for a group.
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Figure 6.2.4.4.2-1: Security configuration for Groups

A description of the procedures depicted in Figure 6.2.4.4.2-1 follows:

1. Prior to beginning this procedure the Public Safety UEs shall be provisioned by a KMS as described in clause 6.2.4.3. The Group manager shall also be securely provisioned by the KMS to use the identities of the group(s) that it manages.

2. The Public Safety UE shall register with a serving signalling server to use communication services. As part of this mechanism the Public Safety UE shall register with a group server and group manager. 

NOTE 1:
As a consequence of registration, the group server obtains address information for Public Safety UEs. 

3. The group manager shall send a notification message to Public Safety UEs within the group. 
The message shall be routed to the local group manager. The notification message shall contain a MIKEY-SAKKE I_MESSAGE as specified in RFC 6509 [12] and shall encapsulate a GMK for the group. 
The I_MESSAGE shall be encrypted to the user identity associated to the Public Safety UE and shall be signed using the (key associated with the) group identity. The message should also provide the GMK key id and period of use for the GMK.

NOTE 2:
Only a Group Manager authorised by a trusted KMS knows the private key associated with the group identity and is able to sign a message. All group members are able to verify the signature and hence can confirm the group manager is authorised to manage this group.

NOTE 3:
If there is a requirement to multicast the group notification message, the group manager should send the group notification message to a URI-List, and should include a different I_MESSAGE for each UE. 

4. The local group server shall forward the group notification message to the user's serving signalling server.

5. The serving signalling server shall forward the message to the Public Safety UE. 
The UE shall verify the group identity and signature of the I_MESSAGE are acceptable. If so, the UE shall extract the GMK from the I_MESSAGE. The UE shall use the last received GMK as the current group key based on the timestamp in the I_MESSAGE.

6. Upon successful receipt and processing, the Public Safety UE shall confirm receipt of the group notification message to its serving signalling server. The confirmation contains no security information.

7. The serving signalling server shall forward the confirmation to the local group server.

8. The local group server shall forward the confirmation to the Group manager.

If rekeying or revocation of the GMK is required, the Group manager may repeat the above procedure. 

6.2.4.5
GSK distribution for group media security

6.2.4.5.1
General

Group communications within a session are protected using a Group Session Key (GSK). Hence, prior to beginning a communication, a session key is generated by the initiating UE and shared with the group members. For groups, the Group Master Key (GMK) is used to protect the distribution of the GSK. The GSK may also be signed using the identity associated with initiator's UE.

This process is summarized in Figure 6.2.4.5.1-1.
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Figure 6.2.4.5.1-1: Overview of Session Key Distribution for Groups

6.2.4.5.2
Security procedures for GSK distribution (network independent)

The SDP Offer is broadcast by the initiating UE and no response is expected. The SDP Offer contains the Group Session Key (GSK) protected by the Group Master Key (GMK). Following the broadcast of the SDP Offer, the media is broadcast over the one-to-many direct link, protected under the GSK.

Figure 6.2.4.5.2-1 describes the procedure. As there are no responses or acknowledgements, this procedure shall proceed on a ‘best-endeavour' basis. 
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Figure 6.2.4.5.2-1: Security procedures for Session Key Distribution 
for Groups (network independent)

The procedure in Figure 6.2.4.5.2-1 is described step-by-step below: 

1. Prior to beginning this procedure the security association for the group shall be created, as described in clause 6.2.4.4.

2. The initiating Public Safety UE shall generate a GSK and shall broadcast a 'media session creation message' containing an SDP Offer. Within the SDP Offer, the initiating UE shall include a MIKEY Pre-Shared-Key message, as specified in RFC 3830 [13]. The MIKEY PSK message shall encapsulate the session key with the Group Master Key (GMK) and shall be denoted by a key identifier. 
The MIKEY message may be signed using the (key associated with the) identity of the initiating UE by attaching a ECCSI SIGN payload, as defined in RFC 6509 [12] and RFC 6507 [14].

NOTE:
This message may be pre-generated to increase the efficiency of the communication.

3. The receiving UE(s) may check the signature on the MIKEY PSK message if it exists. If checked, the message shall be rejected if the signature is incorrect or the signing identity unacceptable. The receiving UE shall use the key identifier to find the GMK used by the initiating UE and use this to extract the Group Session Key. Further messages may be sent by the initiating UE to setup the one-to-many broadcast media session, but these contain no security information.

As a result of this procedure, the initiating UE has shared a Group Session Key (GSK) for protecting the media stream.

6.2.4.5.3
Security procedures for GSK distribution (network connected)

NOTE 1:
Clause 6.2.4.5.3 is intended to show an example of how the SDP offer could be sent via network while the encrypted data is sent directly between UEs. The clause is not proposing an architecture for standardization.

From a security perspective, this procedure follows exactly the same security mechanism as for network connected group communications described in clause 6.2.4.5.2, though the routing differs. In this case, these procedures assume the existence of a Group Controller and signalling is routed via the network. The Group Controller is aware of which UEs are members of the group and is also responsible for routing signalling and media traffic to the members of the group. The Group Controller need not be a member of the group or have access to the media that it routes. If this entity requires access to the group communication to fulfil its function, it should be treated as a member of the group and be provisioned with the Group Master Key by the Group manager. 
For one-to-many group communications, the Group Controller, Serving Signalling Server and Local Group Server should be viewed as a functions provided by the ProSe Function.
Figure 6.2.4.5.3-1 demonstrates the signalling flow for session key distribution.
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Figure 6.2.4.5.3-1: Security procedures for GSK distribution for Groups (network connected)

The procedure in Figure 6.2.4.5.3-1 is described step-by-step below:

1. Prior to beginning this procedure a security association for a group shall be created, as described in clause 6.2.4.4.

2. The initiating UE shall generate a GSK and send a session creation notification (e.g. SIP INVITE) to the group controller, via the serving signalling server and local group server. Within the SDP Offer of this message, the initiating UE shall include a MIKEY Pre-Shared-Key message, as specified in RFC 3830 [13]. The MIKEY-PSK message shall encapsulate the session key with the Group Master Key (GMK) which shall be denoted by a key identifier. The MIKEY message may be signed using the (key associated with the) identity of the initiating UE by attaching a ECCSI SIGN payload, as defined in RFC 6509 [12] and RFC 6507 [14].

NOTE 2: 
This message may be pre-generated to increase the efficiency of the communication.

3. The group controller shall notify the initiating UE that it received the message (e.g. SIP TRY). This message does not contain any security information.

4. The group controller shall send a session creation notification (e.g. SIP INVITE) to each Public Safety UE within the group, via each UE's local group server and signalling server. The SDP Offer of the message provided by the initiating UE shall be duplicated within each message, including the MIKEY-PSK content. The message shall be routed via each Public Safety UE's local group server and serving signalling server.

5. The receiving UE(s) may check the signature on the MIKEY PSK message if it exists. If checked, the message shall be rejected if the signature is incorrect or the signing identity unacceptable. The receiving UE shall use the key identifier to find the GMK used by the initiating UE and use this to extract the Group Session Key. The receiving UE(s) shall notify the group controller that the session creation message was received. This message does not contain any security information.

6. Further messages may be sent to setup the group session. These messages contain no security information.

As a result of this procedure, the initiating UE has shared a Group Session Key (GSK) for protecting the media stream.
6.3
EPC-level discovery

6.3.1
Security for proximity request authentication and authorization

6.3.1.1
General

The ProSe Function of two UEs may belong to different PLMNs and, according to the current version of TS 23.303 [2], the application server is the entity which discloses the EPUID of a particular target UE to a ProSe Function so that it can request to the Prose Function managing that target UE the sending of its location information for a particular period of time.

The risk is that it would take just one Proximity Request from the UE for the ProSe Function to actually keep a record of [ALUID_B, EPUID_B, PFID_B] mapping and have the capability to later send a proximity request (step 4 of Proximity Request procedure in clause 5.5.5 of TS 23.303 [2]) although the UE didn't actually send a proximity request at all (step 4 of Proximity Request procedure in clause 5.5.5 of TS 23.303 [2]). This could lead to massive surveillance of users by other PLMNs that may be very difficult to detect by the PLMN which serves particular ProSe UEs.
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Figure 6.3.1.1-1: extract from 3GPP TS 23.303 [2], Proximity request procedure (clause 5.5.5)

6.3.1.2
Application Server-signed proximity request

UE A doesn't sign the proximity request sent to its ProSe Function A, but trusts the Application Server to control the authorization of the proximity request sent on its behalf.  

The authorization criteria can be based on detection mechanisms of very high volume of incoming proximity requests from a ProSe Function that doesn't match with the frequency usage of the ProSe Application by the users, or it can be based on a presence detection mechanism over the PC1 interface.

ProSe Function A requests an authorization to the Application Server for each proximity request it shall transmit over the PC2 interface. The Application Server returns parameters which specify which operations are authorized (e.g. authorized to send only one request, authorized to send X requests until particular date, etc…).

ProSe Function B is assured of the authenticity of the proximity request received from ProSe Function A by verifying the signature with a verification key from the Application Server. 

The token verification key is fetched over the PC2 interface between the ProSe Function B and the Application Server.

The procedure below further defines the Proximity Request procedure in clause 5.5.5 of TS 23.303 [2] to support authenticity of the request.
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Figure 6.3.1.2-1: Application Server-signed Proximity Request

1. Same as Step 1 of procedure in clause 5.5.5 of TS 23.303 [2]

2. Same as Step 2 of procedure in clause 5.5.5 of TS 23.303 [2]

3. The Application Server returns as part of the Map Response following additional data: the authorized operations (e.g. authorized to send only one request, authorized to send X requests until particular date, etc…), a timestamp, the signature AS_signature of the cryptographic hash of the concatenation of the ALUID_A, the ALUID_B, the authorized operations and the timestamp value, and optionally the associated certificate CertKey_AS of Application Server's verification key.
4. ProSe Function A sends as part of the Proximity Request to ProSe Function B the following additional data: the AS_signature, ALUID_A, ALUID_B, the timestamp, the authorized operations, the Application ID and optionally the CertKey_AS's certificate.

5. If the CertKey_AS's certificate wasn't part of the Proximity request, or that either the CertKey_AS's certificate or verification key wasn't stored in internal memory, then ProSe Function B sends a Verification Key fetching requests to Application Server's verification key (identifiable with the Application ID).

6. The Application Server returns the verification key.

7. If the verification of signature from the Application Server is successful then the procedure continues the procedure from step 5 in clause 5.5.5 of TS 23.303 [2].

6.3.1.3
Proximity request digital signature algorithms and key strength

The cryptographic length of the signing asymmetric keys shall have at least a key strength equivalent to a 128-bits symmetric key. The following digital signature algorithms may be used:

· RSA as specified in FIPS 186-4 [15]: the minimum key length shall be 3072 bits. The minimal size for the hash function shall at least be SHA-256 which shall be used as specified by NIST [20].

· DSA as specified in FIPS 186-4 [15]: the minimum key length shall be 256 bits.

· ECDSA as specified in BSI TR-03111 [16]: the minimum key length shall be 256 bits, the elliptic curve domain parameters shall be selected among those available in RFC 5639 [17]. The corresponding hash function shall be chosen depending on the previously selected elliptic curve domain parameters (cf. clause 5 in RFC 5639 [17]).

6.3.1.4
Proximity request hash input format

The input to the hash function shall be encoded as specified in Annex B.1 of TS 33.220 [5] and shall consist of the concatenation of proximity request parameters and their respective lengths:

· FC = 0x00

· P0 = EPUID_A

· L0 = Length of P0 value

· P1 = ALUID_A

· L1 = Length of P1 value

· P2 = ALUID_B

· L2 = Length of P2 value

· P3 = Timestamp. It shall use the date-time format as defined in clause 5.6 of RFC 3339 [18] and shall be encoded according to Annex B.2.1.2 of TS 33.220 [5]

· L3 = Length of P3 value

NOTE:
The key derivation function defined in Annex B.1 of TS 33.220 [5] is not used, therefore the FC value should only be considered as a dummy value. 

6.3.1.5
Verification key format

The following shall be supported by the Application Server and the ProSe Function:

The verification key shall be formatted like the "Subject Public Key Info" element of a X.509 certificate. 
The "Subject Public Key Info" is specified in clause 4.1.2.7 of RFC 5280 [19]. 
RFC 5639 [17] shall also be supported in order to include ECDSA with Brainpool elliptic curve domain parameters.

6.3.1.6
Profile for Application Server certificate

The following may be supported by the Application Server and the ProSe Function:

Certificates used for authentication of the Proximity Request shall meet the certificate profiles given in TS 33.310 [4] as follows: 
· clause 6.1.3, for SEG certificates, shall apply to ALUID-associated certificates, and 
· clause 6.1.4, for SEG CA certificates, shall apply to any CA certificates used in a chain to validate the certificates, with the following additions and exceptions:

-
Mandatory critical key usage: only digitalSignature shall be set.
Annex A (normative):
Key derivation functions

A.1
KDF interface and input parameter construction

A.1.1
General

This annex specifies the use of the Key Derivation Function (KDF) specified in TS 33.220 [5] for the current specification. This annex specifies how to construct the input string, S, to the KDF (which is input together with the relevant key). For each of the distinct usages of the KDF, the input parameters S are specified below. 

A.1.2
FC value allocations

The FC number space used is controlled by TS 33.220 [5]. 
FC values allocated for this specification are in range of 0x49 – 0x4F. 

A.2
Calculation of the MIC value

When calculating a MIC using the Discovery Key, the following parameters shall be used to form the input S to the KDF that is specified in Annex B of TS 33.220 [5]:
-
FC = 0x49-
P0 = Time parameter provided by the system for that discovery slot

-
L0 = length of above (which is FFS)

-
P1 = Contents of the discovery message excluding the MIC

-
L1 = length of above (which is FFS)

The Discovery Key, Time parameter and discovery message follow the encoding also specified in Annex B of TS 33.220 [5].
Editor's note: The discovery message contains all the parameters transmitted over the air as it is expected that all of these need to be included the MIC calculation. Whether it is better to have just discovery message or encode the separate parameters in the discovery message as distinct Pi parameters in the above KDF is FFS.

A.3
Calculation of PTK

When calculating a PTK from PGK, the following parameters shall be used to form the input S to the KDF that is specified in Annex B of TS 33.220 [5]:
-
FC = 0x4A

-
P0 = Group Member Identity (i.e. the Layer 2 source address of the sending UE)

-
L0 = length of above (which is FFS)

-
P1 = PTK Identity

-
L1 = length of PTK Identity (I.e. 0x00, 0x02)

The input key shall be the 256-bit PGK.

A.4
Calculation of keys from PTK

When calculating a PEK from PTK, the following parameters shall be used to form the input S to the KDF that is specified in Annex B of TS 33.220 [5]:
-
FC = 0x4B

-
P0 = 0x00

-
L0 = length of P0 (i.e. 0x00 0x01)

-
P1 = algorithm identity

-
L1 = length of algorithm identity (i.e. 0x00 0x01)

NOTE:
If more than one key is needed from PTK, then parameter P0 could be turned into an algorithm identifier as in TS 33.401[21].

The algorithm identity shall be set as described in TS 33.401 [21]. 

The input key shall be the 256-bit PTK.

For an algorithm key of length n bits, where n is less or equal to 256, the n least significant bits of the 256 bits of the KDF output shall be used as the algorithm key.
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