3GPP TS 34.108 V11.5.0 (2013-03)
Technical Specification

3rd Generation Partnership Project;

Technical Specification Group Radio Access Network;

Common test environments for User Equipment (UE);

Conformance testing

(Release 11)

[image: image1.jpg]



[image: image2.png]=

A GLOBAL INITIATIVE




The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.
 
The present document has not been subject to any approval process by the 3GPP Organizational Partners and shall not be implemented.
 
This Specification is provided for future development work within 3GPP only. The Organizational Partners accept no liability for any use of this Specification.
Specifications and reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organizational Partners' Publications Offices.

Keywords

UMTS, testing, terminal

3GPP

Postal address

3GPP support office address

650 Route des Lucioles - Sophia Antipolis

Valbonne - FRANCE

Tel.: +33 4 92 94 42 00 Fax: +33 4 93 65 47 16

Internet

http://www.3gpp.org

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© 2013, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).

All rights reserved.

Change the copyright date above as necessary.

UMTS™ is a Trade Mark of ETSI registered for the benefit of its members

3GPP™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners
LTE™ is a Trade Mark of ETSI currently being registered for the benefit of its Members and of the 3GPP Organizational Partners

GSM® and the GSM logo are registered and owned by the GSM Association

Contents

Foreword
47
Introduction
47
1
Scope
48
2
References
48
3
Definitions, abbreviations and symbols
50
3.1
Definitions
50
3.2
Abbreviations
50
3.3
Symbols
51
4
Common requirements of test equipment
51
4.1
General Functional Requirements
51
4.2
Minimum performance levels
52
4.2.1
Supported Cell Configuration
52
4.2.1.1
Supported Channels for FDD Mode
52
4.2.1.1.1
Logical channels
52
4.2.1.1.2
Transport channels
52
4.2.1.1.3
Physical channels
52
4.2.1.2
Supported Channels for TDD Mode
53
4.2.1.2.1
Logical channels
53
4.2.1.2.2
Transport channels
53
4.2.1.2.3
Physical channels (3.84 Mcps option)
54
4.2.1.2.4
Physical channels (1.28 Mcps option)
54
4.2.1.2A
Supported Channels for MBSFN (FDD and TDD Mode)
55
4.2.1.2A.1
Logical channels
55
4.2.1.2A.2
Transport channels
55
4.2.1.2A.3
Physical channels (3.84/7.68 Mcps options)
55
4.2.1.2A.3A
Physical channels (3.84 Mcps TDD IMB option)
55
4.2.1.3
Support of Tcell timing offset
56
4.2.2
RF Performance
56
4.2.2.1
Frequency of Operation
56
4.2.2.2
Power Level Setting Accuracy
56
4.2.2.3
Uplink Power Control
56
4.2.2.4
Uplink Signal Handling
56
4.2.2.5
Uplink Sensitivity
56
4.2.3
Timers Tolerances
56
5
Reference test conditions
57
5.1
Test frequencies
57
5.1.1
FDD Mode Test frequencies
57
5.1.1.1
FDD reference test frequencies for Operating Band I
57
5.1.1.2
FDD reference test frequencies for Operating Band II
58
5.1.1.3
FDD reference test frequencies for Operating Band III
58
5.1.1.4
FDD reference test frequencies for Operating Band IV
59
5.1.1.5
FDD reference test frequencies for Operating Band V
59
5.1.1.6
FDD reference test frequencies for Operating Band VI
60
5.1.1.7
FDD reference test frequencies for Operating Band VII
60
5.1.1.8
FDD reference test frequencies for Operating Band VIII
61
5.1.1.9
FDD reference test frequencies for Operating Band IX
62
5.1.1.10
FDD reference test frequencies for Operating Band X
62
5.1.1.11
FDD reference test frequencies for Operating Band XI
63
5.1.1.12
FDD reference test frequencies for Operating Band XII
63
5.1.1.13
FDD reference test frequencies for Operating Band XIII
64
5.1.1.14
FDD reference test frequencies for Operating Band XIV
64
5.1.1.15
FDD reference test frequencies for Operating Band XV
65
5.1.1.16
FDD reference test frequencies for Operating Band XVI
65
5.1.1.17
FDD reference test frequencies for Operating Band XVII
65
5.1.1.18
FDD reference test frequencies for Operating Band XVIII
65
5.1.1.19
FDD reference test frequencies for Operating Band XIX
65
5.1.1.20
FDD reference test frequencies for Operating Band XX
66
5.1.1.21
FDD reference test frequencies for Operating Band XXI
66
5.1.1.22
FDD reference test frequencies for Operating Band XXII
67
5.1.1.23
FDD reference test frequencies for Operating Band XXIII
67
5.1.1.24
FDD reference test frequencies for Operating Band XXIV
67
5.1.1.25
FDD reference test frequencies for Operating Band XXV
68
5.1.2
TDD Mode Test frequencies
68
5.1.2.1
Standard TDD reference test frequencies (3.84 Mcps option)
68
5.1.2.2
Standard TDD reference test frequencies (1.28 Mcps option)
68
5.1.2.3
Standard TDD reference test frequencies (7.68 Mcps option)
69
5.2
Radio conditions
69
5.2.1
Normal propagation condition
69
5.2.2
Static propagation condition
69
5.2.3
Multi-path fading propagation conditions
69
5.2.4
Moving propagation conditions
69
5.2.5
Birth-Death propagation conditions
69
5.2.6
High speed train conditions
70
5.3
Standard test signals
70
5.4
Signal levels
70
5.4.1
Downlink signal levels
70
5.4.2
Uplink signal levels
70
5.5
Downlink Physical Channels Code Allocation
70
5.5.1
Downlink physical channels code allocation for Signalling (FDD)
70
5.5.1.1
Downlink physical channels code allocation for non-HSDPA test cases
70
5.5.1.2
Downlink physical channels code allocation for HSDPA test cases
71
5.5.1.3
Downlink physical channels code allocation for E-DCH test cases
71
5.5.1.4
Downlink physical channels code allocation for MBMS/MBSFN test cases
72
5.5.2
Downlink physical channels code allocation for Signalling (TDD)
74
5.5.2.1
Downlink physical channels code allocation for Signalling  (3.84 Mcps TDD IMB)
74
5.5.2.2
Physical channels code allocation for Signalling  (1.28 Mcps TDD)
75
5.5.3
Downlink physical channels code allocation for RF
75
6
Reference system configurations
76
6.1
Simulated network environments
76
6.1.0a
Default Master Information Block and Scheduling Block messages
76
6.1.0a.1
Grouping SIBs for testing
76
6.1.0a.2
SIB configurations
77
6.1.0a.3
SIB default schedule
77
Contents of Master Information Block PLMN type is the case of GSM-MAP
79
Contents of Scheduling Block 1 (FDD and 1.28 Mcps TDD)
80
Contents of Scheduling Block 1 (3.84 Mcps TDD and 7.68 Mcps TDD)
80
6.1.0a.4
SIB special schedules
81
6.1.0a.4.1
SIB schedule for two S-CCPCH or two PRACH (For FDD and 1.28Mcps TDD)
81
6.1.0a.4.2
SIB schedule for Idle Mode, Measurement and Inter RAT UTRAN to GERAN test cases
82
6.1.0a.4.3
SIB schedule for Inter RAT handover GERAN to UTRAN test cases
83
6.1.0a.4.4
SIB schedule for MBMS test cases
84
6.1.0a.4.5
SIB schedule for MBMS MBSFN test cases
85
Contents of Master Information Block in the case where PLMN type is GSM-MAP
85
6.1.0a.4.6
SIB default schedule for long SIB5/SIB5bis
85
6.1.0b
Default System Information Block Messages
86
Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)
86
Contents of System Information Block type 2
87
Contents of System Information Block type 3 (FDD)
87
Contents of System Information Block type 3 (3.84 Mcps TDD, 1.28 Mcps TDD and 7.68 Mcps TDD)
88
Contents of System Information Block type 4 in connected mode (FDD)
89
Contents of System Information Block type 4 in connected mode (similar to SIB type3) (3.84 Mcps TDD, 1.28 Mcps TDD and 7.68 Mcps TDD)
89
Contents of System Information Block type 5 (FDD)
89
Contents of System Information Block type 5 (3.84 Mcps TDD)
98
Contents of System Information Block type 5 (1.28 Mcps TDD)
101
Contents of System Information Block type 5 (7.68 Mcps TDD)
107
Contents of System Information Block type 5bis (FDD)
110
Contents of System Information Block type 6 in connected mode (FDD)
111
Contents of System Information Block type 6 in connected mode (similar to SIB type 5) (3.84 Mcps TDD)
111
Contents of System Information Block type 6 In connected mode (1.28 Mcps TDD)
114
Contents of System Information Block type 6 in connected mode (7.68 Mcps TDD)
114
Contents of System Information Block type 7 (FDD)
114
Contents of System Information Block type 7 (TDD)
114
Contents of System Information Block type 8, 9 (only for FDD R99 and Rel-4)
114
Contents of System Information Block type 10 (only for FDD R99 and Rel-4)
115
Contents of System Information Block type 11 (FDD)
115
Contents of System Information Block type 11  (3.84 Mcps, 1.28 Mcps and 7.68 Mcps TDD)
118
Contents of System Information Block type 12 in connected mode (FDD)
121
Contents of System Information Block type 12 in connected mode (3.84 Mcps, 1.28 Mcps and 7.68 Mcps TDD)
122
Contents of System Information Block type 13 (used when supported PLMN type is ANSI-41)
122
Contents of System Information Block type 14 (3.84 Mcps and 7.68 Mcps TDD)
122
Contents of System Information Block type 16 (FDD)
123
Contents of System Information Block type 17 (3.84 Mcsps TDD and 1.28 Mcps TDD)
129
Contents of System Information Block type 18
129
Contents of System Information Block type 19
129
6.1.1
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second SCCPCH
130
Contents of System Information Block type 5 (FDD)
130
Contents of System Information Block type 5bis (FDD)
134
Contents of System Information Block type 5 (3.84 Mcps TDD)
134
Contents of System Information Block type 5 (1.28 Mcps TDD)
138
Contents of System Information Block type 5 (3.84 Mcps TDD)
138
Contents of System Information Block type 6 in connected mode (FDD)
141
Contents of System Information Block type 6 in connected mode (3.84 Mcps TDD)
142
Contents of System Information Block type 6 in connected mode (1.28 Mcps TDD)
142
Contents of System Information Block type 6 in connected mode (7.68 Mcps TDD)
142
6.1.2
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH, RB for CTCH + SRBs for CCCH/BCCH in the second SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the third SCCPCH (FDD only)
142
Contents of System Information Block type 5 (FDD)
142
Contents of System Information Block type 5bis (FDD)
146
Contents of System Information Block type 6 in connected mode (FDD)
146
6.1.3
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second and third SCCPCHs
147
Contents of Scheduling Block 1 (FDD)
147
Contents of System Information Block type 5 (FDD)
148
Contents of System Information Block type 5bis (FDD)
153
Contents of System Information Block type 5 (3.84 Mcps TDD)
153
Contents of System Information Block type 5 (1.28 Mcps TDD)
153
6.1.4
Default parameters for 1 to 8 cell environments
153
Default settings for cell No.1 (FDD)
153
Contents of System Information Block type 11 for cell No.1 (FDD)
153
Contents of System Information Block type 12 in connected mode for cell No.1 (FDD)
153
Default settings for cell No.1 (TDD)
153
Contents of System Information Block type 11 for cell No.1 (TDD)
153
Contents of System Information Block type 12 in connected mode for cell No.1 (TDD)
153
Cell No.2
153
Default settings for cell No.2 (FDD)
154
Contents of System Information Block type 11 for cell No.2 (FDD)
154
Default settings for cell No.2 (TDD)
155
Contents of System Information Block type 11 for cell No.2 (TDD)
155
Cell No.3
156
Default settings for cell No.3 (FDD)
156
Contents of System Information Block type 11 for cell No.3 (FDD)
156
Default settings for cell No.3 (TDD)
157
Contents of System Information Block type 11 for cell No.3 (TDD)
157
Cell No.4
158
Default settings for cell No.4 (FDD)
158
Contents of System Information Block type 11 for cell No.4 (FDD)
158
Default settings for cell No.4 (TDD)
160
Contents of System Information Block type 11 for cell No.4 (TDD)
160
Cell No.5
161
Default settings for cell No.5 (FDD)
161
Contents of System Information Block type 11 for cell No.5 (FDD)
161
Default settings for cell No.5 (TDD)
163
Contents of System Information Block type 11 for cell No.5 (TDD)
163
Cell No.6
164
Default settings for cell No.6 (FDD)
164
Contents of System Information Block type 11 for cell No.6 (FDD)
164
Default settings for cell No.6 (TDD)
166
Contents of System Information Block type 11 for cell No.6 (TDD)
166
Cell No.7
167
Default settings for cell No.7 (FDD)
167
Contents of System Information Block type 11 for cell No.7 (FDD)
167
Default settings for cell No.7 (TDD)
168
Contents of System Information Block type 11 for cell No.7 (TDD)
168
Cell No.8
169
Default settings for cell No.8 (FDD)
169
Contents of System Information Block type 11 for cell No.8 (FDD)
169
Default settings for cell No.8 (TDD)
170
Contents of System Information Block type 11 for cell No.8 (TDD)
170
Cell No.9
171
Contents of System Information for cell No.9 (GSM)
171
Default settings for cell No.9 (GSM)
171
Cell No.10
171
Contents of System Information for cell No.10 (GSM)
171
Default settings for cell No.10 (GSM)
171
Cell No.11
171
Default settings for cell No.11 (FDD)
171
Contents of System Information Block type 11 for cell No.11 (FDD)
171
6.1.4.1
Default Cell parameters Two PLMN in UTRAN test scenario
172
Contents of System Information Block type 18 for cell No.1, 2, 3, 7, 8
172
Contents of System Information Block type 18 for cell No.4, 5, 6
172
6.1.4.1a
Default Cell parameters Two PLMN in UTRAN test scenario with cells on PLMN1 belonging to two different frequencies
173
Contents of System Information Block type 18 for cell No.1, 2, 3, 4, 5, 6
173
Contents of System Information Block type 18 for cell No.7, 8
173
6.1.4.2
Default Cell parameters Three PLMN in UTRAN test scenario
173
Contents of System Information Block type 18 for cell No.1, 2, 3
174
Contents of System Information Block type 18 for cell No.4, 5, 6
174
Contents of System Information Block type 18 for cell No.7, 8
174
6.1.4.3
Default Cell parameters for MBMS 21 to 28 cell environments
174
Cell No.21
174
Default settings for cell No.21 (FDD)
174
Contents of System Information Block type 11 for cell No.21 (FDD)
174
Default settings for cell No.21 (TDD)
176
Contents of System Information Block type 11 for cell No.21 (TDD)
176
Cell No.22
178
Default settings for cell No.22 (FDD)
178
Contents of System Information Block type 11 for cell No.22 (FDD)
178
Default settings for cell No.22 (TDD)
180
Contents of System Information Block type 11 for cell No.22 (TDD)
180
Cell No.23
181
Default settings for cell No.23 (FDD)
181
Contents of System Information Block type 11 for cell No.23 (FDD)
181
Default settings for cell No.23 (TDD)
183
Contents of System Information Block type 11 for cell No.23 (TDD)
183
Cell No.24
185
Default settings for cell No.24 (FDD)
185
Contents of System Information Block type 11 for cell No.24 (FDD)
185
Default settings for cell No.24 (TDD)
187
Contents of System Information Block type 11 for cell No.24 (TDD)
187
Cell No.25
189
Default settings for cell No.25 (FDD)
189
Contents of System Information Block type 11 for cell No.25 (FDD)
189
Default settings for cell No.25 (TDD)
191
Contents of System Information Block type 11 for cell No.25 (TDD)
192
Cell No.26
193
Default settings for cell No.26 (FDD)
193
Contents of System Information Block type 11 for cell No.26 (FDD)
194
Default settings for cell No.26 (TDD)
196
Contents of System Information Block type 11 for cell No.26 (TDD)
196
Cell No.27
198
Default settings for cell No.27 (FDD)
198
Contents of System Information Block type 11 for cell No.27 (FDD)
198
Default settings for cell No.27 (TDD)
200
Contents of System Information Block type 11 for cell No.27 (TDD)
200
Cell No.28
201
Default settings for cell No.28 (FDD)
201
Contents of System Information Block type 11 for cell No.28 (FDD)
201
Default settings for cell No.28 (TDD)
203
Contents of System Information Block type 11 for cell No.28 (TDD)
203
6.1.4.4
Default Cell parameters for MBSFN 31 to 38 cell environments
205
Cell No.31
205
Default settings for cell No.31 (TDD)
205
Default settings for cell No.31 (3.84 Mcps TDD IMB)
205
Default settings for cell No.31 (FDD)
205
Contents of System Information Block type 3 for cell No.31 (FDD, TDD)
205
Contents of System Information Block type 3 for cell No.31 (3.84 Mcps TDD IMB)
206
Contents of System Information Block type 5 for cell No.31 (FDD)
207
Contents of System Information Block type 5 for cell No.31 (3.84 Mcps TDD)
207
Contents of System Information Block type 5 for cell No.31 (3.84 Mcps TDD IMB)
210
Contents of System Information Block type 5 for cell No.31 (1.28 Mcps TDD)
216
Contents of System Information Block type 5 for cell No.31 (7.68 Mcps TDD)
218
Contents of System Information Block type 11 for cell No.31 (FDD)
221
Contents of System Information Block type 11 for cell No.31 (3.84 Mcps and 7.68 Mcps TDD)
222
Contents of System Information Block type 11 for cell No.31 (3.84 Mcps TDD IMB)
223
Contents of System Information Block type 11 for cell No.31 (1.28 Mcps TDD)
224
Cell No.32
225
Default settings for cell No.32 (FDD)
225
Default settings for cell No.32 (TDD)
225
Default settings for cell No.31 (3.84 Mcps TDD IMB)
225
Contents of System Information Block type 5 for cell No.32 (FDD)
225
Contents of System Information Block type 5 for cell No.32 (3.84 Mcps TDD)
225
Contents of System Information Block type 5 for cell No.32 (1.28 Mcps TDD)
225
Contents of System Information Block type 5 for cell No.32 (7.68 Mcps TDD)
226
Contents of System Information Block type 11 for cell No.32 (FDD)
226
Contents of System Information Block type 11 for cell No.32 (3.84 Mcps and 7.68 Mcps TDD)
226
Contents of System Information Block type 11 for cell No.32 (1.28 Mcps TDD)
227
Cell No.33
227
Default settings for cell No.33 (FDD)
227
Default settings for cell No.33 (TDD)
228
Default settings for cell No.33 (3.84 Mcps TDD IMB)
228
Contents of System Information Block type 5 for cell No.33 (FDD)
228
Contents of System Information Block type 5 for cell No.33 (3.84 Mcps and 7.68 Mcps TDD)
228
Contents of System Information Block type 5 for cell No.33 (1.28 Mcps TDD)
229
Contents of System Information Block type 11 for cell No.33 (FDD)
229
Contents of System Information Block type 11 for cell No.33 (3.84 Mcps and 7.68 Mcps TDD)
230
Contents of System Information Block type 11 for cell No.33 (1.28 Mcps TDD)
230
Cell No.34
231
Default settings for cell No.34 (FDD)
231
Default settings for cell No.34 (TDD)
231
Default settings for cell No.31 (3.84 Mcps TDD IMB)
231
Contents of System Information Block type 5 for cell No.34 (FDD)
231
Contents of System Information Block type 5 for cell No.34 (3.84 Mcps and 7.68 Mcps TDD)
232
Contents of System Information Block type 5 for cell No.34 (1.28 Mcps TDD)
232
Contents of System Information Block type 11 for cell No.34 (FDD)
233
Contents of System Information Block type 11 for cell No.34 (3.84 Mcps and 7.68 Mcps TDD)
233
Contents of System Information Block type 11 for cell No.34 (1.28 Mcps TDD)
234
Cell No.35
234
Default settings for cell No.35 (FDD)
235
Default settings for cell No.35 (TDD)
235
Default settings for cell No.31 (3.84 Mcps TDD IMB)
235
Contents of System Information Block type 5 for cell No.35 (FDD)
235
Contents of System Information Block type 5 for cell No.35 (3.84 Mcps and 7.68 Mcps TDD)
235
Contents of System Information Block type 5 for cell No.35 (1.28 Mcps TDD)
236
Contents of System Information Block type 11 for cell No.35 (FDD)
236
Contents of System Information Block type 11 for cell No.35 (3.84 Mcps and 7.68 Mcps TDD)
237
Contents of System Information Block type 11 for cell No.35 (1.28 Mcps TDD)
237
Cell No.36
238
Default settings for cell No.36 (FDD)
238
Default settings for cell No.36 (TDD)
238
Default settings for cell No.31 (3.84 Mcps TDD IMB)
238
Contents of System Information Block type 5 for cell No.36 (FDD)
238
Contents of System Information Block type 5 for cell No.36 (3.84 Mcps and 7.68 Mcps TDD)
239
Contents of System Information Block type 5 for cell No.36 (1.28 Mcps TDD)
239
Contents of System Information Block type 11 for cell No.36 (FDD)
240
Contents of System Information Block type 11 for cell No.36 (3.84 Mcps and 7.68 Mcps TDD)
240
Contents of System Information Block type 11 for cell No.36 (1.28 Mcps TDD)
241
Cell No.37
241
Default settings for cell No.37 (FDD)
242
Default settings for cell No.37 (TDD)
242
Default settings for cell No.31 (3.84 Mcps TDD IMB)
242
Contents of System Information Block type 5 for cell No.37 (FDD)
242
Contents of System Information Block type 5 for cell No.37 (3.84 Mcps TDD)
242
Contents of System Information Block type 5 for cell No.37 (1.28 Mcps TDD)
242
Contents of System Information Block type 5 for cell No.37 (7.68 Mcps TDD)
242
Contents of System Information Block type 11 for cell No.37 (FDD)
243
Contents of System Information Block type 11 for cell No.37 (3.84 Mcps and 7.68 Mcps TDD)
243
Contents of System Information Block type 11 for cell No.37 (1.28 Mcps TDD)
243
Default settings for cell No.38 (FDD)
244
Default settings for cell No.38 (TDD)
244
Default settings for cell No.31 (3.84 Mcps TDD IMB)
244
Contents of System Information Block type 5 for cell No.38 (FDD)
244
Contents of System Information Block type 5 for cell No.38 (3.84 Mcps TDD)
245
Contents of System Information Block type 5 for cell No.38 (1.28 Mcps TDD)
245
Contents of System Information Block type 5 for cell No.38 (7.68 Mcps TDD)
245
Contents of System Information Block type 11 for cell No.38 (FDD)
245
Contents of System Information Block type 11 for cell No.38 (3.84 Mcps and 7.68 Mcps TDD)
245
Contents of System Information Block type 11 for cell No.38 (1.28 Mcps TDD)
246
6.1.5
Reference Radio Conditions (FDD)
246
6.1.5.1
HARQ Transmission Parameters (FDD)
248
6.1.5.2
Inter-band testing (FDD)
248
6.1.6
Reference Radio Conditions (TDD)
248
6.1.6.1
Reference Radio Conditions (3.84 Mcps TDD IMB)
249
6.1.7
Reference Radio Conditions (GSM)
250
6.2
Number of neighbour cells
251
6.2.1
Basic Network
251
6.2.2
Soft Handover Network (FDD)
251
6.2.3
Hard Handover Network
251
6.2.4
'Roaming' Network
251
6.3
Cell/BS codes etc
251
6.4
Routing/location area
251
6.5
Network options settings
252
6.6
Power control mode
252
6.6.1
Downlink Power Control
252
6.6.1.1
Outer Loop Power Control
252
6.6.1.2
Inner Loop Power Control
252
6.6.2
Uplink Power Control
252
6.6.2.1
Outer Loop Power Control
252
6.6.2.2
Inner Loop Power Control (FDD)
252
6.7
Tx Diversity modes
252
6.7.1
Non-Diverse Operation
252
6.7.2
Diverse Operation
252
6.7.2.1
Diverse Operation (FDD mode)
252
6.7.2.2
Diverse Operation (TDD mode)
252
6.7.2.2.1
3.84 Mcps option
252
6.7.2.2.2
1.28 Mcps option
253
6.7.2.2.1
7.68 Mcps option
253
6.8
Compressed mode parameters
253
6.8.1
Single compressed mode pattern
253
6.8.1.1
Inter Frequency FDD measurement
253
6.8.1.2
Inter Frequency TDD measurement
254
6.8.1.3
Inter RAT measurement (GSM - Carrier RSSI)
254
6.8.1.4
Inter RAT measurement (GSM - Initial BSIC Identification)
255
6.8.1.5
Inter RAT measurement (GSM - BSIC re-confirmation)
255
6.8.2
Multiple compressed mode patterns
256
6.8.2.1
Inter RAT measurement GSM
256
6.8.2.2
Inter Frequency FDD measurement & Inter RAT measurement GSM
256
6.8.2.3
Inter Frequency FDD measurement & Inter Frequency TDD measurement
257
6.8.2.4
Inter Frequency TDD measurement & Inter RAT measurement GSM
257
6.8.2.5
Inter Frequency FDD measurement & Inter Frequency TDD measurement & Inter RAT measurement GSM
257
6.9
BCCH parameters
258
6.10
Reference Radio Bearer configurations used in Radio Bearer interoperability testing
259
6.10.1
QoS Architecture and RAB attributes
259
6.10.2
RAB and signalling RB for FDD
260
6.10.2.1
RABs and signalling RBs
260
6.10.2.2
Combinations of RABs and Signalling RBs
262
6.10.2.3
Example of linkage between RABs and services
268
6.10.2.4
Typical radio parameter sets
269
6.10.2.4.1
Combinations on DPCH
269
6.10.2.4.1.1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
269
6.10.2.4.1.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
270
6.10.2.4.1.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
272
6.10.2.4.1.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
273
6.10.2.4.1.4a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
275
6.10.2.4.1.4b
Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
276
6.10.2.4.1.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
278
6.10.2.4.1.5a
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
280
6.10.2.4.1.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
282
6.10.2.4.1.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
284
6.10.2.4.1.7a
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
285
6.10.2.4.1.8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
287
6.10.2.4.1.9
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
289
6.10.2.4.1.10
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
291
6.10.2.4.1.11
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
293
6.10.2.4.1.12
Conversational / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
295
6.10.2.4.1.13
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
296
6.10.2.4.1.14
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
298
6.10.2.4.1.15
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
299
6.10.2.4.1.16
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
300
6.10.2.4.1.17
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
302
6.10.2.4.1.18
Void
303
6.10.2.4.1.19
Void
303
6.10.2.4.1.20
Void
303
6.10.2.4.1.21
Void
303
6.10.2.4.1.22
Void
303
6.10.2.4.1.23
Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
303
6.10.2.4.1.23a
Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
305
6.10.2.4.1.23b
Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
306
6.10.2.4.1.23c
Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
308
6.10.2.4.1.23d
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI)+ UL:3.4 DL:3.4 kbps SRBs for DCCH
309
6.10.2.4.1.24
Void
311
6.10.2.4.1.25
Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
311
6.10.2.4.1.26
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
312
6.10.2.4.1.27
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
312
6.10.2.4.1.28
Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
313
6.10.2.4.1.29
Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
314
6.10.2.4.1.30
Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
315
6.10.2.4.1.31
Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
316
6.10.2.4.1.32
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
317
6.10.2.4.1.33
Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
318
6.10.2.4.1.34
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
318
6.10.2.4.1.35
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
319
6.10.2.4.1.36
Void
320
6.10.2.4.1.37
Void
320
6.10.2.4.1.38
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
320
6.10.2.4.1.38a
Conversational / speech / 12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
321
6.10.2.4.1.38b
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
323
6.10.2.4.1.38c
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
325
6.10.2.4.1.38d
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
326
6.10.2.4.1.38e
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
328
6.10.2.4.1.38f
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
329
6.10.2.4.1.38g
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
330
6.10.2.4.1.38h
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
331
6.10.2.4.1.38i
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
333
6.10.2.4.1.38j
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
335
6.10.2.4.1.38k
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (L1 multiplexing)
336
6.10.2.4.1.39
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
338
6.10.2.4.1.40
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
339
6.10.2.4.1.41
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
339
6.10.2.4.1.42
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
340
6.10.2.4.1.43
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
341
6.10.2.4.1.44
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
342
6.10.2.4.1.45
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
345
6.10.2.4.1.46
Void
346
6.10.2.4.1.47
Void
346
6.10.2.4.1.48
Void
346
6.10.2.4.1.49
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
346
6.10.2.4.1.49a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
347
6.10.2.4.1.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
348
6.10.2.4.1.51
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
349
6.10.2.4.1.51a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
350
6.10.2.4.1.51b
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
351
6.10.2.4.1.52
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
352
6.10.2.4.1.53
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
353
6.10.2.4.1.54
Void
353
6.10.2.4.1.55
Void
353
6.10.2.4.1.56
Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
353
6.10.2.4.1.57
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
355
6.10.2.4.1.58
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
357
6.10.2.4.1.58a
Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
358
6.10.2.4.1.59
Conversational / speech / UL:42.8 DL:42.8 kbps / PS RAB + Interactive / UL:16 DL:16 kbps / PS RAB + Interactive / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
359
6.10.2.4.1.60
Conversational / speech / UL:42.8 DL:42.8 kbps / PS RAB + Interactive / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
362
6.10.2.4.1.61
Conversational / unknown / UL:8 DL:8 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
363
6.10.2.4.1.62
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
366
6.10.2.4.1.63
Interactive or background / UL:64 DL:768 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
368
6.10.2.4.2
Combinations on PDSCH and DPCH
369
6.10.2.4.2.1
Void
369
6.10.2.4.2.2
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
369
6.10.2.4.2.3
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
370
6.10.2.4.2.4
Void
372
6.10.2.4.2.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
372
6.10.2.4.2.6
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
372
6.10.2.4.3
Combinations on SCCPCH
373
6.10.2.4.3.1
Stand-alone signalling RB for PCCH
373
6.10.2.4.3.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
374
6.10.2.4.3.2a
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
375
6.10.2.4.3.3
Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
376
6.10.2.4.3.4
RB for CTCH + SRB for CCCH + SRB for BCCH
377
6.10.2.4.3.5
64.8kbps RB for MTCH with 80 ms TTI
378
6.10.2.4.3.6
129.6 kbps RB for MTCH with 80 ms TTI
379
6.10.2.4.3.7
259.2 kbps RB for MTCH with 40 ms TTI
380
6.10.2.4.3.8
7.6 kbps signalling RB for MCCH
381
6.10.2.4.3.9
Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH + SRB for MCCH
381
6.10.2.4.4
Combinations on PRACH
382
6.10.2.4.4.1
Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
382
6.10.2.4.4.2
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
383
6.10.2.4.5
Combinations on DPCH and HS-PDSCH
385
6.10.2.4.5.1
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
385
6.10.2.4.5.1a
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
389
6.10.2.4.5.2
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
390
6.10.2.4.5.3
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
391
6.10.2.4.5.3a
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
392
6.10.2.4.5.4
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
393
6.10.2.4.5.4a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
394
6.10.2.4.5.5
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH6.10.2.4.5.5.1 Uplink
394
6.10.2.4.5.5a
Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
396
6.10.2.4.5.6
Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
397
6.10.2.4.5.7
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
399
6.10.2.4.5.8
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
400
6.10.2.4.5.9
Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
403
6.10.2.4.5.10
Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB  + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB   + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
406
6.10.2.4.6
Combinations on HS-PDSCH and E-DPDCH
407
6.10.2.4.6.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
407
6.10.2.4.6.1a
Stand-alone UL: [max bit rate depending on UE category and TTI] DL:[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
409
6.10.2.4.6.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
410
6.10.2.4.6.3
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
411
6.10.2.4.6.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
184
6.10.2.4.6.5
Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
184
6.10.2.4.6.6
Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH (REL-6)
185
6.10.2.4.6.7
Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH (REL-6)
187
6.10.2.4.6.8
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
190
6.10.2.4.6.9
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
191
6.10.2.4.7
Combinations on PRACH and HS-DSCH
195
6.10.3
RAB and signalling RB for TDD
198
6.10.3.1
RABs and signalling RBs
198
6.10.3.2
Combinations of RABs and Signalling RBs
199
6.10.3.3
Example of linkage between RABs and services
205
6.10.3.4
Typical radio parameter sets
205
6.10.3.4.1
Combinations on DPCH
205
6.10.3.4.1.1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
205
6.10.3.4.1.1a
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
207
6.10.3.4.1.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
208
6.10.3.4.1.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
210
6.10.3.4.1.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
211
6.10.3.4.1.4a
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
213
6.10.3.4.1.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
215
6.10.3.4.1.5a
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
217
6.10.3.4.1.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
218
6.10.3.4.1.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
220
6.10.3.4.1.7a
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
222
6.10.3.4.1.8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
224
6.10.3.4.1.9
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
225
6.10.3.4.1.10
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
227
6.10.3.4.1.11
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
229
6.10.3.4.1.12
Conversational / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
230
6.10.3.4.1.13
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
232
6.10.3.4.1.14
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
233
6.10.3.4.1.15
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
235
6.10.3.4.1.16
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
236
6.10.3.4.1.17
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
238
6.10.3.4.1.18
Void
239
6.10.3.4.1.19
Void
239
6.10.3.4.1.20
Void
239
6.10.3.4.1.21
Void
239
6.10.3.4.1.22
Void
239
6.10.3.4.1.23
Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
239
6.10.3.4.1.23a
Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
241
6.10.3.4.1.23b
Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
242
6.10.3.4.1.23c
Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
243
6.10.3.4.1.23d
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI)+ UL:3.4 DL:3.4 kbps SRBs for DCCH
245
6.10.3.4.1.24
Void
246
6.10.3.4.1.25
Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
246
6.10.3.4.1.26
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
247
6.10.3.4.1.27
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
248
6.10.3.4.1.28
Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
249
6.10.3.4.1.29
Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
250
6.10.3.4.1.30
Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
251
6.10.3.4.1.31
Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
252
6.10.3.4.1.32
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
253
6.10.3.4.1.33
Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
254
6.10.3.4.1.34
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
254
6.10.3.4.1.35
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
255
6.10.3.4.1.36
Void
256
6.10.3.4.1.37
Void
256
6.10.3.4.1.38
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
256
6.10.3.4.1.38a
Conversational / speech / 12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
258
6.10.3.4.1.38b
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
259
6.10.3.4.1.38c
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
260
6.10.3.4.1.38d
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
262
6.10.3.4.1.38e
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
264
6.10.3.4.1.38f
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
265
6.10.3.4.1.38g
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
266
6.10.3.4.1.38h
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
268
6.10.3.4.1.38i
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
269
6.10.3.4.1.38j
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
271
6.10.3.4.1.39
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
272
6.10.3.4.1.40
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
273
6.10.3.4.1.41
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
275
6.10.3.4.1.42
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
276
6.10.3.4.1.43
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
278
6.10.3.4.1.44
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
279
6.10.3.4.1.45
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
282
6.10.3.4.1.46
Void
283
6.10.3.4.1.47
Void
283
6.10.3.4.1.48
Void
283
6.10.3.4.1.49
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
283
6.10.3.4.1.49a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
284
6.10.3.4.1.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
285
6.10.3.4.1.51
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
286
6.10.3.4.1.51a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
288
6.10.3.4.1.51b
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
289
6.10.3.4.1.52
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
289
6.10.3.4.1.53
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
290
6.10.3.4.1.54
Void
291
6.10.3.4.1.55
Void
291
6.10.3.4.1.56
Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
291
6.10.3.4.1.57
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
292
6.10.3.4.1.58
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
294
6.10.3.4.1.59
Reserved for future use
295
6.10.3.4.1.60
Reserved for future use
295
6.10.3.4.1.61
Conversational / unknown / UL:8 DL:8 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
295
6.10.3.4.2
Combinations on PDSCH, SCCPCH, PUSCH and PRACH
297
6.10.3.4.2.1
Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
297
6.10.3.4.2.2
Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH+ UL: 16.8 DL: 16 kbps SRBs for SHCCH
303
6.10.3.4.2.3
Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
305
6.10.3.4.2.4
Interactive or background / UL: 384 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
306
6.10.3.4.3
Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
308
6.10.3.4.3.1
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
308
6.10.3.4.3.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
310
6.10.3.4.3.3
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
311
6.10.3.4.4
Combinations on SCCPCH
312
6.10.3.4.4.1
Stand-alone signalling RB for PCCH
312
6.10.3.4.4.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
313
6.10.3.4.4.2a
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
314
6.10.3.4.4.2b
SRBs for CCCH + SRB for DCCH + SRB for BCCH
315
6.10.3.4.4.3
Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
316
6.10.3.4.4.3a
SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
316
6.10.3.4.4.4
RB for CTCH + SRB for CCCH + SRB for BCCH
317
6.10.3.4.4.5
64.8kbps RB for MTCH with 80 ms TTI
318
6.10.3.4.4.6
129.6kbps RB for MTCH with 80 ms TTI
319
6.10.3.4.4.7
259.2 kbps RB for MTCH with 40 ms TTI
320
6.10.3.4.4.8
7.6 kbps signalling RB for MCCH
321
6.10.3.4.4.9
124.4kbps RB for MBSFN MTCH with 80 ms TTI
322
6.10.3.4.4.10
320.4kbps RB for MBSFN MTCH with 80 ms TTI
323
6.10.3.4.4.11
497.6kbps RB for MBSFN MTCH with 80 ms TTI
324
6.10.3.4.4.12
7.2 kbps signalling RB for MBSFN MCCH
325
6.10.3.4.5
Combinations on PRACH
325
6.10.3.4.5.1
SRB for CCCH + SRB for DCCH
325
6.10.3.4.5.2
Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
326
6.10.3.4.5.3
Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
326
6.10.3.4.6
Combinations on DPCH and HS-PDSCH
327
6.10.3.4.6.1
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
327
6.10.3.4.6.2
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
329
6.10.3.4.6.3
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
330
6.10.3.4.6.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
330
6.10.3.4.6.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
332
6.10.3.4.6.6
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
332
6.10.3.4.6.7
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
334
6.10.3.4.6.8
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
334
6.10.3.4.6.9
Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
336
6.10.3.4.6.10
Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
337
6.10.3.4.6.11
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
338
6.10.3.4.7
Combinations on HS-PDSCH and E-PUCH
340
6.10.3.4.7.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
340
6.10.3.4.7.3
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
342
6.10.3.4.7.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
342
6.10.3.4.7.5
Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
343
6.11
Common Radio Bearer configurations for other test purposes
345
6.11.1
Unacknowledged Mode Radio Bearer configuration (7 bit Length Indicator)
345
6.11.1a
Streaming / unknown / DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
346
6.11.1b
Streaming / unknown /  DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
347
6.11.1c
8kbps RB for MBSFN MTCH (3.84 Mcps TDD)
348
6.11.1d
8kbps RB for MBSFN MTCH (7.68 Mcps TDD)
348
6.11.1e
8kbps RB for MBSFN MTCH (3.84 Mcps TDD IMB)
349
6.11.2
Unacknowledged Mode Radio Bearer configuration (15 bit Length Indicator)
349
6.11.2.1
Transport channel parameters for the Uplink RAB
349
6.11.2.2
Transport channel parameters for the Downlink RAB
350
6.11.2a
64kbps RB for MBSFN MTCH (3.84 Mcps TDD)
350
6.11.2b
64kbps RB for MBSFN MTCH (7.68 Mcps TDD)
351
6.11.3
Acknowledged Mode Radio Bearer configuration (7 bit Length Indicator)
351
6.11.4
Acknowledged Mode Radio Bearer configuration (15 bit Length Indicator)
352
6.11.4.1
Transport channel parameters for the Uplink RAB
352
6.11.4.2
Transport channel parameters for the Downlink RAB
352
6.11.4a
Reference Radio Bearer configurations used in MAC-hs testing
353
6.11.4a.1
5 x Interactive or background / UL: 8 kbps DL: [max bit rate depending on UE category] / UM PS RAB
353
6.11.4a.1.1
Uplink
353
6.11.4a.1.1.1
Uplink Transport channel parameters for DCH
353
6.11.4a.1.1.2
Uplink physical channel parameters
353
6.11.4a.1.2
Downlink
353
6.11.4a.1.2.1
Transport channel parameters for HS-DSCH
354
6.11.4a.1.2.2
Downlink Transport channel parameters for DCH
354
6.11.4a.1.2.3
Downlink physical channel parameters
355
6.11.4b
Interactive or background / UL: 0 kbps DL: 0 kbps PS RAB
355
6.11.4b.1
Uplink
355
6.11.4b.1.1
Uplink Transport channel parameters for DCH
355
6.11.4b.2
Downlink
355
6.11.4b.2.1
Downlink Transport channel parameters for DCH
355
6.11.4c
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
357
6.11.4c.1
Uplink
357
6.11.4c.1.1
Transport channel parameters
357
6.11.4c.1.1.1
Transport channel parameters for E-DCH
357
6.11.4c.1.2
Physical channel parameters
357
6.11.4c.1.2.1
Physical channel parameters on E-DPDCH
357
6.11.4c.1.2.2
Physical channel parameters for DPCH
357
6.11.4c.2
Downlink
357
6.11.4c.2.1
Transport channel parameters
357
6.11.4c.2.1.1
Transport channel parameters for HS-DSCH
357
6.11.4c.2.2
Physical channel parameters
358
6.11.4c.2.2.1
Physical channel parameters on DPCH
358
6.11.4c.2.2.2
Physical channel parameters on HS-PDSCH
358
6.11.4d
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] + DL: 3.4 kbps SRBs for DCCH on E-DCH and DCH
358
6.11.4d.1
Uplink
358
6.11.4d.1.1
Transport channel parameters
358
6.11.4d.1.1.1
Transport channel parameters for E-DCH
358
6.11.4d.1.2
Physical channel parameters
359
6.11.4d.1.2.1
Physical channel parameters on E-DPDCH
359
6.11.4d.2
Downlink
359
6.11.4d.2.1
Transport channel parameters
359
6.11.4d.2.1.1
Transport channel parameters for HS-DSCH
359
6.11.4d.2.1.2
Transport channel parameters for DCH
359
6.11.4d.2.2
Physical channel parameters
359
6.11.4d.2.2.1
Physical channel parameters on DPCH
359
6.11.4d.2.2.2
Physical channel parameters on HS-PDSCH
359
6.11.4e
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
359
6.11.4e.1
Uplink
359
6.11.4e.1.1
Transport channel parameters
359
6.11.4e.1.1.1
Transport channel parameters for Interactive or background / UL:64 kbps / PS RAB
359
6.11.4e.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH
360
6.11.4e.1.1.3
TFCS
360
6.11.4e.2
Downlink
360
6.11.4e.2.1
Transport channel parameters
360
6.11.4e.2.1.1
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB
360
6.11.4e.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH
360
6.11.4e.2.1.3
TFCS
361
6.11.4e.2.2
Physical channel parameters
361
6.11.4f
Reference Radio Bearer configurations used in MAC-ehs testing
361
6.11.4f.1
3 x Interactive or background / UL: 8 kbps DL: [max bit rate depending on UE category] / UM PS RAB
361
6.11.4f.1.1
Uplink
361
6.11.4f.1.1.1
Uplink Transport channel parameters for DCH
361
6.11.4f.1.1.2
Uplink physical channel parameters
362
6.11.4f.1.2
Downlink
362
6.11.4f.1.2.1
Transport channel parameters for HS-DSCH
362
6.11.4f.1.2.2
Downlink Transport channel parameters for DCH
362
6.11.4f.1.2.3
Downlink physical channel parameters
362
6.11.4f.2
1 x Interactive or background / UL: 8 kbps DL: [max bit rate depending on UE category] / UM PS RAB
362
6.11.4f.2.1
Uplink
363
6.11.4f.2.1.1
Uplink Transport channel parameters for DCH
363
6.11.4f.2.1.2
Uplink physical channel parameters
363
6.11.4f.2.2
Downlink
363
6.11.4f.2.2.1
Transport channel parameters for HS-DSCH
363
6.11.4f.2.2.2
Downlink Transport channel parameters for DCH
364
6.11.4f.2.2.3
Downlink physical channel parameters
364
6.11.4g
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
365
6.11.4g.1
Uplink
365
6.11.4g.1.1
Transport channel parameters
365
6.11.4g.1.1.1
Transport channel parameters for E-DCH
365
6.11.4g.1.2
Physical channel parameters
365
6.11.4g.1.2.1
Physical channel parameters on E-PUCH
365
6.11.4g.1.2.2
Physical channel parameters for DPCH
365
6.11.4g.2
Downlink
365
6.11.4g.2.1
Transport channel parameters
365
6.11.4g.2.1.1
Transport channel parameters for HS-DSCH
365
6.11.4g.2.2
Physical channel parameters
366
6.11.4g.2.2.1
Physical channel parameters on DPCH
366
6.11.4g.2.2.2
Physical channel parameters on HS-PDSCH
366
6.11.4h
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] + DL: 3.4 kbps SRBs for DCCH on E-DCH and DCH for 3.84Mcps TDD
366
6.11.4h.1
Uplink
366
6.11.4h.1.1
Transport channel parameters
366
6.11.4h.1.1.1
Transport channel parameters for E-DCH
366
6.11.4h.1.2
Physical channel parameters
366
6.11.4h.1.2.1
Physical channel parameters on E-PUCH
366
6.11.4h.2
Downlink
367
6.11.4h.2.1
Transport channel parameters
367
6.11.4h.2.1.1
Transport channel parameters for HS-DSCH
367
6.11.4h.2.1.2
Transport channel parameters for DCH
367
6.11.4h.2.2
Physical channel parameters
367
6.11.4h.2.2.1
Physical channel parameters on DPCH
367
6.11.4h.2.2.2
Physical channel parameters on HS-PDSCH
367
6.11.4i
Reference Radio Bearer configurations used in CPC testing
367
6.11.4i.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / UM PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
367
6.11. 4i.1.1
Uplink
367
6.11. 4i.1.1.1
Transport channel parameters
367
6.11. 4i.1.1.1.1
Transport channel parameters for E-DCH
367
6.11. 4i.1.1.2
Physical channel parameters
368
6.11. 4i.1.1.2.1
Physical channel parameters on E-DPDCH
368
6.11. 4i.1.2
Downlink
368
6.11. 4i.1.2.1
Transport channel parameters
368
6.11. 4i.1.2.1.1
Transport channel parameters for HS-DSCH
368
6.11. 4i.1.2.2
Physical channel parameters
368
6.11. 4i.1.2.2.2
Physical channel parameters on HS-PDSCH
368
6.11.4j
Reference Radio Bearer configurations used in Improved L2 testing
368
6.11.4j.1
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / UM PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
368
6.11. 4j.1.2.1
Transport channel parameters
369
6.11. 4j.1.2.1.1
Transport channel parameters for HS-DSCH
369
6.11.4j.1.2.2
Physical channel parameters
369
6.11.4j.1.2.2.1
Physical channel parameters on DPCH
369
6.11.4j.1.2.2.2
Physical channel parameters on HS-PDSCH
369
6.11.4j.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs SRBs for DCCH on E-DCH and HS-DSCH
369
6.11.4k
Reference Radio Bearer configurations used in Improved L2 UL testing
371
6.11.4k.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
371
6.11.4k.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
372
6.11.4k.2.1.1.1
Transport channel parameters for E-DCH
372
6.11.4k.2.2.2.2
Physical channel parameters on HS-PDSCH
373
6.11.4k.3
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs SRBs for DCCH on E-DCH and HS-DSCH
373
6.11.4k.4
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + 3.4 kbps SRBs for DCCH on E-DCH and DL DCH
374
6.11.4k.4.1.2.1
Physical channel parameters on E-DPDCH
374
6.11.4k.5
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
375
6.11.4k.5.1
Uplink
375
6.11.4k.5.1.2.1
Physical channel parameters on E-DPDCH
375
6.11.4l
Reference Radio Bearer configurations used in UL packet filtering testing
376
6.11.4l.1
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
376
6.11.5
Reference Radio Bearer configurations used in Radio Bearer testing for 1.28 Mcps TDD
377
6.11.5.1
RABs and signalling RBs
377
6.11.5.2
Combinations of RABs and Signalling RBs
377
6.11.5.3
Example of linkage between RABs and services
386
6.11.5.4
Typical radio parameter sets
386
6.11.5.4.1
Combinations on DPCH
386
6.11.5.4.1.1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
386
6.11.5.4.1.1a
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
387
6.11.5.4.1.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
387
6.11.5.4.1.2a
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe)
388
6.11.5.4.1.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
390
6.11.5.4.1.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
390
6.11.5.4.1.4a
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
391
6.11.5.4.1.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
392
6.11.5.4.1.5a
Conversational / speech / UL:10.2 6.7  5.9 4.75  DL:10.2  6.7  5.9 4.75  kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
393
6.11.5.4.1.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
394
6.11.5.4.1.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
395
6.11.5.4.1.7a
Conversational / speech / UL:7.4  6.7  5.9 4.75   DL:7.4  6.7  5.9 4.75  / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
395
6.11.5.4.1.8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
396
6.11.5.4.1.9
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
397
6.11.5.4.1.10
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
398
6.11.5.4.1.11
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
399
6.11.5.4.1.12
Conversational / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
400
6.11.5.4.1.13
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
400
6.11.5.4.1.14
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
401
6.11.5.4.1.15
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
402
6.11.5.4.1.16
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
403
6.11.5.4.1.17
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
404
6.11.5.4.1.18
Void
405
6.11.5.4.1.19
Void
405
6.11.5.4.1.20
Void
405
6.11.5.4.1.21
Void
405
6.11.5.4.1.22
Void
405
6.11.5.4.1.23
Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
405
6.11.5.4.1.23a
Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
406
6.11.5.4.1.23b
Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
406
6.11.5.4.1.23c
Interactive or background / UL:32 DL32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
407
6.11.5.4.1.23d
Interactive or background / UL:32 DL32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
408
6.11.5.4.1.24
Void.
409
6.11.5.4.1.25
Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
409
6.11.5.4.1.26
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
409
6.11.5.4.1.27
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
410
6.11.5.4.1.28
Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
410
6.11.5.4.1.29
Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
411
6.11.5.4.1.30
Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
411
6.11.5.4.1.31
Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
412
6.11.5.4.1.32
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
412
6.11.5.4.1.33
Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
413
6.11.5.4.1.34
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
413
6.11.5.4.1.35
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
413
6.11.5.4.1.36
Void
414
6.11.5.4.1.37
Void
414
6.11.5.4.1.38
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
414
6.11.5.4.1.38a
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
415
6.11.2.5.1.38b
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
416
6.11.5.4.1.38c
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
417
6.11.5.4.1.38d
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
418
6.11.5.4.1.38e
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2 7.95 5.9 4.75 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
419
6.11.5.4.1.38f
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
420
6.11.5.4.1.38g
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
421
6.11.5.4.1.38h
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
422
6.11.5.4.1.38i
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
423
6.11.5.4.1.38j
Conversational / speech / UL: 12.2  7.95  5.9 4.75  DL:12.2  7.95  5.9  4.75 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
424
6.11.5.4.1.39
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
425
6.11.5.4.1.40
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
425
6.11.5.4.1.41
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
426
6.11.5.4.1.42
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
427
6.11.5.4.1.43
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
428
6.11.5.4.1.44
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
428
6.11.5.4.1.45
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
430
6.11.5.4.1.46
Void
431
6.11.5.4.1.47
Void
431
6.11.5.4.1.48
Void
431
6.11.5.4.1.49
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
431
6.11.5.4.1.49a
Conversational / speech / UL: 12.2  7.95  5.9  4.75 DL: 12.2  7.95  5.9  4.75 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
432
6.11.5.4.1.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
433
6.11.5.4.1.51
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
434
6.11.5.4.1.51a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
435
6.11.5.4.1.51b
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
435
6.11.5.4.1.52
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
436
6.11.5.4.1.53
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
437
6.11.5.4.1.54
Void
437
6.11.5.4.1.55
Void
437
6.11.5.4.1.56
Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
437
6.11.5.4.1.57
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
438
6.11.5.4.1.58
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
439
6.11.5.4.1.59
Reserved for future use
440
6.11.5.4.1.60
Reserved for future use
440
6.11.5.4.1.61
Conversational / unknown / UL:8 DL:8 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
440
6.11.5.4.1.62
Interactive or background / UL:256 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
441
6.11.5.4.1.63
Streaming / unknown / UL:16 DL:32 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
442
6.11.5.4.1.64
Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
443
6.11.5.4.1.65
Streaming / unknown / UL:32 DL:256 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
443
6.11.5.4.1.66
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
445
6.11.5.4.1.67
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
445
6.11.5.4.1.68
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
446
6.11.5.4.1.69
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:128 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
447
6.11.5.4.1.70
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
448
6.11.5.4.2
Combinations on PDSCH, SCCPCH, PUSCH and PRACH
450
6.11.5.4.2.1
Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
450
6.11.5.4.2.2
Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH+ UL: 16.8 DL: 16 kbps SRBs for SHCCH
452
6.11.5.4.2.3
Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
453
6.11.5.4.3
Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
455
6.11.5.4.3.1
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6  kbps SRBs for CCCH, SHCCH and BCCH
455
6.11.5.4.3.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+  DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
456
6.11.5.4.3.3
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH + DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
457
6.11.5.4.4
Combinations on SCCPCH
458
6.11.5.4.4.1
Stand-alone signalling RB for PCCH
458
6.11.5.4.4.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
458
6.11.5.4.4.2a
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
459
6.11.5.4.4.2b
SRBs for CCCH + SRB for DCCH + SRB for BCCH
459
6.11.5.4.4.3
Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
460
6.11.5.4.4.3a
SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
460
6.11.5.4.4.4
RB for CTCH + SRB for CCCH + SRB for BCCH
461
6.11.5.4.4.5
64.8kbps RB for MTCH with 40 ms TTI
462
6.11.5.4.4.6
129.6 kbps RB for MTCH with 40 ms TTI
463
6.11.5.4.4.7
259.2 kbps RB for MTCH with 40 ms TTI
464
6.11.5.4.4.8
7.6 kbps signalling RB for MCCH
464
6.11.5.4.4.9
128kbps RB for MBSFN MTCH with 40 ms TTI
465
6.11.5.4.4.10
192 kbps RB for MBSFN MTCH with 40 ms TTI
466
6.11.5.4.4.11
384 kbps RB for MBSFN MTCH with 40 ms TTI
467
6.11.5.4.4.12
7.2 kbps signalling RB for MBSFN MCCH
468
6.11.5.4.4.13
8kbps RB for MBSFN MTCH with 40 ms TTI
469
6.11.5.4.4.14
64kbps RB for MBSFN MTCH with 40 ms TTI
470
6.11.5.4.5
Combinations on PRACH
470
6.11.5.4.5.1
SRB for CCCH + SRBs for DCCH
470
6.11.5.4.5.2
Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRBs for DCCH
471
6.11.5.4.5.3
Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
471
6.11.5.4.6
Combinations on DPCH and HS-PDSCH
472
6.11.5.4.6.1
Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
472
6.11.5.4.6.1a
Interactive or background / UL:8 (multiframe) DL: [max bit rate depending on UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe) (REL-5)
476
6.11.5.4.6.1b
Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (64QAM)
477
6.11.5.4.6.2
Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
481
6.11.5.4.6.2a
Interactive or background / UL:16(multiframe) DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
481
6.11.5.4.6.3
Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
482
6.11.5.4.6.3a
Interactive or background / UL:32(multiframe) DL: [max bit rate depending on UE category] / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
482
6.11.5.4.6.4
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
483
6.11.5.4.6.5
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
483
6.11.5.4.6.6
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
483
6.11.5.4.6.7
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
484
6.11.5.4.6.8
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
484
6.11.5.4.6.9
Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB+UL:3.4 DL:3.4 kbps SRBs for DCCH
485
6.11.5.4.6.10
Conversational/Speech/UL:12.2 DL:12.2kbps/CS RAB + interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB +  interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB  + UL:3.4 DL 3.4 kbps SRB for DCCH
485
6.11.5.4.6.11
Streaming/ UL:32 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
486
6.11.5.4.6.12
Streaming/ UL:16 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
487
6.11.5.4.6.13
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + interactive or Background/ UL:384 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
487
6.11.5.4.6.14
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:16 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
488
6.11.5.4.6.15
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:32 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
488
6.11.5.4.6.16
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
489
6.11.5.4.6.17
Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
490
6.11.5.4.7
Combinations on HS-PDSCH and E-PUCH
490
6.11.5.4.7.1
Stand-alone UL: [max bit rate depending on UE category and TTI] DL:[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
490
6.11.5.4.7.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
492
6.11.5.4.7.3
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
493
6.11.5.4.7.4
 Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
494
6.11.5.4.7.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
494
6.11.5.4.7.6
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
495
6.11.5.4.7.7
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category]  + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
496
6.11.5.4.7.8
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
497
6.11.5.4.7.9
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
497
6.11.5.4.7.10
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
498
6.11.5.4.7.11
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
498
6.11.5.4.7.12
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
498
6.11.5.4.7.13
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
498
6.11.5.4.7.14
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
499
6.11.5.4.7.15
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
499
6.11.5.4.7.16
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
500
6.11.5.4.7.17
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
500
6.11.5.4.7.18
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
501
6.11.5.4.7.19
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
501
6.11.5.4.7.20
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
502
6.11.5.4.7.21
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
502
6.11.5.4.7.22
Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
503
6.11.5.4.8
Reference Radio Bearer configurations used in MAC-ehs testing
505
6.11.5.4.8.1
3 x Interactive or background / UL: 8 kbps DL: [max bit rate depending on UE category] / UM PS RAB
505
6.11.5.4.8.1.1
Uplink
505
6.11.5.4.8.1.1.1
Uplink Transport channel parameters for DCH
505
6.11.5.4.8.1.1.2
Uplink physical channel parameters
505
6.11.5.4.8.1.2
Downlink
505
6.11.5.4.8.1.2.1
Transport channel parameters for HS-DSCH
505
6.11.5.4.8.1.2.2
Downlink Transport channel parameters for DCH
506
6.11.5.4.8.1.2.3
Downlink physical channel parameters
506
6.11.5.4.8.2
1 x Interactive or background / UL: 8 kbps DL: [max bit rate depending on UE category] / UM PS RAB
506
6.11.5.4.8.2.1
Uplink
506
6.11.5.4.8.2.1.1
Uplink Transport channel parameters for DCH
506
6.11.5.4.8.2.1.2
Uplink physical channel parameters
507
6.11.5.4.8.2.2
Downlink
507
6.11.5.4.8.2.2.1
Transport channel parameters for HS-DSCH
507
6.11.5.4.8.2.2.2
Downlink Transport channel parameters for DCH
508
6.11.5.4.8.2.2.3
Downlink physical channel parameters
508
6.11.5.4.9
Reference Radio Bearer configurations used in Improved L2 UL testing
509
6.11.5.4.9.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
509
6.11.5.4.9.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
510
6.11.5.4.9.2.1.1.1
Transport channel parameters for E-DCH
510
6.11.5.4.9.2.2.2.2
Physical channel parameters on HS-PDSCH
511
6.11.5.4.9.3
 Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs SRBs for DCCH on E-DCH and HS-DSCH
511
6.11.5.4.9.4
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + 3.4 kbps SRBs for DCCH on E-DCH and DL DCH
512
6.11.5.4.9.4.1.2.1
Physical channel parameters on E-PUCH
512
6.11.6
Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD
513
6.11.6.1
RABs and signalling RBs
513
6.11.6.2
Combinations of RABs and Signalling RBs
514
6.11.6.3
Example of linkage between RABs and services
520
6.11.6.4
Typical radio parameter sets
520
6.11.6.4.1
Combinations on DPCH
520
6.11.6.4.1.1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
520
6.11.6.4.1.1a
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe)
522
6.11.6.4.1.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
523
6.11.6.4.1.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
525
6.11.6.4.1.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
527
6.11.6.4.1.4a
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
528
6.11.6.4.1.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
530
6.11.6.4.1.5a
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
532
6.11.6.4.1.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
534
6.11.6.4.1.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
535
6.11.6.4.1.7a
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
537
6.11.6.4.1.8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
539
6.11.6.4.1.9
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
540
6.11.6.4.1.10
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
542
6.11.6.4.1.11
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH
544
6.11.6.4.1.12
Conversational / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
545
6.11.6.4.1.13
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
547
6.11.6.4.1.14
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
548
6.11.6.4.1.15
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
550
6.11.6.4.1.16
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
551
6.11.6.4.1.17
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
553
6.11.6.4.1.18
Void
554
6.11.6.4.1.19
Void
554
6.11.6.4.1.20
Void
554
6.11.6.4.1.21
Void
554
6.11.6.4.1.22
Void
554
6.11.6.4.1.23
Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
554
6.11.6.4.1.23a
Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
556
6.11.6.4.1.23b
Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
557
6.11.6.4.1.23c
Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
558
6.11.6.4.1.23d
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI)+ UL:3.4 DL:3.4 kbps SRBs for DCCH
560
6.11.6.4.1.24
Void
561
6.11.6.4.1.25
Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
561
6.11.6.4.1.26
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
562
6.11.6.4.1.27
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
563
6.11.6.4.1.28
Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
564
6.11.6.4.1.29
Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
565
6.11.6.4.1.30
Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
566
6.11.6.4.1.31
Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
567
6.11.6.4.1.32
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
568
6.11.6.4.1.33
Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
569
6.11.6.4.1.34
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
569
6.11.6.4.1.35
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
570
6.11.6.4.1.36
Void
571
6.11.6.4.1.37
Void
571
6.11.6.4.1.38
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
571
6.11.6.4.1.38a
Conversational / speech / 12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
573
6.11.6.4.1.38b
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
574
6.11.6.4.1.38c
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
575
6.11.6.4.1.38d
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
577
6.11.6.4.1.38e
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
579
6.11.6.4.1.38f
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
580
6.11.6.4.1.38g
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
581
6.11.6.4.1.38h
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
583
6.11.6.4.1.38i
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
584
6.11.6.4.1.38j
Conversational / speech / (12.2, 7.95, 5.9, 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
586
6.11.6.4.1.39
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
587
6.11.6.4.1.40
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
588
6.11.6.4.1.41
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
590
6.11.6.4.1.42
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
591
6.11.6.4.1.43
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
593
6.11.6.4.1.44
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
594
6.11.6.4.1.45
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
597
6.11.6.4.1.46
Void
598
6.11.6.4.1.47
Void
598
6.11.6.4.1.48
Void
598
6.11.6.4.1.49
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
598
6.11.6.4.1.49a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
599
6.11.6.4.1.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
600
6.11.6.4.1.51
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
601
6.11.6.4.1.51a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
603
6.11.6.4.1.51b
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
604
6.11.6.4.1.52
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
604
6.11.6.4.1.53
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
605
6.11.6.4.1.54
Void
606
6.11.6.4.1.55
Void
606
6.11.6.4.1.56
Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
606
6.11.6.4.1.57
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
607
6.11.6.4.1.58
Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
609
6.11.6.4.1.59
Reserved for future use
610
6.11.6.4.1.60
Reserved for future use
610
6.11.6.4.1.61
Conversational / unknown / UL:8 DL:8 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
610
6.11.6.4.2
Combinations on PDSCH, SCCPCH, PUSCH and PRACH
612
6.11.6.4.2.1
Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
612
6.11.6.4.2.2
Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH+ UL: 16.8 DL: 16 kbps SRBs for SHCCH
618
6.11.6.4.2.3
Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
620
6.11.6.4.2.4
Interactive or background / UL: 384 DL: 2 048 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
621
6.11.6.4.3
Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
623
6.11.6.4.3.1
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
623
6.11.6.4.3.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
625
6.11.6.4.3.3
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2 048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH
626
6.11.6.4.4
Combinations on SCCPCH
627
6.11.6.4.4.1
Stand-alone signalling RB for PCCH
627
6.11.6.4.4.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
628
6.11.6.4.4.2a
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
629
6.11.6.4.4.2b
SRBs for CCCH + SRB for DCCH + SRB for BCCH
630
6.11.6.4.4.3
Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
631
6.11.6.4.4.3a
SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
631
6.11.6.4.4.4
RB for CTCH + SRB for CCCH + SRB for BCCH
632
6.11.6.4.4.5
64.8kbps RB for MTCH with 80 ms TTI
633
6.11.6.4.4.6
129.6kbps RB for MTCH with 80 ms TTI
634
6.11.6.4.4.7
259.2 kbps RB for MTCH with 40 ms TTI
635
6.11.6.4.4.8
7.6 kbps signalling RB for MCCH
636
6.11.6.4.4.9
124.4kbps RB for MBSFN MTCH with 80 ms TTI
637
6.11.6.4.4.10
320.4kbps RB for MBSFN MTCH with 80 ms TTI
638
6.11.6.4.4.11
497.6 kbps RB for MBSFN MTCH with 80 ms TTI
639
6.11.6.4.4.12
7.2 kbps signalling RB for MBSFN MCCH
640
6.11.6.4.5
Combinations on PRACH
640
6.11.6.4.5.1
SRB for CCCH + SRB for DCCH
640
6.11.6.4.5.2
Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
641
6.11.6.4.5.3
Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
641
6.11.6.4.6
Combinations on DPCH and HS-PDSCH
642
6.11.6.4.6.1
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
642
6.11.6.4.6.1.1
Uplink
642
6.11.6.4.6.1.2
Downlink
642
6.11.6.4.6.2
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
644
6.11.6.4.6.3
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
645
6.11.6.4.6.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
645
6.11.6.4.6.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
647
6.11.6.4.6.6
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
647
6.11.6.4.6.7
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
649
6.11.6.4.6.8
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
649
6.11.6.4.6.9
Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
651
6.11.6.4.6.10
Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
652
6.11.6.4.6.11
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
653
6.11.6.4.7
Combinations on HS-PDSCH and E-PUCH
655
6.11.6.4.7.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
655
6.11.6.4.7.3
 Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
657
6.11.6.4.7.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
658
6.11.6.4.7.5
 Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
658
6.11.7
Reference Radio Bearer configurations used in Radio Bearer testing for 3.84 Mcps TDD IMB
659
6.11.7.1
Combinations of RABs and Signalling RBs
659
6.11.7.2
Typical radio parameter sets
659
6.11.7.2.1
Combination on SCCPCH
659
6.11.7.2.1.1
7.6 kbps signalling RB for MBSFN MCCH with 40ms TTI
659
6.11.7.2.2
Combinations on SCCPCH Type 2
660
6.11.7.2.2.1
124.4kbps RB for MBSFN MTCH with 80 ms TTI
660
6.11.7.2.2.2
320.4kbps RB for MBSFN MTCH with 80 ms TTI
661
6.11.7.2.2.3
497.6kbps RB for MBSFN MTCH with 80 ms TTI
662
7
Generic setup procedures
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7.1
Basic Generic Procedures
663
7.1.1
UE Test States for Basic Generic Procedures
663
7.1.2
Mobile terminated establishment of Radio Resource Connection
664
7.1.2.1
Initial conditions
664
7.1.2.2
Definition of system information messages
664
7.1.2.3
Procedure
664
7.1.2.4
Specific message contents
664
7.1.2.4.1
PAGING TYPE 1
664
7.1.2.4.2 
RRC CONNECTION REQUEST
665
7.1.2.4.3
RRC CONNECTION SETUP
665
7.1.2.4.4
RRC CONNECTION SETUP COMPLETE
665
7.1.3
Radio Bearer Setup Procedure
667
7.1.3.1
Initial conditions
667
7.1.3.2
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7.1.3.3
Procedure
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7.1.3.4.1
RADIO BEARER SETUP
667
7.1.3.4.2
RADIO BEARER SETUP COMPLETE
668
7.2
Generic setup procedures
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7.2.1
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7.2.2
Registration of UE
669
7.2.2.1
Registration on CS
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7.2.2.2
Registration on PS
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Procedure
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7.2.3
Call setup
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7.2.3.1
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7.2.4
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7.2.4.1
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EFPUID (Previous Unique Identifier)
771
8.3.3.2.13
EFEMAIL (e-mail address)
771
8.3.3.3
Contents of files at the DF GSM-ACCESS level (Files required for GSM Access)
771
8.3.3.3.1
EFKc (GSM Ciphering key Kc)
771
8.3.3.3.2
EFKcGPRS (GPRS Ciphering key KcGPRS)
771
8.3.3.3.3
Void
771
8.3.3.3.4
EFCPBCCH (CPBCCH Information)
771
8.3.3.3.5
EFInvScan (Investigation Scan)
771
8.3.3.4
Contents of files at the DF HNB level
771
8.3.3.4.1
EFACSGL (Allowed CSG Lists)
771
8.3.3.4.2
EFCSGT (CSG Type)
771
8.3.3.4.3
EFHNBN (Home NodeB Name)
771
8.3.3.4.4
EFOCSGL (Operator CSG Lists)
772
8.3.3.4.5
EFOCSGT (Operator CSG Type)
772
8.3.3.4.6
EFOHNBN (Operator Home NodeB Name)
772
8.3.4
Contents of EFs at the TELECOM level
772
8.3.4.1
EFADN (Abbreviated dialling numbers)
772
8.3.4.2
EFEXT1 (Extension1)
772
8.3.4.3
EFECCP (Extended Capability Configuration Parameter)
772
8.3.4.4
EFSUME (SetUpMenu Elements)
772
8.3.4.5
EFARR (Access rule reference)
772
8.3.5
Contents of DFs at the TELECOM level
772
8.3.5.1
Contents of files at the DFGRAPHICS level
772
8.3.5.1.1
EFIMG (Image)
772
8.3.5.1.2
Image Instance Data Files
772
8.3.5.2
Contents of files at the DFPHONEBOOK under the DFTELECOM
772
9
Default Message Contents
773
9.1
Default Message Contents for Signalling
773
9.1.1
Default RRC Message Contents (FDD)
773
Default SYSTEM INFORMATION:
773
Contents of ACTIVE SET UPDATE message: AM
773
Contents of ACTIVE SET UPDATE COMPLETE message: AM
774
Contents of ACTIVE SET UPDATE FAILURE message: AM
774
Contents of CELL UPDATE message: TM
774
Contents of CELL UPDATE CONFIRM message: UM
775
Contents of DOWNLINK DIRECT TRANSFER message: AM
776
Contents of HANDOVER FROM UTRAN COMMAND-GSM message: AM
776
Contents of HANDOVER FROM UTRAN FAILURE message: AM
776
Contents of INITIAL DIRECT TRANSFER message: AM
777
Contents of MBMS GENERAL INFORMATION message: UM
778
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM
778
Contents of MBMS CURRENT CELL P-T-M RB INFORMATION message: UM
781
Contents of MBMS MODIFIED SERVICES INFORMATION message: UM
782
Contents of MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message: UM
782
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM
783
Contents of MEASUREMENT CONTROL message: AM
784
Contents of MEASUREMENT CONTROL FAILURE message: AM
785
Contents of MEASUREMENT REPORT message: AM
785
Contents of PAGING TYPE 1 message: TM (Speech in CS)
786
Contents of PAGING TYPE 1 message: TM (The others of speech in CS)
786
Contents of PAGING TYPE 1 message: TM (Packet in PS)
786
Contents of PAGING TYPE 1 message: TM (SMS in CS)
786
Contents of PAGING TYPE 1 message: TM (SMS in PS)
787
Contents of PAGING TYPE 2 message: AM (Speech in CS)
787
Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM
787
Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM
791
Contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message: AM
791
Contents of RADIO BEARER SETUP message: AM or UM
791
Contents of RADIO BEARER SETUP message: AM or UM, for MBMS PtP Radio Bearer Setup
880
Contents of RADIO BEARER SETUP COMPLETE message: AM
882
Contents of RADIO BEARER SETUP FAILURE message: AM
882
Contents of RADIO BEARER RECONFIGURATION message: AM or UM
883
Contents of RADIO BEARER RECONFIGURATION FAILURE message: AM
892
Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM
892
Contents of RADIO BEARER RELEASE message: AM or UM
892
Contents of RADIO BEARER RELEASE COMPLETE message: AM
898
Contents of RADIO BEARER RELEASE FAILURE message: AM
898
Contents of RRC CONNECTION REQUEST message: TM
898
Contents of RRC CONNECTION REJECT message: UM
899
Contents of RRC CONNECTION RELEASE message: UM
899
Contents of RRC CONNECTION RELEASE COMPLETE message: AM or UM
900
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH in CELL_FACH)
900
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)
920
Contents of RRC CONNECTION SETUP COMPLETE message: AM
926
Contents of RRC STATUS message: AM
927
Contents of SECURITY MODE COMMAND message: AM
928
Contents of SECURITY MODE COMPLETE message: AM
929
Contents of SECURITY MODE FAILURE message: AM
929
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM
929
Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM
936
Contents of TRANSPORT CHANNEL RECONFIGURATION FAILURE message: AM
936
Contents of TRANSPORT FORMAT COMBINATION CONTROL message: AM or UM (in CELL_DCH)
936
Contents of TRANSPORT FORMAT COMBINATION CONTROL FAILURE message: AM
937
Contents of UE CAPABILITY ENQUIRY message: AM or UM
937
Contents of UE CAPABILITY INFORMATION message: AM
937
Contents of UE CAPABILITY INFORMATION CONFIRM message: AM or UM
938
Contents of UE INFORMATION REQUEST: AM
938
Contents of UE INFORMATION RESPONSE: AM
938
Contents of UTRAN MOBILITY INFORMATION message: AM or UM
939
9.1.2
Default Message Contents for Signalling (TDD)
942
Contents of RRC STATUS message: AM
942
Contents of SECURITY MODE FAILURE message: AM
942
Contents of URA UPDATE message: TM
942
Contents of URA UPDATE CONFIRM message: UM
942
Contents of UPLINK DIRECT TRANSFER message: AM
943
Contents of UTRAN MOBILITY INFORMATION message: AM or UM
943
Contents of UTRAN MOBILITY INFORMATION CONFIRM message: AM
944
Contents of UTRAN MOBILITY INFORMATION FAILURE message: AM
944
Contents of UE CAPABILITY ENQUIRY message
944
Contents of UE CAPABILITY INFORMATION message (1.28 Mpcs TDD)
944
Contents of UE CAPABILITY INFORMATION CONFIRM message
946
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
946
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
956
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
964
Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
973
Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM (1.28 Mcps TDD)
973
Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM (7.68 Mcps TDD)
974
Contents of TRANSPORT CHANNEL RECONFIGURATION FAILURE message: AM
974
Contents of TRANSPORT FORMAT COMBINATION CONTROL message: AM or UM (in CELL_DCH)
974
Contents of TRANSPORT FORMAT COMBINATION CONTROL FAILURE message: AM
974
Contents of RRC CONNECTION REJECT message: UM
975
Contents of CELL UPDATE message: TM
975
Contents of CELL UPDATE CONFIRM message: UM
975
Contents of HANDOVER FROM UTRAN COMMAND-GSM message: AM
976
Contents of HANDOVER FROM UTRAN FAILURE message: AM
977
Contents of MEASUREMENT CONTROL Message: AM (Intra-frequency measurement) (1.28 Mcps TDD)
977
Contents of MEASUREMENT CONTROL Message: AM (Inter-frequency measurement) (1.28 Mcps TDD)
978
Contents of MEASUREMENT CONTROL FAILURE Message: AM
980
Contents of MEASUREMENT REPORT message: AM Intra-frequency measurement (3.84 Mcps TDD)
981
Contents of MEASUREMENT REPORT message: AM (intra-frequency measurement) (1.28 Mcps TDD)
981
Contents of MEASUREMENT REPORT message: AM Intra-frequency measurement (7.68 Mcps TDD)
982
Contents of MEASUREMENT REPORT message: AM (inter-frequency measurement) (3.84 Mcps TDD)
983
Contents of MEASUREMENT REPORT message: AM (inter-frequency measurement) (1.28 Mcps TDD)
983
Contents of MEASUREMENT REPORT message: AM (inter-frequency measurement) (7.68 Mcps TDD)
984
Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
984
Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
988
Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (7.68 Mcps TDD)
992
Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
996
Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM (1.28 Mcps TDD)
996
Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM (7.68 Mcps TDD)
997
Contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message: AM
997
Contents of RADIO BEARER RECONFIGURATION message: AM or UM (3.84 Mcps TDD)
997
Contents of RADIO BEARER RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
1006
Contents of RADIO BEARER RECONFIGURATION message: AM or UM (7.68 Mcps TDD)
1015
Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM (3.84 Mcps TDD)
1024
Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM (1.28 Mcps TDD)
1025
Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM (7.68 Mcps TDD)
1025
Contents of RADIO BEARER RECONFIGURATION FAILURE message: AM
1026
Contents of RADIO BEARER RELEASE message: AM or UM (3.84 Mcps TDD)
1026
Contents of RADIO BEARER RELEASE message: AM or UM (1.28 Mcps TDD)
1031
Contents of RADIO BEARER RELEASE message: AM or UM (7.68 Mcps TDD)
1037
Contents of DOWNLINK DIRECT TRANSFER message: AM
1043
Contents of INITIAL DIRECT TRANSFER message: AM
1043
Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD)
1043
Contents of MBMS GENERAL INFORMATION message: UM (1.28 Mcps TDD)
1044
Contents of MBMS GENERAL INFORMATION message: UM (7.68 Mcps TDD)
1044
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (3.84 Mcps)
1045
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (1.28 Mcps TDD)
1048
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (7.68 Mcps)
1052
Contents of MBMS CURRENT CELL P-T-M RB INFORMATION message: UM
1056
Contents of MBMS MODIFIED SERVICES INFORMATION message: UM
1057
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM
1058
Contents of PAGING TYPE 1 message: TM (Speech in CS)
1059
Contents of PAGING TYPE 1 message: TM (The others of speech in CS)
1059
Contents of PAGING TYPE 1 message: TM (Packet in PS)
1060
Contents of RADIO BEARER SETUP message: AM or UM (3.84 Mcps TDD)
1060
Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
1095
Contents of RADIO BEARER SETUP message: AM or UM (7.68 Mcps TDD)
1152
Contents of RADIO BEARER SETUP COMPLETE message: AM
1171
Contents of RADIO BEARER SETUP FAILURE message: AM
1171
Contents of RADIO BEARER RELEASE COMPLETE message: AM (1.28 Mcps TDD)
1172
Contents of RADIO BEARER RELEASE COMPLETE message: AM (1.28 Mcps TDD)
1172
Contents of RADIO BEARER RELEASE FAILURE message: AM
1173
Contents of RRC CONNECTION REQUEST message: TM
1173
Contents of RRC CONNECTION REJECT message: UM
1173
Contents of RRC CONNECTION RELEASE message: UM
1174
Contents of RRC CONNECTION RELEASE COMPLETE message: AM or UM
1174
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (3.84 Mcps TDD option)
1174
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)
1181
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (7.68 Mcps TDD option)
1201
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)   (3.84 Mcps TDD)
1207
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH) (1.28 Mcps TDD)
1212
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH) (7.68 Mcps TDD)
1217
Contents of RRC CONNECTION SETUP COMPLETE message: AM
1221
Contents of SECURITY MODE COMMAND message: AM
1222
Contents of SECURITY MODE COMPLETE message: AM
1223
Contents of UPLINK DIRECT TRANSFER message: AM
1223
9.1.3
Default RRC Message Contents for MBSFN (TDD)
1224
Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD)
1224
Contents of MBMS GENERAL INFORMATION message: UM (1.28 Mcps TDD)
1224
Contents of MBMS GENERAL INFORMATION message: UM (7.68 Mcps TDD)
1225
Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD IMB)
1226
Contents of MBMS MODIFIED SERVICES INFORMATION message: UM
1227
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (Mixed Local/National carrier)
1228
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (Dedicated National carrier)
1230
Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (3.84 Mcps TDD IMB)
1231
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (3.84 Mcps)
1233
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (1.28 Mcps)
1236
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM (7.68 Mcps)
1239
Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD IMB)
1241
Contents of MBMS CURRENT CELL P-T-M RB INFORMATION message: UM
1243
9.1.4
Default Message Contents for WLAN interworking
1243
Contents of Router Advertisement message:
1243
9.2
Default Message Contents for RF
1247
9.2.1
Default Message Contents for RF (FDD)
1247
Contents of Activate RB Test Mode message
1247
Contents of Close UE Test Loop message (UE test loop mode 1 without Dummy DCCH transmission)
1247
Contents of Close UE Test Loop message (UE test loop mode 2 without Dummy DCCH transmission)
1247
Contents of Open UE Test Loop message
1247
Contents of MBMS COMMON P-T-M RB INFORMATION message: UM
1248
Contents of PAGING TYPE 1 message: TM (CS)
1249
Contents of PAGING TYPE 1 message: TM (PS)
1249
Contents of PAGING TYPE 2 message: TM (PS)
1249
Contents of RADIO BEARER SETUP message: AM or UM (Test Loop Mode1)
1250
Contents of RADIO BEARER SETUP message: AM or UM (UE supports PS RAB only)
1259
Contents of RADIO BEARER SETUP message: AM or UM (UE supports CS RAB for Test Loop Mode 2)
1264
Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)
1273
Contents of RADIO BEARER SETUP message: BTFD RMC for Test Loop Mode 2
1276
Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA)
1282
Contents of RADIO BEARER SETUP message: AM or UM (HSDPA with F-DPCH)
1290
Contents of RADIO BEARER SETUP message: AM or UM (DC-HSDPA)
1294
Contents of RADIO BEARER SETUP message: AM or UM (DC-HSUPA)
1297
Contents of RRC CONNECTION RELEASE message: UM
1305
Contents of RRC CONNECTION SETUP message: UM
1305
Contents of SECURITY MODE COMMAND message: AM
1311
9.2.2
Default Message Contents for RF (TDD)
1312
Contents of Activate RB Test Mode message
1312
Contents of Close UE Test Loop message
1312
Contents of Open UE Test Loop message
1313
Contents of PAGING TYPE 1 message: TM (CS)
1313
Contents of PAGING TYPE 1 message: TM (PS)
1313
Contents of RADIO BEARER SETUP message: AM or UM (3.84 Mcps TDD)
1313
Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
1318
Contents of RADIO BEARER SETUP message: AM or UM (7.68 Mcps TDD)
1324
Contents of RADIO BEARER SETUP message: AM or UM (HSDPA)
1329
Contents of RADIO BEARER SETUP message: AM or UM (HSDPA) (1.28 Mcps TDD)
1333
Contents of RADIO BEARER SETUP message: AM or UM (HSDPA) (7.68 Mcps TDD)
1338
Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA) (3.84Mcps TDD)
1342
Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA) (7.68Mcps TDD)
1346
Contents of RRC CONNECTION RELEASE message: UM
1350
Contents of RRC CONNECTION SETUP message: UM (3.84 Mcps TDD)
1350
Contents of RRC CONNECTION SETUP message: UM (1.28 Mcps TDD)
1356
Contents of RRC CONNECTION SETUP message: UM (7.68 Mcps TDD)
1362
Contents of SECURITY MODE COMMAND message: AM
1368
10
Void
1370
11
MBMS configurations for signalling test
1370
11.1
MCCH configurations
1370
11.1.1
MCCH configuration parameters
1370
11.1.1.1
Default1 MCCH information scheduling (mp 5.12s)
1370
11.1.1.2
Default2 MCCH information scheduling (mp 2.56s)
1370
11.1.1.3
Longest MCCH information scheduling (mp 10.24s)
1370
11.1.1.4
Shortest MCCH information scheduling (mp 1.28s)
1371
11.1.2
MCCH messages transmission in test
1371
11.1.3
Combinations and transmission order of critical MCCH messages
1372
11.2
MCCH configurations for MBSFN (TDD)
1373
11.2.1
MCCH configuration parameters
1373
11.2.1.1
Non-IMB
1373
11.2.1.1.1
Default1 MCCH information scheduling (mp 5.12s)
1373
11.1.1.1.2
Default2 MCCH information scheduling (mp 2.56s)
1373
11.1.1.1.3
Longest MCCH information scheduling (mp 10.24s)
1373
11.1.1.1.4
Shortest MCCH information scheduling (mp 1.28s)
1373
11.2.1.2
IMB
1373
11.2.1.2.1
Default1 MCCH information scheduling (mp 5.12s)
1374
11.1.1.2.2
Default2 MCCH information scheduling (mp 2.56s)
1374
11.1.1.2.3
Longest MCCH information scheduling (mp 10.24s)
1374
11.1.1.2.4
Shortest MCCH information scheduling (mp 1.28s)
1374
11.2.2
MCCH messages transmission in test
1374
11.2.3
Combinations and transmission order of critical MCCH messages
1375
11.2.4
MBSFN service availability
1375
11.2.4.1
Non-IMB
1375
11.2.4.2
IMB
1376
Annex A to C (informative):
Void
1377
Annex D (informative):
Change history
1378
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