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Abstract of document:

This technical report is for WI “Rel-18 downlink interruption for NR and EN-DC band combinations at dynamic Tx Switching in Uplink” under Rel-18 time frame. The purpose is to gather the relevant background information and studies in order to address the band combinations requested for mandating no DL interruption to conduct dynamic Tx switching in uplink listed in Table 1.
Table 1: Band combinations requested for mandating no DL interruption
	Configuration
	Uplink configuration

	CA_n1-n5-n78
	CA_n1-n78, CA_n5-n78

	CA_n3-n5-n78
	CA_n3-n78, CA_n5-n78


Also, the TR captures the studies for performance requirements of release independence in TS 38.307.
· For 2CC 1Tx-2Tx switching, the mandating of no DL interruption for new band combinations is release independent from Rel-16.
· For 3CC 1Tx-2Tx switching and 2CC or 3CC 2Tx-2Tx switching, the mandating of no DL interruption for new band combinations is release independent from Rel-17.
Changes since last presentation to RAN4 Meeting #103-e:

By comparing to version 0.3.0 submitted to RAN4 #103-e, the version 1.0.0 made the editorial change and change history update. 
Outstanding Issues:

None. This technical report is expected to be completed and approved in RAN#102 Dec. 2023. 
Contentious Issues:

None
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