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1
Introduction

This is the cover page for TS 38.423 version 0.6.0 documenting the implementation of text proposals at RAN3 NR AH 1801.
The following text proposals have been agreed:

-
R3-180114

-
New reference for 38.323 created.
-
R3-180545

-
R3-180548

-
This pCR was already part of R3-180631.
-
R3-180561

-
Tabular notation of the NG-RAN NODE CONFIGURATION UPDATE message place right below the messages for the Xn Setup procedure, including dummy chapters for the acknowledge and failure messages, and renumbering the Cell Activation procedure related messages.

-
Presence statement included in new S-NSSAI tabular chapter 9.2.21 for the S-NSSAI row
-
R3-180569

-
R3-180601
-
Presence statement included in new TAC tabular chapter 9.2.20 for the CHOICE row

-
new TAC definition used within Served Cell Information NR IE
-
R3-180607

-
The NR ARFCN IE and the Transmission Bandwidth IE in the Served Cell Information NR IE were interpreted as NR specific IEs, with the possibility to reference those IEs. Further, the IE name of the Transmission Bandwidth IE was changed to NR Transmission Bandwidth.
-
R3-180615

-
changes to the procedural text were added in 8.3.1.2 and 8.3.3.2

-
R3-180629

-
wrong reference to TS 23.501 corrected ([9] ( [7])

-
“QoS Flow” (i.e. “Flow” with capital first letter) used throughout the pCR implementation

-
re-numbering IE chapters, to insert the new Non dynamic 5QI Descriptor IE right below the Dynamic 5QI Descriptor IE

-
In some messages, the Messages Type IE was referring to the IE chapter of X2AP 9.2.13; the reference was changed to “<reference>”.
-
R3-180631

-
creating subsections of 9.2: “9.2.1 Container and List IEs”,  “9.2.2 General IEs”
-
9.2.100 is now in 9.2.1.1 and referenced in the HANDOVER REQUEST message. 9.2.101 and 9.2.102 haven’t been used in any messages and were deleted.

-
R3-180638

-
The semantics description and IE description where aligned (“enabled” ( “configured”)
The following tasks have been given to the rapporteur and have been implemented:

-
Rapp to update: 1. Name of spec doesn’t match database “NG-RAN:  xxxxx”, not “NG Radio Access Network (NG-RAN
Further corrections and editorials:

-
§9.2.2.16 corrected the name of the IE in the descriptive sentence to “NR Transmission Bandwidth”

-
Abbreviation for SUL added

-
In the first implementation of R3-180632 some errors occured:

-
in DC tabular sections, the “CHOICE Bearer Configuration” and choice tags were corrected in a couple of places, including some spelling errors, indentations etc.
-
Correction of IE name at numerous places QoS Flow Level QoS Parameters.

-
Correction of numerous erroneous reference to new and re-numbered IE sections.
-
Correction of IE name reference of the QoS Flows List IE when referring to the one in 9.2.1.5.
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