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1
Introduction

1.0
General

This is the cover page for TS 38.423 version 0.8.0 documenting the implementation of text proposals at RAN3 meeting #99bis. Quotes from the chairman’s minutes are put in italics.
1.1
The following text proposals have been agreed:
-
R3-182213, XnAP – Rapporteur proposal for editorial and other changes (Ericsson)

-
Note, that the contained version was the basis for v080

-
May further check GTP-U refs. in next rapp update, align with NGAP rapp as needed (see R3-182378)
-
Rapporteurs to coordinate and further check
-
R3-182396, Resolving the remaining FFS on QoS (Ericsson)
-
Slightly rephrasing the Editor’s Note in §9.2.2.7 
-
R3-182401, UE-AMBR in Xn procedure (LG Electronics Inc.)
-
R3-181855, Correction of S-NSSAI in Xn (Samsung)
-
R3-182488, Xn setup and NG-RAN node configuration update (Huawei)
-
R3-182371, Update of user plane security policy for TS 38.423 (Nokia, Nokia Shanghai Bell)
-
R3-182157, Text Proposal for XnAP to introduce the term “PDU Session Resource” (Ericsson, Nokia)
-
R3-182373, TP for signalling of RFSP over Xn (Ericsson, Deutsche Telekom, Orange, Telecom Italia, Vodafone)

-
R3-182375, Resolving open topics for HO and Context Retrieval in XnAP – TP for 38.423 (Ericsson)

-
R3-182376, Introducing Error Indication and Reset procedures in XnAP – TP for 38.423 (Ericsson)

-
R3-182163, Review of RRC Containers in XnAP – TP 38.423 (Ericsson)
-
R3-182384, TP for TAC format in TS 38.423 (Ericsson)

-
R3-182392, Finalization data forwarding for Xn based handover (Samsung)
-
Slightly rephrasing the procedure text and some corrections in §8.2.1.2 
-
R3-181825, Trace support in XnAP (Nokia, Nokia Shanghai Bell, Huawei)
-
E1-C -> E1 to be fixed by rapp
-
R3-182494, Stage 3 design of RAN notification area (Huawei, Nokia, Nokia Shanghai Bell, CATT, NEC, Intel Corporation)

-
R3-181980, Full UE Context Transfer (Nokia, Nokia Shanghai Bell)
-
R3-182433, TP for 38.423 for Support of location reporting function in NG-RAN (Huawei)
1.2
The following tasks were explicitly given to the rapporteur(s):

-
R3-182378, TNL IEs (Qualcomm Incorporated)
-
Rapporteurs should take these guidelines into account
-
R3-182344, X2AP CR for support of NR Multiple frequency band in EN-DC (Huawei, Nokia, Nokia Shanghai Bell)
-
XnAP rapp to provide the related changes in next XnAP rapporteur update
-
R3-181899, Summary of offline discussion on presence of slicing information (Huawei)

-
Make S-NSSAI mandatory in NGAP, XnAP, F1AP except for modification messages where information is only included if updated

-
Discuss among rapporteurs how to implement this; attempt to reflect the above agreement in draft specs available after this meeting
-
Note: actually, this contradicts 1855, so, I re-inserted the IE for the S-NODE MODIFICATION REQUEST message in the PDU Session Resources To Be Added Item and changed the presence to mandatory.
1.3
The following rapporteur’s work has been performed

-
clean-up of style sheets to comply with 3GPP specification drafting rules
-
some references corrected (obviously copy & paste errors from NGAP TPs)
-
along R3-182098 (X2AP) and R3-182346 (F1AP), as commented on the reflector, the maxNRARFCN was changed from 3266667 to 3279165.
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