3GPP TSG-SA-WG3,  Adhoc Meeting 

13th –14th June 00

Sophia Antipolis
Tdoc S3-000____ 




3GPP TSG_CN / S3
NP-000204

Joint Meeting, Sophia, France

13th – 14th June 2000.

To:
TSG-S3, 

cc:

Source: 
BT 

Title: 


Support for multiple GPRS ciphering algorithms in GSM 04.08/TS 24.008

Date: 
12th June 2000
Background

At the last 3GPP TSG N1 meeting, Ericsson/Vodafone proposed functional enhancements to GPRS to support additional GPRS encryption algorithms (GEA 2, GEA3, ....GEA7).

The MS Class mark for GPRS needs extending to allow the MS to signal its support for the additional functionality.  This is being done as a mandatory feature for Rel 99 and optional feature support for Rel 98.  

This information is signalled ONCE to the network at GPRS Attach time.  If the MS moves between SGSNs, then this information is required at the new SGSN, and is retrieved for the Old SGSN via the GTP protocol.   However, as there is only only GTP protocol for Rel 97/R98 (and the next version of GTP is in Rel 99), this means that GTP would also have to be enhanced - but there is no will to change GTP.  

So, another basic design change is also built into the Change Request is to include the MS Classmark in Routing Area Update message as well as Attach Request.  This design removes the need for the new SGSN to retrieve MS classmark from the old SGSN as the MS will sent it again in the RAU message which is the first message to the NEW SGSN.   A small cost is additional signalling data on the radio interface.  

Issue

Since it is unlikely that GEA2 will be available until release 99, it would appear to be sufficient for GEA2 and GEA1 together and any new GEAx) to be supported from Release 99 onwards.  This would avoid any unnecessary changes to GPRS Release 98. 

However, there seems to have been an SMG decision to introduce GEA2 at Release 98.  S3 needs to agree that this it is acceptable to have these new functional enhancement to GPRS from Rel 99 onwards and not GPRS Rel 98, considering that the support is mandatory from December 2002.”
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Support for multiple GPRS ciphering algorithms in GSM 04.08/TS 24.008

N1 thanks S3 for their LS on "GPRS ciphering" in Tdoc S3-000690.  From this document, TSG N1  note the following:

“Support for multiple GPRS ciphering algorithms in GSM 04.08/TS 24.008

“SA3/SMG10 has reviewed GSM 04.08/TS 24.008 and has found that the ME does not have the ability to signal to the SGSN information about its GPRS ciphering capabilities other than whether it supports GEA/1. The ME must have the ability to signal its capabilities on 7 GPRS ciphering algorithms. SA3/SMG10 suggests that the MS network capability information element be extended by a second octet and that part of the additional bits are used to indicate the capability to support GEA/2, …, GEA/7. SA3/SMG10/SMG10 believes changes should be carried out at least starting from Release 98, as we propose – and hope to be endorsed – that support for GEA/2 is optional in Release 98 and mandatory for Release 99 from end of 2002 onwards.

We urge CN1/SMG3 to resolve this issue. “

N1 has discussed the topic “Support for multiple GPRS ciphering algorithms in GSM 04.08/TS 24.008”. 

N1 #12 has agreed TS 24.008 R99 which can be found attached to this LS. With this change, the Rel 99 MS has ability to signal its capabilities on 7 GPRS ciphering algorithms to the network in the “MS Network Capability” IE which has been extended R99. TSG N1 also has prepared the corresponding change to Rel 98, but would like to have this issue raised at the TSG CN plenary level to the address the issues raised by these  functional changes to GPRS.

TSG N1 has concerns in introducing new functional requirements to GPRS Rel 98 at this late stage. TSG N1 note that GPRS ciphering information is also carried on GTP protocol on the Gn interface, and the impact of this to roaming needs to be considered by GTP experts (TSG N4) as this CR introduces inconsistencies between the TS 24.008 Rel 98 and GTP protocols in Rel 97/98.  TSG N1 would like to highlight that this proposed enhancements introduces inconsistencies between GPRS Rel 97 and GPRS Rel 98.  TSG N1 has concerns that this may complicate interworking

TSG S3 is requested to consider whether it would be acceptable to have these new functional enhancement to GPRS from Rel 99 onwards and not GPRS Rel 98, considering that the support is mandatory from December 2002.

