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[Start of modification] 
A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	<<<< ROWS SKIPPED >>>>

	141
	Support of RACH Power reduction
	3GPP TS 45.008 4.2
	Rel-10
	M
	
	TSPC_RACH_Power_Reduction

	142
	Support of VAMOS Type 3
	3GPP TS 45.005
	Rel-12
	O.201
	
	TSPC_VAMOS_Type3

	144
	Support of Downlink Multi Carrier (DLMC)
	3GPP TS 44.060
	Rel-12
	O
	
	TSPC_DLMC

	144
	Support for BDS
	3GPP TS 44.031
	Rel-12
	O
	
	TSPC_BDS

	145
	Support of eDRX
	3GPP TS 44.018
	Rel-13
	C.xxx
	
	TSPC_eDRX

	xxx
	Support of Power Efficiency Operation
	3GPP TS 44.018
	Rel-13
	O
	
	TSPC_PEO

	O.201
	Only one of these items can be supported
	

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	Void
	

	C.213
	Void
	

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation) OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 or A.2/144 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO OR TSPC_BDS

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN

	C.219
	IF A.2/91 THEN A ELSE IF A.2/125 THEN O ELSE N/A
	-- TSPC_eCallOnly_Equipment OR TSPC_eCallCapableMS

	C.xxx
	IF A.2/xxx THEN M ELSE O
	-- TSPC_Feat_Alphanum_Display 

	Note 1:
The removal of GEA1 in mobile stations has been agreed from Release 12 onwards and discouraged for Release 11


[Next of modification]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	


…

	20.22.31.1
	Network controlled cell reselection / Downlink transfer / Normal case/ Location and Routing Area Update/ NMO I
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
	

	20.22.31.2
	Network controlled cell reselection / Downlink transfer / Normal case/ Location and Routing Area Update/ NMO II
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
	

	
	
	
	
	
	
	
	

	20.22.32.1
	PEO Reduced Monitoring – Reselection based on C1_DELTA
	R13
	MS supporting PEO
	
	CYYY
	
	

	20.22.32.2
	PEO Reduced Monitoring – Downlink signalling Failure based on PEO_DSC
	R13
	MS supporting PEO 
	
	CYYY
	
	

	20.22.32.3
	PEO Reduced Monitoring – Reselection based on RCC change
	R13
	MS supporting PEO 
	
	CYYY
	
	

	20.23.1
	Void
	
	
	
	
	
	


[…]
	41.6.3.2
	Intra SGSN PS Handover / Non synchronized cell case / Different RA / successful
	Rel-6
	All GPRS MS supporting PS Handover
	
	C463
	
	

	41.6.3.3
	Intra SGSN PS Handover / Non synchronized cell case / Abnormal Case / T3216 expiry
	Rel-6
	All GPRS MS supporting PS Handover
	
	C463
	
	

	41.7.2.1
	PEO Paging / Ready Timer Expiration
	R13
	MS supporting PEO
	
	CYYY
	
	

	41.7.2.2
	PEO Paging / PSM and eDRX
	R13
	MS supporting PEO and PSM
	
	CXXX
	
	

	41.7.2.3
	PEO Paging / PEO_BCCH_CHANGE_MARK
	R13
	MS supporting PEO
	
	CYYY
	
	

	41.7.3.1
	PEO / Extended UL TBF
	R13
	MS supporting PEO and Extended UL TBF
	
	CZZZ
	
	

	42.1.1.1
	Void
	
	
	
	
	
	


[Next of modification]
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate


…

	C612
	IF (A.2/94 AND A.2/144 AND NOT (A.2/59 OR A.2/96 OR A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_BDS AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	C613
	IF A.2/145 THEN A ELSE N/A
	-- TSPC_eDRX

	CYYY
	IF A.2/xxx THEN A ELSE N/A
	-- TSPC_PEO

	CXXX
	IF A.2/xxx AND A.2/yyy THEN A ELSE N/A
	-- TSPC_PEO and TSPC_PSM

	CZZZ
	IF A.2/xxx AND A.2/72 THEN A ELSE N/A
	-- TSPC_PEO and TSPC_GERAN_FEATURE_PACKAGE_1

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


 [End of modification]
