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6
Paging procedures
6.1
General
The paging procedure is always always initiated upon request by RRC. RRC will provide all the necessary information to construct a PACKET PAGING REQUEST message. A number of mobile stations can be paged in the same paging message.


6.2
Paging initiation in MAC-Idle state

In MAC-Idle state and upon request from RRC, the MAC layer initiates the paging procedure by transmitting a PACKET PAGING REQUEST message on an appropriate paging subchannel on the PCCCH, taking into account the DRX parameters (see clause 5.X.X.X) valid for each targeted mobile station.

Following IEs can be included in the in the PACKET PAGING REQUEST message, which IEs to include and what to set them to is given by RRC.

-
MS Identity
-
CN domain identity
-
Paging cause





6.3
Paging initiation in MAC-Shared state
In MAC-Shared state and upon request from RRC, the MAC layer initiates the paging procedure by transmitting a PACKET PAGING REQUEST message on the PACCH.
Following IEs can be included in the in the PACKET PAGING REQUEST message, which IEs to include and what to set them to is given by RRC.

-
MS Identity

-
CN domain identity

-
Paging cause







6.4
Reception of PACKET PAGING REQUEST by an MS
Upon reception of a PACKET PAGING REQUEST message on either PCCCH or PACCH, the MS shall forward all information elements to RRC.






















