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RLC/MAC pending issues in GERAN Iu mode 

During the RLC/MAC drafting session the following issues were identified:

1. Is a local suspend / resume function needed?

2. Is a stop / continue function needed?

3. Is a RLC reset function needed?

4. How to name the layer the transparent RLC is offering the services?

5. Multiple TBF for Iu mode only or also for A/Gb ?

6. Should the exclusive allocation be kept in Iu mode or should something else be defined ? only on a HR PDCH ?

7. Controversial: one message PSIX or content split ?

8. Sending a first PCR with low priority, what should happen if now a high priority PCR (e. g. SRBx) has to be sent? Wait for the first UL resource (may take a while) to send the PCR on PACCH or the RRC message on FACCHP, or send a second PCR on the PRACH?

9. Referring problem: Check the possibility to refer to a sub-clause in a different spec (e. g. references in 44.160 to 44.060). How to refer to a sub(subsubsub)-clause in the same specification when it contains only a reference to another spec in the main clause ?

10. Is the packet pause procedure applicable in Iu mode?

11. Look more in detail at the abnormal release in 44.160 section 8.7.3, look also in 44.060 for this item (case of concurrent TBFs).

12. Where to describe content of chap 8.0 (also in 44.060)?

13. Definition of the multi-slot classes in Iu mode: in MAC-sh GPRS multi-slot classes should apply. In Cell dedicated: if one DBPSCH allocated DTM classes should apply, which automatically reduce the number of possible SBPSCH. If more than one DBPSCH is allocated nothing is defined, the number of possible SBPSCH is not specified
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