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7
Medium Access Control (MAC) procedures on PCCCH

7.1
General

The establishment of a Temporary Block Flow (TBF) can be initiated by either the mobile station or the network.

The request for establishment of a TBF on SBPSCHs using the PCCCH is described in this clause. For mobile stations in MAC-Idle state measurement reports messages are sent on temporary fixed allocations without the establishment of an uplink TBF (see clause 7.4).

7.2
TBF establishment initiated by the mobile station on PCCCH

7.2.1
General

The purpose of the packet access procedure is to establish a TBF to support the transfer of  upper-layer  PDUs in the direction from the mobile station to the network. Packet access shall be done on PCCCH, as defined in this clause. The packet access can be done in either one phase (clause 7.2.3) or in two phases (clauses 7.2.3 and 7.2.4).

TBF establishment can also be done on PACCH if a TBF for transfer of upper-layer PDUs in the direction from the network to the mobile station is already established (see clause 8.2.2.1.3). TBF establishment can also be done on PACCH if the mobile station is releasing a TBF for transfer of upper-layer  PDUs in the direction from the mobile station to the network and TBF for transfer of upper-layer  PDUs in the direction from the network to the mobile station is not established (see clause 10.4.5.5 and clause 10.4.6.4).

If the mobile station is in MAC-Dedicated state the establishment of a TBF shall be performed by the procedures specified in 3GPP TS 44.118.

The packet access procedure is initiated by the mobile station. Initiation is triggered by a request from upper layers to transfer an upper-layer  PDU. The request from upper layers specifiesthe radio bearer on which the upper-layer PDU is to be sent..


Upon such a request:

-
if access to the network is allowed (clause 7.2.2), the mobile station shall initiate the packet access procedure as defined in 3GPP TS 44.060 subclause 7.1.3.1;

-
otherwise, the MAC sublayer in the mobile station shall reject the request.
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