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	Doc
	Subject
	Source
	Agenda
	Type
	Workitem
	Spec
	CR
	Rev
	Cat
	Phase
	VersionCurrent
	Status

	G2-030000
	Draft Agenda for GERAN WG2 #12bis
	Chairman
	2
	Agenda
	
	
	
	
	
	
	
	

	G2-030001
	Minutes of previous meeting
	Secretary
	3
	Minutes
	
	
	
	
	
	
	
	

	G2-030002
	LS from S2 to G2: Early UE handling (S2-023664)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Late. Available 09/01

	G2-030003
	Clarification of BEP_PERIOD
	Siemens AG
	5.1
	Disc
	
	
	
	
	
	
	
	

	G2-030004
	CR 44.018-234 HO to a cell to which the MS is not synchronized to (Rel-5)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	234
	
	F
	Rel-5
	5.8.0
	

	G2-030005
	CR 44.018-235 HO to a cell to which the MS is not synchronized to (Rel-6)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	235
	
	A
	Rel-6
	6.0.0
	

	G2-030006
	CR 44.018-236 Removal of TBF establishment via dedicated mode, unused IE's (Rel-5)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	236
	
	F
	Rel-5
	5.8.0
	

	G2-030007
	CR 44.018-237 Removal of TBF establishment via dedicated mode, unused IE's (Rel-6)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	237
	
	A
	Rel-6
	6.0.0
	

	G2-030008
	CR 44.018-238 Requested access technology types for GSM900 in IA rest octets (Rel-5)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	238
	
	F
	Rel-5
	5.8.0
	

	G2-030009
	CR 44.018-239 Requested access technology types for GSM900 in IA rest octets (Rel-6)
	Siemens AG
	5.2.1
	CR
	TEI5
	44.018
	239
	
	A
	Rel-6
	6.0.0
	

	G2-030010
	CR 44.060-292 Requested access technology types for GSM900 in Multiple TBF Uplink Assignment message (Rel-5)
	Siemens AG
	5.2.2
	CR
	TEI5
	44.060
	292
	
	F
	Rel-5
	5.4.0
	

	G2-030011
	CR 44.060-293 Requested access technology types for GSM900 in Multiple TBF Uplink Assignment message (Rel-6)
	Siemens AG
	5.2.2
	CR
	TEI5
	44.060
	293
	
	A
	Rel-6
	6.0.0
	

	G2-030012
	CR 44.018-240 Omitted bits in Bitmap type reporting structure (Rel-6)
	Siemens AG
	5.3.7
	CR
	TEI5
	44.018
	240
	
	F
	Rel-6
	6.0.0
	

	G2-030013
	CR 04.60-118 Undefined MS behaviour in case of undefined EGPRS MCS values (R99)
	Siemens AG
	5.1
	CR
	TEI
	04.60
	118
	
	F
	R99
	8.17.0
	

	G2-030014
	CR 44.060-294 Undefined MS behaviour in case of undefined EGPRS MCS values (Rel-4)
	Siemens AG
	5.1
	CR
	TEI
	44.060
	294
	
	A
	Rel-4
	4.9.0
	

	G2-030015
	CR 44.060-295 Undefined MS behaviour in case of undefined EGPRS MCS values (Rel-5)
	Siemens AG
	5.1
	CR
	TEI
	44.060
	295
	
	A
	Rel-5
	5.4.0
	

	G2-030016
	CR 44.060-296 Undefined MS behaviour in case of undefined EGPRS MCS values (Rel-6)
	Siemens AG
	5.1
	CR
	TEI
	44.060
	296
	
	A
	Rel-6
	6.0.0
	

	G2-030017
	CR 44.060-297 GPRS Mobile Allocation, wrong character in "NF-1" (Rel-6)
	Siemens AG
	5.3.7
	CR
	TEI5
	44.060
	297
	
	F
	Rel-6
	6.0.0
	

	G2-030018
	CR 44.060-298 Inconsistent definition of Cell_Index_Start_RTD in PSI3ter message (Rel-6)
	Siemens AG
	5.3.7
	CR
	TEI5
	44.060
	298
	
	F
	Rel-6
	6.0.0
	

	G2-030019
	CR 04.18-A272 Wrong CR incorporation "Removal of CBQ2" in SI19 rest octets (R99)
	Siemens AG
	5.1
	CR
	TEI
	04.18
	A272
	
	F
	R99
	8.17.0
	

	G2-030020
	CR 44.018-241 Clarification on deriving the GSM Neighbour Cell list (Rel-6)
	Siemens AG
	5.3.7
	CR
	TEI5
	44.018
	241
	
	F
	Rel-6
	6.0.0
	

	G2-030021
	Draft CR 43.059 Inclusion of U-TDOA location method (Rel-6)
	TruePosition
	5.3.6
	Draft CR
	Uplink TDOA
	
	
	
	
	
	
	

	G2-030022
	CR 48.071-009 Proposed modification of SMLC-BSS signalling (Rel-6)
	TruePosition
	5.3.6
	CR
	Uplink TDOA
	48.071
	009
	
	B
	Rel-6
	5.0.0
	

	G2-030023
	CR 49.031-022 Proposed modification of BSSAP-LE signalling (Rel-6)
	TruePosition
	5.3.6
	CR
	Uplink TDOA
	49.031
	022
	
	B
	Rel-6
	5.3.0
	

	G2-030024
	Initial evaluation of Inter-RAT PS handover
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030025
	Criteria for applying PS Handover to Bearers
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030026
	Analysis of Failure Cases for Explicit RAU with PS Handover
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030027
	CS and PS Dedicated channels
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030028
	Use of default profiles at PS handover.
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030029
	Draft CR to feasibility study:  Further LLC reductions
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	Withdrawn

	G2-030030
	Further Reductions to LLC and SNDCP overhead
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	Withdrawn

	G2-030031
	Service Interruption times due to Initial Access for PS Handover
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030032
	RLC/MAC Header formats on dedicated channels for eGb
	Siemens
	5.3.2
	Disc
	FLOGER
	
	
	
	
	
	
	

	G2-030033
	CR 44.031-070 RRLP Response Time Correction (Rel-4)
	CPS, Nortel, Siemens
	5.3.6
	CR
	LCS
	44.031
	070
	
	F
	Rel-4
	4.6.0
	NA

	G2-030034
	CR 44.031-071 RRLP Response Time Correction (Rel-5)
	CPS, Nortel, Siemens
	5.3.6
	CR
	LCS
	44.031
	071
	
	A
	Rel-5
	5.5.0
	NA

	G2-030035
	CR 44.060-299 CSN.1 coding of PSI3-bis (Rel-4)
	Ericsson
	5.1
	CR
	TEI4
	44.060
	299
	
	F
	Rel-4
	4.9.0
	

	G2-030036
	(withdrawn)
	
	
	
	
	
	
	
	
	
	
	Withdrawn

	G2-030037
	(withdrawn)
	
	
	
	
	
	
	
	
	
	
	Withdrawn

	G2-030038
	CR 44.060-302 Inconsistency between CSN.1 and details of PACKET SI STATUS (Rel-4)
	Ericsson
	5.1
	CR
	TEI4
	44.060
	302
	
	F
	Rel-4
	4.9.0
	

	G2-030039
	(withdrawn)
	
	
	
	
	
	
	
	
	
	
	Withdrawn

	G2-030040
	(withdrawn)
	
	
	
	
	
	
	
	
	
	
	Withdrawn

	G2-030041
	Some issues about multiplexing of PDTCH and PCCCH
	Ericsson
	5.1
	Disc
	GPRS
	
	
	
	
	
	
	NA

	G2-030042
	CR 44.160-032 Wrong implementation of CR 44.160 030r1 (GP-022918) (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.160
	032
	
	F
	Rel-5
	5.2.0
	

	G2-030043
	CR 44.118-032 HFN handling in case of handover and cell reselection between GERAN and UTRAN (Rel-5)
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	032
	
	F
	Rel-5
	5.2.0
	

	G2-030044
	CR 44.118-033 Alignment UTRAN/GERAN on Iu mode procedures (Rel-5)
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	033
	
	F
	Rel-5
	5.2.0
	

	G2-030045
	CR 44.118-034 Correction CR to 44.118vs 5.2.0 (Rel-5)
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	034
	
	F
	Rel-5
	5.2.0
	

	G2-030046
	Support for FLO in RRC 
	Nokia 
	5.3.1
	Disc
	FLO
	
	
	
	
	
	
	

	G2-030047
	DL-DATA during RAU
	Siemens AG
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	

	G2-030048
	CR 48.018-078 Correction to PDU Type IE (Rel-5)
	Siemens AG
	5.2.3
	CR
	FlowCon
	48.018
	078
	
	F
	Rel-5
	5.5.1
	

	G2-030049
	Multiple TBF in A/Gb mode Open issue 1.1
	Ericsson
	5.3.1
	Disc
	MULTBF
	
	
	
	
	
	
	

	G2-030050
	Multiple TBF in A/Gb mode Open issue 3.1
	Ericsson
	5.3.1
	Disc
	MULTBF
	
	
	
	
	
	
	

	G2-030051
	Multiple TBF in A/Gb mode Open issue 4
	Ericsson
	5.3.1
	Disc
	MULTBF
	
	
	
	
	
	
	

	G2-030052
	Working assumptions for GRR/PS Handover
	Ericsson
	5.3.3
	Disc
	AgbEnFS
	
	
	
	
	
	
	NA

	G2-030053
	GRR procedures
	Ericsson
	5.3.3
	Disc
	AgbEnFS
	
	
	
	
	
	
	NA

	G2-030054
	Streaming Simulations
	Ericsson
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	NA

	G2-030055
	Resource allocation for Streaming
	Ericsson
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	

	G2-030056
	Cell change enhancements
	Ericsson
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	

	G2-030057
	Draft CR to Streaming TR
	Ericsson
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	NA

	G2-030058
	ARP Discussion
	Ericsson
	5.3.7
	Disc
	TEI
	
	
	
	
	
	
	NA

	G2-030059
	Multiple TBF assignment in A/Gb mode
	Siemens
	5.3.1
	Disc
	MULTBF
	
	
	
	
	
	
	

	G2-030060
	Dedicated channels for A/Gb mode
	Siemens
	5.3.3
	Disc
	AGbEnFS
	
	
	
	
	
	
	

	G2-030061
	CR 44.160-033 Correction to abnormal cases for multiple TBF (5)
	Siemens
	5.2.2
	CR
	GER3GAL
	44.160
	033
	
	F
	5
	5.2.0
	

	G2-030062
	CR 44.018-242 Correction of CCN Support Description (Rel-4)
	Nokia
	5.1
	CR
	TEI
	44.018
	242
	
	F
	Rel-4
	4.12.0
	

	G2-030063
	CR 44.018-243 Correction of CCN Support Description (Rel-5)
	Nokia
	5.1
	CR
	TEI
	44.018
	243
	
	A
	Rel-5
	5.8.0
	

	G2-030064
	CR 44.018-244 Correction of CCN Support Description (Rel-6)
	Nokia
	5.1
	CR
	TEI
	44.018
	244
	
	A
	Rel-6
	6.0.0
	

	G2-030065
	CR 44.060-305 Removal of CCN description from PSI3quater (Rel-4)
	Nokia
	5.1
	CR
	TEI
	44.060
	305
	
	F
	Rel-4
	4.9.0
	

	G2-030066
	CR 44.060-306 Removal of CCN description from PSI3quater (Rel-5)
	Nokia
	5.1
	CR
	TEI
	44.060
	306
	
	A
	Rel-5
	5.4.0
	

	G2-030067
	CR 44.060-307 Removal of CCN description from PSI3quater (Rel-6)
	Nokia
	5.1
	CR
	TEI
	44.060
	307
	
	A
	Rel-6
	6.0.0
	

	G2-030068
	CR 44.018-245 Fixed Allocation Removal correction (Rel-5)
	Nokia
	5.2.2; 5.2.1
	CR
	GPRS
	44.018
	245
	
	F
	Rel-5
	5.8.0
	

	G2-030069
	CR 44.018-246 Fixed Allocation Removal correction (Rel-6)
	Nokia
	5.2.2; 5.2.1
	CR
	GPRS
	44.018
	246
	
	A
	Rel-6
	6.0.0
	

	G2-030070
	CR 44.060-308 Fixed Allocation Removal correction (Rel-5)
	Nokia
	5.2.2
	CR
	GPRS
	44.060
	308
	
	F
	Rel-5
	5.4.0
	

	G2-030071
	CR 44.060-309 Fixed Allocation Removal correction (Rel-6)
	Nokia
	5.2.2
	CR
	GPRS
	44.060
	309
	
	A
	Rel-6
	6.0.0
	

	G2-030072
	CR 44.060-310 MS requirements on simultaneous RLC/MAC transactions and MTBF (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.060
	310
	
	F
	Rel-5
	5.4.0
	

	G2-030073
	CR 44.060-311 MS requirements on simultaneous RLC/MAC transactions and MTBF (Rel-6)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.060
	311
	
	A
	Rel-6
	6.0.0
	

	G2-030074
	CR 44.060-312 Wrong Implementation CR 44.060 278r2 (GP-022931) (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.060
	312
	
	F
	Rel-5
	5.4.0
	

	G2-030075
	CR 44.060-313 Wrong Implementation CR 44.060 278r2 (GP-022931) (Rel-6)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.060
	313
	
	A
	Rel-6
	6.0.0
	

	G2-030076
	CR 44.160-034 Use and interpretation of RTI (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.160
	034
	
	F
	Rel-5
	5.2.0
	

	G2-030077
	CR 44.160-035 Correction to RLC/MAC procedures during contention resolution on SBPSCH (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.160
	035
	
	F
	Rel-5
	5.2.0
	

	G2-030078
	CR 44.160-036 Removal of the Final Segment bit on DBPSCH (for FACCH, SACCH and SDCCH) (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.160
	036
	
	F
	Rel-5
	5.2.0
	

	G2-030079
	CR 44.160-037 Correction to Mapping of SRBs onto logical channels (Rel-5)
	Nokia
	5.2.2
	CR
	GER3GAL
	44.160
	037
	
	F
	Rel-5
	5.2.0
	

	G2-030080
	RLC/MAC Block Structures with FLO
	Nokia
	5.3.2
	Disc
	FLOGER-SigPro
	
	
	
	
	
	
	

	G2-030081
	MBMS reception and GERAN RRC & MAC States
	Nokia
	5.3.4
	Disc
	MBMS
	
	
	
	
	
	
	NA

	G2-030082
	Draft CR 25.413 Correction to RANAP due to GERAN Iu mode (Rel-5)
	Nokia
	5.2.3
	Draft CR
	GER3GAL
	
	
	
	F
	
	5.3.0
	

	G2-030083
	Enhancements to support of streaming services in GERAN A/Gb mode
	Alcatel
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	

	G2-030084
	Draft CR 23.060 Enhancements to support of streaming services in GERAN A/Gb mode (Rel-6)
	Alcatel
	5.3.5
	Draft CR
	SSStrea
	
	
	
	B
	
	5.4.0
	NA

	G2-030085
	CR 48.018-079 Enhancement to PFC creation procedure (Rel-6)
	Alcatel
	5.3.7
	CR
	TEI6
	48.018
	079
	
	C
	Rel-6
	5.5.1
	NA

	G2-030086
	CR 44.060-300 CSN.1 coding of PSI3-bis (Rel-5)
	Ericsson
	5.1
	CR
	TEI5
	44.060
	300
	
	A
	Rel-5
	5.4.0
	

	G2-030087
	CR 44.060-301 CSN.1 coding of PSI3-bis (Rel-6)
	Ericsson
	5.1
	CR
	TEI6
	44.060
	301
	
	A
	Rel-6
	6.0.0
	

	G2-030088
	CR 44.060-303 Inconsistency between CSN.1 and details of PACKET SI STATUS (Rel-5)
	Ericsson
	5.1
	CR
	TEI5
	44.060
	303
	
	A
	Rel-5
	5.4.0
	

	G2-030089
	CR 44.060-304 Inconsistency between CSN.1 and details of PACKET SI STATUS (Rel-6)
	Ericsson
	5.1
	CR
	TEI6
	44.060
	304
	
	A
	Rel-6
	6.0.0
	

	G2-030090
	CR 44.014-002 rev 5 New test loops for AMR-NB (Rel-5)
	Philips SemiconductorsMotorolaCingular Wireless
	5.2.3
	CR
	AMR-NB
	44.014
	002
	5
	F
	Rel-5
	5.0.0
	

	G2-030091
	Streaming services: LLC Ack vs LLC Unack mode
	Siemens
	5.3.5
	Disc
	SSStrea
	
	
	
	
	
	
	

	G2-030092
	Support for FLO in RR  (Rel-6)
	Nokia 
	5.3.1
	Disc
	FLO
	
	
	
	
	Rel-6
	
	NA

	G2-030093
	LS from S2 to G2: Coding of Maximum Offset and Included Angle (S2-023668)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Late. Available 09/01

	G2-030094
	LS from S2 cc G2: LCS architecture descriptions for TS 23.002 update (S2-023671)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Late. Available 09/01


