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1. 
Introduction

TSG GERAN WG2 would like to thank TSG SA WG2 for their previous liaison on the repetition of MBMS sessions (S2-042302). 

TSG GERAN WG2 understands the repetition of any given session is performed by the BM-SC and assumes that the same mechanisms are used to transmit or to repeat a session: hence the session repetition is transparent to the GERAN. 

However, means must be available to prevent/avoid mobile stations that have already acquired a session, from acquiring the same data again if the session is repeated. The reason for this is two-fold:

· In a given cell, the establishment of the bearer used to transmit the session data can be based on the number of mobile stations interested in a session. Therefore, a non radio-efficient bearer could be established in the case where mobile stations that have already acquired the session are not excluded (with the probable worst case of a bearer being established in a cell only for these mobiles).

· It wastes the mobile station’s battery life to acquire data that has already been acquired.

To this end TSG GERAN WG2 recommends that the MBMS Session Identifier is included in the MBMS SESSION START REQUEST message. The GERAN would pass the MBMS Session Identifier at notification to the mobile stations, allowing mobile stations to determine whether they need to acquired a session or not.

TSG GERAN WG2 also recommends the MBMS Session Identifier be defined as small as possible in order to limit the capacity required for notification. TSG GERAN WG2’s current assumption is that the MBMS Session Identifier is 8-bit long.

TSG GERAN WG2 would also like to take this opportunity to inform TSG SA WG2 of the further working assumptions for the contents of the MBMS SESSION START REQUEST message passed to the GERAN. The message at least includes:

· Session ID.

· TMGI.

· QoS information. 

· An indication of the expected time between reception of session start and the commencement of the MBMS Data flow.

· An indication of whether this is Broadcast or Multicast Service.

· An indication of whether the notification of late arrivals to the Session is required.

· An indication of the Session duration/size (amount of data to be transferred).
2. Actions

To: SA2

ACTION: 

TSG GERAN WG2 kindly requests that TSG SA WG2 discusses the above information and confirms the working assumptions of TSG GERAN WG2.
3. Date of Next GERAN2 Meetings:
TSG GERAN #20

21st-25th June 2004

Bilbao, Spain

TSG GERAN #21

23rd-27th August 2004

Montreal, Canada





























































































