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1. Overall Description
With the standardization of GAN-Iu mode both GAN A/Gb mode and GAN-Iu mode can now potentially be accessed via a common PLMN. In light of this and in consideration of the definition of “Access Technology” extracted from 3GPP TS 23.122 below, the question arises as to what the PLMN Selection function within a mobile station is to do when an attempted GAN registration results in sending a mobile station a list of one or more PLMNs for which multiple access technologies (i.e. GAN-Iu mode and GAN A/Gb mode) are available. 

For example, during a rove-in from GERAN to GAN a list of PLMNs may be sent to a mobile station in a GA-RC REGISTER REDIRECT message where one or more PLMNs on the list may be indicated as supporting both GAN-Iu mode and GAN A/Gb mode. The mobile station is then expected to perform a PLMN selection function/GANC selection function using this list of received PLMNs. It is not clear if the PLMN selection function/GANC selection function is intended to identify only a PLMN or a PLMN plus access technology for which service is preferred when it selects a PLMN for which both GAN-Iu mode and GAN A/Gb mode are available. 

G2-080029 (attached) was discussed at GERAN #36bis and further elaborates on this issue, namely that the PLMN selection function as it exists today may potentially be impacted by the introduction of GAN-Iu by requiring the PLMN selection function to potentially identify a PLMN-access technology combination (e.g. PLMNX+GAN-Iu mode) for which service is preferred.

2. Actions:

To TSG CT1 
ACTION: 
TSG GERAN2 kindly asks CT1 to further consider this issue and inform GERAN2 if the PLMN selection function as it exists today will be impacted by the introduction of GAN-Iu by requiring the PLMN selection function to potentially identify a specific PLMN-access technology combination for which service is preferred.
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