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DOC
STATUS
SPEC
CR
REV
SUBJECT
CAT
CURRENT
NEW

R2-99803
approved
25.301
004

Modification of C-RNTI definition
C
3.1.0
3.2.0

R2-99804
approved
25.301
005

Addition of integrity protection function on RRC
B
3.1.0
3.2.0

R2-99805
approved
25.301
006

Clarification on the usage of CCCH vs DCCH logical channels
C
3.1.0
3.2.0

R2-99763
approved
25.301
007

Removal of Quick repeat function from RLC
C
3.1.0
3.2.0

R2-99908
withdrawn
25.301
008

Introduction of Packet Data Convergence Protocol (PDCP)




R2-99800
approved
25.301
009

Deletion of Annex B (informative)
D
3.1.0
3.2.0

R2-99909
approved
25.301
010

Correction of Ciphering specification (editorial correction)
D
3.1.0
3.2.0

R2-99c49
approved
25.301
011
2
Broadcast/Multicast functions
B
3.1.0
3.2.0

R2-99911
approved
25.301
012

Description of Timing Advance mechanism for TDD
B
3.1.0
3.2.0

R2-99935
approved
25.301
013

MAC primitives addition and modification (harmonization of TDD..
D
3.1.0
3.2.0

R2-99949
approved
25.301
014

Impact of two cipher key solution on multiplexing at RLC and MAC level
D
3.1.0
3.2.0

R2-99970
approved
25.301
015
1
Support of Different Access Service Classes (clarification of present text)
C
3.1.0
3.2.0

R2-99a50
approved
25.301
016
1
Support of USCH/DSCH signaling (introduction of  SHCCH, see TS 25.321)
B
3.1.0
3.2.0

R2-99a78
approved
25.301
017

DCCH mapped to DCH in RLC transparent mode
B
3.1.0
3.2.0

R2-99c53
approved
25.301
018
1
Mapping of BCCH logical channel onto FACH transport channel
C
3.1.0
3.2.0

R2-99c50
approved
25.301
019
1
MAC PDU format for PCCH
C
3.1.0
3.2.0

R2-99c58
approved
25.301
020

Editorial changes regarding shared channels for TDD
D
3.1.0
3.2.0

R2-99c42
approved
25.301
021

Support of Uplink Synchronization Feature in UL channels (TDD only)
B
3.1.0
3.2.0

R2-99c45
approved
25.301
022

RRC functions
C
3.1.0
3.2.0

R2-99c46
approved
25.301
023

Modification of termination point for BCH
D
3.1.0
3.2.0

R2-99c48
approved
25.301
024

Updated description of UE modes
D
3.1.0
3.2.0

R2-99c59
approved
25.301
025

Enhanced protocol architecture
C
3.1.0
3.2.0

