
3GPP/SMG Meeting #16
Document
R3-002556

Windsor, England, 16-20 October 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.413
CR
191
Current Version:
3.3.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN#10
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network
X

(at least one should be marked with an X)



Source:
R-WG3
Date: 
October 6, 2000



Subject:
Editorial Modifications



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification
X

Release 99
X





Release 00




Reason for 
change:

There are many grammatical and spelling mistakes that are corrected.





Clauses affected:
8.7.2, 8.7.5, 8.8.4, 8.9.4, 8.10.2, 8.16.2, 9.2.1.3, 9.2.1.23, 9.2.3.11, 9.2.3.15, 



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:



[image: image1.wmf]help.doc

  <--------- double-click here for help and instructions on how to create a CR.

8.7.2
Successful Operation
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Figure 7: Relocation Resource Allocation procedure. Successful operation.

The CN shall initiate the procedure by generating RELOCATION REQUEST message. This message shall contain the information (if any) required by the UTRAN to build the same RAB configuration as existing for the UE before the relocation.

The CN shall transmit the RELOCATION REQUEST message to target RNC and the CN shall start the timer TRELOCalloc.
Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources. The following information elements received in RELOCATION REQUEST message require special actions in the RNC:

-
RAB-ID
-
User plane mode
-
Priority level, queuing and pre-emption indication
-
Iu signalling connection identifier
The actions are the same as specified for the same IEs in the RAB Assignment procedure. 

If the RELOCATION REQUEST message includes the PDP Type Information IE, the UTRAN may use this to configure any compression algorithms.
The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN, and which the RNC is required to store and remember for the duration of the Iu connection.

Following additional actions shall be executed in the target RNC during Relocation Resource Allocation procedure:

If Relocation Type IE is set to "UE involved in relocation of SRNS":

-
The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC.
-
Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value for Cause IE, e.g. "Unable to Establish During Relocation".

-
The target RNC shall include information adapted to the resulting RAB configuration in the target to source RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.

If RelocationType IE is set to "UE not involved in relocation of SRNS":

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB exist(s) and can be used for the RAB by the target RNC.

-
If existing radio bearers are not related to any RAB that is accepted by target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by radio interface protocols after completion of relocation of SRNS.

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall pass it to source RNC within the RRC Container IE.

After all necessary resources for accepted RABs including the Iu user plane, are successfully allocated, the target RNC shall send RELOCATION REQUEST ACKNOWLEDGE message to the CN. The resources associated with the RABs indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

The RELOCATION REQUEST ACKNOWLEDGE message received by the CN may optionally contain a transparent container, which shall be transferred by CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure.

Transmission and reception of RELOCATION REQUEST ACKNOWLEDGE message terminates the procedure in the UTRAN and the CN respectively.

8.7.5
Co-ordination of Two Iu Signalling Connections

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by the target RNC when the Number of Iu Instancies IE received in the Source RNC to Target RNC Transparent Container IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS.

If two CN domains are involved, the following actions shall be taken by the target RNC:

-
The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly by each CN domain within RELOCATION REQUEST message, to co-ordinate both Iu signalling connections.
-
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE message only after all expected RELOCATION REQUEST messages are received and analysed.

-
The target RNC shall ensure that there is no conflicting information in Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via different Iu signalling connections and related to the same relocation of SRNS.

-
The selection of signalling connection utilised for the Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE message need not to be dependent on the signalling connection via which the Source RNC to Target RNC Transparent Container IE in RELOCATION REQUEST message was received.

8.8.4
Co-ordination of Multiple Iu Signalling Connections

When Relocation Detect procedure is to be initiated by the target RNC, the target RNC shall initiate the Relocation Detect procedure on all Iu signalling connections existing for the UE between the target RNC and the CN.

8.9.4
Co-ordination of Multiple Iu Signalling Connections

When Relocation Complete procedure is to be initiated by target RNC, target RNC shall initiate the Relocation Complete procedure on all Iu signalling connections existing for the UE between target RNC and CN.

8.10.2
Successful Operation
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Figure 11: Relocation Cancel procedure. Successful Operation

RNC shall initiate the procedure by sending RELOCATION CANCEL message to CN. This message shall indicate the reason for cancelling the relocation of SRNS by appropriate value of the Cause IE. Upon reception of RELOCATION CANCEL message, CN shall send RELOCATION CANCEL ACKNOWLEDGE message to source RNC.

Transmission and reception of RELOCATION CANCEL ACKNOWLEDGE message terminates the procedure in CN and source RNC respectively. After this, the source RNC does not have a Prepared Relocation for that Iu signalling connection.
Interactions with Relocation Preparation:

Upon reception of RELOCATION CANCEL message from source RNC, CN shall locally terminate the possibly ongoing Relocation Preparation procedure towards that RNC and abandon the relocation of SRNS.

If source RNC receives RELOCATION COMMAND message from CN after Relocation Cancel procedure is initiated, source RNC shall ignore the received RELOCATION COMMAND message.

8.16.2
Successful Operation
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Figure 17: Common ID procedure

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the CN shall send a COMMON ID message, containing the Permanent NAS UE Identity IE to the RNC. The RNC associates the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

9.2.1.3
RAB Parameters

The purpose of the RAB parameters IE group and other parameters within the RAB parameters IE group is to indicate all RAB attributes as defined in [7] for both directions.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

RAB parameters





>Traffic Class
M

ENUMERATED
(conversational, streaming, interactive, background, ...)
Desc.: This IE indicates the type of application for which the Radio Access Bearer service is optimised

>RAB Asymmetry Indicator
M

ENUMERATED
(Symmetric bidirectional, Asymmetric Uni directional downlink, Asymmetric Uni directional Uplink, Asymmetric Bidirectional, ...)
Desc.: This IE indicates asymmetry or symmetry of the RAB and traffic direction

>Maximum Bit Rate
M
1 to <Nbr-SeparateTrafficDirections>
INTEGER (1..16,000,000)
Desc.: This IE indicates the maximum number of bits delivered by UTRAN and to UTRAN at a SAP within a period of time, divided by the duration of the period.

The unit is: bit/s

Usage: 

When Nbr-SeparateTrafficDirections is equal to 2, then Maximum Bit Rate attribute for downlink is signalled first, then Maximum Bit Rate attribute for uplink

>Guaranteed Bit Rate
C-iftrafficConv-Stream
0 to <Nbr-SeparateTrafficDirections>
INTEGER (0..16,000,000)
Desc.: This IE indicates the guaranteed number of bits delivered at a SAP within a period of time (provided that there is data to deliver), divided by the duration of the period. The unit is: bit/s

Usage: 

1. When Nbr-SeparateTrafficDirections is equal to 2, then Guaranteed Bit Rate for downlink is signalled first, then Guaranteed Bit Rate for uplink

2. Delay and reliability attributes only apply up to the guaranteed bit rate

3. Conditional value:

· Set to lowest rate controllable RAB Subflow Combination rate given by the largest RAB Subflow Combination SDU size, when present and calculated Iu Transmission Interval

· Set to N/A (=0) when traffic class indicates Interactive or Background 

>Delivery Order
M

ENUMERATED (delivery order requested, delivery order not requested)
Desc: This IE indicates that whether the RAB shall provide in-sequence SDU delivery or not 

Usage: 

Delivery order requested: in sequence delivery shall be guaranteed by UTRAN on all RAB SDUs

 Delivery order not requested: in sequence delivery is not required from UTRAN

>Maximum SDU size
M

INTEGER (0..32768)
Desc.: This IE indicates the maximum allowed SDU size
The unit is: bit.

Usage:

Conditional value: set to largest RAB Subflow Combination compound SDU size when present among the different RAB Subflow Combination



>SDU parameters

1 to <maxRABSubflows>
See below
Desc.: This IE contains the parameters characterizing the RAB SDUs

Usage 

Given per subflow with first occurence corresponding to subflow#1 etc…

>Transfer Delay
C-iftrafficConv-Stream

INTEGER (0..65535)
Desc.: This IE indicates the maximum delay for 95th percentile of the distribution of delay for all delivered SDUs during the lifetime of a RAB, where delay for an SDU is defined as the time from a request to transfer an SDU at one SAP to its delivery at the other SAP

The unit is: millisecond.

Usage:

- 

>Traffic Handling priority
C - iftrafficInteractiv 

INTEGER {spare (0), highest (1), lowest (14), no priority used (15)} (0…15)
Desc.: This IE specifies the relative importance for handling of all SDUs belonging to the radio access bearer compared to the SDUs of other bearers
Usage:

-

>Allocation/Retention priority
O

See below
Desc.: This IE specifies the relative importance compared to other Radio access bearers for allocation and retention of the Radio access bearer.

Usage:

If this IE is not received, the request is regarded as it cannot trigger the preemption process and it is vulnerable to the preemption process.

>Source Statistics descriptor
C-iftrafficConv-Stream

ENUMERATED (speech, unknown, …)
Desc.: This IE specifies characteristics of the source of submitted SDUs
Usage:

-

Range Bound
Explanation

Nbr-SeparateTrafficDirection
Number of Traffic Directions being signalled separately

Range Bound
Explanation

MaxRABSubflows
Number of RAB Subflows

Condition
Explanation

IftrafficConv-Stream
This IE is only present when traffic class indicates “Conversational” or “Streaming”

IftrafficInteractiv
This IE is only present when traffic class indicates “Interactiv”

IE/Group Name
Presence
Range
IE type and reference
Semantics description

SDU parameters





>SDU Error Ratio 
C-ifErrorneousSDU


Desc.: This IE indicates the fraction of SDUs lost or detected as erroneous.

This is a Reliability attribute

Usage:

The attribute is coded as follows:

Mantissa * 10 – exponent

>>Mantissa
M

INTEGER (1..9)


>>Exponent
M

INTEGER (1..6)


>Residual Bit Error Ratio 
M


Desc.: This IE indicates the undetected bit error ratio for each subflow in the delivered SDU.

This is a Reliability attribute.

Usage:

The attribute is coded as follows:

Mantissa * 10 – exponent

>>Mantissa
M

INTEGER (1..9)


>>Exponent
M

INTEGER (1..8)


>Delivery of Erroneous SDU
M

ENUMERATED (yes, no, no-error-detection-consideration)
Desc.: This IE indicates whether SDUs with detected errors shall be delivered or not. In case of unequal error protection, the attribute is set per subflow

This is a Reliability attribute

Usage:

Yes: error detection applied, erroneous SDU delivered

No. Error detection is applied , erroneous SDU discarded

no-error-detection-consideration: SDUs delivered without considering error detection

>SDU format information Parameter
C - ifratecontrollableRAB
1 to <maxRABSubflowCombinations>
See below
Desc.: This IE contains the list of possible exact sizes of SDUs and/or RAB Subflow Combination bitrates



9.2.1.23
Relocation Type

This information element indicates whether the relocation of SRNS is to be executed with or without involvement of the UE. If the UE is involved then a radio interface handover command shall be sent to the UE to trigger the execution of the relocation. If the UE is not involved then the relocation execution is triggered via Iur.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Relocation Type
M

ENUMERATED (UE not involved in relocation of SRNS,UE involved in relocation of SRNS)


9.2.3.11
Geographical Area

 Geographical Area IE is used to identify an area, as seen from the CN, using geographical coordinates. The reference system is the same as the one used in UMTS 23.032.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Choice Geographical Area





>Point


See below
Ellipsoid point

>Point with uncertainty


See below
Ellipsoid point with uncertainty circle

>Polygon


See below
List of Ellipsoid points

9.2.3.15
Information Priority

This element is the priority of the corresponding Information piece. This IE is used by UTRAN to schedule the NAS Broadcast Information.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Information Priority
M

INTEGER (0..15)
spare (0), highest (1), lowest (14), no priority used (15)}  (0..15)
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