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4.6.6	Sidelink information elements
<Unchanged Skip>
–	SL-RLC-BearerConfigIndex
Table 4.6.6-27: SL-RLC-BearerConfigIndex
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RLC-BearerConfigIndex-r16 
	1
	
	



–	SL-RLC-ChannelID
Table 4.6.6-27A: SL-RLC-ChannelID
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RLC-ChannelID-r17
	n+1
	
	SL-SRBn

	
	n+4
	
	SL-DRBn



	Condition
	Explanation

	SL-SRBn
	Establishment of sidelink SRBn; n=0..3

	SL-DRBn
	Establishment of sidelink DRBn; n=1..16



<Unchanged Skip>
–	SL-L2RemoteUE-Config
Table 4.6.6-12B: SL-L2RemoteUE-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-L2RemoteUE-Config -r17 ::= SEQUENCE {
	
	
	

	  sl-SRAP-ConfigRemote-r17
	FFSSL-SRAP-Config with condition SL-SRBn
	
	SL-SRBn

	
	SL-SRAP-Config with condition SL-DRBn
	
	SL-DRBn

	  sl-UEIdentityRemote-r17
	FFSRNTI-Value
	
	

	}
	
	
	



	Condition
	Explanation

	SL-SRBn
	Establishment of Sidelink SRBn; n=0..3

	SL-DRBn
	Establishment of Sidelink DRBn; n=1..16



<Unchanged Skip>
–	SL-SDAP-Config
Table 4.6.6-30: SL-SDAP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-SDAP-Config-r16 ::= SEQUENCE {
	
	
	

	  sl-SDAP-Header-r16
	present
	
	

	  sl-DefaultRB-r16
	true
	
	

	  sl-MappedQoS-Flows-r16
	Not present
	All PC5 QoS flows are mapped to default SL DRB
	

	  sl-CastType-r16
	Unicast
	
	

	}
	
	
	



–	SL-SRAP-Config
Table 4.6.6-30A: SL-SRAP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-SRAP-Config-r17 ::= SEQUENCE {
	
	
	

	  sl-LocalIdentity-r17
	1
	
	

	  sl-MappingToAddModList-r17
	Not present
	
	

	  sl-MappingToAddModList-r17 SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17[1] SEQUENCE {
	1 entry
	
	SL-SRB0

	    sl-RemoteUE-RB-Identity-r17 CHOICE {
	
	
	

	      srb-Identity-r17
	0
	
	

	    }
	
	
	

	    sl-EgressRLC-ChannelUu-r17
	Not present
	
	

	    sl-EgressRLC-ChannelUu-r17
	Uu-RelayRLC-ChannelID using condition SL-SRB0
	
	L2RelayUE

	    sl-EgressRLC-ChannelPC5-r17
	Not present
	
	

	    sl-EgressRLC-ChannelPC5-r17
	SL-RLC-ChannelID using condition SL-SRB0
	
	L2RemoteUE

	  }
	
	
	

	  sl-MappingToAddModList-r17 SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17[1] SEQUENCE {
	1 entry
	
	SL-SRB1

	    sl-RemoteUE-RB-Identity-r17 CHOICE {
	
	
	

	      srb-Identity-r17
	1
	
	

	    }
	
	
	

	    sl-EgressRLC-ChannelUu-r17
	Not present
	
	

	    sl-EgressRLC-ChannelUu-r17
	Uu-RelayRLC-ChannelID using condition SL-SRB1
	
	L2RelayUE

	    sl-EgressRLC-ChannelPC5-r17
	Not present
	
	

	    sl-EgressRLC-ChannelPC5-r17
	SL-RLC-ChannelID using condition SL-SRB1
	
	L2RemoteUE

	  }
	
	
	

	  sl-MappingToAddModList-r17 SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17[1] SEQUENCE {
	1 entry
	
	SL-SRB2

	    sl-RemoteUE-RB-Identity-r17 CHOICE {
	
	
	

	      srb-Identity-r17
	2
	
	

	    }
	
	
	

	    sl-EgressRLC-ChannelUu-r17
	Not present
	
	

	    sl-EgressRLC-ChannelUu-r17
	Uu-RelayRLC-ChannelID using condition SL-SRB2
	
	L2RelayUE

	    sl-EgressRLC-ChannelPC5-r17
	Not present
	
	

	    sl-EgressRLC-ChannelPC5-r17
	SL-RLC-ChannelID using condition SL-SRB2
	
	L2RemoteUE

	  }
	
	
	

	  sl-MappingToAddModList-r17 SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17[1] SEQUENCE {
	1 entry
	
	SL-DRB1

	    sl-RemoteUE-RB-Identity-r17 CHOICE {
	
	
	

	      drb-Identity-r17
	DRB-Identity using condition DRB1
	
	

	    }
	
	
	

	    sl-EgressRLC-ChannelUu-r17
	Uu-RelayRLC-ChannelID using condition SL-DRB1
	
	L2RelayUE

	    sl-EgressRLC-ChannelPC5-r17
	Not present
	
	

	    sl-EgressRLC-ChannelPC5-r17
	SL-RLC-ChannelID using condition SL-DRB1
	
	L2RemoteUE

	  }
	
	
	

	  sl-MappingToAddModList-r17 SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17[1] SEQUENCE {
	1 entry
	
	SL-DRB2

	    sl-RemoteUE-RB-Identity-r17 CHOICE {
	
	
	

	      drb-Identity-r17
	DRB-Identity using condition DRB2
	
	

	    }
	
	
	

	    sl-EgressRLC-ChannelUu-r17
	Not present
	
	

	    sl-EgressRLC-ChannelUu-r17
	Uu-RelayRLC-ChannelID using condition SL-DRB2
	
	L2RelayUE

	    sl-EgressRLC-ChannelPC5-r17
	Not present
	
	

	    sl-EgressRLC-ChannelPC5-r17
	SL-RLC-ChannelID using condition SL-DRB2
	
	L2RemoteUE

	  }
	
	
	

	  sl-MappingToReleaseList-r1
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SL-SRB0
	Establishment of Sidelink SRB0

	SL-SRB1
	Establishment of Sidelink SRB1

	SL-SRB2
	Establishment of Sidelink SRB2

	SL-DRB1
	Establishment of Sidelink DRB1

	SL-DRB2
	Establishment of Sidelink DRB2

	L2RelayUE
	For L2 U2N Relay UE test cases

	L2RemoteUE
	For L2 U2N Remote UE test cases



<Unchanged Skip>
–	Uu-RelayRLC-ChannelID
Table 4.6.3-202C: Uu-RelayRLC-ChannelID
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Uu-RelayRLC-ChannelID-r17
	n+1FFS
	
	SL-SRBn

	
	n+4
	
	SL-DRBn



	Condition
	Explanation

	SL-SRBn
	Establishment of Sidelink SRBn; n=0..3

	SL-DRBn
	Establishment of Sidelink DRBn; n=1..16



<End of Changed Section>
