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1 [bookmark: _Toc122434485][bookmark: _Toc123819621]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc123819622]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc123819623][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Change 1
	Function name
	function f_TC_7_1_1_1_1_ENDC_EUTRA() runs on EUTRA_5GS_PTC

	Reason for change
	A conformance UE may fail the test case at step-1 as SS is setting sk-Counter-r15=1 in rrcConnectionReconfiguration message. As per spec it should should be used with condition EN-DC_PSCell_HO AND RBConfig_NoKeyChange, where the sk-Counter-r15 shall be omit

	Summary of change
	Set sk-Counter-r15 to omit in rrcConnectionReconfiguration at step 1.

	TTCN module
	MAC_ENDC_EUTRA.ttcn.

	MCC160 Comment
	



Before Change
	  function f_TC_7_1_1_1_1_ENDC_EUTRA() runs on EUTRA_5GS_PTC
  {
     
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;
    f_EUTRA38_Init(EN_DC, c1);
    
    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE in state 2A
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);
    
    f_EUTRA_TestBody_Set(true);
    // Send trigger to NR to test on SCG bearer
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    //@sic R5-195336 sic@
     //@siclog "Steps 1& 6" siclog@
    // Update SgNB Keys for new SK Counter value
    v_Security_Params := f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR, 1);
    f_EUTRA38_RRC_PSCellChange_InterCell (eutra_Cell1, v_Security_Params.SK_Counter, false); //@sic R5s190934 sic@

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_ENDC_Postamble(eutra_Cell1, E2_CONNECTED);
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }



After Change
	  function f_TC_7_1_1_1_1_ENDC_EUTRA() runs on EUTRA_5GS_PTC
  {
     
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;
    f_EUTRA38_Init(EN_DC, c1);
    
    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE in state 2A
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);
    
    f_EUTRA_TestBody_Set(true);
    // Send trigger to NR to test on SCG bearer
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    //@sic R5-195336 sic@
     //@siclog "Steps 1& 6" siclog@
    // Update SgNB Keys for new SK Counter value
    v_Security_Params := f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR, 1);
    f_EUTRA38_RRC_PSCellChange_InterCell (eutra_Cell1, omit, false); //@sic R5s190934 sic@

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_ENDC_Postamble(eutra_Cell1, E2_CONNECTED);
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }





