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1 [bookmark: _Toc122434485][bookmark: _Toc133306966]Overview
This document lists all the essential changes needed to correct problems in the iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Parikshit Bhise
	parikshit.bhise@rohde-schwarz.com 
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2 [bookmark: _Toc133306967]Corrections required
2.1 [bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc133306968]Function fl_TC_10_1_8_1_Body
	Function name
	fl_TC_10_1_8_1_Body

	Reason for change
	In current TTCN implementation, the function f_UT_RequestPDUSession is called at Steps 1, 4, 9, 11, 14 and 17, but without a DNN. This causes testcase failure because the PICS pc_APN_Id_Internet would expect a DNN accordingly and the UE wont include it.
This needs to be addressed.

	Summary of change
	For the Steps 1, 4, 9, 11, 14 and 17 in the call to function f_UT_RequestPDUSession, passed pc_APN_Id_Internet asa parameter.


	TTCN module
	GSM_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
<<SKIPPED CODE>>
  function fl_TC_10_1_8_1_Body() runs on NR5GC_PTC
  {
     ……
    
    //@siclog "Steps 1" siclog@
    //Cause the UE to request establishment of PDU session.
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, -, -, v_NSSAI); //AT command to trigger a PDU session WITH S-NSSAI

    ……

    //Prose CR needed
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, -, -, v_NSSAI); // @sic R5s230217 sic@
    //@siclog "Step 4" siclog@
    t_Wait.start(60.0);
    ……
    //@siclog "Step 9" siclog@
    //Cause the UE to request establishment of PDU session with same S-NSSAI which was used in Step 1.
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, -, -, v_NSSAI); //AT command to trigger a PDU session WITH S-NSSAI
    //@siclog "Step 10" siclog@
    t_Wait.start(60.0);
    ……
    //@siclog "Step 11" siclog@
    //Cause the UE to request establishment of PDU session with same S-NSSAI which was used in Step 1, after 1 minute since end of Step 10.
    f_Delay(60.0); //Wait for 1 minute
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, -, -, v_NSSAI); //Now trigger a PDU session WITH S-NSSAI used in Step 1
    ……
    //@siclog "Step 14" siclog@
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1);
    ……
        
    //Prose CR needed
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1); // @sic R5s230217 sic@
    //@siclog "Step 17" siclog@
t_Wait.start(60.0);
……
  }<<SKIPPED CODE>>

After Change:
<<SKIPPED CODE>>
  function fl_TC_10_1_8_1_Body() runs on NR5GC_PTC
  {
     ……
    
    //@siclog "Steps 1" siclog@
    //Cause the UE to request establishment of PDU session.
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet, -, -, v_NSSAI); //AT command to trigger a PDU session WITH S-NSSAI

    ……

    //Prose CR needed
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet, -, -, v_NSSAI); // @sic R5s230217 sic@
    //@siclog "Step 4" siclog@
    t_Wait.start(60.0);
    ……
    //@siclog "Step 9" siclog@
    //Cause the UE to request establishment of PDU session with same S-NSSAI which was used in Step 1.
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet, -, -, v_NSSAI); //AT command to trigger a PDU session WITH S-NSSAI
    //@siclog "Step 10" siclog@
    t_Wait.start(60.0);
    ……
    //@siclog "Step 11" siclog@
    //Cause the UE to request establishment of PDU session with same S-NSSAI which was used in Step 1, after 1 minute since end of Step 10.
    f_Delay(60.0); //Wait for 1 minute
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet, -, -, v_NSSAI); //Now trigger a PDU session WITH S-NSSAI used in Step 1
    ……
    //@siclog "Step 14" siclog@
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet);
    ……
        
    //Prose CR needed
    f_UT_RequestPDUSession(UT, f_NR5GC_MobileInfo_GetNoOfSessions()+1, pc_APN_ID_Internet); // @sic R5s230217 sic@
    //@siclog "Step 17" siclog@
t_Wait.start(60.0);
……
  }<<SKIPPED CODE>>
2.2 [bookmark: _Toc133306969]TC_10_1_8_1_NR5GC
	Function name
	TC_10_1_8_1_NR5GC

	Reason for change
	This testcase has many wait timers, thus the guard timer of 300s is insufficient. This needs to be increased. 

	Summary of change
	Increased the guard timer to 600s.

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	



Before 
<<SKIPPED CODE>>
  testcase TC_10_1_8_1_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   NASC / PDU session establishment reject / Maximum number of PDU sessions reached / Back-off timer is neither zero nor deactivated
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_10_1_8_1_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }
<<SKIPPED CODE>>

After
<<SKIPPED CODE>>
testcase TC_10_1_8_1_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   NASC / PDU session establishment reject / Maximum number of PDU sessions reached / Back-off timer is neither zero nor deactivated
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(600);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_10_1_8_1_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }
<<SKIPPED CODE>>

