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1 [bookmark: _Toc122434485][bookmark: _Toc132199053]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc132199054]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc132199055][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Change 1
	Function name
	 f_TC_8_1_6_1_2_12_TestBody()

	Reason for change
	As per R5-230757, at step 35, “Contents of ue-MeasurementsAvailable-r16 shall be checked only if nonCriticalExtension is present” 

But the current TTCN implementation expect the nonCriticalExtension always present 

	Summary of change
	Updated step 35 to accept nonCriticalExtention IE as any or omit

	TTCN module
	RRC_MDT_IntraNR_Logged_NR5GC

	MCC160 Comment
	



Before Change
	function f_TC_8_1_6_1_2_12_TestBody() runs on NR5GC_PTC

{
......... 
.........


    //@siclog "Step 33" siclog@
    //The UE transmits an RRCRequest message on NR Cell 1.
    f_NR_RRC_SetupRequest_Def(nr_Cell1);
    //@siclog "Step 34" siclog@
    //The SS transmits an RRCSetup message on NR Cell 1.
    f_NR_RRCSetup_Def (nr_Cell1);
    //@siclog "Step 35" siclog@
    //@sic R5-230757 sic@
    //Check: Does UE transmit an RRCSetupComplete message with logMeasAvailable IE not present?
    SRB.receive(car_NR_SRB1_RrcNasPdu_IND(nr_Cell1,
                                          cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def,-,-,-,?),?)) -> value v_ReceivedAsp;
    v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];
    if (ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcSetupComplete.criticalExtensions.rrcSetupComplete.nonCriticalExtension ))
    {
        if (not ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcSetupComplete.criticalExtensions.rrcSetupComplete.nonCriticalExtension.ue_MeasurementsAvailable_r16.logMeasAvailable_r16))
        {
          f_NR_PreliminaryPass(__FILE__, __LINE__, " Step 35");
        }
        else {
          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 35: UE transmit an RRCSetupComplete message with logMeasAvailable IE not present")
        }
    }else{
        f_NR_PreliminaryPass(__FILE__, __LINE__, " Step 35");
    }
    //@siclog "Step 36-40" siclog@
    //Steps 5 to 9 of the generic procedure in TS 38.508-1[4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg);
    
  }//End of f_TC_8_1_6_1_2_12_NR5GC_TestBody


[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666][bookmark: _Toc66864323][bookmark: _Toc84011981]
After Change
	function f_TC_8_1_6_1_2_12_TestBody() runs on NR5GC_PTC

{
......... 
.........


    //@siclog "Step 33" siclog@
    //The UE transmits an RRCRequest message on NR Cell 1.
    f_NR_RRC_SetupRequest_Def(nr_Cell1);
    //@siclog "Step 34" siclog@
    //The SS transmits an RRCSetup message on NR Cell 1.
    f_NR_RRCSetup_Def (nr_Cell1);
    //@siclog "Step 35" siclog@
    //@sic R5-230757 sic@
    //Check: Does UE transmit an RRCSetupComplete message with logMeasAvailable IE not present?
    SRB.receive(car_NR_SRB1_RrcNasPdu_IND(nr_Cell1,
                                          cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def,-,-,-, *),?)) -> value v_ReceivedAsp;
    v_ReceivedMsg := v_ReceivedAsp.Signalling.Nas[0];
    if (ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcSetupComplete.criticalExtensions.rrcSetupComplete.nonCriticalExtension ))
    {
        if (not ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcSetupComplete.criticalExtensions.rrcSetupComplete.nonCriticalExtension.ue_MeasurementsAvailable_r16.logMeasAvailable_r16))
        {
          f_NR_PreliminaryPass(__FILE__, __LINE__, " Step 35");
        }
        else {
          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 35: UE transmit an RRCSetupComplete message with logMeasAvailable IE not present")
        }
    }else{
        f_NR_PreliminaryPass(__FILE__, __LINE__, " Step 35");
    }
    //@siclog "Step 36-40" siclog@
    //Steps 5 to 9 of the generic procedure in TS 38.508-1[4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg);
    
  }//End of f_TC_8_1_6_1_2_12_NR5GC_TestBody



