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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc131509767]Corrections required
1.1 [bookmark: _Toc131509768]f_TC_11_3_10_NR5GC_IMS1
	Function name
	f_TC_11_3_10_NR5GC_IMS1

	Reason for change
	In the current TTCN implementation of this function, the function f_IMS_Registration (-, -, -, “120000”); is called.

This needs to bechanged to f_IMS_Registration (-, -, -, “120”);

Also a coordination message is missing, which will cause the testacse to stall after premble. This needs to be added.

	Summary of change
	Called f_IMS_Registration (-, -, -, “120”); Instead of calling f_IMS_Registration (-, -, -, “120000”);

Called f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
Please see below.

	TTCN module
	UAC_NR5GC_IMS.ttcn

	MCC160 Comment
	



    
Before Change:
	<SKIPPED CODE>>
f_IMS_PTC_Init(PDN_1);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration(-, -, -, "120000");
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    
    f_IMS_IPCAN_WaitForTrigger(IPCAN); //@sic R5s230133 sic@
    
    //@siclog "Step 10" siclog@
    //Check: Does the UE performs SIP re-registration message in a time span between half of the expiration time and the full expiration time?
    t_RegExpireMax.start;
<SKIPPED CODE>>



After Change:
	<SKIPPED CODE>>
f_IMS_PTC_Init(PDN_1);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration(-, -, -, "120"); //WA#11_3_10 120000 --> 120
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); //WA#11_3_10
    
    f_IMS_IPCAN_WaitForTrigger(IPCAN); //@sic R5s230133 sic@
    
    //@siclog "Step 10" siclog@
    //Check: Does the UE performs SIP re-registration message in a time span between half of the expiration time and the full expiration time?
    t_RegExpireMax.start;
<SKIPPED CODE>>


1.2 [bookmark: _Toc131509769]fl_TC_11_3_10_TestBody
	Template name
	fl_TC_11_3_10_TestBody

	Reason for change
	In the current TTCN implementation, a coordination message is sent to IMS PTC after Step 11-11A. This is not needed.

	Summary of change
	Removed the coordination message after Step 11-11A

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	<SKIPPED CODE>>
//@siclog "Steps 11 - 11A" siclog@
    //The SS changes the SIB1 according to 38.508-1 [4] Table 4.6.1-28 and transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification  <-- PDCCH (DCI 1_0): Short Message
    //Wait for 2.1* modification period to allow the new system information to take effect

    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, omit);
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    f_NR_WaitModificationPeriods(nr_Cell1);
    
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    
    //Postamble after receiving coordination from IMS PTC
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
<SKIPPED CODE>>



After Change:
	<SKIPPED CODE>>
//@siclog "Steps 11 - 11A" siclog@
    //The SS changes the SIB1 according to 38.508-1 [4] Table 4.6.1-28 and transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification  <-- PDCCH (DCI 1_0): Short Message
    //Wait for 2.1* modification period to allow the new system information to take effect

    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, omit);
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    f_NR_WaitModificationPeriods(nr_Cell1);
    
    //WA#11_3_10 COMMENTED OUT f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    
    //Postamble after receiving coordination from IMS PTC
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
<SKIPPED CODE>>



