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{Start of changes}
[bookmark: _Toc27475574][bookmark: _Toc29495165][bookmark: _Toc36116211][bookmark: _Toc36118260][bookmark: _Toc36560373][bookmark: _Toc43976870][bookmark: _Toc52213437][bookmark: _Toc60742893][bookmark: _Toc68206073][bookmark: _Toc75971870][bookmark: _Toc85051293][bookmark: _Toc90493291][bookmark: _Toc90493931][bookmark: _Toc100093954][bookmark: _Toc106872598][bookmark: _Toc133249631]5.5B.5	Inter-band EN-DC including FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document. 
[bookmark: _Toc27475575][bookmark: _Toc29495166][bookmark: _Toc36116212][bookmark: _Toc36118261][bookmark: _Toc36560374][bookmark: _Toc43976871][bookmark: _Toc52213438][bookmark: _Toc60742894][bookmark: _Toc68206074][bookmark: _Toc75971871][bookmark: _Toc85051294][bookmark: _Toc90493292][bookmark: _Toc90493932][bookmark: _Toc100093955][bookmark: _Toc106872599][bookmark: _Toc133249632]5.5B.5.1	Inter-band EN-DC configurations including FR2 (two bands)
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n257A
	DC_1A_n257A

	DC_2A_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2C_n260A
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H

	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261J
DC_2A_n261M
	DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A_n261(2A)
DC_2A_n261(3A)
	DC_2A_n261A

	DC_2A_n261(2G)
DC_2A_n261(2H)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H

	DC_2A_n261(A-G)
DC_2A_n261(A-2G)
DC_2A_n261(A-H)
DC_2A_n261(A-I)
DC_2A_n261(G-H)
DC_2A_n261(G-I)
DC_2A_n261(H-I)
DC_2A_n261(2A-G)
DC_2A_n261(2A-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A_n261(A-G-H)
DC_2A_n261(A-G-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
	DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260ODC_5B_n260A
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q

	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261M
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_8A_n257A
DC_8A_n257D
DC_8A_n257E
DC_8A_n257F
DC_8A_n257G
DC_8A_n257H
DC_8A_n257I
DC_8A_n257J
DC_8A_n257K
DC_8A_n257L
DC_8A_n257M
	DC_8A_n257A

	DC_13A_n257A
	DC_13A_n257A

	DC_13A_n260A
DC_13A_n260G
DC_13A_n260H
DC_13A_n260I
DC_13A_n260J
DC_13A_n260M
	DC_13A_n260A
DC_13A_n260G
DC_13A_n260H
DC_13A_n260O

	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_18A_n257A
	DC_18A_n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
	DC_19A_n257A
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I

	DC_20A_n257A
	DC_20A_n257A

	DC_21A_n257A
DC_21A_n257G
	DC_21A_n257A
DC_21A_n257G

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(2G)
DC_66A_n261(2H)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H

	DC_66A_n261(A-2G)
DC_66A_n261(2A-G)
DC_66A_n261(2A-H)
DC_66A_n261(2A-I)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(A-G-H)
DC_66A_n261(A-G-I)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations



[bookmark: _Toc27475576][bookmark: _Toc29495167][bookmark: _Toc36116213][bookmark: _Toc36118262][bookmark: _Toc36560375][bookmark: _Toc43976872][bookmark: _Toc52213439][bookmark: _Toc60742895][bookmark: _Toc68206075][bookmark: _Toc75971872][bookmark: _Toc85051295][bookmark: _Toc90493293][bookmark: _Toc90493933][bookmark: _Toc100093956][bookmark: _Toc106872600][bookmark: _Toc133249633]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257G
DC_1A-3A_n257H
DC_1A-3A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-18A_n257A2
	DC_1A_n257A
DC_18A_n257A

	DC_1A-19A_n257A2
DC_1A-19A_n257G
DC_1A-19A_n257H
DC_1A-19A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A

	DC_1A-21A_n257A2
DC_1A-21A_n257G
DC_1A-21A_n257H
DC_1A-21A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-41A_n257A
	DC_1A_n257A
DC_41A_n257A

	DC_1A-42A_n257A
DC_1A-42A_n257G
DC_1A-42A_n257H
DC_1A-42A_n257I
DC_1A-42C_n257A
DC_1A-42D_n257A
DC_1A-42D_n257G
DC_1A-42D_n257H
DC_1A-42D_n257I
DC_1A-42E_n257A
DC_1A-42E_n257G
DC_1A-42E_n257H
DC_1A-42E_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_42A_n257A

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A

	DC_2A-5A_n261A
DC_2A-5A_n261G
DC_2A-5A_n261H
DC_2A-5A_n261I
DC_2A-5A_n261J
DC_2A-5A_n261K
DC_2A-5A_n261L
DC_2A-5A_n261M
	DC_2A_n261A
DC_5A_n261A
DC_2A_n261G
DC_5A_n261G
DC_2A_n261H
DC_5A_n261H
DC_2A_n261I
DC_5A_n261I

	DC_2A-13A_n260A2
	DC_2A_n260A
DC_13A_n260A

	DC_2A-13A_n261A
DC_2A-13A_n261G
DC_2A-13A_n261H
DC_2A-13A_n261I
DC_2A-13A_n261J
DC_2A-13A_n261K
DC_2A-13A_n261L
DC_2A-13A_n261M
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(2A)
DC_2A-13A_n261(2G)
DC_2A-13A_n261(2H)
DC_2A-13A_n261(3A)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(A-G)
DC_2A-13A_n261(A-2G)
DC_2A-13A_n261(A-H)
DC_2A-13A_n261(A-I)
DC_2A-13A_n261(G-H)
DC_2A-13A_n261(G-I)
DC_2A-13A_n261(H-I)
DC_2A-13A_n261(2A-G)
DC_2A-13A_n261(2A-H)
DC_2A-13A_n261(2A-I)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-13A_n261(A-G-H)
DC_2A-13A_n261(A-G-I)
	DC_2A_n261A
DC_13A_n261A
DC_2A_n261G
DC_13A_n261G
DC_2A_n261H
DC_13A_n261H

	DC_2A-14A_n260A
DC_2A-14A_n260G
DC_2A-14A_n260H
DC_2A-14A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_2A-2A-14A_n260A
DC_2A-2A-14A_n260G
DC_2A-2A-14A_n260H
DC_2A-2A-14A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-66A_n257A2
	DC_2A_n257A
DC_66A_n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A
DC_2A_n260G
DC_66A_n260G
DC_2A_n260H
DC_66A_n260H
DC_2A_n260I
DC_66A_n260I

	DC_3A-19A_n257A2
DC_3A-19A_n257D2
DC_3A-19A_n257G
DC_3A-19A_n257H
DC_3A-19A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D

	DC_3A-21A_n257A2
DC_3A-21A_n257D2
DC_3A-21A_n257G
DC_3A-21A_n257H
DC_3A-21A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D

	[bookmark: _GoBack]DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A

	DC_3A-42A_n257A2
DC_3A-42A_n257D2
DC_3A-42A_n257G
DC_3A-42A_n257H
DC_3A-42A_n257I
DC_3A-42C_n257A2
DC_3A-42C_n257D2
DC_3A-42C_n257G
DC_3A-42C_n257H
DC_3A-42C_n257I
DC_3A-42D_n257A2
DC_3A-42D_n257G
DC_3A-42D_n257H
DC_3A-42D_n257I
DC_3A-42E_n257A2 
DC_3A-42E_n257G
DC_3A-42E_n257H
DC_3A-42E_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_5A-7A_n257A2
	DC_5A_n257A
DC_7A_n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A

	DC_13A-66A_n260A2
	DC_13A_n260A
DC_66A_n260A

	DC_14A-30A_n260A
DC_14A-30A_n260G
DC_14A-30A_n260H
DC_14A-30A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I

	DC_14A-66A_n260A
DC_14A-66A_n260G
DC_14A-66A_n260H
DC_14A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_14A-66A-66A_n260A
DC_14A-66A-66A_n260G
DC_14A-66A-66A_n260H
DC_14A-66A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_19A-21A_n257A2
DC_19A-21A_n257D2
DC_19A-21A_n257G
DC_19A-21A_n257H
DC_19A-21A_n257I
	DC_19A_n257A
DC_19A_n257D
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G

	DC_19A-42A_n257A2
DC_19A-42A_n257D2
DC_19A-42A_n257G2
DC_19A-42A_n257H2
DC_19A-42A_n257I2
DC_19A-42C_n257A2
DC_19A-42C_n257G2
DC_19A-42C_n257H2
DC_19A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_21A-42A_n257A2
DC_21A-42A_n257D2
DC_21A-42A_n257G
DC_21A-42A_n257H
DC_21A-42A_n257I
DC_21A-42C_n257A2
DC_21A-42C_n257G
DC_21A-42C_n257H
DC_21A-42C_n257I
	DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_28A-42A_n257A2
	DC_28A_n257A
DC_42A_n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A

	DC_41A-42A_n257A
	DC_41A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.



[bookmark: _Toc27475577][bookmark: _Toc29495168][bookmark: _Toc36116214][bookmark: _Toc36118263][bookmark: _Toc36560376][bookmark: _Toc43976873][bookmark: _Toc52213440][bookmark: _Toc60742896][bookmark: _Toc68206076][bookmark: _Toc75971873][bookmark: _Toc85051296][bookmark: _Toc90493294][bookmark: _Toc90493934][bookmark: _Toc100093957][bookmark: _Toc106872601][bookmark: _Toc133249634]5.5B.5.3	Inter-band EN-DC configurations including FR2 (four bands)
Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-19A_n257A2
DC_1A-3A-19A_n257G
DC_1A-3A-19A_n257H
DC_1A-3A-19A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A

	DC_1A-3A-21A_n257A2
DC_1A-3A-21A_n257G
DC_1A-3A-21A_n257H
DC_1A-3A-21A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A

	DC_1A-3A-42A_n257A
DC_1A-3A-42A_n257G
DC_1A-3A-42A_n257H
DC_1A-3A-42A_n257I
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257G
DC_1A-3A-42C_n257H
DC_1A-3A-42C_n257I
DC_1A-3A-42D_n257G
DC_1A-3A-42D_n257H
DC_1A-3A-42D_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-19A-21A_n257G
DC_1A-19A-21A_n257H
DC_1A-19A-21A_n257I
	DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-19A-42A_n257A
DC_1A-19A-42A_n257G
DC_1A-19A-42A_n257H
DC_1A-19A-42A_n257I
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257G
DC_1A-19A-42C_n257H
DC_1A-19A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42A_n257G
DC_1A-21A-42A_n257H
DC_1A-21A-42A_n257I
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257G
DC_1A-21A-42C_n257H
DC_1A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_2A-14A-30A_n260A
DC_2A-14A-30A_n260G
DC_2A-14A-30A_n260H
DC_2A-14A-30A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I

	DC_2A-14A-66A_n260A
DC_2A-14A-66A_n260G
DC_2A-14A-66A_n260H
DC_2A-14A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_2A-14A-66A-66A_n260A
DC_2A-14A-66A-66A_n260G
DC_2A-14A-66A-66A_n260H
DC_2A-14A-66A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_3A-19A-21A_n257A2
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42A_n257G
DC_3A-19A-42A_n257H
DC_3A-19A-42A_n257I
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257G
DC_3A-19A-42C_n257H
DC_3A-19A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_3A-21A-42A_n257A
DC_3A-21A-42A_n257G
DC_3A-21A-42A_n257H
DC_3A-21A-42A_n257I
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257G
DC_3A-21A-42C_n257H
DC_3A-21A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_14A-30A-66A_n260A
DC_14A-30A-66A_n260G
DC_14A-30A-66A_n260H
DC_14A-30A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_14A-30A-66A-66A_n260A
DC_14A-30A-66A-66A_n260G
DC_14A-30A-66A-66A_n260H
DC_14A-30A-66A-66A_n260I
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_19A-21A-42A_n257A2
DC_19A-21A-42A_n257G2
DC_19A-21A-42A_n257H2
DC_19A-21A-42A_n257I2
DC_19A-21A-42C_n257A2
DC_19A-21A-42C_n257D2
DC_19A-21A-42C_n257G2
DC_19A-21A-42C_n257H2
DC_19A-21A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.
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Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-19A-42A_n257A
DC_1A-3A-19A-42A_n257G
DC_1A-3A-19A-42A_n257H
DC_1A-3A-19A-42A_n257I
DC_1A-3A-19A-42C_n257A
DC_1A-3A-19A-42C_n257G
DC_1A-3A-19A-42C_n257H
DC_1A-3A-19A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42A_n257A
DC_1A-3A-21A-42C_n257A
DC_1A-3A-21A-42C_n257G
DC_1A-3A-21A-42C_n257H
DC_1A-3A-21A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_21A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257A
DC_1A-19A-21A-42A_n257G
DC_1A-19A-21A-42A_n257H
DC_1A-19A-21A-42A_n257I
DC_1A-19A-21A-42C_n257A
DC_1A-19A-21A-42C_n257G
DC_1A-19A-21A-42C_n257H
DC_1A-19A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A

	DC_2A-14A-30A-66A_n260A
DC_2A-14A-30A-66A_n260G
DC_2A-14A-30A-66A_n260H
DC_2A-14A-30A-66A_n260I
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc27475579][bookmark: _Toc29495170][bookmark: _Toc36116216][bookmark: _Toc36118265][bookmark: _Toc36560378][bookmark: _Toc43976875][bookmark: _Toc52213442][bookmark: _Toc60742898][bookmark: _Toc68206078][bookmark: _Toc75971875][bookmark: _Toc85051298][bookmark: _Toc90493296][bookmark: _Toc90493936][bookmark: _Toc100093959][bookmark: _Toc106872603][bookmark: _Toc133249636]5.5B.5.5	Void
{End of changes}

