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< Unchanged sections omitted >
[bookmark: _Toc27476011][bookmark: _Toc29495470][bookmark: _Toc36116521][bookmark: _Toc36118570][bookmark: _Toc36560685][bookmark: _Toc43977220][bookmark: _Toc52213807][bookmark: _Toc60743273][bookmark: _Toc68206448][bookmark: _Toc75972251][bookmark: _Toc85051693][bookmark: _Toc90493715][bookmark: _Toc90494355][bookmark: _Toc100094397][bookmark: _Toc106873088][bookmark: _Toc133250157]7.6B.2.4_1	Inband blocking for inter-band EN-DC including FR2 (>1 NR CC)
[bookmark: _Toc27476012][bookmark: _Toc29495471][bookmark: _Toc36116522][bookmark: _Toc36118571][bookmark: _Toc36560686][bookmark: _Toc43977221][bookmark: _Toc52213808][bookmark: _Toc60743274][bookmark: _Toc68206449][bookmark: _Toc75972252][bookmark: _Toc85051694][bookmark: _Toc90493716][bookmark: _Toc90494356][bookmark: _Toc100094398][bookmark: _Toc106873089][bookmark: _Toc133250158]7.6B.2.4_1.1	Inband blocking for inter-band EN-DC including FR2 (2 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 7.6A.2.1 in TS 38.521-2 is incomplete.
7.6B.2.4_1.1.1	Test Purpose
Same test purpose as in clause 7.6B.2.4.1.
7.6B.2.4_1.1.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 and FR2 inter-band 2DL CAwith 2NR DL CCs.
7.6B.2.4_1.1.3	Minimum Conformance Requirements
Same minimum conformance requirements as in clause 7.4B.2.4.3
7.6B.2.4_1.1.4	Test Description
Same test description as in clause 7.6A.2.1.4 in TS 38.521-2 [9] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA consist of test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.7-1.
For Initial conditions as in clause 7.6A.2.1.4.1 in TS 38.521-2 [9], add step 2.1 and step 3.1 as follows:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 7.6A.2.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508 [6] clause 4.5.
Add step 7 to Initial conditions in clause 7.6A.2.1.4.1 in TS 38.521-2 [9] as follows:
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.7.
7.6B.2.4_1.1.5	Test Requirement
Same test requirement as in clause 7.6A.2.1.5 in TS 38.521-2 [9].
[bookmark: _Toc27476013][bookmark: _Toc29495472][bookmark: _Toc36116523][bookmark: _Toc36118572][bookmark: _Toc36560687][bookmark: _Toc43977222][bookmark: _Toc52213809][bookmark: _Toc60743275][bookmark: _Toc68206450][bookmark: _Toc75972253][bookmark: _Toc85051695][bookmark: _Toc90493717][bookmark: _Toc90494357][bookmark: _Toc100094399][bookmark: _Toc106873090][bookmark: _Toc133250159]7.6B.2.4_1.2	VoidInband blocking for inter-band EN-DC including FR2 (3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 7.6A.2.2 in TS 38.521-2 is incomplete.
7.6B.2.4_1.2.1	Test Purpose
Same test purpose as in clause 7.6B.2.4.1.
7.6B.2.4_1.2.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR DL CCs.
7.6B.2.4_1.2.3	Minimum Conformance Requirements
Same minimum conformance requirements as in clause 7.4B.2.4.3
7.6B.2.4_1.2.4	Test Description
Same test description as in clause 7.6A.2.2.4 in TS 38.521-2 [9] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA consist of test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.7-1.
For Initial conditions as in clause 7.6A.2.2.4.1 in TS 38.521-2 [9], add step 2.1 and step 3.1 as follows:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 7.6A.2.2.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508 [6] clause 4.5.
Add step 7 to Initial conditions in clause 7.6A.2.2.4.1 in TS 38.521-2 [9] as follows:
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
7.6B.2.4_1.2.5	Test Requirement
Same test requirement as in clause 7.6A.2.2.5 in TS 38.521-2 [9].
[bookmark: _Toc27476014][bookmark: _Toc29495473][bookmark: _Toc36116524][bookmark: _Toc36118573][bookmark: _Toc36560688][bookmark: _Toc43977223][bookmark: _Toc52213810][bookmark: _Toc60743276][bookmark: _Toc68206451][bookmark: _Toc75972254][bookmark: _Toc85051696][bookmark: _Toc90493718][bookmark: _Toc90494358][bookmark: _Toc100094400][bookmark: _Toc106873091][bookmark: _Toc133250160]7.6B.2.4_1.3	VoidInband blocking for inter-band EN-DC including FR2 (4 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 7.6A.2.3 in TS 38.521-2 is incomplete.
7.6B.2.4_1.3.1	Test Purpose
Same test purpose as in clause 7.6B.2.4.1.
7.6B.2.4_1.3.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR DL CCs.
7.6B.2.4_1.3.3	Minimum Conformance Requirements
Same minimum conformance requirements as in clause 7.4B.2.4.3
7.6B.2.4_1.3.4	Test Description
Same test description as in clause 7.6A.2.3.4 in TS 38.521-2 [9] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA consist of test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.7-1.
For Initial conditions as in clause 7.6A.2.3.4.1 in TS 38.521-2 [9], add step 2.1 and step 3.1 as follows:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 7.6A.2.3.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508 [6] clause 4.5.
Add step 7 to Initial conditions in clause 7.6A.2.3.4.1 in TS 38.521-2 [9] as follows:
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
7.6B.2.4_1.3.5	Test Requirement
Same test requirement as in clause 7.6A.2.3.5 in TS 38.521-2 [9].
[bookmark: _Toc27476015][bookmark: _Toc29495474][bookmark: _Toc36116525][bookmark: _Toc36118574][bookmark: _Toc36560689][bookmark: _Toc43977224][bookmark: _Toc52213811][bookmark: _Toc60743277][bookmark: _Toc68206452][bookmark: _Toc75972255][bookmark: _Toc85051697][bookmark: _Toc90493719][bookmark: _Toc90494359][bookmark: _Toc100094401][bookmark: _Toc106873092][bookmark: _Toc133250161]7.6B.2.4_1.4	VoidInband blocking for inter-band EN-DC including FR2 (5 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 7.6A.2.4 in TS 38.521-2 is incomplete.
7.6B.2.4_1.4.1	Test Purpose
Same test purpose as in clause 7.6B.2.4.1.
7.6B.2.4_1.4.2	Test Applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 NR DL CCs.
7.6B.2.4_1.4.3	Minimum Conformance Requirements
Same minimum conformance requirements as in clause 7.4B.2.4.3
7.6B.2.4_1.4.4	Test Description
Same test description as in clause 7.6A.2.4.4 in TS 38.521-2 [9] for the NR carrier with the following exceptions:
The initial test configurations for E-UTRA consist of test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.7-1.
For Initial conditions as in clause 7.6A.2.4.4.1 in TS 38.521-2 [9], add step 2.1 and step 3.1 as follows:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 7.6A.2.4.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508 [6] clause 4.5.
Add step 7 to Initial conditions in clause 7.6A.2.4.4.1 in TS 38.521-2 [9] as follows:
7.	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
7.6B.2.4_1.4.5	Test Requirement
Same test requirement as in clause 7.6A.2.4.5 in TS 38.521-2 [9].

< End of changes >

