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<Start of the change>
[bookmark: _Toc21102633][bookmark: _Toc29810482][bookmark: _Toc36635834][bookmark: _Toc37272780][bookmark: _Toc45885857][bookmark: _Toc53182966][bookmark: _Toc58915633][bookmark: _Toc58917814][bookmark: _Toc66693683][bookmark: _Toc74915635][bookmark: _Toc76114260][bookmark: _Toc76544146][bookmark: _Toc82536268][bookmark: _Toc89952561][bookmark: _Toc98766377][bookmark: _Toc99702740][bookmark: _Toc106206526][bookmark: _Toc115080528][bookmark: _Toc121999408][bookmark: _Toc124153581][bookmark: _Toc124154356][bookmark: _Toc131560211]6.2.1	Definition and applicability
Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each declared beam, the requirement is based on declarations captured in clause 4.6 for a beam identifier (D.3), reference beam direction pair (D.8), rated beam EIRP (D.11) at the beam's reference direction pair, OTA peak directions set (D.9), the beam direction pairs at the maximum steering directions (D.10) and their associated rated beam EIRP and beamwidth(s) for reference beam direction pair and maximum steering directions (D.12).
For a declared beam identifier and beam direction pair, the rated beam EIRP level is the maximum power that the BS is declared to radiate at the associated beam peak direction during the transmitter ON period.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in clause 6.2.4.1.
NOTE 1:	The OTA peak directions set for a beam is the complete continuous or discrete set of all beam direction for which the EIRP accuracy is intended to be achieved for the beam.
NOTE 2:	A beam direction pair consists of a beam centre direction and an associated beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
For operating bands where the supported fractional bandwidth (FBW) is larger than 6%, two rated carrier EIRP may be declared by manufacturer:
-	Prated,c,FBWlow for lower supported frequency range, and
-	Prated,c,FBWhigh for higher supported frequency range.
For frequencies in between FFBWlow and FFBWhigh the rated carrier EIRP is:
-	Prated,c,FBWlow, for the carrier whose carrier frequency is within frequency range FFBWlow ≤ f < (FFBWlow +FFBWhigh) / 2,
-	Prated,c,FBWhigh, for the carrier whose carrier frequency is within frequency range (FFBWlow +FFBWhigh) / 2 ≤ f ≤FFBWhigh.
Radiated transmit power is directional requirement applicable to BS type 1-H, BS type 1-O and BS type 2-O.
For BS Type 1-H, for operation with shared spectrum channel access operation, the BS may have to comply with the applicable BS power limits established regionally, when deployed in regions where those limits apply and under the conditions declared by the manufacturer. 
For BS type 1-H there is no requirement specified for band n46, n100, n101 and n102.

For BS type 1-O there is no requirement specified for bands n46, n96, n100, n101 and n102.
<End of the change>

<Start of the change>
[bookmark: _Toc21102810][bookmark: _Toc29810659][bookmark: _Toc36636011][bookmark: _Toc37272957][bookmark: _Toc45886037][bookmark: _Toc53183113][bookmark: _Toc58915780][bookmark: _Toc58917961][bookmark: _Toc66693830][bookmark: _Toc74915782][bookmark: _Toc76114407][bookmark: _Toc76544293][bookmark: _Toc82536415][bookmark: _Toc89952708][bookmark: _Toc98766524][bookmark: _Toc99702887][bookmark: _Toc106206673][bookmark: _Toc115080675][bookmark: _Toc121999555][bookmark: _Toc124153728][bookmark: _Toc124154503][bookmark: _Toc131560358]7.1	General
General test conditions for receiver tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
Unless otherwise stated, the following arrangements apply for radiated receiver characteristics requirements in clause 7:
-	Requirements apply during the BS receive period.
-	Requirements shall be met for any transmitter setting.
-	For FDD operation the requirements shall be met with the transmitter unit(s) ON.
-	Throughput requirements defined for the radiated receiver characteristics do not assume HARQ retransmissions.
-	When BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.
-	For ACS, blocking and intermodulation characteristics, the negative offsets of the interfering signal apply relative to the lower Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap, and the positive offsets of the interfering signal apply relative to the upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 1:	In normal operating condition the BS in FDD operation is configured to transmit and receive at the same time.
NOTE 2:	In normal operating condition the BS in TDD operation is configured to TX OFF power during receive period.
Each requirement, except OTA receiver spurious emissions, shall be met over the RoAoA specified.
For FR1 requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:
	ΔOTAREFSENS = 44.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for the reference direction.
And
	ΔOTAREFSENS = 41.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for all other directions.
For requirements which are to be met over the minSENS RoAoA absolute requirement values are offset by the following term:
ΔminSENS = PREFSENS – EISminSENS (dB)
For FR2 requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:
	ΔFR2_REFSENS = -3 dB for the reference direction
and
	ΔFR2_REFSENS = 0 dB for all other directions
For BS type 1-H there is no requirement specified for band n46, n100, n101 and n102.
For BS type 1-O there is no requirement specified for bands n46, n96, n100, n101 and n102.
<End of the change>

