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<< Start of changes >>
[bookmark: _Toc27475908][bookmark: _Toc29495399][bookmark: _Toc36116447][bookmark: _Toc36118496][bookmark: _Toc36560611][bookmark: _Toc43977143][bookmark: _Toc52213723][bookmark: _Toc60743188][bookmark: _Toc68206366][bookmark: _Toc75972164][bookmark: _Toc85051605][bookmark: _Toc90493627][bookmark: _Toc90494267][bookmark: _Toc100094308][bookmark: _Toc106873001][bookmark: _Toc133250070]7.3B.3.3.1	ΔRIB,c for EN-DC in two bands
Table 7.3B.3.3.1-1: ΔRIB,c due to EN-DC(two bands)
	[bookmark: _Hlk523940806]Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1_n28
	n28
	0.2

	DC_1_n41
	1
	0

	
	n41
	0

	DC_1_n77
	1
	0.2

	
	n77
	0.5

	DC_1_n78
	n78
	0.5

	DC_2_n66
	2
	0.3

	
	n66
	0.3

	DC_2_n78
	2
	0.2

	
	n78
	0.5

	DC_3_n41
	n41
	03

	
	
	0.54

	DC_3_n77
	3
	0.2

	
	n77
	0.5

	DC_3_n78
	3
	0.2

	
	n78
	0.5

	DC_5_n78
	5
	0.2

	
	n78
	0.5

	DC_7_n8
	n8
	0.2

	DC_7_n66
	7
	0.5

	
	n66
	0.5

	DC_7_n71
	n71
	0.2

	DC_7_n77
	n77
	0.5

	DC_7_n78, DC_7-7_n78
	n78
	0.5

	DC_8_n77
	8
	0.2

	
	n77
	0.5

	DC_8_n78
	8
	0.2

	
	n78
	0.5

	DC_11_n77
	n77
	0.5

	DC_11_n78
	n78
	0.5

	DC_12_n5
	12
	0.3

	
	n5
	0.5

	DC_12_n66
	12
	0.5

	DC_12_n78
	12
	0.2

	
	n78
	0.5

	DC_18_n77
	n77
	0.5

	DC_19_n77
	n77
	0.5

	DC_19_n78
	n78
	0.5

	DC_20_n78
	n78
	0.5

	DC_21_n77
	n77
	0.5

	DC_21_n78
	n78
	0.5

	DC_25_n41
	n41
	01

	
	
	0.52

	DC_26_n77
	n77
	0.5

	DC_26_n78
	n78
	0.5

	DC_28_n51
	n51
	0.2

	DC_28_n77
	28
	0.2

	
	n77
	0.5

	DC_28_n78
	28
	0.2

	
	n78
	0.5

	DC_30_n66
	30
	0.5

	
	n66
	0.4

	DC_38_n78
	38
	0.4

	
	n78
	0.5

	DC_39-n41
	39
	0.2

	
	n41
	0.2

	DC_39_n79
	n79
	0.5

	DC_40_n78
	40
	0.45

	
	n78
	0.55

	DC_40_n79
	n79
	0.5

	DC_41_n28
	41
	0

	
	n28
	0

	DC_41_n77
	n77
	0.5

	DC_41_n78
	n78
	0.5

	DC_41_n79
	n79
	0.5

	DC_48_n66
	48
	0.5

	
	n66
	0.2

	DC_66_n2
	66
	0.3

	
	n2
	0.3

	DC_66_n25
	66
	0.3

	
	n25
	0.3

	DC_66_n41
	66
	0.5

	
	n41
	0.51

	
	
	12

	DC_66_n78
	66
	0.2

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.
NOTE 3:	Applicable for the frequency range of 2515-2690 MHz.
NOTE 4:	Applicable for the frequency range of 2496-2515 MHz.
NOTE 5:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
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