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<START OF CHANGES>

9.2	MCX
[bookmark: _Toc27406715][bookmark: _Toc36037481][bookmark: _Toc43837852][bookmark: _Toc51832397][bookmark: _Toc60167101][bookmark: _Toc68108943][bookmark: _Toc75458751][bookmark: _Toc90631876][bookmark: _Toc99870719]9.2.1	MCX Client PIXIT
Table 9.2.1-1: MCX Client Common PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	Client relevant IXIT
	
	
	
	

	px_MCX_Client_B_ID
	charstring
	"urn:uuid:cdcd34fb-c2f1-4488-a03a-6b5a5d360c47"
	
	MCX client ID for a remote user: As defined in TS 24.379 [9] clause 4.10 it is a UUID URN according to RFC 4122 [62], i.e. has the format "urn:uuid:XXXXXXXX-YYYY-ZZZZ-yyyy-zzzzzzzzzzzz" 

	Users relevant IXIT
	
	
	
	

	px_MCPTT_ID_User_A
	charstring
	"mcptt-user-A-id@ mcptt-op.gov"
	NOTE 1
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCVideo_ID_User_A
	charstring
	
	NOTE 1
	MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user. Ref. TS 24.483 [13].

	px_MCData_ID_User_A
	charstring
	
	NOTE 1
	MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Alias
	charstring
	"mcptt-user-A-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCVideo_User_A_Alias
	charstring
	"mcvideo-user-A-alias"
	
	Alphanumeric alias of MCVideo user. Ref. TS 24.483 [13].

	px_MCData_User_A_Alias
	charstring
	"mcdata-user-A-alias"
	
	Alphanumeric alias of MCData user. Ref. TS 24.483 [13].

	px_MCPTT_ID_FA_A
	charstring
	"mcptt-FA-A-id@ mcptt-op.gov"
	
	The value is a "uri" attribute. TS 24.483 [13] clause 5.2.48W6

	px_MCData_ID_FA_A
	charstring
	"mcdata-FA-A-id@ mcptt-op.gov"
	
	The value is a "uri" attribute. TS 24.483 [13] clause 10.2.97B3

	px_MCX_User_A_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCX_DomainName_Organization_A
	charstring
	"mcptt-op.gov"
	
	Domain name of the organization the user belongs to.

	px_MCX_User_A_username
	charstring
	"MCPTT#U01"
	
	UE's User username used for user authentication

	px_MCX_User_A_password
	charstring
	"psw@MCPTT&7"
	
	UE's User password used for user authentication

	px_MCX_TokenRsaPrivateKey
	octetstring
	
	
	Private key being used to create signature for ID and Access Token

	px_MCX_TrK
	bitstring
	
	
	Transport key for XML confidentiality and between the KMS and the MC KM client according to TS 33.180 [43] clause 9.3.3.

	px_MCX_TrK_ID
	B32_Type
	
	
	Transport key ID for XML confidentiality and between the KMS and the MC KM client according to TS 33.180 [43] clause 9.3.3.

	px_MCX_InK
	bitstring
	
	
	Integrity protection key for XML confidentiality and between the KMS and the MC KM client according to TS 33.180 [43] clause 9.3.3.

	px_MCX_InK_ID
	B32_Type
	
	
	Integrity protection key ID for XML confidentiality and between the KMS and the MC KM client according to TS 33.180 [43] clause 9.3.3.

	px_MCPTT_ID_User_B
	charstring
	"mcptt-user-B-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCVideo_ID_User_B
	charstring
	"mcvideo-user-B-id@ mcptt-op.gov"
	
	MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user. Ref. TS 24.483 [13].

	px_MCData_ID_User_B
	charstring
	"mcdata-user-B-id@ mcptt-op.gov"
	
	MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user. Ref. TS 24.483 [13].

	px_MCX_User_B_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCX user. Ref. TS 24.483 [13].

	px_MCPTT_ID_User_C
	charstring
	"mcptt-user-C-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCVideo_ID_User_C
	charstring
	"mcvideo-user-C-id@ mcptt-op.gov"
	
	MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user. Ref. TS 24.483 [13].

	px_MCData_ID_User_C
	charstring
	"mcdata-user-C-id@ mcptt-op.gov"
	
	MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user. Ref. TS 24.483 [13].

	px_MCX_User_C_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCX user. Ref. TS 24.483 [13].

	px_MCPTT_ID_User_D
	charstring
	"mcptt-user-D-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCVideo_ID_User_D
	charstring
	"mcvideo-user-D-id@ mcptt-op.gov"
	
	MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user. Ref. TS 24.483 [13].

	px_MCData_ID_User_D
	charstring
	"mcdata-user-D-id@ mcptt-op.gov"
	
	MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user. Ref. TS 24.483 [13].

	px_MCX_SIP_PublicUserId_A_1
	charstring
	
	
	(First) public user id of the SIP subscriber (user A) for MCX;
the parameter shall be a SIP URI

	px_MCX_SIP_PrivateUserId_A
	charstring
	
	
	Private user id of the SIP subscriber (user A) for MCX

	px_MCX_SIP_HomeDomain_A
	charstring
	
	
	Home domain name of the SIP subscriber (user A) for MCX

	px_MCX_SIP_PublicUserId_B
	charstring
	
	
	Public user id of user B

	px_MCX_SIP_PublicUserId_C
	charstring
	
	
	Public user id of user C

	px_MCX_SIP_RegistrationWithTemporaryIdentities
	boolean
	
	
	If true the UE shall derive the public user id, private user id and home domain name from the IMSI for SIP registration

	Groups relevant IXIT
	
	
	
	

	px_MCPTT_Group_A_ID
	charstring
	"mcptt-group-A@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCVideo_Group_A_ID
	charstring
	"mcvideo-group-A@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCData_Group_A_ID
	charstring
	"mcdata-group-A@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_Name
	charstring
	"mcptt-group-A-name"
	
	A human readable Group name for the group

	px_MCVideo_Group_A_Name
	charstring
	"mcvideo-group-A-name"
	
	A human readable Group name for the group

	px_MCData_Group_A_Name
	charstring
	"mcdata-group-A-name"
	
	A human readable Group name for the group

	px_MCX_Group_A_Owner_Organization
	charstring
	"mcx-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.
RFC 4566 [25]
TS 26.171 [26]

	px_MCPTT_Group_B_ID
	charstring
	"mcptt-group-B@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCVideo_Group_B_ID
	charstring
	"mcvideo-group-B@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCData_Group_B_ID
	charstring
	"mcdata-group-B@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_T_ID
	charstring
	"mcptt-group-T@mcptt-op.gov"
	
	Group ID for a temporary group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCVideo_Group_T_ID
	charstring
	"mcvideo-group-T@mcptt-op.gov"
	
	Group ID for a temporary group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCData_Group_T_ID
	charstring
	"mcdata-group-T@mcptt-op.gov"
	
	Group ID for a temporary group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	Miscellaneous IXIT
	
	
	
	

	px_MCX_APN
	charstring
	"mcx-apn"
	
	A single APN which the UE shall use to access each and all MCX relevant services.
The APN is provided in the initial UE configuration as specified in TS 36.579-1 [2] Table 5.5.8.1-1.

	px_MCX_InitialRegistration_TypeOfPDN1
	MCX_Registration_PDN_Type
	mcx
	ims, internet, mcx
	First PDN registered during initial registration (either ‘ims’ or ‘internet’ or ‘mcx’; ‘none’ is not applicable as first PDN)

	px_MCX_InitialRegistration_TypeOfPDN2
	MCX_Registration_PDN_Type
	none
	ims, internet, mcx, none
	Second PDN registered during initial registration; in addition to ‘ims’ or ‘internet’ or ‘mcx’ it may be ‘none’ to indicate that there is no second PDN connectivity requested by the UE during initial registration

	px_MCX_InitialRegistration_TypeOfPDN3
	MCX_Registration_PDN_Type
	none
	ims, internet, mcx, none
	Third PDN registered during initial registration; in addition to ‘ims’ or ‘internet’ or ‘mcx’ it may be ‘none’ to indicate that there is no third PDN connectivity requested by the UE during initial registration

	px_MCX_CoordinateLatitude_Client_B
	float
	none
	
	Simulated latitude value sent to the UE to inform about Client_B location

	px_MCX_CoordinateLongitude_Client_B
	float
	none
	
	Simulated longitude value sent to the UE to inform about Client_B location

	NOTE 1:	According to TS 23.280 [54] clause 8.1.2 a MC service ID shall be a URI; nevertheless in context of this specification only URIs consisting of userinfo, host and path elements (see RFC 3986 [53]) are supported.
Editor's note: A similar note may need to be added to other PIXITs too



<END OF CHANGES>
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