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<Start of modified section>
4.9.36	Test procedure for registration of a MUSIM UE
4.9.36.1	Scope
The purpose of this procedure is to perform initial registration of a MUSIM UE.
4.9.36.2	Procedure description
4.9.36.2.1	Initial conditions
System Simulator:
-	NGC Cell A (home PLMN1) and cell G (home PLMN2) are configured according to tables 6.3.2.2-1,  and table 6.3.2.2-3 and with default system information combination as defined in sub-clause 4.4.3.1.2. Any change in the cells and their configurations shall be explicitly specified in the TC which calls the procedure in its entirety or refers to parts of it.
User Equipment:
-	The UE is a MUSIM UE.
-	The UE is equipped with two USIMs with configuration as defined in Tables 6.4.1-27 and 6.4.1-28.
4.9.36.2.2	Procedure sequence
Table 4.9.36.2.2-1: Test procedure sequence for registration of a MUSIM UE
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
- NGC Cell A as the "Serving cell".
- NGC Cell G as a "Non-Suitable Off cell".
	-
	-
	-
	-

	2
	UE is switched on.
	-
	-
	-
	-

	-
	The following messages are to be observed on NGC Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	3
	Check: Does UE with USIM configuration 6.4.1-27 transmit REGISTRATION REQUEST message including UE network capability with at least one MUSIM feature is set to “support”?
	-->
	REGISTRATION REQUEST
	-
	P

	4-19
	Steps 5 to 20a1 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	20
	The SS configures:
- NGC Cell G as a "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on NGC Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	21
	Check: Does UE with USIM configuration 6.4.1-28 transmit REGISTRATION REQUEST message including UE network capability with at least one MUSIM feature is set to “support”?
	-->
	REGISTRATION REQUEST
	-
	P

	22-37
	Steps 5 to 20a1 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-



4.9.36.3	Specific message contents
Table 4.9.36.3-1: Message REGISTRATION REQUEST (steps 3 and 21, Table 4.9.36.2.2-1)
	Derivation path: Table 4.7.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	5GMM capability
	
	
	pc_EPC_MUSIM

	All octets with the exception of octet 6, bit 5 to bit 8 
	Any allowed value
	
	

	N1 NAS signalling connection release (NCR) (octet 6, bit 5)
	‘1’B
	N1 NAS signalling connection release supported
	pc_5GC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 6, bit 6)
	‘1’B
	paging indication for voice services is supported
	pc_5GC_MUSIM_PIV

	Reject paging request (RPR) (octet 6, bit 7)
	‘1’B
	reject paging request supported
	pc_5GC_MUSIM_RPR

	Paging restriction (PR) (octet 6, bit 8)
	‘1’B
	paging restriction is supported
	pc_5GC_MUSIM_PR



Table 4.9.36.3-2: Message REGISTRATION ACCEPT (steps 13 and 31, Table 4.9.36.2.2-1)
	Derivation path: Table 4.7.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	5GMM capability5GS network feature support
	'0000 0101 0000 0000 0111 1000'B
	
	pc_EPC_MUSIM

	All octets with the exception of octet 5, bit 4 to bit 7 
	Any allowed value
	
	

	N1 NAS signalling connection release (NCR) (octet 5, bit 4)
	‘1’B
	N1 NAS signalling connection release supported
	pc_5GC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 5, bit 5)
	‘1’B
	paging indication for voice services is supported
	pc_5GC_MUSIM_PIV

	Reject paging request (RPR) (octet 5, bit 6)
	‘1’B
	reject paging request supported
	pc_5GC_MUSIM_RPR

	Paging restriction (PR) (octet 5, bit 7)
	‘1’B
	paging restriction is supported
	pc_5GC_MUSIM_PR


<End of modified section>
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