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< Start of changes >
[bookmark: _Toc21026695][bookmark: _Toc27743981][bookmark: _Toc36197154][bookmark: _Toc36197846]7.3.2	Reference sensitivity power level
Editor’s note: The following aspects of the clause are for future consideration:
· Measurement Uncertainties and Test Tolerances are FFS for power class 2, and 4 and 7.
· The test case is incomplete for band n259 and for band n262.
The following aspects of the clause are for future consideration:
· The 3D EIS scan test time optimization in RAN 4/ RAN 5 is FFS (existing EIS based test time needs to be re-evaluated for 200/266 grid points).
· Statistical model in Annex H.2 (currently based on LTE model) needs to be validated to confirm that it is also applicable for FR2
7.3.2.1	Test purpose
< Unchanged sections skipped >
Table 7.3.2.3.5-1: Reference sensitivity for power class 5
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-92.6
	-89.6
	-86.6
	-83.6

	n258
	-92.8
	-89.8
	-86.8
	-83.8

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.4



The REFSENS requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3.1-2.
Unless given by Table 7.3.2.3.1-3, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3.3.1-1) configured.
The normative reference for this requirement is TS 38.101-2 [3] clause 7.3.2.
7.3.2.3.7	Reference sensitivity power level for power class 7
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity specified in Table 7.3.2.3.7-1. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link Angle).

Table 7.3.2.3.7-1: Reference sensitivity for power class 7
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz

	n257
	-85.3
	-82.3

	n258
	-85.3
	-82.3

	n261
	-85.3
	-82.3

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4



The REFSENS requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3.1-2.
Unless given by Table 7.3.2.3.1-3, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3.3.1-1) configured.
The normative reference for this requirement is TS 38.101-2 [3] clause 7.3.2.

7.3.2.4	Test description
7.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and subcarrier spacing are shown in Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3 The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal, TL, TH

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, 100MHz, Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation 
	Modulation
	RB allocation 

	1
	CP-OFDM QPSK
	Full RB
(NOTE 1)
	DFT-s-OFDM QPSK
	 REFSENS (NOTE 2)

	NOTE 1: Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2: REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band.



Table 7.3.2.4.1-2: Downlink Configuration of each RB allocation
	Channel Bandwidth
	SCS
kHz
	LCRBmax
	RB allocation (LCRB@RBstart)

	50MHz
	120
	32
	32@0

	100MHz
	120
	66
	66@0

	200MHz
	120
	132
	132@0

	400MHz
	120
	264
	264@0

	NOTE 1:	Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table 5.3.5-1.
NOTE 2:   The 200MHz and 400MHz bandwidths are not applicable to PC7 RedCap UEs






< Unchanged sections skipped >
Table 7.3.2.5-5a: Test Tolerance (Reference sensitivity for power class 5)
	Test Metric
	FR2a

	IFF (Max device size ≤ 30 cm)
	2.51 dB , NTC
2.62 dB , ETC



Table 7.3.2.5-7: Reference sensitivity for power class 7
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz

	n257
	-85.3+TT
	-82.3+TT

	n258
	-85.3+TT
	-82.3+TT

	n261
	-85.3+TT
	-82.3+TT



Table 7.3.2.5-7a: Test Tolerance (Reference sensitivity for power class 7)
	Test Metric
	FR2a

	IFF (Max device size ≤ 30 cm)
	[TBD], NTC
[TBD], ETC






< End of changes >

