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<Start of modified section 1>
[bookmark: _Hlk68461561]Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	<Unchanged parts are omitted>

	6.7.9.3.2
	NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR relative measurement accuracy
	Rel-16
	C134
	UEs supporting 5GS NR SA FR1 and L1-SINR-measurement based on CSI-RS as CMR and dedicated CSI-IM as IMR
	
	2Rx
4Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
NOTE 2:	Test X refers to the corresponding Sub-Test as defined in TS 38.533 [5].
NOTE 3:	Test cases in TS 38.533 [5] clause 6 only apply to FR1 non-RedCap UEs. For FR1 RedCap UEs, Test cases in TS 38.533 [5] clause 16 apply.



Table 4.2-3a: Void

Table 4.2-4: Applicability of RRM NR SA FR2 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	7.1
	RRC_IDLE state mobility
	
	
	
	
	

	7.1.1
	NR cell re-selection
	
	
	
	
	

	7.1.1.1
	NR SA FR2 cell re-selection
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	[bookmark: _Hlk134692739]<Unchanged parts are omitted>

	7.7.6.3
	NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	Rel-16
	C140
	UEs supporting 5GS NR SA FR2 and L1-SINR-measurement based on CSI-RS as CMR and dedicated CSI-IM as IMR
	
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
NOTE 2:	Void.
NOTE 3:	Void.
NOTE 4:	Test cases in TS 38.533 [5] clause 7 only apply to FR2 non-RedCap UEs. For FR2 RedCap UEs, Test cases in TS 38.533 [5] clause 17 apply.



Table 4.2-4a: Void

Table 4.2-5: Applicability of E-UTRA – NR Inter-RAT conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	8.2
	RRC_IDLE state mobility
	
	
	
	
	

	8.2.1
	Inter-RAT cell re-selection
	
	
	
	
	

	8.2.1.1
	E-UTRA – NR FR1 cell re-selection to higher priority NR target cell
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx
4Rx

	8.2.1.2
	E-UTRA – NR FR1 Cell reselection to lower priority NR target Cell in FR1 for UE configured with highSpeedInterRAT-NR-r16
	Rel-15
	C025d
	UEs supporting 5GS NR SA FR1 and E-UTRAN and NR inter-RAT measurement enhancement in HST
	
	2Rx
4Rx

	<Unchanged parts are omitted>

	8.5.2.3.2
	E-UTRA SS-SINR measurement accuracy of a NR FR2 neighbour cell
	Rel-15
	C080
	UEs supporting E-UTRA and NR FR2 measurement
	
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
NOTE 4:	Test cases in TS 38.533 [5] clause 8 only apply to non-RedCap UEs. For RedCap UEs, Test cases in TS 38.533 [5] clause 18 apply.


<End of modified section 1>

<Start of modified section 2>
Table 4.2-8: Applicability of RRM NR SA FR2 conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	17.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	

	17.1
	NR cell re-selection
	
	
	
	
	

	17.1.1.1
	NR SA FR2 Cell reselection to FR2 intra-frequency NR case for 2 Rx
	Rel-17
	TBD
	
	NOTE 1
	2Rx

	17.1.1.2
	NR SA FR2-FR2 Cell reselection to FR2 inter-frequency NR case
	Rel-17
	TBD
	
	NOTE 1
	2Rx

	17.1.1.3
	NR SA FR2 Cell reselection to FR2 intra-frequency NR case for UE fulfilling stationary relaxed measurement criterion for 2 Rx UE
	Rel-17
	TBD
	
	NOTE 1
	2Rx

	17.1.1.4
	NR SA FR2-FR2 Cell reselection to FR2 inter-frequency NR case for UE fulfilling stationary mobility relaxed measurement criterion for 2 Rx UE
	Rel-17
	TBD
	
	NOTE 1
	2Rx

	17.2
	RRC_INACTIVE state mobility for RedCap
	
	
	
	
	

	17.3
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	

	17.3.1
	Handover for RedCap
	
	
	
	
	

	17.3.2
	RRC connection mobility control for RedCap
	
	
	
	
	

	17.3.2.1
	RRC re-establishment for RedCap
	
	
	
	
	

	17.3.2.1.1
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.3.2.1.2
	NR SA FR2-FR2 Inter-frequency RRC Re-establishment in FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.3.2.1.3
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2 without serving cell timing
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	17.3.2.2
	Random Access for RedCap
	
	
	
	
	

	17.3.2.2.1
	NR SA FR2 4-step RA type contention based random access test in FR2 for NR Standalone
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	17.3.2.2.2
	NR SA FR2 4-step RA type non-contention based random access test in FR2 for NR Standalone
	Rel-17
	C224
	RedCap UEs supporting 5GS NR SA FR2 and CSI-RS based PRACH
	NOTE 1
	2Rx

	17.3.2.2.3
	NR SA FR2 2-step RA type contention based random access test in FR2 for NR Standalone
	Rel-17
	C225
	RedCap UEs supporting 5GS NR SA FR2 and 2-step RACH
	NOTE 1
	2Rx

	17.3.2.2.4
	NR SA FR2 2-step RA type non-contention based random access test in FR2 for NR Standalone
	Rel-17
	C225
	RedCap UEs supporting 5GS NR SA FR2 and 2-step RACH
	NOTE 1
	2Rx

	17.4
	Timing for RedCap
	
	
	
	
	

	17.5
	Signalling characteristics for RedCap
	
	
	
	
	

	17.5.1
	Radio Link Monitoring for RedCap
	
	
	
	
	

	17.5.1.1
	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.5.1.2
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.5.1.4
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx

	17.5.1.9
	NR SA FR2 UE Radio Link Monitoring Scheduling Restrictions on FR2
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	[bookmark: _GoBack]17.5.2
	Beam Failure Detection and Link recovery procedures for RedCap
	
	
	
	
	

	17.5.2.3
	NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in non-DRX mode
	Rel-17
	C227
	RedCap UEs supporting 5GS NR SA FR2, CSI-RS based RLM and link recovery
	NOTE 1
	2Rx

	17.5.2.4
	NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in DRX mode
	Rel-17
	C228
	RedCap UEs supporting 5GS NR SA FR2, long DRX cycle, CSI-RS based RLM and link recovery
	NOTE 1
	2Rx

	17.5.2.5
	NR SA FR2 Scheduling availability restriction during Beam Failure Detection and Link Recovery for FR2 PCell configured with SSB-based BFD and LR in non-DRX mode
	Rel-17
	C226
	RedCap UEs supporting 5GS NR SA FR2 and SSB based link recovery
	NOTE 1
	2Rx

	17.6
	Measurement procedure for RedCap
	
	
	
	
	

	17.6.1
	Intra-frequency Measurements for RedCap
	
	
	
	
	

	17.6.1.1
	NR SA FR2 Event triggered reporting test without gap under non-DRX
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.6.1.2
	NR SA FR2 Event triggered reporting test without gap under DRX
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx

	17.6.1.3
	NR SA FR2 Event triggered reporting test with per-UE gaps under non-DRX
	Rel-17
	C238
	RedCap UEs supporting 5GS NR SA FR2, CSI-RS-based RLM and BWP operation without bandwidth restriction
	NOTE 1
	2Rx

	17.6.1.4
	NR SA FR2 Event triggered reporting test with per-UE gaps under DRX
	Rel-17
	C229
	RedCap UEs supporting 5GS NR SA FR2, long DRX cycle, CSI-RS-based RLM and BWP operation without bandwidth restriction
	NOTE 1
	2Rx

	17.6.3
	L1-RSRP measurement for beam reporting for RedCap
	
	
	
	
	

	17.6.3.1
	NR SA FR2 SSB based L1-RSRP measurement when DRX is not used
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	17.6.3.2
	NR SA FR2 SSB based L1-RSRP measurement when DRX is used
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	NOTE 1
	2Rx

	17.6.3.3
	NR SA FR2 CSI-RS based L1-RSRP measurement when DRX is not used
	Rel-17
	C197
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	17.6.3.4
	NR SA FR2 CSI-RS based L1-RSRP measurement when DRX is used
	Rel-17
	C198
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	NOTE 1
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.



Table 4.2-9: Applicability of E-UTRA – NR Inter-RAT conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	18.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	

	18.1.1
	Inter-RAT NR cell re-selection
	
	
	
	
	

	18.1.1.1
	E-UTRA - NR SA FR1 E-UTRA Cell reselection to higher priority NR target Cell in FR1
	Rel-17
	TBD
	
	NOTE 1
	2Rx

	18.2
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	

	18.2.1
	Inter-RAT cell handover for RedCap
	
	
	
	
	

	18.2.1.1
	E-UTRA - NR SA FR1 E-UTRAN - NR handover in FR1
	Rel-17
	C182
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2RX

	18.2.2
	RRC connection release with redirection for RedCap
	
	
	
	
	

	18.2.2.1
	E-UTRA - NR SA FR1 Redirection from E-UTRA to NR SA FR1 for redcap UE
	Rel-17
	C182C199
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	NOTE 1
	1RX
2RX

	18.3
	Measurement procedure for RedCap
	
	
	
	
	

	18.3.1
	E-UTRA - NR Measurements for RedCap
	
	
	
	
	

	18.3.1.1
	E-UTRA - NR SA FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is not used
	Rel-17
	C230
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA but don’t support per-FR gap
	For sub-test 1
	2RX

	
	
	
	C231
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA, per-FR gap and gap pattern #4
	For sub-test 2
	2RX

	18.3.1.2
	E-UTRA - NR SA FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is used
	Rel-17
	C232
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA and long DRX cycle but don’t support per-FR gap
	For sub-test 1,2
	2RX

	
	
	
	C233
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA, long DRX cycle, per-FR gap and gap pattern #4
	For sub-test 3,4
	2RX

	18.3.1.3
	E-UTRA - NR SA FR1 Event triggered reporting tests for FR1 with SSB time index detection when DRX is not used
	Rel-17
	C230
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA but don’t support per-FR gap
	For sub-test 1
	2RX

	
	
	
	C231
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA, per-FR gap and gap pattern #4
	For sub-test 2
	2RX

	18.3.1.4
	E-UTRA - NR SA FR1 Event triggered reporting tests for FR1 with SSB time index detection when DRX is used
	Rel-17
	C232
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA and long DRX cycle but don’t support per-FR gap
	For sub-test 1,2
	2RX

	
	
	
	C233
	2Rx RedCap UEs supporting 5GS NR SA FR1, E-UTRA, long DRX cycle, per-FR gap and gap pattern #4
	For sub-test 3,4
	2RX

	18.3.1.5
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 without SSB time index detection when DRX is not used
	Rel-17
	N/A
	not recommended due to E-UTRA – FR2 testability issue
	NOTE 1
	2RX

	18.3.1.6
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 without SSB time index detection when DRX is used
	Rel-17
	N/A
	not recommended due to E-UTRA – FR2 testability issue
	NOTE 1
	2RX

	18.3.1.7
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 with SSB time index detection when DRX is not used
	Rel-17
	N/A
	not recommended due to E-UTRA – FR2 testability issue
	NOTE 1
	2RX

	18.3.1.8
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 with SSB time index detection when DRX is used
	Rel-17
	N/A
	not recommended due to E-UTRA – FR2 testability issue
	NOTE 1
	2RX

	18.3.1.5
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 without SSB time index detection when DRX is not used
	Rel-17
	C234
	RedCap UEs supporting 5GS NR SA FR2 and E-UTRA but don’t support per-FR gap
	For sub-test 1
NOTE 1
	2RX

	
	
	
	C235
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA and per-FR gap
	For sub-test 2
NOTE 1
	2RX

	18.3.1.6
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 without SSB time index detection when DRX is used
	Rel-17
	C236
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA and long DRX cycle but don’t support per-FR gap
	For sub-test 1,2
NOTE 1
	2RX

	
	
	
	C237
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA, long DRX cycle and per-FR gap
	For sub-test 3,4
NOTE 1
	2RX

	18.3.1.7
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 with SSB time index detection when DRX is not used
	Rel-17
	C234
	RedCap UEs supporting 5GS NR SA FR2 and E-UTRA but don’t support per-FR gap
	For sub-test 1
NOTE 1
	2RX

	
	
	
	C235
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA and per-FR gap
	For sub-test 2
NOTE 1
	2RX

	18.3.1.8
	E-UTRA - NR SA FR2 Event triggered reporting tests for FR2 with SSB time index detection when DRX is used
	Rel-17
	C236
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA and long DRX cycle but don’t support per-FR gap
	For sub-test 1,2
NOTE 1
	2RX

	
	
	
	C237
	RedCap UEs supporting 5GS NR SA FR2, E-UTRA, long DRX cycle and per-FR gap
	For sub-test 3,4
NOTE 1
	2RX

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.



<End of modified section 2>
