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-------- Start of changes --------
7.2	RRC_INACTIVE state mobility
7.2.1	Small Data Transmission
7.2.1.0	Minimum conformance requirements
[bookmark: _Hlk127349544]7.2.1.0.1	Minimum conformance requirements for CG-SDT TA validation
The UE is allowed to transmit using the configured uplink resources provided that the UE is synchronized towards (i.e. using the timing derived using the latest available  value as specified in subclause 7.1.2 of TS 38.133 [6]) the serving cell prior to transmission. If the UE is not able to obtain the synchronization towards the serving cell then the UE shall drop the small data transmission. The UE determines the small data transmission occasion according to the received CG-SDT configuration (see TS 38.331 [13]).
When cg-SDT-RSRP-ChangeThreshold (see TS 38.331 [13]) is configured for TA validation based on the RSRP change criterion according to clause 5.8.2 of TS 38.321 [12], the UE is allowed to transmit using CG-SDT using the timing derived using the latest available  value as specified in subclause 7.1 of TS 38.133 [6] provided that
-	the first RSRP (RSRP1) measurement and the second RSRP (RSRP2) measurements used in the TA validation are valid measurements and, 
-	timing alignment validation for transmission using CG-SDT is valid according to the validation criteria in clause 5.8.2 of TS 38.321 [12].
RSRP1 and RSRP2 are considered valid provided that the conditions in Table 7.2.1.0.1-1 are met for FR2-1.
Table 7.2.1.0.1-1 Valid measurement for FR2-1
	Measurement
	FR2-1

	RSRP1
	(T1 – max(480ms, 8*SMTC periodicity)) ≤ T1’ ≤ (T1 + max(480ms, 8*SMTC periodicity))

	RSRP2
	(T2 – max(480ms, 8*SMTC periodicity)) ≤ T2’ ≤ T2



If at least one of RSRP1 and RSRP2 is considered to be invalid based on the above conditions, then the UE shall not validate the CG-SDT using RSRP1 and RSRP2 and shall not transmit using CG-SDT. Additionally, the UE shall not transmit in an CG-SDT occasion that occurs more than 640 ms after T2.
Where:
-	T1 is the time when
-	RRCRelease with CG-SDT configuration (see TS 38.331 [13]) is received
-	the latest TA is received if TA is received while in RRC_INACTIVE state.
-	T1’ is the time when the UE has completed RSRP1.
-	T2 is the time when the UE performs TA validation as defined in clause 5.27.2 of TS 38.321 [12] for transmission using CG-SDT.
-	T2’ is the time when the UE has completed RSRP2.
-	TDRX is the DRX cycle length in ms.
-	M1 is the scaling factor as defined in clause 4.2.2.2 of TS 38.133 [6].
The normative reference for this requirement is TS 38.133 [6] clause 5.5.2 and 5.5.3.
7.2.1.1	TA Validation for CG-SDT in FR2
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Test procedure, some parameters are not complete in RAN4. In particular, timers T1, T2, T3, T4, T5, W1 and W2 are missing. The values of power levels P0, P1, P2 and P3 need to be explicitly defined.
- Message contents
- Test requirements are not completed in RAN4
- TT analysis is missing
- Test Applicability in TS38.522
- Annex F
7.2.1.1.1	Test Purpose
The purpose of this test is to verify that the UE correctly performs TA validation for CG-SDT. This test will partly verify the TA validation requirements in clause 5.5.3 of TS 38.133 [6].
7.2.1.1.2	Test Applicability
This test applies to all types of NR UE from Release 17 onwards that supports transmission of data and/or signalling over allowed radio bearers in RRC_INACTIVE state via configured grant type 1 (i.e., CG-SDT), as specified in TS 38.331 [13].
7.2.1.1.3	Minimum Conformance Requirements
The minimum conformance requirements are specified in clause 7.2.1.0.1.
[bookmark: _Hlk122594283]The normative reference for this requirement is TS 38.133 [6] clause A.7.2.1.1.
7.2.1.1.4	Test Description
7.2.1.1.4.1	Initial conditions
This test can be run in the configuration defined in Table 7.2.1.1.4.1-1.
Table 7.2.1.1.4.1-1: Supported test configurations for FR2 PCell
	Test Case ID
	Test Config Index
	Description

	7.2.1.1-1
	1
	TDD, SSB SCS 120 KHz, data SCS 120KHz, BW 100 MHz



Configure the test equipment and the DUT according to the parameters in Table 7.2.1.1.4.1-2.
Table 7.2.1.1.4.1-2: Initial conditions for TA Validation for CG-SDT in FR2
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.5-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration from Table 7.2.1.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 7.2.1.1.4.1-3.
2.	Message contents are defined in clause 7.2.1.1.4.3.
3. There is only one NR Cell (Cell 1) specified in the test, configured as PCell in FR2. The Cell 1 is configured according to the settings in Annex C.1.1 and C.1.2.
Table 7.2.1.1.4.1-3: General test parameters for TA validation for CG-SDT in FR2
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	MHz
	100: NRB,c = 66

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 DD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 kHz

	PRACH Configuration
	Config 1
	
	Table A.3.8.3.4 [6]

	OCNG parameters
	
	OP.5

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	DRX
	s
	1.28

	cg-SDT-RSRP-ThresholdSSB
	dBm
	-110

	cg-SDT-RSRP-ChangeThreshold
	dB
	[8]

	cg-SDT-TimeAlignmentTime
	
	infinity

	CG-SDT resource period
	ms
	40

	T1
	s
	[TBD]

	T2
	s
	[TBD]

	T3
	s
	[TBD]

	T4
	s
	[TBD]

	T5
	S
	[TBD]



7.2.1.1.4.2	Test procedure
The test consists of a single cell (Cell 1), configured as PCell in FR2 and the UE configured with two CG-SDT configurations when entering/during RRC Inactive state. The test consists of 5 successive time periods, with time duration of T1, T2, T3, T4 and to T5 respectively. Figure 7.2.1.1.4.2-1 shows the variation of the RSRP level in the active cell during the entire test, both sub-tests included.
[image: ]
[image: ]
Figure 7.2.1.1.4.2-1: RSRP variation for TA validation for CG-SDT

Time-point TA is the starting point of the test. Prior to time point TA, the UE shall be fully synchronized and registered to PCell (Cell 1) and have entered into RRC connected mode.
Time-point TB is T1 duration after TA, i.e., TB = TA + T1.
Time-point TC is the time when ‘UE Test Loop Mode B’ command (with ‘T_delay_modeB’ timer configured) and RRC Release message with CG-SDT configuration for ‘Subtest 1’ are received at the UE and is W1[+Y] duration after TB where W1 = max(480ms, 8*SMTC periodicity)), i.e., TC = TB + max(480ms, 8*SMTC periodicity)) [+Y].
Time-point TD is W1 duration after TC or T2 duration after TB, i.e., TD = TC + max(480ms, 8*SMTC periodicity)) = TB + T2.
Time-point TE is T3 duration after TD and must be W2 before TF,  i.e., TE = TD + T3 = TF – W2 where W2 = max(480ms, 8*SMTC periodicity)).
Time-point TF is the time when ‘T_delay_modeB’ timer expires which trigger UL data arrival at UE lower layer and is W2 duration after the time-point TE, i.e., TF = TC + T_delay_modeB = TE + W2 (In general, TE <= TF <= TE + max(480ms, 8*SMTC periodicity))).
Time-point TG is the time when UE transmits with CG-SDT. After time point TF, test equipment observes whether UE transmits with CG-SDT within 640ms + Z after TF.
Time-point TH is the time when second ‘UE Test Loop Mode B’ command (with ‘T_delay_modeB’ timer reconfigured) and second RRC Release message with CG-SDT configuration for ‘Subtest 2’ are received at the UE and delay between TG and TH is FFS in RAN4.
Time-point TI is T4 duration after TE and W1 duration after TH, i.e., TI = TE + T4 = TH + W1.
Time-point TJ is the time when ‘T_delay_modeB’ timer configured in second ‘UE Test Loop Mode B’ command expires which trigger UL data arrival at UE lower layer, i.e., TJ = TH + T_delay_modeB.
Time-point TK is the end point of the first iteration of the test and is T5 duration after TI, i.e., TK = TI + T5.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On and Test Mode On (Test Loop Mode B) according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to Table 7.2.1.1.5-1. 
3. The test starts at time-point TA beforeat which SS sets the transmit power to P0.
4. At time-point TB, the SS changes the power level from P0 to P1.
5. At time point TC, the SS sends CLOSE UE TEST LOOP message (having a non-zero value of T_delay_modeB timer) and RRCRelease message with CG-SDT configuration to the UE, and the UE enters RRC_INACTIVE state.
6. At time-point TD, the SS changes the power level from P1 to P0.
7. At time-point TE, the SS changes the power level from P0 to P2.
8. At time-point TF, the T_delay_modeB timer expires which trigger UL data arrival at UE lower layer. 
9. At time-point TG, the UE transmits with CG-SDT.
10. Check 1: If UE transmits with CG-SDT within 640ms + Z after TF, i.e., if TF <= TG <= 640 ms + Z, sub-test ‘1’ is passed. 
11. SS sends OPEN UE TEST LOOP message to UE.
12. UE sends OPEN UE TEST LOOP COMPLETE message to SS.
13. At time-point TH, the SS sends CLOSE UE TEST LOOP message (having a non-zero value of T_delay_modeB timer) and second RRCRelease message with CG-SDT configuration to UE, and the UE remains in RRC_INACTIVE state.
14. At time-point TI, the SS changes the power level from P2 to P3.
15. At time-point TJ, the T_delay_modeB timer expires which trigger UL data arrival at UE lower layer.
16. Check 2: If UE does not transmit with CG-SDT between TJ and TK, sub-test ‘2’ is passed.
17. SS sends OPEN UE TEST LOOP message to UE.
18. UE sends OPEN UE TEST LOOP COMPLETE message to SS.
19. Verdict: If both sub-tests ‘1’ and ‘2’ passed, test passes. If any of the sub-test fail, the test fails.
20. The test ends at time-point TK.
7.2.1.1.4.3	Message contents
TBD
7.2.1.1.5	Test Requirements
Tables 7.2.1.1.4.1-3 and 7.2.1.1.5-1 define the general parameters and cell specific parameters for NR SA FR2 CG-SDT TA validation test.
Table 7.2.1.1.5-1: Cell specific test parameters TA validation for CG-SDT in FR2
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.9.1

	Assumption for UE beams Note 4
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	

	Config 1
	dBm/15kHz
	-100 + TT

	

	Config 1
	dBm/SCS
	-100 + TT

	

	Config 1
	dB
	[0] + TT
	[130.35] + TT
	[0] +TT
	[24.515.25] +TT
	[06] +TT

	

	Config 1
	dB
	[0] + TT
	[130.35] + TT
	[0] + TT
	[24.515.25] + TT
	[06] + TT

	SS-RSRP
	Config 1
	dBm/SCS
	[-100] + TT
	[-879.65] + TT
	[-100] + TT
	[-84.75.5] + TT
	[-10096] + TT

	Io
	Config 1
	dBm/95.04 MHz
	[-689.04] + TT
	[-57.861.31] + TT
	[-689.04] + TT
	[-46.506.67] + TT
	[-685.07] + TT

	Propagation condition
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



The UE behaviour in each test during time durations shall be as follows:
During T4, UE shall transmit UL data with CG-SDT within 640ms + Z after time point TF.
During T5, UE shall not transmit UL data with CG-SDT.
The rate of correct events observed during repeated tests shall be at least 90%.
-------- End of changes --------
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