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[bookmark: _Hlk122953904]7.5	Signalling characteristics
-------- Start of First change --------
7.5.8.3	MAC-CE based active TCI state switch for HST FR2 scenario
7.5.8.3.0 	Minimum conformance requirements
For FR2 power class 6 UE, if the target TCI state is known, upon receiving PDSCH carrying MAC-CE activation command in slot n, UE shall be able to receive PDCCH with target TCI state of the serving cell on which TCI state switch occurs at the symbol m of the first slot that is after slot n+ THARQ +  + TOk*(Tfirst-SSB + TSSB-proc + Trs + Trs-proc) / NR slot length. The UE shall be able to receive PDCCH with the old TCI state until slot n+ THARQ +  .Where THARQ is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3]; 
-	Tfirst-SSB is time to first SSB transmission after MAC CE command is decoded by the UE;
-	TSSB-proc = 2 ms;
-	Trs is time to the first TRS or SSB transmission after the SSB transmission in the definition of Tfirst-SSB is processed by the UE;
-	Trs-proc = 2 ms;
-     TOk = 1, m = 0 if target TCI state is not in the active TCI state list for PDSCH; otherwise TOk = 0, m = 1.
When highSpeedMeasFlagFR2-r17 is configured and highSpeedLargeOneStepUL-TimingFR2-r17 is enabled for UE supporting FR2 power class 6 and [largeOneStepUL-timingFR2-r17] capability, the following requirements apply to the UE:
-	If the absolute value , the requirement in clause 7.1.2.1 apply to the first UL transmission after a TCI state switch.
-	Otherwise, the UE transmit timing immediately after TCI state switch shall be  and clause 7.1.2.1 requirements don’t apply.
-	The UE UL transmission timing error after the TCI state switching procedure shall be less than or equal to ±Te as specified in clause 7.1.2 if the new target TCI state is within active TCI state list, otherwise ±[7Ts], and the reference point is .
Above,
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with new target TCI state.
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with old source TCI state.
7.5.8.3.1	NR PCell FR2 HST active TCI state switch for a known TCI state
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD:
- Test tolerance and measurement uncertainty analysis are missing
7.5.8.3.1.1	Test Purpose
The purpose of this test is to verify the active TCI state switch delay requirement defined in TS 38.133[6] section 8.10.13A for FR2 power class 6 UE. Furthermore, the purpose of this test is also to verify the one shot large timing adjustment requirement as specified in TS 38.133[6] section 7.1.2.3.
7.5.8.3.1.2	Test Applicability
This test applies to all types of NR UE power class 6 release 17 onwards that supports one shot UL large timing adjustment largeOneStepUL-timingFR2-r17.
7.5.8.3.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.5.8.3.0.
The normative reference for this requirement is TS 38.133 [6] clauses 7.1.2.3, 8.10.13A and A.7.5.8.3.1.
7.5.8.3.1.4	Test description
Supported test configurations are shown in table 7.5.8.3.1.4.1-1. The test parameters are given in Tables 7.5.8.3.1.4.1-2, 7.5.8.3.1.4.1-3 and 7.5.8.3.1.5-1 below. There is one cell (Cell 1), which is the active NR cell, in the test.
The test consists of two successive time periods, with time duration of T1 and T2. Figure 7.5.8.3.1.4-1 and Figure 7.5.8.3.1.4-2 show the Time multiplexed (allocation in Frequency is symbolic) downlink transmissions from each Angle of Arrival. During T1 only SSB to which PDCCH-TCI-state0 is QCL’d is transmitted. At the beginning of T2, the SSB corresponding to TCI state 1 starts transmitting, which has the relative timing delay compared to TCI state 0 by the absolute value of the one-way differential propagation time [].


Figure 7.5.8.3.1.4-1: Time multiplexed downlink transmissions during T1


Figure 7.5.8.3.1.4-2: Time multiplexed downlink transmissions during T2
7.5.8.3.1.4.1	Initial conditions
[bookmark: _Hlk123629594]Table 7.5.8.3.1.4.1-1: Supported test configurations
	Config
	Description

	7.5.8.3.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC).
-	UE is configured with 2 different TCI states for PCell, PDCCH TCI state 0 (QCL’d to SSB0) and TCI state 1 (QCL’d to SSB1), in Cell 1 before starting the test.
-	UE is indicated in TCI state 0 as the active PDCCH TCI state.
Configure the test equipment and the DUT according to the parameters in Table 7.5.6.1.3.4.1-2.
Table 7.5.8.3.1.4.1-2: Initial conditions for Active TCI state switch delay for HST FR2 
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E.1.2, Table E.4-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.5.8.3.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



Table 7.5.8.3.1.4.1-3: General test parameters for TCI state switch 
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	



1. The general test parameter settings are set up according to Table 7.5.8.3.1.4.1-3.
2. Message contents are defined in clause 7.5.8.3.1.4.3.
3. The test scenario comprises of 1 NR Cell. The connection setup with the power level set according to Annex C.1.1 and C.1.2 for this test.
4. The rx beam peak and directions in which the UE meets the EIS spherical coverage criteria have been found with one of the procedures from Annex I.
7.5.8.3.1.4.2	Test procedure
There is one cell (Cell 1), which is the active NR cell, in the test. Prior to the start of the time duration T1, the UE shall be fully synchronized to PCell. During the test PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE would have ACK/NACK sending.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5.
2.	Set the parameters according to T1 in Table 7.5.8.3.1.5-2.
3.	During T1 only SSB to which PDCCH-TCI-state0 is QCL’d is transmitted. At the beginning of T2, the SSB corresponding to TCI state 1 starts transmitting, which has the relative timing delay compared to TCI state 0 by the absolute value of the one-way differential propagation time [].
4.	The UE shall start sending periodic L1-RSRP reports.
5.	In slot n which is within 1280ms of UE providing L1-RSRP report with results for both SSB0 and SSB1, UE receives a MAC-CE command indicating a switch to TCI state 1. tci-PresentInDCI is not configured in the PDSCH configuration, i.e. TCI state for the PDSCH is identical to the PDCCH TCI state.
6.	After the TCI state switch, the UE transmit timing accuracy shall be measured by the test equipment by using the SRS defined in Table 7.5.8.3.1.5-3.
7.	Repeat steps 2-6 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
7.5.8.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table 4.6.3-169 in 38.508-1 [14] with condition R17 HST FR2

	Specific message contents exceptions for Test Configuration 7.5.8.3.1-1
	



7.5.8.3.1.5	Test requirements
Table 7.5.8.3.1.5-2 defines the primary level settings including test tolerances for all tests.
Table 7.5.8.3.1.5-1: NR Cell specific test parameters for TCI state switch
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Data RBs allocated
	
	66

	Initial DL BWP Configuration
	
	DLBWP.0.2

	Dedicated DL BWP Configuration
	
	DLBWP.1.1 

	Initial UL BWP Configuration
	
	ULBWP.0.2 

	Dedicated UL BWP Configuration
	
	ULBWP.1.1 

	PDSCH Reference measurement channel
	
	SR.3. 2 TDD 

	RMSI CORESET parameters
	
	CR.3.1 TDD 

	Dedicated CORESET parameters
	
	CCR.3.1 TDD 

	OCNG Patterns
	
	OP. 5

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1 

	TCI State 0
	
	TCI.State.0

	TCI State 1
	
	TCI.State.1

	TRS Configuration
	
	TRS.2.1 TDD 

	Correlation Matrix and Antenna Configuration
	
	1x2

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation Condition
	
	AOA1: AWGN
AOA2: AWGN with 19444 Hz frequency offset

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table 7.5.8.3.1.5-2: OTA related test parameters for TCI state switch 
	Parameter
	Unit
	Cell 1

	
	
	SSB0
	SSB1

	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	Setup 3 according to clause A.3.15.3

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 6
	
	Rough

	Ês
	dBm/SCS
	-80.6+TT
	-80.6+TT
	-Infinity
	-80.6+TT

	SSB_RP Note 2
	dBm/ SCS
	-80.6+TT
	-80.6+TT
	-Infinity
	-80.6+TT

	
BB Note 7
	dB
	8.3+TT
	8.3+TT
	-Infinity
	8.3+TT

	IoNote2
	dBm/95.04 MHz Note4
	-56.0+TT
	-56.0+TT
	- Infinity
	-56.0+TT

	Note 1:	Void
Note 2:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the center of the quiet zone.
Note 6: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation. 
Note 7:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.6-4.



Table 7.5.8.3.1.5-3: Sounding Reference Symbol Configuration
	Field
	Value
	Comment

	c-SRS
	16
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=0
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



During T2, UE shall send L1-RSRP report with results for both SSB0 and SSB1.
After the TCI state switch, the UE transmission timing immediately after TCI state switch shall follow the requirements as specified in clause 7.5.8.3.1.0.
After receiving MAC-CE command in slot n, UE shall:
-	be able to continue to receive on TCI state 0 till   n+ THARQ +3 ms
-	be able to start receiving on TCI state 1 after n+ THARQ +7 ms + Tfirst-SSB+ Trs
The rate of correct events observed during repeated tests shall be at least [90]%.
7.5.9 to 7.5.10 
----- End of first change ------
[bookmark: _Hlk127283803]----Unchanged Clauses Skipped -----
-------- Start of Second change --------
E.5	Cell configuration mapping for SA FR2 test cases in Chapter 7
Table E.5-1 defines the cell configuration mapping for NR/5GC FR2 test cases in chapter 7 of this test specification.
Table E.5-1: Cell configuration mapping for SA FR2 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	7.1.1.1
	NR SA FR2 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	NR Cell 1
	NR Cell 23
	
	
	

	7.1.1.3
	NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.4
	NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.5
	NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.1.1.6
	NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	NR Cell 1
	NR Cell 2
	
	
	

	7.2.1.1
	TA validation for CG-SDT in FR2
	NR Cell 1
	
	
	
	

	7.3.1.1
	NR SA FR1-FR2 Inter-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.1.2
	NR SA FR2 Intra-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.1.3
	NR SA FR2-FR2 Inter-frequency handover; unknown target cell
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.1.4
	NR SA FR1-FR2 synchronous DAPS handover
	NR Cell 1
	NR Cell 10
	
	
	

	7.3.1.5
	NR SA FR1-FR2 asynchronous DAPS handover
	NR Cell 1
	NR Cell 10
	
	
	

	7.3.2.1.1
	NR SA FR2 RRC re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.2
	NR SA FR2-FR2 re-establishment
	NR Cell 1
	
	
	
	

	7.3.2.1.3
	NR SA FR2 RRC re-establishment without serving cell timing
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.2.2.1
	NR SA FR2 contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.2.2
	NR SA FR2 non-contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.2.4
	NR SA FR2 2-step non-contention based random access
	NR Cell 1
	
	
	
	

	7.3.2.3.1
	NR SA FR2-FR2 RRC connection release with redirection
	NR Cell 1
	NR Cell 6
	
	
	

	7.3.3.1
	NR SA FR2 conditional handover
	NR Cell 1
	NR Cell 2
	
	
	

	7.3.3.2
	NR SA FR2-FR2 conditional handover
	NR Cell 1
	NR Cell 6
	
	
	

	7.4.1.1
	NR SA FR2 UE transmit timing accuracy
	NR Cell 1
	
	
	
	

	7.4.3.1
	NR SA FR2 timing advance adjustment accuracy
	NR Cell 1
	
	
	
	

	7.5.1.1
	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.2
	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.3
	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.4
	Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	NR Cell 1
	
	
	
	

	7.5.1.9
	NR SA FR2 radio link monitoring UE scheduling restrictions
	NR Cell 1
	
	
	
	

	7.5.5.1
	NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	7.5.5.2
	NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	7.5.5.3
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	
	
	
	

	7.5.5.4
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	NR Cell 1
	
	
	
	

	7.5.5.6
	NR SA FR2 Scell CSI-RS-based beam failure detection and link recovery in non-DRX
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.5.7
	NR SA FR2 Scell CSI-RS-based beam failure detection and link recovery in DRX
	NR Cell 1
	NR Cell 6
	
	
	

	7.5.6.1
	NR SA FR2 DCI-based DL active BWP switch in non-DRX
	NR Cell 1
	
	
	
	

	7.5.8.3.1
	NR PCell FR2 HST active TCI state switch for a known TCI state
	NR Cell 1
	
	
	
	

	7.5.11.1
	NR SA FR2 UE UL carrier RRC reconfiguration delay
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.1
	NR SA FR2 event-triggered reporting without gap in non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.2
	NR SA FR2 event-triggered reporting without gap in DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.3
	NR SA FR2 event-triggered reporting with gap in non-DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.1.4
	NR SA FR2  event-triggered reporting with gap in DRX
	NR Cell 1
	NR Cell 2
	
	
	

	7.6.2.1
	NR SA FR2-FR2 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.2
	NR SA FR2-FR2 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.3
	NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.4
	NR SA FR2-FR2  event-triggered reporting in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.5
	NR SA FR1-FR2 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.6
	NR SA FR1-FR2 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.7
	NR SA FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.2.8
	NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	7.6.3.1
	NR SA FR2 SSB-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	7.6.3.2
	NR SA FR2 SSB-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	7.6.3.3
	NR SA FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	7.6.3.4
	NR SA FR2 CSI-RS-based L1-RSRP measurement in DRX
	NR Cell 1
	
	
	
	

	7.6.6.1
	NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.6.2
	NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.6.3
	NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.6.13.1
	UE Rx-Tx time difference measurement for propagation delay compensation using PRS in FR2
	NR Cell 1
	
	
	
	

	7.7.1.1
	NR SA FR2 SS-RSRP measurement accuracy
	NR Cell 489
	NR Cell 1
	
	
	

	7.7.1.2
	NR SA FR2-FR2 SS-RSRP measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.1.3.1
	NR SA FR1-FR2 SS-RSRP absolute measurement accuracy
	NR Cell 1
	NR Cell 10
	
	
	

	7.7.1.3.2
	Void
	
	
	
	
	

	7.7.2.1
	NR SA FR2 SS-RSRQ measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	7.7.2.2
	NR SA FR2-FR2 SS-RSRQ measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.3.1
	NR SA FR2 SS-SINR measurement accuracy
	NR Cell 1
	NR Cell 2
	
	
	

	7.7.3.2
	NR SA FR2-FR2 SS-SINR measurement accuracy
	NR Cell 6
	NR Cell 3
	
	
	

	7.7.6.1
	NR SA FR2 CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.7.6.2
	NR SA FR2 SSB based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	

	7.7.6.3
	NR SA FR2 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	



----Unchanged Clauses Skipped -----
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