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	Reason for change:
	In the current TTCN implementation of the function f_TC_7_1_3_5_5_ENDC_EUTRA, 

DRB2 is configured as split configuration after the preamble part 

v_DrbConfigAtSS := {
                                  cs_RadioBearer_Reconfig_SplitDRB2 (nr_Cell1)
                                  };

f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TEST_LOOPModeA_ON,-, -, -, -, v_DrbConfigAtSS, MCG_Split);

the same configuration is reapplied again inside the test body “fl_TC_7_1_3_5_5_EUTRA_TestBody”

v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)}; 

f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, SCG_RBConfig, -, -, -, v_RadioResourceConfigDedicated, v_ConfigDrbSS); // @sic R5s191042, R5-198180 sic@

it is proposed to remove this redundant configuration

	
	

	Summary of change:
	Removed the redundant configuration from the test body

	
	

	Consequences if not approved:
	Redundant configuration is provided to SS.
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2.1 [bookmark: _Toc134701869]Correction to the function fl_TC_7_1_3_5_5_EUTRA_TestBody
	Template name
	fl_TC_7_1_3_5_5_EUTRA_TestBody

	Reason for change
	In the function fl_TC_7_1_3_5_5_EUTRA_TestBody  ,

DRB2 is configured as split configuration after the preamble part 

v_DrbConfigAtSS := {
                                  cs_RadioBearer_Reconfig_SplitDRB2 (nr_Cell1)
                                  };

f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TEST_LOOPModeA_ON,-, -, -, -, v_DrbConfigAtSS, MCG_Split);

the same configuration is reapplied again inside the test body “fl_TC_7_1_3_5_5_EUTRA_TestBody”

v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)}; 

f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, SCG_RBConfig, -, -, -, v_RadioResourceConfigDedicated, v_ConfigDrbSS); // @sic R5s191042, R5-198180 sic@

it is proposed to remove this redundant configuration

	Summary of change
	Removed the redundant configuration from the test body

	TTCN module
	ttcn/develop/ENDC/7_1_3/PDCP_ENDC_EUTRA.ttcn

	MCC160 Comment
	



    
Before Change:
	  function fl_TC_7_1_3_5_5_EUTRA_TestBody()runs on EUTRA_5GS_PTC
  {
    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var template (value) RadioBearerList_Type v_ConfigDrbSS;
    
    v_RadioResourceConfigDedicated := cds_RadioResourceConfigDedicated_SrbDrbConfig (-, {cs_508_DRB_ToAddMod_ENDC_Split});
    v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)};
    f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, SCG_RBConfig, -, -, -, v_RadioResourceConfigDedicated, v_ConfigDrbSS); // @sic R5s191042, R5-198180 sic@
    
    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);
   
    << SKIPPED CODE >>

  }

	



After Change:
	    function fl_TC_7_1_3_5_5_EUTRA_TestBody()runs on EUTRA_5GS_PTC
  {
    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var template (value) RadioBearerList_Type v_ConfigDrbSS;
    
    v_RadioResourceConfigDedicated := cds_RadioResourceConfigDedicated_SrbDrbConfig (-, {cs_508_DRB_ToAddMod_ENDC_Split});
    //v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)}; //WA#WI=1094517
    f_EUTRA38_508_ENDC_Reconfiguration (eutra_Cell1, SCG_RBConfig, -, -, -, v_RadioResourceConfigDedicated, /*v_ConfigDrbSS*/omit); // @sic R5s191042, R5-198180 sic@ //WA#WI=1094517  
   
     << SKIPPED CODE >>

}
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