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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc124264127]Corrections required
1.1 Change 1
	Function name
	fl_TC_9_1_9_5_Body

	Reason for change
	As per prose At step 10 registration accepts inludes only UE radio capability ID deletion indication
#associated proseCR raised in RAN5#99

	Summary of change
	Set omit for UE radio capability ID at step 10

	TTCN module
	RACS_NR5GC.ttcn

	MCC160 Comment
	





Before Change:
	
function fl_TC_9_1_9_5_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var template (value) NG_MobileIdentity v_GUTIToSend;
    var NG_NAS_GutiParameters_Type v_GutiParams;
    var NAS_PlmnId v_PLMN;
    var TrackingAreaCode v_TAC;
    var template (value) NG_TrackingAreaIdList v_TAIList;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
   … 
    //@siclog "Step 10" siclog@
    //The SS transmits REGISTRATION ACCEPT message including UE radio capability ID deletion indication.
    v_TAC := f_NR_CellInfo_GetTAC (v_NGC_NASCellB);                         //@sic R5s211655 sic@
    v_TAIList := cs_NG_TAIListNonConsecutive(v_PLMN, {bit2oct(v_TAC)});     //@sic R5s211655 sic@
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   omit,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -, -, -, cs_UERadioCapIdDeletion ('E'H)
                                                   );
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellB, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));

…
NR5GC_Registration_Complete(v_NGC_NASCellB, tsc_NR_RbId_SRB1);    //@sic R5s211655 sic@

    //@siclog "Step 15" siclog@
    f_NR_RRCRelease(v_NGC_NASCellB); //@sic R5-216279 sic@
    
    } //End of fl_TC_9_1_9_5_Body




After Change:
	   function fl_TC_9_1_9_5_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var template (value) NG_MobileIdentity v_GUTIToSend;
    var NG_NAS_GutiParameters_Type v_GutiParams;
    var NAS_PlmnId v_PLMN;
    var TrackingAreaCode v_TAC;
    var template (value) NG_TrackingAreaIdList v_TAIList;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
   … 

    //@siclog "Step 10" siclog@
    //The SS transmits REGISTRATION ACCEPT message including UE radio capability ID deletion indication.
    v_TAC := f_NR_CellInfo_GetTAC (v_NGC_NASCellB);                         //@sic R5s211655 sic@
    v_TAIList := cs_NG_TAIListNonConsecutive(v_PLMN, {bit2oct(v_TAC)});     //@sic R5s211655 sic@
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   omit,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -,
                                                   -, -, -, -, -, -, -, cs_UERadioCapIdDeletion ('E'H)
                                                   );
    v_MsgToSend.registration_Accept.ueRadioCapabilityId := omit;
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellB, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));

…
    //@siclog "Step 15" siclog@
    f_NR_RRCRelease(v_NGC_NASCellB); //@sic R5-216279 sic@
    
    } //End of fl_TC_9_1_9_5_Body




