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1 [bookmark: _Toc122434485][bookmark: _Toc127799721]Overview
This document lists all the essencial changes needed to correct problems in the TTCN implementation of NR5GC test case 7.1.1.2.1 which is part of the NR5GC test suite in iwd-TTCN3-B2022-09_D22wk49.
Contact:	Parikshit Bhise
	parikshit.bhise@rohde-schwarz.com 
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2 [bookmark: _Toc127799722]Corrections required
2.1 [bookmark: _Toc127799723][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Function f_NR_RxRLCSTATUS_PDU_ACK_SN_Only ()
	Function name
	f_NR_RxRLCSTATUS_PDU_ACK_SN_Only

	Reason for change
	1. In current implementation this function only caters RLC status PDU for 18-bit SN but a Redcap UE will only support 12-bit SN Status PDU.

	Summary of change
	1. Made the changes to support RLC Status PDU for 12-bit SN under the pic pc_supportOfRedCap_r17 support to cater a redap UE requirement.

	TTCN module
	\NR_TC_Common\7_1_1\MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



Before Change:
	 function f_NR_RxRLCSTATUS_PDU_ACK_SN_Only(integer p_ACK_SN,
                                            DRB_Identity p_NR_DRB_Id)
    runs on NR_BASE_PTC
  {
    var template (present) NR_RLC_StatusPduSN18Bit_Type v_StatusPduSN18Bit := cr_NR_RLC_StatusPduSN18Bit(p_ACK_SN);
    var template (present) NR_RLC_PDUList_Type v_NR_RLC_PDUList := {
      cr_NR_RLC_PDU_Status(cr_NR_RLC_StatusPDU_SN18Bit(v_StatusPduSN18Bit))
    };
    //  receive STATUS PDU
    DRB.receive(car_NR_DRB_COMMON_IND_RLC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_NR_RLC_PDUList));
  }




After Change:
	 function f_NR_RxRLCSTATUS_PDU_ACK_SN_Only(integer p_ACK_SN,
                                            DRB_Identity p_NR_DRB_Id)
    runs on NR_BASE_PTC
  {
    var template (present) NR_RLC_StatusPduSN18Bit_Type v_StatusPduSN18Bit := cr_NR_RLC_StatusPduSN18Bit(p_ACK_SN);
    
    var template (present) NR_RLC_StatusPduSN12Bit_Type v_StatusPduSN12Bit := cr_NR_RLC_StatusPduSN12Bit(p_ACK_SN); //#WA#WI=1053777
    
    var template (present) NR_RLC_PDUList_Type v_NR_RLC_PDUList; //#WA#WI=1053777 R5-227518 
      
    if (pc_supportOfRedCap_r17 == true) {//@sic R5-227518 sic@
        v_NR_RLC_PDUList := { cr_NR_RLC_PDU_Status(cr_NR_RLC_StatusPDU_SN12Bit(v_StatusPduSN12Bit)) };
    }else{
        v_NR_RLC_PDUList := { cr_NR_RLC_PDU_Status(cr_NR_RLC_StatusPDU_SN18Bit(v_StatusPduSN18Bit)) };
    }
    //  receive STATUS PDU
    DRB.receive(car_NR_DRB_COMMON_IND_RLC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_NR_RLC_PDUList));
  }




